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COUNTY GOVERNMENT OF BUNGOMA

OPEN NATIONAL TENDER
The County Government of Bungoma through the Department of Roads,
Infrastructure and Public Works Invites sealed Tenders from eligible and competent
firms for the under mentioned Road works;

TENDER NUMBER TENDER NAME NEGOTIATION ELIGIBILITY
NO

BGM/CNTY /RPW/RMLF/OT/ 030202 | Spot Improvement of Kipsigon - 824184 Women

0/2021 Kapskei Road

Interested efjible candidates may download a complete set of tender document with evaluation
criteria from the County Government of Bungoma websitevw.bungoma.go.keand/ or the
IFMIS tender portalvww.supplier.treasury.go.ké or PPIP portalww.tenders.go.ke portalising

the uniquelFMIS Negotiation Number indicated in the tender advert.

Mandatory requirements
1) Certified Copy of Certificate of registration/incorporation.

2) Certified Copy of valid tax compliance certificate/exgtion certificate issued by KRA

3) Certified Copy of CR 12 certificate for limited companies

4) Registratiorwith the NationalConstruction Authorityfor Road works
NCA 8and aboveMUSTbe accompanied bjnnual Practicing License.

5) Certified KRA Pin certifida.

6) Bid security from reputable bank or Insurance Company approved by PPRA for open
tender. Special category is EXEMPT.

7) VALID and certifiedAGPOcertificatefor WOMEN

8) Dully filled, signed and stamped Tender form

9) Dully filled, stamped and signed Businesséd3tionnaire Form

10)Certified Single Business Permit.

11)MUSTprovide Copies of the national ID/passport for the directors as per CR12

12)All pagesMUSTbe serialized/page

13)Estimates MUST be withinor -10% of published market rates

14)Dully filled Signedand stampedBill of Quantities

Complete tender documents must be submitted through the IFMIS SUPPLIER PORTAL

www. Supplier.treasury.go.kas per the requirements contained in the document so as to
be received on obefore the date and time indicated in the IFMIS" Friday October
2020.bids shall be opened immediately thereafter in the presence of bidders or their
representative who may choose to attend at Ministry of Roads, Infrastructure and Public
Works conferene hall.

NOTE Bidders who May experience challenges in accessing and uploading their tenders in the
IFMIS tender portal should contact the IFMIS Helpdesk (email http:/ifmis.go.ke,



http://www.bungoma.go.ke/
http://www.supplie.treasury.go.ke/
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Tel:0800721477/0204801801) at the treasury or contact Supply Chain Management Office
|l ocated behind H.E the Governords office Count.y
official working hours.(MondayFriday 8:00am 5:00Pm)

1 Site visitis aMUSTa nd wi | [L3% Buesday ©ctobeR020¢é . as from10:00am at
Ministry of Roads, Infrastructure and Public Works conference hall. Note that a certificate
will issued as proof of attendance

MANUAL SUBMISSIONSII not be accepted. All tenders must be submitted through the
IFMISPlatform.

CHIEF OFFICER ROADS, INFRASTRUCTURE AND PUBKIS WO



tel:0800721477/0204801801
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FORM OF BID

(NOTE: The Appendix to Form of Bid forms part of the Bid. Bidders are required to fillealilimk
spaces in this Form of Bid and the Appendix to Form of Bid.)

NAME OF CONTRACT: SPOT IMPROVEMENT OF KIPSIGON - KAPSKEI
ROAD
ROAD TENDER NO. BGM/CNTY/RPW/RMLF/OT/ 0302020/202¢& .

TO: The Chief Officer,
Roads, Infrastructure and Public works.
P.O. Box 437- 50200,
BUNGOMA

DearSir,

1. Having examined the Conditions of Contract, Specifications, Bills of Quantities, and
Drawings for the execution of the abewamed works we, the undersigned, offer to construct
and install such woskand remedy any defects therein in conformity with the said Bills of
Quantities, Conditions of Contract, Specifications and Drawings for the sum of

(Insert amount in words)

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

eeeeeeeeeeeeeeeceeeeeceeeeeceeeeeceeeeeececce

(Insert amount in

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

as specified in the Appendix to Form of Bid or such other sums as may be ascertained in
accordance with the said Conditions.

2. We undertake, if our bid is accepted, to commence the workiwvtitienty-eight (28) days
of receipt of the Engineerds order to commen
works comprised in the contract within the time stated in the Appendix to Form of Bid.

3. If our bid is accepted we will, when requiredtaih the guarantee of a Bank or other sureties
(to be approved by you) to be jointly and severally bound with us in a sum not exceeding 5%
of the above named sum for the due performance of the contract under the terms of a Bond to
be approved by you.

4. We aree to abide by this bid for the period of one hundred and twenty (120) days from the
date fixed for receiving the same and it shall remain binding upon us and may be accepted at
any time before the expiration of that period.

5. We understand that you aretrbound to accept the lowest or any bid you may receive.
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6. On the basis of our previous experience we are fully experienced and competent in the type
of work included in this BID and we have adequate financial resources to carry out the works
described wthin the period for completion. We are in a position to fulfil the contract for
which we have Bided.

Dated this éééeéeéééeéeéé.. Day of éééééééeéé 20 é¢ééc

7

the capacity Dedignatioghée é é € é é ¢

-
-
-
-
-
-
-
-
>

Signhatureééé

Duly authorizedtes i gn bi ds on behalf of eeéeééecéeecéecéece.
eéééeeeeeeeeeeeeeeeeeece € é é¢éééé éNMameof Bidder

Address and official stamp of Bidder:

ééeeeceeeee. eeeececececeececcecce eeeeeeeece
NameofWi t ness: éééeeeéééeeceeééeeeceecéééeeeceééeecee

s 7z 7z =z

Signature of Witnesé: é é é € é é é é .

Address of Witness: ééééeééeééeécéeécéeécéeeéeececececece.

™
[}
[}

Occupation of Witness: éééééééé. éééecééeéééeéeeéecé
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APPENDIX TO FORM OF BID
(This appendix forms part of the bid)

CONDITIONS OF CONTRACT CLAUSE | AMOUNT

Law of contract Laws of Kenya

Language and form of communication for the English

contract

Bid Security (Bank Guarantee or reputable insurar, N/A

company approved by PPRA Only)

Amount of Performance Securityiconditional 10.1 N/A

Bank Guarantee)

Program to be submitted 14.1 Not later than 14 (Fourteen) days after
issuance of Order to Commence

Cash flow estimate to be submitted 14.3 Not later than 14 (Fourteen) days after
issuance of Order to Commence

Minimum amount of Third Party Insurance 23.2 0.3% of the contract value

Period for commencemeni4ll 14 days

commence

Time for completion 43.1 3(Thre@ months

Amount of liquidated damages 47.1 KShs. 5,000.00 per day

Limit of liquidated damages 47.1 10% of Contract Sum

Defects Liability period 49.1 1(one) month

Percentage of Retention 60.3 10% of Interim Payment Certificate

Limit of Retention Money 60. 3 10% of Contract Sum

Time within which payment to be madeeafinterim | 60.10 45 days

Payment Certificate signed by Engineer

Time within which payment to be made after Final| 60.10 45 days

Payment Certificate signed by Engineer

Advance Payment Security 60.12 Full amount of the advance in the form of
UnconditiondBank Guarantee (Insurance
bonds shall not be accepted)

Appointer of Arbitrator/Adjudicator 67.3 The Chartered Institute of Arbitrators (Kenys

Notice to Employer and Engineer 68.2 The Employero6s ad

The County Seetary,

County Government of Bungoma,
P.O. Box 437 50200

BUNGOMA

The

Engineerds ad
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The Chief Officer,

Roads, Transport,Infrastructure and
Public Works

P.O. Box 437 50200

BUNGOMA

CONDITIONS OF
CONTRACT

AMOUNT/DESCRIPTION

CONDITIONS OF
CONTRACT CLAUSE

Approximate Weightings
for Price Adjustment
Formula

See Table A below

70.3

Weightings and Indices

Where necessary, in the table B below,
bidders shall (a) indicate their amounts
local currency payment, (b) indicate the|
proposed sourcand base values of
indices for the different foreign currency
elements of cost, (c) derive their proposg
weightings for local and foreign currenc
payment as indicated in table B below,

and (d) list the exchange rates used in 1

currency conversion

70.3, 70.4 and 70.5

Table A Approximate Weightings for Price Adjustment
Description of Index % Range of Weighting

Fixed (AAOQ) 8
Labour 81 12
Fuels and Lubricants 127 22
Equipment and Spares 3571 40
Cement 81 12
Reinforcement and Steel products 113
Explosives 1715
Bitumen and Bituminous pducts 157 25
Total 100

NOTE: @Denotes that this should be used as guidance to bidders and for purpose of checking their
submissions, the Employer has estimated and provided a range of acceptable wdahtitated major

construction inputs in accordance with the potential range of construction methodologies, based on estimated

cost in a common currency.

Table B: Bidderds proposed weighting
Index Code Index Source of Index| Base value andale Bi dder 6s
Description proposed
weighting
Non Civil Engineering The Indices prevailing at A: 0.08__
adjustable Cost Indicgs from 28da3_/s k_)efore te_nder b:
Kenya National submissbn deadline shall appl c:
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Bureau of Statistics d:
For equipment & e:
spares, the official
indices from source
country shall apply

Total \ 1.00

Signature of Bidderéeeéééeéeééeeééeéeé. ééDate ¢é¢éE
(Failure to sign this appendix will i mpl yisqudlfied bi dder
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FORM OF BID SECURITY
BID BANK GUARANTEE

Note: The bidder shall complete only this form of Bank guarantee. No other Form of Bid Bond or any
other forms of security will be accept Bidders who fail to comply with this requirement will be
disqualified.

WHEREAS Name of biddgr

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

€Eééecééeéeéééeéeéecééeéeécéeceeéeéeecéeéeéecece. e.

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

ceeceeeeeeeeeceeceeeceeeeeeeeeeeceeceeeeeeeeeeeeeecece

(hereinafter called fAthe éRIéEEEré®)é ehaéxtubmitted

for the SPOT IMPROVEMENT OF KIPSIGON -KAPSKEI ROAD
TENDER NO.: BGM/CNTY/RPW/RMLF/OT/ 0302020/2021
hereinafter calledThe Bic

KNOW ALL MEN by these presents that wddme of Bank

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,

of[NameofCountly ééeééééeéeéééeéeééééehaving our registered

,,,,,,,,,,,,,

e6éééceééeéeééeéeéeeée ¢é (hereinafter called fAthe Bank?o

Government of Kenya ( her ethesunfofilewordckahs:l ed At he

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

eeeeeceeeeeeeeeeceeeeeceeeeceeeeeceeeee. . eeecee

(Infigureg Kshsééeéééeéeéécééecééecécééecéeééece. é. ..
for which payment will be well and truly made to the said Employer the Bank binds itself,

successors and assigns by these presents.

THE CONDITIONS of this obligation are:

1. If the bidder withdraws his Bid during the period of bid validity specified by the Bidder on
the Bid Form; or

2. If the Bidder refuses to accept the correction of eilirohgs bid; or

3. If the Bidder having been notified of the acceptance of his bid by the Employer during the
period of Bid Validity
(i) fails or refuses to execute the Form of Agreement in accordance with the Instructions
to Bidders when required or

(i) fails or refuses to furnish the Performance Security, in accordance with the
Instructions to Bidders.

E my
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We undertake to pay to the Employer up to the above amount upon receipt of his first written
demand, without the Employer having to substantiate his mgnmovided that in his demand the
Employer will note that the amount claimed by him is due to him owing to the occurrence of any of
the above conditions, specifying the occurred condition or conditions.

This guarantee will remain in force up to and umlthg twentyeight (28) days after the date of
expiration of the bid validity, as stated in the Instructions to Bidders.

At the request of the Employer the Bid validity period may be extended by mutual agreement
between the Employer and the Bidder and wvelertake to extend the validity of this surety
accordingly without you having to inform us of such an extension of the Bid validity period if within
this period the Bidder has been notified of the acceptance of his Bid. This Surety shall remain valid
upto the time the Contract Agreement has been executed.

SEALED with the common seal of t he Bank this éEé:¢

AUTHORIZED SIGNATURE OF THE BANK

,,,,,,,,,,,,,,,,,,,,,

éééeécéééeeéeeeeeececeeeé DATE ééééeééeééeéé

NAME OF SIGNATORY

TITLE OF SI GNATORY €eéeéeééeéeéeeececeeceeeeceeceeceeceeceeceececcece.
NAME OF THE WI TNESS éééééééééééééééééeééeeééeééé.
SI GNATURE OF THE WI TNESS ééééeeéeéeeéecée DATE éécéc

ADDRESS OF THE WI TNESS ééééééééééééééééeéééeéééé.
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SECTION 4: INSTRUCTIONS TO BIDDERS

1C
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A.

1
11

1.2

1.3

2

CONDITIONS OF BID AND INSTRUCTIONS TO BIDDERS

GENERAL

SCOPE OF BID

The Employer, as defined in the Conditions

of

to receive bids for the reconstruction of works as described in Section 1, clause 101 and 102 of the
Special Specificationsi Locati on and extent of the Workso

The successful bidder will be expected to complete the Works within the period stated in the

Appendix to Bid from the date of commencement of the Works.

Throughout these bidding documents, the terms bid and BID and their derivatives (bidder/Bidder,
bid/Bided, bidding/Bidding etc.) are synonymous, and day means calendar day. Singular also

means plural.
SOURCE OF FUNDS

2.1 The source of funding is the Kenya roads Board (Roads Maintanance Levy funds ) through County

3

Government of Bungoma
CORRUPT PRACTICES

3.1 The Goernment requires that the bidders, suppliers;caumtractors and supervisors observe the
highest standard of ethics during the procurement and execution of such contracts. in this pursuit of

4.2

4.3

4.4

4.5

this policy, the government;

(@) Defines for the purposes of thisopision, the terms set forth below as follows:

) Acorrupt practiced means t he

of fering,

value to influence the action of a public official in the procurement process or in the

execution, and

(i) Afraudule®t mpamstac mi srepresentation

procurement process or the execution of a contract to the detriment of the Employer,

and includes collusive practices among bidders ( prior to or after bid submission)
designed to establish bjgtices at artificial, nortompetitive levels and to deprive the

Employer of the benefits of free and open competition

(b)  Will reject a proposal for award if it determines that the Bidder recommended for award has

engaged in corrupt or fraudulent practicesompeting for the Contract, and

(c) Will declare a firm ineligible, either indefinitely or for a stated period of time, to be awarded
a government contract if it at any times determines that the firm has engaged in corrupt or
fraudulent practices in competifgy, or in executing, a Government financed contract.

ELIGIBLE BIDDERS

This invitation to bid is open to all Bidders who are legally registered or incorporated in the
Republic of Kenya as of the time of bid submission. Registration with Ministry of Ramds

Contractor is mandatory.

of

Bidders shall not have a conflict of interest. Bidders shall be considered to have conflict of interest,
if they participated as a consultant in the preparation of the design, documentation or technical
specifications of the wrks that are the subject of this bidding other than as far as required by the

Employer.

A firm that is under a declaration of ineligibility by the Employer in accordance with clause 3, at

the date of submission of the bid or thereafter, shall be difgqdali

Bidders shall provide such evidence of their continued eligibility satisfactory to the Employer, as

the Employer shall reasonably request.

12

C

gi
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5 QUALIFICATION OF THE BIDDER
5.1 Bidders shall as part of their bid:

(@)

(b)

Submit a written power of attorney authorizihg signatory of the bid to commit the

bidder; and

Update any information submitted with their bids and update in any case the information
indicated in the schedules and continue to meet the minimum threshold criteria set out in
the bid documents.

5.2 As a mhimum, Bidders shall provide latest information set out below:

(@)
(b)

(©)
(d)
(e)
(f)

(9)
(h)
(i)

evidence of access to lines of credit and availability of other financial resources
financial predictions for the current year and the two subsequent years, including the
effect of known commihents

currentwork commitments

current litigation information; and

availability of critical equipment

Availability of key technical personnel

Similar work experience

History of non performing contracts

Details of sukcontractors if any

5.3 Bidders shall alsosubmit proposals of work methods and schedule in sufficient detail to
demonstrate the adequacy of the d dpropd®ads to meet the technical specifications and the
completion time referred to in Claue2 above.

5.4 In caseof a joint venture, the following shall apply:

(@)

(b)

(c)

(d)

(e)

The bid, and in case of a successful bid, the Form oééxgent, shall be signed sotas

be legally binding on all partners.

One of the partners shall be nominated as being in charge, andttidgzation shall be
evidenced by submitting of a power of attorney signed by legally authorized signatories
of all the partners

The partner in charge shall be authorized to incur liabilities and receive instructions for
andon behalf of any and all paers of the joint venture and the entire execution of the
contract including payment shall be done exclusively with the partner in charge

All partners in a joint venture shall be lialpténtly and severally for the execution of the
contract in accordanceitlv the contract terms, and a relevant statement to this effect
shall be included in the authorization mentioned under (b) above as well as in the Form
of Bid and the Form of Agreement (in case of a successful tender)

A copy of the agreement entered ity the joint venture partners shall be submitted
with the tender.

6 ONE BID PER BIDDER

6.1 Each bdder shall submit only one bid per tenderbiider who submits or participates in more
than one bigher tendewill be disqualified.

7 COST OF BIDDING
7.1 The bidder ball bear all costs associated with the preparation and submission of his bid and the

Employer will in no case be responsible or liable for those costs, regardless of the conduct or
outcome of the bidding process.

13
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8 SITEVISIT

8.1 The bidder is informed thgtre-BID site visit is mandatory and he/she shall examine the Site of
Works and its surroundings and obtain for himself all information that may be necessary for
preparing the bid and entering into a contract fegonstruction of theroad The bi dder 6s
representative at this prebid site visit must be professionally qualified in the field of Civil
Engineering. The Employer will not recognise representation by such people as, deckstaries
or drivers. The costs of visiting the site shall be atthe biddes own expense.

8.2 The bidder and any of his personnel or agents will be granted permission by the Employer to enter
its premises and lands for the purpose of such inspection, but only on the express condition that the
bidder, its personnel and agents, wilease and indemnify the Employer and its personnel and
agents from and against all liability in respect thereof, and will be responsible for personal injury
(whether fatal or otherwise), loss of or damage to property and any other loss, damagegdcosts an
expenses however caused, which but for the exercise of such permission would not have arisen.

8.3 The Employer will conduct a Site Visit concurrently with the-pigt meeting referred to in Clause
19, attendanceok which is mandatory for all bidders. Failure to attend the site visit by any bidder
will lead to disqualification of his /her bid.
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B. BIDDING DOCUMENTS

9 CONTENTS OF BIDDING DOCUMENTS

9.1 The set of documents comprising the BID includes the following togetitielany addenda issued
in accordance with Claugd:

(@) Invitation to BidTender notice

(b) Instructions to bidders

(c) Qualification Criteria

(d) Conditions of ContractPart Il

(e) Conditions of ContractPart |

()] Standard Specifations

(9) Special Specifications

(h) Form of Bid, Appendix to Form of Bid and Bid Security
0] Bills of Quantities

)] Schedules of Supplementary information
(k) Form of Contract Agreement

)] Form of Performance Security

(m) Drawings

(n) BID addenda (BID notices)

(0) Confidential Busings Questionnaire

(p) Details of Sukcontractors

9.2 The bidder is expected to examine carefully all instructions, conditions, forms, terms,
specifications and drawings in the bidding documents. Failure to comply with the
requirements of bid submissionwilbeat he bi dder 6s own ri sk. Bi d
responsive to the requirements of the bidding documents will be rejected.

9.3 All bidders for the proposed contract for the purpose of submitting a bid (whether they
submit the bid pnot) shall treat tfn det ai |l s of the Dbid docur
confidential o

10 CLARIFICATION OF BID DING DOCUMENTS

10.1 The prospective bidder requiring any clarification of the bidding documents may notify the
Employer in writing or by cable (hereinafter the term cable is deetmedclude telex and
facsimile) at the Employerds mailing address 1in

10.2 The Employer will respond in writing to any request for clarificattwat he receives earlier than 3
days prior to the deadline for the submissionofbido pi es of the Empl oyer és
raised by bidders (including an explanation of the query but without identifying the sources of the
inquiry) will be sent to all prospective bidders who will have purchased the bidding documents.

11 AMENDMENT OF B IDDING DOCUMENTS

11.1 At any time prior to the deadline for submission of bids, the Employer may, for any reason,
whether at his own initiative or in response to a clarification requested by a prospective bidder,
modify the bidding documents by issuing subse¢éeldenda.

11.2 The Addendum thus issued shall be part of the bidding documents pursuaniGtagsdi 0.1and
shall be communicated in writing or cable to all purchasetheobidding documentand will be
binding upon themProspective bidders shall promptly acknowledge receipt of each Addendum in
writing or by cable to the Employer.
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11.3 In order to afford prospective bidders reasonable time in which to take an Addend@avciotot

in preparing their bids, the Employer may, at his discretion, extend the deadline for the submission
of bids in accordance with Claug2
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C. PREPARATION OF BIDS
12 LANGUAGE OF BID

12.1

The bid prepared by theidder and all correspondences and documents relating to the bid
exchanged by the bidder and the Employer shall be written in the English Language. Supporting
documents and printed literature furnished by the bidder may be in another language proyided the
are accompanied by an appropriate translation of pertinent passages in the above stated language.
For the purpose of interpretation of the bid, the English language shall prevail.

13 DOCUMENTS COMPRISING THE BID

13.1

(@)
(b)
(€)
(d)
(e)
(f)

13.2

The bid to be prepared by the bidder shathpase:

Duly filled-in Form of Bid and Appendix to form of bid;

Bid security;

Priced Bills of Quantities;

Schedules of informatign

Quialification Criteria

Any other materials required to be completed and submitted in accordance with the Instructions to
Bidders embodied in these bidding documents.

These Forms, Bills of Quantities and Schedules provided in these bidding documents shall be used
without exception (subject to extensions of the Schedules in the same format).

14 BID PRICES

14.1

14.2

14.3

Unless explicitly steed otherwise in the bidding documents, the contract shall be for the whole
works as described in Sitlausel.l, based on the basic unit rates and prices in the Bill of
Quantities submitted by the bidder.

All the insertions made by the bidder shall be made in INK and the bidder shall clearly form the
figures. The relevant space in the form of bid and bills of quantities shall be completed accordingly
without interlineations or erasures except those necessagritect errors made by the bidder in
which case the erasures and interlineations shall be initialled by the person(s) signing the bid.

The bidder shall fill in rates and prices for all items of Works described in the Bills of Quantities,
whether quantiés are stated or ndtems against which no rate of price is entered by the tenderer
will not be paid for by the employer when executed and shaleleenedcovered by theates for
other items and prices in the Bills of Quantities.

the prices and unit ras$ in the Bills of Quantities are to be the full (all inclusive) value ofvibé
described under the items, including all costs and expenses which may be necessary and all general
risks, liabilities and obligations set forth or implied in the documenmtattich the tendeis based

All duties, taxes and other levies payable by the contractor under the contract, or for any other
cause prior to the deadline for the submission of tenders, shall be included in the rates and prices
and the total tender pricaetamitted by the bidder.

Each price or unit rate inserted in the Bill of Quantities should be a realistic estimate for completing
the activity oractivities described under that particular item and the bidder is advised against
inserting a price or rategainst any item contrary to this instruction.

Every rate entered in the Bill of Quantitieshetheror not such a ratés associated with the
quantity, shall form part of the contract. The employer shall have the right to call for any item of
work containd in the Bills of Quantities, anslich itemsf work to be paid for at the rate entered

by the bidder and it is the intention of the Employer to take full advantage of the unbalanced low
rates.

17



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

14.4

14.5

All duties, taxes (excluding VAT) and other levies payabl¢hieyContractor under the Contract, or
for any other cause as of the date 28 days prior to the deadline for submission of bids, shall be
included in the rates and prices and the total Bid Price submitted by the bidder.

Unless otherwise provided in the BiddiData and Conditions of Particular Applicatitime rates

and prices quoted by the bidder are subject to adjustment during the performance of the contract in
accordance with the provisions of Clause 70 of the Conditions of Corithedtidder shall furish

with his bid written confirmation from his suppliers or manufacturers of basic unit rates for the
supply of items listed in the Conditions of Contract clause 70 where appropriate. The Employer
may require the bidder to justify such rates so obtairgad the suppliers or manufacturers.

15 CURRENCIES OF BID AND PAYMENT

15.1

Bids shall be priced in Kenya Shillings.

16 BID VALIDITY

16.1

16.2

The bid shall remain valid and open for acceptance for a perib2l0oflaysfrom the specified date
of bid opening specified in Claug2 or from the extended date of tender opening, whichever is
later.

In exceptional circumstances prior to expiry of the original bid validity period, the Employer may
request that the bidders extend the peribdatidity for a specified additional period. The request

and the responses thereto shall be made in writing or by cable. A bidder may refuse the request
without forfeiting his bid security. A bidder agreeing to the request will not be required nor
permited to modify his bid, but will be required to extend the validity of his bid security for the
period of the extension, and in compliance with Cldusa all respects.

17 BID SECURITY

17.1

17.2

17.3

17.4

17.5

17.6

The bidder shall furnistgs part of his bid, a bid security in the amount shown iApgigendix to
Form of Bid.

The bid security shall be in the form of unconditional bank guarantee from a reputable bank
selected by the bidder and located in Keflpgurance bonds shall not be epted).The format of

the bank guarantee shall be in accordance with bid security included in Section 1. The bid security
shall remain valid for a period &0 days beyond the original validity period for the bid, and
beyond any period of extension subsatly requested under Siausel 6.2

Any bid not accompanied by an acceptable bid security will be rejected by the Employer as non
responsive.

The bid securities of unsuccessful bidders will be dischargaaihed as promptly gmssible but
not later than 28 days after the expiration of the period of bid security validity.

The bid security of the successful bidder will be discharged upon the bidder signing the Contract
Agreement and furnishing the requirperformance security.

The bid security may be forfeited:

€) if a bidder withdraws his bid, except as provided in-Slduise24.2

(b) if the bidder does not accept the correction of any errors, pursu@liaiige 29 oin
accordance witlsub-Clause 28.2 or

(©) in the case of a successful bidder, if he fails within the specified time limit to:

1. sign the Contract Agreement or
2. furnish the necessary performance security
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18 NO ALTERNATIVE OFFER S
18.1 The bidder shall submit one offemhich complies fully with the requirements of the bidding
documentsinless otherwise provided in the appendix

18.2 The bid submitted shall be solely on behalf of the bidgdet only one bid may be submitted by
each biddeeither by himself or as a partnerarjointventure. Abidder who submits or participates
in more than one bid will be disqualified.

18.3 A price or rate shall be entered in indelible ink against every item in the Bills of Quantities with the
exception of items which already have Prime CostroviBional sums affixed thereto. The bidders
are reminded that no fAnRsiundo odri sficionucnl tusd ewdiol Ir abtee sa
for various items should include discounts if any. Bidders who fail to comply will be disqualified.

18.4 A bidder shd not attach any conditions of his own to his bid. The bid price must be based on the
bid documents. The bidder is not required to present alteriivenstructioroptions and he shall
use without exception, the Bills of Quantities as providedyith the amendments as notified in
the tender notices, if any, for the calculation of the bid price. Any bidder who fails to comply with
the clause will be disqualified.

19 PRE-BID MEETING

19.1 The bidders designated representative and who must be one of the techsmd fisted aa key
staff in Schedule No. B invited to attend a p#eid meeting, which will take placthevenue
and time indicated in the invitation to Bid. The purpose of the meeting will be to clarify issues
and to answer questions on any mattat may be raised at that stage.

19.2 The bidder is requested as far as possible to submit any questions in writing or by cable, to reach
the Employer not later than one week before the meeting. It may not be practicable at the meeting
to answer questions raeed late, but questions and responses will be transmitted in accordance
with the Minutes of the meeting, including the text of the questions raised and the responses given
together with any responses prepared after the meeting, will be transmitted wigteuto all
purchasers of the bidding documents. Any modification of the bidding documents listed in Sub
Clause 8.1, which may become necessary as a result of th@preeting shall be made by the
Employer exclusively through the issue of an Addendwrsuant to Clause 10 or through the
minutes of the prbid meeting.

19.3 Nonattendance at the pled meeting by a Bidder will be a cause for disqualification of his BID.

20 FORMAT AND SIGNING O F BIDS

20.1 The bidder shall prepare one original of the documents d¢simprthe bid as described in Clause
13 of these Instructions to Bidders, bound with the section containing the &omid and
Appendi x to Bid, and clearly mar k ebtitt@woxeless| NAL O .
of the bid clearly marked ACOPI ESO. In the evel
prevalil.

20.2 The original and copies of the bid shall be typed or written in indelible ink (in the case of copies,
photocopies are also acceptatdayl shall be signed by a person or persons duly authorized to sign
on behalf of the bidder pursuant to SDlause5.1(a) The person or persons signing the bid shall
initial all pages of the bid where teies or amendments have been made.

20.3 The bid shall be without alterations, omissions or conditions except as necessary to correct errors
made by the bidder, in which case such corrections shall be initialled by the person or persons
signing the bid.
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D. SUBMISSION OF BIDS

21 SEALING AND MARKING OF BIDS

21.1 The bidder shall seal the original and each copy of the bid in separate envelopes duly marking the
envel opes AORI GI NALO and ACOPYO. The envel opes
envelope.

21.2 The inner anaduter envelope shall

(a) beaddressed to the Employer at the address provided in the Appendix to Form of Bid.

(b) bear the name and identification number of the contract. In addition to the identification
required in suiClause21.], the inner envelopes dhindicate the name and address of the
bidder to enable the bid to be returned wuno
Clause?3.1, and for matching purposes under Cla2ée

(c) Provide a warning not to open before the time and date for bid opening, as specified in the
Bidding Data.

21.3 If the outer envelope is not sealed and marked as instructed above, the Employer will assume no
responsibility for the misplacesnt or premature opening of the bidbid opened prematurely for
this cause will be rejected by tRenployerand returned to the bidder.

22 DEADLINE FOR SUBMISSION OF BIDS
22.1 Bids must be received by the Employer at the address specified in Sub Zlaise as to be

,,,,,,,,,,

222 bids delivered by hand must be placed in the 0t

22.3 Proof of posting will not be acpeed as proof of delivery and any bid delivered after the above
stipulated time, from whatever cause arising will not be considered.

22.4 The Employer may, at his discretion, extend the deadline for the submission of bids through the
issue of an Addendum in @ardance with Clauskl in which case all rights and obligations of the
Employer and the bidders previously subject to the original deadline shall thereafter be subject to
the new deadline as extended.

23 LATE BIDS
23.1 Any bid received by the Employer after the deadline for submission of bids prescribed inZ2lause
will be returned unopened to the bidder.

24 MODIFICATION, SUBSTI TUTION AND WITHDRAWA L OF BIDS

24.1 The bidder may modifysubstitute or withdraw his bid after bid submission, provided that written
notice of modification or withdrawal is received by the Employer prior to the prescribed deadline
for submission of bids.

242 The bidderés modi fi cat i @eshall beupbepated, sealedi markedamd wi t h
delivered in accordance with the provisions of Claf%ewith the outer and inner envelopes
additionally marked AMODIFICATI ONO or fAWI THDRAW

24.3 No bid may be modified subsequent to the deadline for submission of bids, except in accordance
with SubClause 28.1.

24.4 Any withdrawal of a bid during the interval between the deadline for submission of bids and
expiration of the period of bid validity specified ita@sel7 may result in the forfeiture of the bid
security pursuant to SeBlausel?7.6
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E. BID OPENING AND EVALUATION
25 BID OPENING

25.1

25.2

25.3

25.4

25.5

The Employer will open the bids, dluding withdrawals and modifications made pursuant to
Clause 24, in the presence of bidders' designated representatives who choose to attend,

,,,,,,,,,,,

eeéeéeéeééééee. at exactly 10.00 am Local time Opening of
tenders/bids will take place immediately thereafter at t he County Hall in the

presence of tenderers/representatives who may wish to attend. The bidders'
representatives who are present shall sign a register evidencing their attendance.

Envelopes markedWITHDRAWAL" and A SUBSTI TUTI ONO s hahel be
name of the bidder shall be read out. Bids for which an acceptable notice of withdrawal has been
submitted pursuant to Claugé shall not be opened.

The bidder's name, the Bid Prices, including any bid noadibns and withdrawals, the presence

(or absence) of bid security, and any such details as the Employer may consider appropriate, will be
announced by the Employer at the opening. Subsequently, all envelopes marked
AMODI FI CATI ONO s h a Isubmigsiens thereinmeacdoutanrapgpropriiteedetail. No

bid shall be rejected at bid opening except for late bids pursuant to Clause 23.

The Employer shall prepare minutes of the bid opening, including the information disclosed to
those present in accordanwith SubClause 25.3.

Bids not opened and read out at bid opening shall not be considered further for evaluation,
irrespective of the circumstances.

26 PROCESS TO BE CONFIDENTIAL

26.1

Information relating to the examination, evaluation and comparison of lmdgeaommendations

for the award of contract shall not be disclosed to bidders or any other persons not officially
concerned with such process until the award to the successful bidder has been announced. Any
effort by a bidder to influence the Employept®cessing of bids or award decisions may result in

the rejection of the bidder's bid.

27 CLARIFICATION OF BID S AND CONTACTING OF THE EMPLOYER

27.1

27.2

27.3

To assist in the examination, evaluation, and comparifohids, the Employer may, atshi
discretion, ask any bidddor clarification oftheir bid, including breakdowns of unit rates. The
request for clarification and the response shall be in writing or by cable, but no change in the price
or substance of the bid shall be sought, offered, or permitted except agdeguaonfirm the
correction of arithmetic errors discovered by the Employer in the evaluation of the bids in
accordance with Clause 28.

Subject to SulClause 26.1, no bidder shall contact the Employer on any matter relating to its bid
from the time of théid opening to the time the contract is awarded. If the bidder wishes to bring
additional information to the notice of the Employer, it should do so in writing.

Any effort by the bidder to influence the Employer in the Employer's bid evaluation, bid
compaison or contract award decisions may result in the rejection of the bidder's bid.

28 EXAMINATION OF BIDS AND DETERMINATION OF RESPONSIVENESS

28.1

Prior to the detailed evaluation of bids, the Employer will determine whether each bid (a) has been
properly signed(b) is accompanied by the required securities; (c) is substantially responsive to the
requirements of the bidding documents; and (d) provides any clarification and/or substantiation that
the Employer may require to determine responsiveness pursuant@stise 28.2.
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28.2 A substantially responsive bid is one that conforms to all the terms, conditions, and specifications
of the bidding documents without material deviation or reservation and has a valid BID bank
guarantee. A material deviation or reservai®mne (a) which affects in any substantial way the
scope, quality, or performance of the works; (b) which limits in any substantial way, inconsistent
with the bidding documents, the Employer's rights or the bidder's obligations under the contract; or
(c) whose rectification would affect unfairly the competitive position of other bidders presenting
substantially responsive bids.

28.3 Each price of unit rate inserted in the Bills of Quantities shall be a realistic estimate of the cost of
completing the worksdescribed under the particular item including allowance for overheads,

profits and the |ike. Should a tender be seriou
of the works to be performed under any item or groups of items, the tender shadinteddwot
responsive.

28.4 If a bid is not substantially responsive, it will be rejected by the Employer and may not
subsequently be made responsive by correction or withdrawal of the nonconforming deviation or
reservation.

29 CORRECTION OF ERRORS

29.1 Bids determinedo be substantially responsive will be checked by the Employer for any arithmetic
errorsin the computations and summatio&srors will be corrected by the Employer as follows:

@ Where there is a discrepancy between the amounts in figures and in woedaptiré in
words as indicated in the Form of Bid will govern;

(b) Where there is a discrepancy between the unit rate and the line item total resulting from
multiplying the unit rate by the quantitihe unit rate as quoted will prevail, unless in the
opinion d the Employer, there is an obvious typographical error, in which case
adjustment will be made to the entry containing the error.

(©) In the event of a discrepancy between the bid amount as stated in the Form of Bid and the
corrected bid figure in the main sumary of the Bills of Quantities, the amount as stated
in the form of bid shall prevail.

(d) The error correction factor shall be computed by expressing the difference between the
bid amount and the corrected bid swok as a |
(ie corrected tender sum less prime cost and Provisional sums)

(e) The error correction factor shall be appli
addition as the case may be) for the purposes of valuations for interim certificates and
valuatbns of variations

) The amount stated in the bid will be adjusted in accordance with the above procedure for
the correction of errors and, with concurrence of the bidder, shall be considered as
binding upon the bidder. If the bidder does not accept theatedr@amount, the bid may
be rejected and the Bid Security may be forfeited in accordance with clause 17.

29.2 Any error by the Bidder in pricing or extending the Bills of Quantities or carrying forward to the
summary or BID Sum, shall be corrected in such atwaythe BID Sum remains unaltered and the
Bidder shall within seven (7) days after issuance of the written notice dyntipgoyer or such
further time as th&mployermay allow, correct his BID in such a manner as may be agreed or
directed by theemployer failing which the BID may be absolutely rejected and the Bid Security
forfeited in accordance with Su@®lause 17.6 .
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30 EVALUATION AND COMPA RISON OF BIDS

30.1

30.2

30.3

30.4

30.5
30.6

30.7

30.8

30.9

The Employer will then evaluate and compare only the bids determined to be substantially
responsiveri accordance with Clauses 27 and 28.

In evaluating bids, the employer will determine for each bid the evaluated bid price by adjusting the
bid price as follows

(a) Making any correction of errors pursuant to clause 29

(b) excluding provisional sums and provisioifi, any, for contingencies in the bills of
Quantities, but including Dayorks where priced competitively

The Employerreserves the right to accept any variatiogyidtion or alternative offenariation,
deviation or alternative offer and other factorsiah are in excess of the requirements of the bid
documents or otherwise result in the accrual of unsolicited benefits Enipyer shall not be
taken into account in tender evaluation.

Price adjustment provisions in the Conditions of Contract appled the period of execution of
the contract shall not be taken into account in the bid evaluation.

Preference where allowed in the evaluation of bids shall not exceed 15%

The procuring entity may at any time terminate procurement proceedings beforet@méa and
shall not be liable to any person for the termination.

The procuring entity shall give prompt notice for the termination to the bidders and on request give
its reasons for termination within 14dayseteivingthe request from any bidder.

A bidder who gives false information in the bid document about his qualification of who refuses to
enter into a contract after notification of award shall be considered for debarment from participating
in future public procurement.

If the bid, which resultsi the lowest Evaluated Bid Price is seriously unbalanced or front loaded in
relation to the Engineer's estimate of the items of work to be performed under the contract, the
Employer may require the bidder to produce detailed price analyses for anytemalbi the Bills

of Quantities, to demonstrate the internal consistency of those prices with the construction methods
and schedule proposed. After evaluation of the price analyses, taking into consideration the
schedule of estimated contract payments, Emeployer may require that the amount of the
Performance Security set forth in Clause 35 be increased at the expense of the bidder to a level
sufficient to protect the Employer against financial loss in the event of default of the successful
bidder underfte contract.

30.10There will be preference for domestic bidders in accordance with section 39 (8) of the Public

Procurement and Disposal Act, 2005 and section 28 of the Public Procurement and Disposal
Regulations, 2006 all of the Laws of Kenya.

30.11Poor past perfanance of the bidder shall be usasl an evaluation criterioim accordance with

section 5Qualification criteria
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F. AWARD OF CONTRACT

31 AWARD

31.1

Subject to Clause 32, the Employer will award the contract to the bidder whose bid has been
determined to be subsitzally responsive to the bidding documents and who has offered the lowest
Evaluated Bid Price pursuant to Clause 29, provided that such bidder has been determined to be (a)
eligible in accordance with the provisions of Stlause 4.1, and (b) qualified accordance with

the provisions of Clause 5.

32 EMPLOYER'S RIGHT TO ACCEPT ANY BID AND T O REJECT ANY OR ALL
BIDS

32.1

The Employer reserves the right to accept or reject any bid, and to annul the bidding process and
reject all bids, at any time prior to award @htract, without thereby incurring any liability to the
affected bidder or bidders or any obligation to inform the affected bidder or bidders of the grounds
for the Employer's action.

33 NOTIFICATION OF AWAR D

33.1

33.2

Prior to expiration of the period of bid validifyrescribed by the Employer, the Employer will
notify the successful bidder in writing or by cable confirmed by registered letter that its bid has
been accepted. This letter (hereinafter and in the Conditions of Contract daditdr "of
Acceptance") shallspecify the sum, which the Employer will pay the Contractor in consideration
of the execution and completion of the works and the remedying of any defects therein by the
Contractor as prescribed by the contract (hereinafter and in the Conditions ofcCoalled "the
Contract Price").

At the same time that the Employer notifies the successful bidder that his bid has been accepted, the
Employer shall notify the other bidders that their bids have been unsuccessful and that their bid
securities will be retuned as promptly as possible, in accordance witkctause 17.4.

34 SIGNING OF AGREEMENT

34.1

34.2

34.3

At the same time that the Employer notifies the successful bidder that its bid has been accepted, the
Employer will send the bidder the Agreement in the form provigethé bidding documents,
incorporating all agreements between the parties.

Within 14 days of receipt of the form of contract agreement from the employer, the successful
bidder shall sign the form and return it to the employer together with the requifedmagrce
security.

The parties to the contract shall have it signed within 30days from the date of notification of
contract award unless there is an administrative review request.
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35 PERFORMANCE SECURITY

35.1 Within twenty eight 28) days of receipt of theotification of awardfrom the Employer, the
successful bidder shall furnish to the Employer a performance security in the form stipulated in the
Conditions of contract. The form of performance security provided in Se@tmfnthe bidding
documents shall besad.

35.2 The successful bidder shall provide a performance security in the form of an Unconditional Bank
Guarantee from a reputable bapproved by the employer alatated in Kenya.

35.3 Failure by the successful Bidder to lodge the required Performance Guashalieeonstitutea
breach of contract armslfficient grounds for thannulment of the Award and forfeiture of the
Bid Surety; in which event the Employer may make the awartthéonext ranked bidder call for
new bids.

36 CONTRACT EFFECTIVENE SS

36.1 The Contratwill be effective only upon signature of the Agreement between the Contractor and
the Employer.

37 ADVANCE PAYMENT

37.1 An advance payment, if approved by the employer, shall be made under the contract, if
requested byhe contractgrin accordance with claus®@) of the conditions of contract.
The advance paymegtuaranteshall be denominated in Kenya Shillings.

38 CORRUPT AND FRAUDULE NT PRACTICES

38.1 The procuring entity requires that bidders observe the highest standard of ethics during the
procurement process amdecution of contracts. A bidder shall sign a declaration that he has
not and will not be involved in corrupt or fraudulent practices.
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SECTION 5: QUALIFICATION CRITERIA
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SECTION 5: QUALIFICATION CRITERIA

This Section contains all the tacs, methods and criteria that the Employer shall use to
evaluate applications. The information to be provided in relation to each factor and the
definitions of the corresponding terms are included in the respective Application. Forms

Contents

1. Eligibilityé . . . . . . ... ... .. ..eeeeecéééeeeceee..30.
2. Historical Contract NON-PerformanCe............cooiivviiiiiiiieeee e vmmra e 31
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4. EXperi enceeéé L b 32
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6.SiteStafe . 6 é6éééééééeeecéééééeeeececeeeeéeéeeee. é3s
7 Schedules of the Major Items of Plant to Be Used On the Proposed Caentt ........... 35
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POST QUALIFICATION SCORE

POINT
ITEM | DESCRIPTION SCORE
SCALE
KEY PERSONNEL Max 25
Bsc Civil Engineering. 6
e Registered Engineer 3
Quialification J — 9
HND in Civil Eng. 4
Site Agent (Max 8 marks) Dip in Civil Eng. 3
> 3 years and above 2
Experience 2 years 2
1 year 1
o Diploma in Survey (Minimum 5
Quialification D — - y( )
1 Certificate in Survey 2
Surveyor (Max 8 marks) > 3Years 3
Experience 2 Years 2
1Year 1
Diploma in Civil Engineering
Qualification | (Minimum) 5
. M " Certificate in Civil Engineering 2
oreman (Max 9marks) > oYears 4
Experience 1 Years 2
PLANT AND EQUIPMENT Max 10
_ Owned 2
Dozer Cat D8 or equivaleitlNo.
Leased 1
) Owned 2
Grader Cat 140H or equivalentNo.
Leased 1
2 Owned 2
Roller seltpropelled- 1No.
Leased 1
Hydraulic excavator CAT 180HP or Owned 2
equivalent 1No. Leased 1
_ ) Owned 2
Tipper Trucks 15 ton gross capaditNo.
Leased 1
FINANCIAL CAPABILITY Max 20
The financial accounts, balance sheets, profit g
loss statements are certified by reputable audit 5
firm. Contact information of the firm to be
Financial statements provided (Last Two Years)
3 The Bank statementseafrom a reputable Bank.
Contact information to be availed (Last Six 5
Months)
Financial Information || Provide turrover figures for the last two (2) yeal 5

Current work

showing current work commitment.
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Provide undertaking from the bank providing 5
current line of credit specific to the tender
WORK METHODOLOGY Max 25
Signed work programme chart and cash f 0-13
estimate
Detailed method statement on how to carry 0-12
the intended works
WORK SAFETY MANAGEMENT Max 15
Proposalson&rf f i ¢ control, workersé6 saf 15
EXPERIENCE Max 5
General Experience (Completion Certificates of 3 No of projects complet 3
the last 5 years)
Two (2 No) of projects submitted above, should have a minimum Cor >
value ofKshs. 3,000,000
TOTAL MAX 100
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No.

Qualification Criteria

Subject

Compliance Requirements

Joint Venture

Documentation

Requirement Single Entity All Parties Submission Requirement
Combined Each Party One Party
1. Eligibility
11 Eligibility Nationality in accordanceith Sub Must meet requirement Existing or Must meet N/A Section 7, Schedule 1
Clause 4.1. intended JV requirement
must meet
requirement
1.2 | Conflict of Interest No conflicts of interest in Sullause| Must meetequirement Existing or Must meet N/A Section 7, Schedule 1
4.2. intended JV requirement
must meet
requirement
1.3 Employer Ineligibility Not having been declared ineligible| Must meet requirement Existing JV Must meet N/A Section 7, Schedule 1
by the Employer, as described in must meet requirement
SubClause 4.3. requirement
1.4 Incorporation & Pursuant teub clausd.1 the Must meet requirement Must meet Must meet N/A Section 7, Schedule 1
Registration following shall be provided; requirement requirement
- Certified Copy of Certificate of
incorporation to show that the
applicant is a registereasbmpany and
legally authorised to do business in
Kenya
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No.

Qualification Criteria

Compliance Requirements

Joint Venture

Documentation

Submission Requirement

Subject Requirement Single Entity é” Parties Each Party One Party
ombined
2. Historical Contract Non-Performance
2.1 History of Nont Non-performancef a contact did Must meet requirement by| N/ A Must meet N/A Section 7, Schedulg
Performing Contracts | not occur within the last five (5) itself or as party to past or requirement by

years prior to the deadline for existing JV itself or as pagt
application submission based on al to past or existing
information on fully settled disputes JV
or litigation. A fully settled dispute
or litigation is one that has been
resolved in accordance with the
Dispute Resolution Mechanism
under the respective contract, and
where all appeal instances availablg
to the applicant have been exhaust

2.2 Pending Litigation All pending litigation shall in total Must meetrequirement by | N/A Must meet N/A
not represent more than fifty percer| itself or as party to past or requirement by Section 7, Scheduledl
(50%)] of the Applicant's net worth | existing JV itself or as party
and shall be treated as resolved to past or existing
against the Applicant. JVv

3. Financial Situation

3.1 Financial Performance | Submission of audited balance she{ Must meet requirement N/A Must meet N/A Section 7, Schedu@®&10
or if not required by the law of the requirement
applicant's country, other financial
statements acceptable to the
Employer, for the lagivo [2] years
to demonstrate:
(a) the current soundness of the
applicants financial position and its| (a) Must meet requirement
prospective long term profitability, (@ N/A (a) Must meet (@N/A
and ) (b) Must meet requirement requirement
(b) capacity to have a cash flow
amount of mirkShs. 5(five) Million (b) Must meet | (b) N/ A b)N/A

equivalent working capital

requirement
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Qualification Criteria

Compliance Requirements

Joint Venture

Documentation

Submission Requirement

No. Subject Requirement Single Entity All Parties
. Each Party One Party
Combined
3.2 | Average Annual Minimum average annual Must meet requirement Must meet Must meet ((100 | Must meet fifty Section 7, Schedu@& 10
Construction Turnover | construction turnover dShs. requirement 50)/(n1))% of (50%) percent of

5Milli on [5 million], calculated as
total certified paymesstreceived for
contracts in progress or completed,

the requirement
where n= number
of joint venture

the reuirement

within the last three [(3)] years members
4. Experience
4.1 General Construction | Experience under construction Must meet requirement N/A Must meet N/A Section 7, Schedulg
Experience contracts in the role of contractor, requirement

subcontractor, or management
contractor for at least the ldste[5]
yearsprior to the applications
submission deadline

4.2(a) | Specific Construction | Participation as contractor, Must meet requirement Must meet N/A Must meet Section 7, Schedulg

Experience

management contractor or
subcontractor, in at least two (2)
contracts within the lasix (2) years,
each with a value of at least KShs.
10Million (Tenmillion), that have
been successfully and substantially
completed and that are similar to th
proposed works. The similarity shal
be based on the physical size,
complexity, methods/technolggr
other characteristics as described i

Section 6, Scope of Works

requirement

requirement for
one contract
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Qualification Criteria Compliance Requirements Documentation
) ] . ] Joint Venture o .
No. Subject Requirement Single Entity All Parties Submission Requirement
. Each Party One Party
Combined
4.2(b) b) For the above or other contracts| Must meet requirements | Must meet N/A Must meet Section 7, Schedel6
executed during the periodmilated requirement requirement

in 4.2(a) above, a minimum
construction experience in at least
one (1) of:
- Repair & rehabilitation of
bitumen roads.
- New Construction to
bitumen standards.

4.3 Work Methodology Submission of a brief work Should demonstrate Should N/A N/A Section 7, Schedulkl
methodology in accordance with su| understanding of the scopq demonstrate
clause 5.3 of works and other genera| understanding
requirements of the scope of
works and other
geneal

requirements

5. Current Commitments

5.1 On-going contracts The total value of outstanding worky Must meet requirements | Must meet Must meet ((100 | N/A Section 7, Schedule
on the orgoing contracts must not requirements 50)(n-1))% of
exceed KShssMillion the requirement

where n= number
of joint venture
members

6. Site Staff
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No.

Qualification Criteria

Subject

Requirement

Single Entity

Compliance Requirements

Joint Venture

Documentation

All Parties Submission Requirement
Combined Each Party One Party
The site staff shall posses minimun] Must meet requirements Must meet N/A N/A Section 7, Schedule
levels set below; requirements
Site Agent Qualification = BSc. Civil lBg

Senior Foreman

Site Surveyor

General Experience 5years and
above.

Qualification = H.N.D.or Dip Civil
Eng.
General Experience 5yrs

Qualification =Degree inSurveyor
Diploma in Survey
General Experience 5yrs.
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7 Schedulesf the Major Items of Plant to Be Used Onthe Proposed Contract

The Bidder must indicate the core plant and equipment considered by the company to be
necessary for undeHimg the project together witbroof of ownership. (* Mandatory
minimum number of equipment required by the Employer for the execution of the project
that the bidder must make available for the Contract).

Item Minimum No of No. of No. of equipment
No. Number Equipment equipment to to be made
Equipment Details Required | Owned by the be available for the
for the Bidder hired/purchase | Contract by the
Contract d by the Bidder Bidder
Execution
1 A) Transport (Tippers,
dumpers, water
tankers)

6X4 tippers payload
167 20 tonnes 5

B) Earth i Moving
2 Equipment

1. Tractor dozers with
dozer attachment 1
(D6-D9 equivalent)

2. Motor graders (93 | 1
205kW)

3 C) Excavators

1. Hydraulic crawler 1
mounted (10 16
tonnes)i 0.4071 0.60
m3 SAE bucket.

4 D) Rollers
1. Self propelled single

drum vibrating
(various types)

We hereby certify thatotwithstanding the list of plant detailed above, we will provide
sufficient, suitake and adequate plant in good working order for the successful
completion of workss specified under the contract

,,,,,,,,,,,,,,,,,,,

eeeeeeceeceeceee eeéeeéeeéeee.
(Signature of Contractor) (Date)
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SECTION 6: CONDITIONS OF CONTRACT
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SECTION 6A CONDITIONS OF CONTRACT PART I: GENERAL
CONDITIONS OF CONTRACT

The Conditionsof Contract Part I GeneralConditionsshall be those forming Part 1 of the
Conditions of Contract fo€onstruction(Building and Engineering workslrirst Edition 199,

reprinted in 1992 with further amendments, prepared by the Federation Internationale des
Ingenieurs Conseils (FIDIC)The Conditions are subject to variations and additions set out in
Part |11 hereof entit | eidCondiGomsobdParticulaoApglicanboh Cont r

NOTE

i) The Conditions of Particular Application take precedence over the General Conditions of
Contract.

i) Copies of the FIDIC Conditions of Contract can be obtained from:

FIDIC Secretariat

P.0.Box311

CH-1215 Geneva 15
Switzerland

Fax: 41-22-79949-00
Telephone:  41-22-79949-01
Email : fidic@fidic.org
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SECTION 6B: CONDITIONS OF CONTRACT PART Il: (CONDITIONS OF
PARTICULAR APPLICATION)

The following Conditions of Particular Application shall supplement the General Conditions of
Contract. Whenever there is a conflict, the provisions herein shall prevail over those in the
General Conditions of Contract. The Particular Condition is preceded by the corresponding
clause number of the General Conditions to which it relates.

CONTENTS

CONDITIONS OF CONTRACT PART Il (CONDITIONS OF PARTICULAR

APPLICATION) .ottt nmmme e AL
SUB-CLAUSE 1.17 DEFINITIONS ... 41
SUB-CLAUSE 1.27 INTERPRETATION ....ooiiiiiiiiiiiiii e 41
SUB-CLAUSE 1.4- LANGUAGE AND LAW .ottt 41
SUB-CLAUSE 1.57 PRIORITY OF CONTRACT DOCUMENTS ... 41
SUB-CLAUSE 1.9 DELAYED INSTRUCTIONS OR DRAWINGS ... 42
SUB-CLAUSE 1.9a ASBUILT DRAWIN GS......coiiiiiiiiiiiiiiiimmmee e 42
SUB-CLAUSE 1.9b INTENT OF DRAWINGS AND SPECIFICATIONS .........c........ 42

SUB-CLAUSE 1.9c SUFFICIENCY OF DRAWINGS AND SPECIFICATIONS ........ 42
SUB-CLAUSE 1.9d APPROVAL OF DRAWINGS NOT TO ABSOLVE THE

SUB-CLAUSE 1.9e APPROVED DRAWINGS TO BE MODIFIED ..........ccovvvvvininnnees 43
SUB-CLAUSE 1.9f SIZE OF DRAWINGS .......ctiiiiiiiiiiiieeeee e 43
SUB-CLAUSE 3.1-ENGI NEER6S DUTI ES AND..AUTHORA43TY.
SUB-CLAUSE 3.27 DELEGATION BY THE ENGINEER. .......cc.ooviiiiiiiiieieee 43
SUBCLAUSE 4.1 CONTRACTOROS GENERAL..REZ3#LONSI BI
SUB-CLAUSE 4.2 - PERFORMANCE SECURITY ... . A0

SUB-CLAUSE43CONTRACTORG6S Rep.r.es.ent.at.i.v.e...46
SUB-CLAUSE 4.3a - LANGUAGE ABILITY AND QUALIFICATIONS OF

CONTRACTOR®GS AUTHORI.S.ED...AGENT...46
SUB-CLAUSE 4.3b - QUALIFICATION AND LANGUAGE ABILITY OF

SUPERINTENDING STAFF ...t . 4O
SUB-CLAUSE 4.47 SUDCONTIACIOIS.....civuiieiiiiieeii et eeee et e e e s eeemea e e e e eanas a7
SUB-CLAUSE 6.57 RESTRICTION ON WORKING HOURS .......coeivviviieeiineen . 48
SUB-CLAUSE 4.8 - SAFETY, SECURITY AND PROTECTION OF THE

ENVIRON MENT L.oeiiiiiii ettt e et s smemr e e ea e e e e eaasd 48
SUB-CLAUSE 4.107 SITE DATA ..o e e e s s mmma e e e e e e eaans 49
SUB-CLAUSE 4.147 INTERFERENCE WITH TRAFFIC ..ooei e 49
SUB-CLAUSE 4.14A 7 REINSTATEMENT AND COMPENSATION FOR DAMAGES

TO PERSONS AND PROPERY ..eiiiiiii e 49
SUB-CLAUSE 6.17 CONDITIONS OF EMPLOYMENT OF LABOUR ......cevvvnnnn. 50
SUB-CLAUSE 6.2T7 FAIR WAGES ... ..o aeeme e 50
SUB-CLAUSE 6.2ai BREACH OF FAIR WAGES CLAUSE ........ccooiiiiiiieiieeeieee, 51
SUB-CLAUSE 6.2bT COMPENSATION FOR INJURY oot 51
SUB-CLAUSE 6.47 LABOUR STANDARDS ........ it 51
SUB-CLAUSE 6.9 REPATRIATION OF LABOUR ..ot 51
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SUB-CLAUSE 6.12: HIV/AIDS AND GENDER ISSUES..........ccccoiiiiieeec e 52
SUB-CLAUSE 6.13: MEASURES AGAINST INSECT AND PEST NUISANCE......... 52
SUB-CLAUSE 6.14: EPIDEMICS ... .o s a3
SUB-CLAUSE 6.15: FESTIVALS AND RELIGIOUS CUSTOMS ... a3
SUB-CLAUSE 7.817 ROYALTIES ... a3
SUB-CLAUSE 8.11 COMMENCEMENT OF WORKS ... 53
SUB-CLAUSE 8.217 TIME FOR COMPLETION ....cooiiiiiiiiiiiiiiiiiiiieeee e o4
SUB-CLAUSE 8.3 PROGRAM TO BE SUBMITTED .......ooooiiiiiiiiiiiieeee s a4
SUB-CLAUSE 8.47 EXTENSION OF TIME FOR COMPLETION ......ccovvviiiiiieeennn. 25
SUB-CLAUSE 14.3 CASH FLOW ESTIMATE ...coiiiiiii e a5
SUB-CLAUSE 17.3T EMPLOYERO S...RL.SKS. ... 61
SUB-CLAUSE 18.2-1 NSURANCE OF WORKS AND CONTRACTOR
61
SUB-CLAUSE 18.27 SCOPE OF COVER......cotiiiiiiiiiiiei e 62
SUB-CLAUSE 18.4a- EXCLUSIONS ......ootiiii e een e 62
SUB-CLAUSE 18.5T INSURANCE NOTICES ...t 62
SUB-CLAUSE 18.67 NOTIFICATION TO INSURERS ... 62
SUB-CLAUSE 47.27 REDUCTION OF LIQUIDATED DAMAGES .............cccoeei. 55
SUB-CLAUSE 52.117 VALUATION OF VARIATIONS ... 56
SUB-CLAUSE 52.41 DAYWORKS ...ttt emeea e 56

SUB-CLAUSE 54.11 CONTRACTOROGS EQUI PMENT, TEMPORARY
MATERIALS: EXCLUSIVE USE FOR THE WORKS Error! Bookmark not

defined.
SUB-CLAUSE 54.9 EQUIPMENT AND PLANT ..ottt 48
SUB-CLAUSE 54.10 WATER, FUEL, LIGHT AND POWER .......ccoooiiiiiiiieeiee, 48
SUB-CLAUSE 54.11 EXISTING SERVICES........cooo et vmmad 49
SUB-CLAUSE 55.27 OMISSIONS OF QUANTITIES .....uoiiiiiiiiiee et 55
SUB-CLAUSE 58.47 PROVISIONAL ITEMS ..o 56
CLAUSE 60:17 CERTIFICATES AND PAYMENTS ..o 56
SUB-CLAUSE 60.17T MONTHLY STATEMENT ... 56
SUB-CLAUSE 60.2- INTERIM PAYMENT CERTIFICATE ..o 57
SUB-CLAUSE 60.31 PAYMENT OF RETENTION MONEY ...cooiiiiiiiiiieevcea, 57
SUB-CLAUSE 60.4° CORRECTION OF CERTIFICATES ..o 58
SUB-CLAUSE 60.5 STATEMENT AT COMPLETION ...ouiiiiiii e 58
SUB-CLAUSE 60.67 FINAL STATEMENT ...ovuiiiii e mmmes 58
SUB-CLAUSE 60.71 DISCHARGE ..ottt aeeme e 58
SUB-CLAUSE 60.87 FINAL PAYMENT CERTIFICATE ..o 58
SUB-CLAUSE 60.9 CESSATION OF EMPLOYERS LIABILITY i, 59
SUB-CLAUSE 60.10T TIME FOR PAYMENT ...ouiiiiiiieie e 59
SUB-CLAUSE 60.1171 CURRENCY OF PAYMENT ..oouiiii et 59
SUB-CLAUSE 60.127 ADVANCE PAYMENT ..ot 59
SUB-CLAUSE 60.13 MATERIALS FOR PERMANENT WORKS ......ccooiiiiiiiiiiies a0
SUB-CLAUSEG67.1T ENGI NEEROGS DECIL.SL.ON i 44
SUB-CLAUSE 67.27 AMICABLE SETTLEMENT ..oorniiiiee e eean 62
SUB-CLAUSE 67.317 ARBITRATION ...t eneme e 63
SUB-CLAUSE 68.217 NOTICES TO EMPLOYER A ND ENGINEERError! Bookmark not
defined.

SUB-CLAUSE 68.471 CORRESPONDENCES..........c......... Error! Bookmark not defined.
CLAUSE 6917 DEFAULT OF EMPLOYER ... oot aenmens 63
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CLAUSE 7017 CHANGES IN COST AND LEGISLATION ....ccoiiiiiiiiiiiiiii e 63
SUB-CLAUSE 70.2 PRICE ADJUSTMENT ....cooiiiiiiiiiiiiii e 56
SUB-CLAUSE 70.2- OTHER CHANGES IN COST ... 63
SUB-CLAUSE 70.3ADJUSTMENT FORMULAE .......ooviiiiiiiic 63
SUB-CLAUSE 70.4 SOURCES OF INDICES AND WEIGHTINGS ..........ccevvviiinnnes 64
SUB-CLAUSE 70.5BASE, CURRENT, AND PROVISIONAL INDICES ................... 64
SUB-CLAUSE 70.6- ADJUSTMENT AFTER COMPLETION ... 64
SUB-CLAUSE 70.7- WEIGHTINGS ......oiiiiiei e 65
SUB-CLAUSE 70.8- SUBSEQUENT LEGISLATION .......ccoiiiiiiiiiiieee 65
CLAUSE 7217 RATES OF EXCHANGE COST ...oiiiiiiiiiiieeei i, 65
CLAUSE 737 BRIBERY AND COLLUSION ....ooiiiiiiiiiiiieei e 65
CLAUSE 74: - CONTRACT TO BE CONFIDENTIAL ..cooviiiiiiiie e 67
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CONDITIONS OF CONTRA CT PART Il (CONDITIO NS OF PARTICULAR APPLICATION)

SUB-CLAUSE 1.17 DEFINITIONS

Amend this sukzlause as follows:

1.1.2.2T h e A E mp CauntyeGovernmest of Bungomeepresented by th@ounty
Secretary

1.1.24 Thei En g i n e &€higf Officey T Ro&ds, Transport, Infrastructure and Public
Works (Design and Construction

1.1.1.10Insert in line 2 after théBills of Quant i t i es 0, the follow
by the Contractor (whether or not such rateebeloyed in computation of the Contract
Price), o

Amend subparagraph (b) (v) 8tibclausel.1 by adding the following words at the end:
The word ABI DO is synonymous with Abido
AAppendi x to Bido amtdsd hwi worbindd Dngod aa

SUB-CLAUSE 1.27 INTERPRETATION
Add SubClause 1.2 (e), the following:

Words designating persons or parties shall include firms and companies and any
organization having legal capacity.

SUB-CLAUSE 1.4- LANGUAGE AND LAW

The Contract document shall be drawn up in the ENGLISH LANGUAGE.
Communication between the Contractor and
given language.

a) The Laws applicable to this Contract shall be the Laws of the Republic of Kenya

SUB-CLAUSE 1.57 PRIORITY OF CONTRACT DOCUMENTS

Delete the documents listeebland substitute:
(1) The Contract Agreement (if completed)

(2) The Letter Of Acceptance;

(3) The Bid and Appendix to Bid;

(4) The Conditions of Contract Part Il;

(5) The Conditions of Contract Part I;

(6) The Special Specifications;

(7) The Standard Specification for Road and Bridge Construction, 1986;
(8) The Drawings;

(9) The priced Bills of Quantities

(10) Other documents as listed in the Appendix to form of Bid
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SUB-CLAUSE 1.9DELAYED INSTRUCTIONS OR DRAWINGS

Add to SubClausel.9, the following:

AThe Contractor shal/l give 2 weeks' not i
Representative of any further drawings or specifications that may be required for the
execution of the Works or otherwise under the Comtc t . ©

SUB-CLAUSE 1.9A AS-BUILT DRAWINGS

On Completion of the works, the Contractor shall arrange to furnish to the Employer at
hisowncos t wo ( 2) boumudi IsteG@ da evdrw canhmbsend oA the
Work, such copies being on polyestenfiland a digitized copy of the drawings in a
compact disc of format to be approved by the Engineer or his Representative. The Taking
Over Certificate of the works, whole or parts, as per the provisions of Clausend

10.2 hereof shall not be issued by¢ Engi neer in the event o
furnish the aforesaid drawings for the entire Works.

SUB-CLAUSE 1.9BINTENT OF DRAWINGS A ND SPECIFICATIONS

The intent of Drawings and Specifications is to describe the details for the complete
Recorstruction and maintenance of the Works, which the Contractor undertakes to
perform in accordance with the terms of the Contract.

The Drawings or Specifications describe portions of the Works in general terms, but not
in complete detail, it is understootat only materials and workmanship of the first
guality are to be used.

Unless otherwise specified, the Contractor shall furnish all labour, materials, tools,
equipment and incidentals, and do all the work involved in executing the Contract in a
satisfacbry and workmanlike manner.

SUB-CLAUSE 1.9CSUFFICIENCY OF DRAWI NGS AND SPECIFICATIO NS

The Drawings and Specifications included in the Contract are believed to be full and
sufficient to enable the Contractor to carry out the work required by the Co@hextld
the Contractor discover any error, omission, fault and other defect or deficiency in the
Drawings and Specifications he shall promptly notify the Engineer's Representative of the
same and the error, omission, fault, defect or deficiency will didieel by the Engineer.

No payment will be made to the Contractor for undertaking any kind of design work other
than that specifically required by the terms of the Contract. Payment for design work
specifically required by the terms of the Contract Ishaldeemed to be included in the
Rates and Lump Sums entered in the Bill of Quantities
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SUB-CLAUSE 1.9DAPPROVAL OF DRAWINGS NOT TO ABSOLVE THE C ONTRACTOR

Non examination by the Engineer of any document submitted by the Contractor of the
Temporary Worksnhor the approval expressed by the Engineer in regard thereto either
with or without modifications SHALL NOT absolve the Contractor from any liability
imposed upon him by any provision of the Contract.

SUB-CLAUSE 1.9EAPPROVED DRAWINGS TO BE MODIFIED

Shoud it be found at any time after approval has been given by the Engineer to any
drawings submitted by the Contractor that the said drawings do not comply with the terms
and conditions of the Contract, or that the details do not agree with any drawings
submitted previously, such alterations and additions as may be deemed necessary by the
Engineer shall be made therein by the Contractor and the work carried out accordingly
without extra payment to the Contractor thereof.

SUB-CLAUSE 1.9F SIZE OF DRAWINGS

All drawings submitted by the Contractor shall for convenience in filing be as far as
possible of a uniform size being not more than 101 cm x 68 cm overadlifa) All
drawings shall be numbered and dated.

SUB-CLAUSE3.1-ENGI NEERO&6 S DDAUTHGRITAK.N

The Engineer shall carry out the duties specified in the contract. Except as expressly
stated in the contract, the Engineer shall not have authority to relieve the Contractor of
any of its obligations under the contra@te Engineer shall obtain theesjific approval
of the Employer before taking any of the following actions:

a) Consenting to the subletting of any part of the works under Slduse 7;

b) Certifying additional cost

c) Determining an extension of time

d) Issuing a variation;

e) Fixing rates or prices

SUB-CLAUSE 3.27 DELEGATION BY THE EN GINEER.

The Engineer may, from time to time, while retaining ultimate responsibility, delegate to

the Engineer's representative any of the duties and authority vested in the Engineer and

he may at any time revoke $udelegation or replace the representative. Any such

delegation, revocation or replacement shall be in writing and shall not take effect until a
copy thereof has been delivered to the Contractor. The administrative order which
determines the duties, autitgrand identity of the Engineer's representative shall be

issued by the Engineer at the moment of the commencement order. The role of the
Engineerds representative shall be to sup
the materials employed atite quality of workmanship. Under no circumstances will the
Engineerds representative be empowered to
the contract or save where express instructions to that effect are given below or in the
contracti orderworks resulting in an extension of the period of implementation of tasks
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or additional costs to be paid by the Employer or introduce variants in the nature or scale
of the works.

Any communication given by the kEngineer s
accordance with the terms of such delegation shall have the same effect as though it had
been given by the Engineer, provided that:

ayany failure on the part of the Engineer
materials or plant shall not prejudithe authority of the Engineer to disapprove such
work, materials or plant and to give the instructions necessary for the rectification
thereof;

b) The Engineer shall be at liberty to reverse or vary the contents of such
communication.

Instructions andfoorders issued in writing by the Engineer shall be considered an
administrative order. Such orders shall be dated, numbered and entered by the Engineer
in a register, and copies thereof delivered by hand, where appropriate, to the Contractor's
representate.

SUB-CLAUSE35TENGI NEER®S DECI SI ON

Delete the entire sutlause 3.5 and insert the following;

Alf a dispute of any kind whatsoever ari :
any connection with, or arising out of, the Contract or thecai@n of the works,

whether during the execution of the works or after their completion and whether before

or after repudiation or other termination of the Contract including any dispute as to any
opinion, instruction, determination, certificate or vaiomtof the Engineer, the matter in
dispute shall, in the first place, be referred in writing to the Engineer, with a copy to the
other party. Such reference shall state it is made pursuant to this clause. No later than 28
(twenty eight) day after the dayavhich he received such reference the Engineer shall

give notice of his decision to the Employer and the Contractor. Such decision shall state

it is made pursuant to this clause.

Unless the Contract has already been repudiated or terminated, the ©orstnadt in

every case, continue to proceed with the works with all due diligence and the Contractor
and the Employer shall give effect forthwith to every such decision of the Engineer
unless and until the same shall be revised, as hereinafter provwided, Amicable
Settl ement, Adjudicatords or Arbitratoros

If either the Employer or the Contractor be dissatisfied with the any decision of the
Engineer, or if the Engineer fails to give notice of his decision on or before the 28th
(twenty eighth) dg after the day on which he received the reference, then either the
Employer or the Contractor may, on or before the 28th (twenty eighth) day after the day
on which he received notice of such decision, or on or before the 28th (twenty eighth)
day after theday on which the said period of 28 days expired, as the case may be, give
notice to the other party, with a copy for information to the Engineer, of his intention to
commence Adjudication, as hereinafter provided, as to the matter in dispute. Such notice
shall establish the entitlement of the party giving the same to commence Adjudication, as
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hereinafter provided, as to such dispute; no adjudication in respect thereof may be
commenced unless such notice is given.

If the Engineer has given notice of hiscd#on as to a matter in dispute to the Employer
and the Contractor and no notice of intention to commence adjudication as to such
dispute has been given by either the Employer or the Contractor on or before the twenty
eighth day after the day on which tparties received notice as to such decision from the
Engineer, the said decision shall become final and binding upon the Employer and the

~

Contractor. i

SUBCLAUSE4. 1 CONTRACT O RALRE&SONIHBILITIES

Add to SubClause4.1, the following:

(a) Within 28 days after receipt of the Engineer's order to commence the works, the
Contractor shall establish an office at the site duly equipped for the Contractor's
Representative and his supervisory personnel. The Contractor shall maintain this
office throughout the&ontract period. All correspondence sent to this office shall
be deemed to have been sent to the Contractor's legal domicile.

(b) A foreign Contractor or a Kenydoreign joint venture, if not registered in Kenya
under the applicable laws of Kenya, shaltleriake registration upon receipt of the
Letter of Acceptance and prior to signing of the Contract.

(c) The Contractor shall comply with any administrative orders given to him. Where
the Contractor considers that the requirements of an administrative order go
beyond the authority of the Engineer or of the scope of the contract, the
Contractor shall give notice, with reasons, to the Engineer. If the Contractor fails
to notify within the 30 day period after receipt thereof, he shall be barred from so
doing. Exeation of the administrative order shall not be suspended because of
this notice.

(d) The Contractor shall respect and abide by all laws and regulations in force in
Kenya and shall ensure that its personnel, their dependants, and its local
employees also rpsct and abide by all such laws and regulations. The Contractor
shall indemnify the Employer against any claims and proceedings arising from
any infringement by the Contractor, its employees and their dependants of such
laws and regulations.

(e) If the Contactor acts on behalf of or is a joint venture or consortium of two or
more persons, all such persons shall be jointly and severally bound in respect of
the obligations under the contract, including any recoverable amount. The person
designated by the comdium to act on its behalf for the purposes of this contract
shall have the authority to bind the consortium. The composition or the
constitution of the joint venture or consortium shall not be altered without the
prior consent of the Employer. Any altéom of the composition or the
constitution of the joint venture or consortium without the prior consent of the
Employer may result in the termination of the contract.
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() The Contractor shall make its own arrangements for the engagement of all staff
and ldour. The rates of remuneration and the general working conditions, as laid
down by the labour laws shall apply as a minimum to employees on the site.

SUB-CLAUSE 4.2- PERFORMANCE SECURITY

Replace the text &ub clausd.2, first paragraptvith the following:

AThe Contractor shal/l provide security foc
14 days after receipt of the Letter of Acceptance. The Performance Security shall be in
the form of a bank guarantee as stipulated by the Employer in the Apperigid. The
Performance Security shall be issuggla bank incorporated in Kenydhe Contractor

shall notify the Engineer when providing the Performance Security to the Employer.

Without limitation to the provisions of the preceding paragraph, wherntbeeEngineer
determines an addition to the Contract Price as a result of a change an othstrwise

the Contractor, at the Enginégmritten request, shall promptly increase the value of the
Performance Security by an equal percentage.

Replace tb text of Sub clause 4.2, Last paragraph with the following:

fiThe Performance Security shall be valid until a date 28 days after the date of issue of
the Taking over Certificate. The security shall be returned to the Cordraetthin 14

days of expiratiom f t he performance security. o

SUB-CLAUSE 43 CONT RACT GREPRESENTATIVE

Add the following at the end of the first paragraph of-slanse4.3

AThe Contractor shall, within seven (7)
commence the works informhe Engi neer in writing the
Representative and the anticipated date o

Add the following Sukclause4.3a

SUB-CLAUSE 4.3A - LANGUAGE ABILITY AND QUALIFICATIONS OF CONTRACTOR®G S
AUTHORISED AGENT

The Contractdrs Agent or Representative on the
regi stered by the Engineerds Registration
Kenya Cap 530 or have equivalent status approved by the Engineer and shall be able to
read andvrite English fluently.

The Contractordés Agent orb5yeaespeteeast expdrientei v e
as an Engineer.

SUB-CLAUSE 4.3B - QUALIFICATION AND LA NGUAGE ABILITY OF SU PERINTENDING
STAFF

The Contractor 6s s u pteerfallowingemndnum gualiBcatians:f s hal |
(a).Should have a working knowledge of English or Kiswahili. Should any of the
superintending staff not be able to meet this condition, the Contractor shall propose to the
Engineer arrangements for provision of a sudintinumber of interpreters of approved
qualifications. The Engineer, at his discretion, may amend, approve or reject such
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arrangements or reject deployment of superintending staff not meeting the language
requirements. The Engineer may at any time dufiregduration of the Contract amend
any approved arrangements made for interpreters, which shall be implemented at the
Contractors expense.

(b) The key staff listed below must have academic qualifications from Government
recognised institutions or equivalenttitigions of the levels set out in Section 5, Part 6
and as below.

1 Site Agent:  Bsc. Civil Eng. and Registered with Kenya Engineers Registration
Board

Deputy Site Agent: Bsc. Civil Eng
Site Engineer: Bsc. Civil Eng
Senior Foreman:Higher National Diploma Civil Engineering

Site Surveyor : Higher National Diploma Surveying

= = =42 A -

Foremen Ordinary National Diplom& Civil Engineering
1 Materials Technologist Ordinary National Diplomé Civil Engineering

(c) The key staff listed below must have minimum experiesgteout in Section 5, Part 6
and as below:

Site Agent: 5 years
Deputy Site Agent:5 years
Site Engineer: 5 years
Senior Foreman:5 years
Site Surveyor: 5 years
Foremen: 5 years

=A =A -4 -4 -8 - -

Materials Technologist: 65 years

(d) Qualifications as above shall be subjéatverification and approval on site by the
Engineer or his representative on site before commencement of the said works.

SUB-CLAUSE 4.47 SUBCONTRACTORS

Add the following at the end of the first sentence:

AA subcontract s h avlitten abreemenibly whith tkerCbnyractorf i t
entrusts performance of a part of the contract to a third party. Simple plant hire, labour
only and supply contracts are not considered or construed "subcontracts" for the purpose
of this contract.

The Contractoshall request the Employer the authorization to subcontract. The request
must indicate the elements of the contract to be subcontracted and the identity of the
subcontractors. Within 30 days of receipt of this request, the Employer must either
extend thealelay for a maximum of 15 days or notify the Contractor of its decision,
stating reasons should he withhold such authorization. If the Employer fails to notify its
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decision within the time limit referred to above, the request is deemed to be approved at
the end of the time limit.

Subcontractors must satisfy the eligibility criteria applicable for the award of the contract
and they cannot f all under the exclusion

SUB-CLAUSE 4.7A EQUIPMENT AND PLANT

Only equipnent suitable to produce the quality of work and materials required will be
permitted to operate on the contract.

The Contractor shall provide adequate and suitable equipment and plant to meet the
above requirements and when ordered by the Engineer dmalbve unsuitable
equipment from the Site and discontinue the operation of unsatisfactory plant.

In transporting equipment to and from the Site and in using it on the Site, the Contractor
shall comply with the country applicable laws.

SUB-CLAUSE 4.8- SAFETY, SECURITY AND PROTECTION OF THE ENV IRONMENT

Add SubClauseparagraph (e) of SuBlause 4.8 as follows:

Not withstanding the CorQausaparagmaphdes, (bp @)landg at i
(d) of SubClause 4.8 of the General Conditions of Cortfree Contractor shall observe

the following measures with a view to reducing or elimination of adverse environmental
effects by the site works:

()  All quarries and borrow pits shall be filled and landscaped after extraction of
construction material to theassfaction of the Engineer and the National
Environmental Management Authority

(i)  Soil erosion due to surface runoff or water from culverts or other drainage
structures should be avoided by putting in place proper erosion control measures
that shall includebut are not limited to grassing and planting if trees

(i)  Long traffic diversion roads shall be avoided so as to minimize the effect of dust
on the surrounding environment. In any case all diversions shall be kept damp
and dust free

(iv)  Spillage of oils, fuels ah lubricants shall be avoided and if spilt, shall be
collected and disposed off in such a way as not to adversely affect the
environment

(v) Rock blasting near settlement areas shall be properly coordinated with the
relevant officers of the Government so asnbinimize noise pollution and
community interference.

SUB-CLAUSE 4.9 WATER, FUEL, LIGHT AND POWER

The Contractor shall at his own expense, make all his own arrangements for the supply
and distribution of water, fuel, light and power to all points whbeey tare required for

all the operations under the Contract and for this purpose, he shall provide and use all the
necessary construction equipment, Temporary Works, Transport, Materials and things of
every kind necessary to supply and distribute the seppb the various parts of the
works.
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In the event of the Contractor obtaining water, fuel, light or power from any existing
controlled supply, he shall comply with any regulations laid down by the Authority
concerned and shall pay for rent and all otierrges as required..

The cost of all the foregoing shall be included in the Rates and Lump Sums as entered in
the Bill of Quantities

SUB-CLAUSE 4.101 SITE DATA

Add thelast paragraph with the following:

AThe Employer i n no waor acguaey rofathe tsal,ermterial® mp |
subsurface and hydrological information made available to the Contractor at the time of
biding or at any other time during the period of the Contract, and the Contractor shall be
responsible for ascertaining for himsalf information as aforesaid for the execution of
works and his BID shall be deemed to have been priced accordingly.

SUB-CLAUSE 4.147 INTERFERENCE WITH TR AFFIC

Supplement Sulllause 14.1 by adding the following sentence at the end:

AThe Conthbeaaniedto wse dxisting public roads for access to the site. The
Contractor shall pay vehicle license tax and road maintenance duty in accordance with
relevant regulations and shall obtain any necessary permits or licenses from relevant
authoritesér transporting his equipment. 0

Add the following sub clause 4.14A:

SUB-CLAUSE 4.14A 7 REINSTATEMENT AND CO MPENSATION FOR DAMAG ES TO
PERSONS AND PROPERTY

The Contractor shall reinstate all properties whether public or private which are damaged in
consegence of the construction and, maintenance of the works to a condition as specified and at
least equal to that prevailing before his first entry on them.

If in the opinion of the Engineer the Contractor shall have failed to take reasonable and prompt
action to discharge his obligations in the matter of reinstatement, the Engineer will inform the
Contractor in writing of his opinion, in which circumstances the Employer reserves the right to
employ others to do the necessary work of reinstatement and tot de€lwost thereof from any
money due or which shall become due to the Contractor.

The Contractor shall refer to the Employer without delay all claims which may be considered to
fall within the provisions of Clause 22.1.

Add sub clause 4.25 to read aidws
SUB-CLAUSE 4.25 EXISTING SERVICES

The Contractor shall acquaint himself with the position of all existing services such as
drains, telephone and electricity lines and poles, water mains and the like, before
commencing any excavation or other whiglikely to affect the existing services.
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The Contractor will be held liable for all damage to roads, irrigation ditches, main pipes,
electric cables, lines or services of any kind caused by him or hi€&utibactors in the
execution of the Works. Theontractor must make good any damage without delay and,
if necessary, carry out any further work ordered by the Engineer's Representative.

The Contractor will be required to make all necessary arrangements with local
authorities, corporations and ownedysfore executing relocation of existing services.
The Contractor shall pay the costs of such works on behalf of the Employer and shall be
reimbursed thereafter by the Employer.

SUB-CLAUSE 6.17 CONDITIONS OF EMPLOY MENT OF LABOUR

Add the following paragph in sub clause 6.1

The Contractor shall be responsible for making all arrangements for and shall bear all costs
relating to recruitment, obtaining of all necessary visas, permits or other official permission for
movements of staff and labour.

SUB-CLAUSE 6.27 FAIR WAGES
Amend sub clause 6.2 to read as follows:

The Contractor shall, in respect of all persons employed anywhere by him in the execution of the
Contract, and further in respect of all persons employed by him otherwise than in the execution
of the Contract in every factory, Workshop or place occupied or used by him for the execution of
the Contract, observe and fulfil the following conditions:

(a) The Contractor shall pay rates of wages, observe hours of labour and provide conditions of
labour, housing, amenities and facilities not less favourable than those required by the latest
Regulation of Wages (Building and Construction Industry) Order as at the time of bid
submission, and subsequent amendments thereto, or in any wage scales, houksoof wo
conditions agreed by the Ministry of Labour or other Government Departments in
consultation with the appropriate wage fixing authority and generally recognized by other
employees in the district whose general circumstances in the trade or industriglinthe
Contractor is engaged are similar.

(b) In the absence of any rates of wages, hours or conditions of labour so established the
Contractor shall pay rates of wages and observe hours and conditions of labour which are not
less favourable than thgeneral level of wages, hours and conditions observed by other
Employers whose general circumstances in the trade or industry in which the Contractor is
engaged are similar.

(c) Where the absence of established rates of wages, hours and conditions obiatisu
dissimilarity of the general circumstances in the trade of industry in which the Contractor is
engaged prevent the Contractor from observing rates of wages, hours and conditions of
labour ascertained under sparagraph (a) and (b) above the Caator in fixing the rates of
wages, hours and conditions of labour of his employees shall be guided by the advice of the
Labour Department.

(d) The Contractor shall recognize the freedom of his employees to be members of trade unions.

(e) The Contractor sll maintain records in English of the time worked by, and the wages paid
to, his employees. The Contractor shall furnish to the Engineer or Employer, if called upon to
do so, such particulars of the rates, wages and conditions of labour as the Employer or
Engineer may direct.

() The Contractor shall at all times during the continuance of the contract display, for the
information of his employees in every factory, workshop or place occupied or used by him
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for the execution of the Contract, a copy of ttisuse together with a notice setting out the
general rates of wages, hours and conditions of labour of his employees.

(g) The Contractor shall be responsible for the observance of this clause-Byprsudctors
employed in the execution of the works.

SUB-CLAUSE 6.2A7 BREACH OF FAIR WAGES CLAUSE

Any Contractor or Su€ontractor who is found to be in breach of Fair Wages Clause shall cease
to be approved as a Contractor or ®idntractor for such period as thareipal Secretary for
the Ministry of Roadsind Public Works may determine.

Should a claim be made to the Employer alle
Wages of any workman employed on the Contract and if proof thereof satisfactory to the
Employer is furnished by the Labour Authgrithe Employer may, failing payment by the
Contractor, pay the claims out of any monies due or which may become due to the Contractor
under the Contract.

SUB-CLAUSE 6.2B7 COMPENSATION FOR INJ URY

The Contractor shall i n a cpensatiah aAat ofethe waws bf t h e
Kenya and any other regulations in force from time to time pay compensation for loss or damage
suffered in consequence of any accident or injury or disease resulting from his work to any
workman or other person in the employmehthe Contractor or any Subcontractor.

SUB-CLAUSE 6.47 LABOUR STANDARDS
Amend sub clause 6.4 to read as follows:

(a) The Contractor shall comply with the existing local labour laws, regulations and labour
standards

(b) The Contractor shall formulatand enforce an adequate safety program with respect to all
work under his contract, whether performed by the Contractor or subcontractor. The
Contractor has assurance from the Employer of cooperation where the implementation of
these safety measures re@sijoint cooperation.

(c) Upon written request of the Employer the Contractor shall remove or replace any of his
employees employed under this Contract.

SUB-CLAUSE 6.57 RESTRICTION ON WORKI NG HOURS

Add at the end of Su@lause 6.5 the following:

A T mermal working hours for the Employer, the Engineer and his staff shall be from
0800h to 1700h with one hour lunch break during weekdays with Saturdays and Sundays
set aside for rest.

Alf the Contractor requests pee®rthesgosmalon t
working hours of the Engineer including night hours, then if the Engineer shall grant
such permission the Contractor shall not be entitled to any additional payments for so
doing. All such work at night shall be carried out without unreasenadise or other
disturbance and the Contractor shall indemnify the Employer from and against any
liability for damages on account of noise or other disturbance created while or in carrying
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out night work and from and against all claims, demands, progeediasts, charges and
expenses whatsoever in regard or in relation to such liability.

Aln addition the Contractor wil/ be requi
or recognized days of rest, adequate lighting and other facilities so thatotkeis

carried out safely and properly.

Aln the event of the Engineer granting p
rotary shifts or on Sundays, the Contractor shall be required to meet any additional costs
to the Employer in the administrati@nd supervision of the Contract arising from the
granting of this permission. o

SUB-CLAUSE 6.9 REPATRIATION OF LABOUR

Add the following paragraph in sub clause 6.9

The Contractor shall be responsible for the return to the place where they were recruited
or to their domicile of all such persons as he recruited and employed for the purposes of
or in connection with the Contract and shall maintain such persons as are to be so
returned in a suitable manner until they shall have left the site or, in thefgasesons

who are not nationals of and have been recruited outside Kenya shall have left Kenya.

SUB-CLAUSE 6.12: HIV/AID S AND GENDER ISSUES

The Contractor shall, in respect of all persons employed anywhere by him in the
execution of the Contract, andirther in respect of all persons employed by him
otherwise than in the execution of the Contract in every factory, workshop or place
occupied or used by him for the execution of the Contract, be responsible for making all
arrangements for and shall bedrasts relating to the following for the duration of the
contract:
1. Instituting an HIV/Aids and Gender Issues awareness campaign amongst his
workers;
2. Instituting an HIV/Aids prevention campaign amongst his workers; and
3. Instituting an HIV/Aids training pragmme including employing and
designating a qualified HIV/Aids expert.

SUB-CLAUSE 6.13: MEASURES AGAINST INSECT AND PEST NUISANCE

The Contractor shall at all times take the necessary precautions to protect all staff and
labour employed on the Site fromsect nuisance, rats, and other pests and reduce the
dangers to health and the general nuisance caused by the same. The Contractor shall
provide his staff and labour with suitable prophylactics for the prevention of malaria and
shall take steps to prevethe formation of stagnant pools of water. He shall comply
with all the regulations of the local health authorities in these respects and shall in
particular arrange to spray thoroughly with approved insecticide all buildings erected on
the Site. Suchréatment shall be carried out at least once a year or as instructed by the
Engineer. The Contractor shall warn his staff and labour of the dangers of bilharzia and
wild animals.
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SUB-CLAUSE 6.14:EPIDEMICS

In the event of any outbreak of illness of amemic nature, the Contractor shall comply

with and carry out such regulations, orders, and requirements as may be made by the
government or the local medical or sanitary authorities for the purpose of dealing with
and overcoming the same

SUB-CLAUSE 6.15: FESTIVALS AND RELIGI OUS CUSTOMS

The Contractor shall, in all dealings with his staff and labour, have due regard to all
recognized festivals, days of rest, and religious and other customs.

SUB-CLAUSE 7.87 ROYALTIES

Add at the end of this SuBlause he following sentence:

AfThe Contractor shall al so be | iable for

|l evied in connection with the dumping of
SUB-CLAUSE 8.171 COMMENCEMENT OF WORK S

Amend SubkClause 8.1 as follosy

Del ete the words ias soon as i s reasonahb

with fAwithin the period stated in the App

Insert the following words at the end sclause 8.1
fiDefinition of Commencement

For the purposes of thdause, the Works shall be deemed to have commenced when all
of the following conditions are satisfied,;

a) The approved competent and authorized agent or representative of the Contractor
is resident in the project area and is giving his whole time to theriatgndence
of the Works.

b) The provision by the Contractor of evidence that all insurances required by the
Contract are in force.

C) The Contractor has an established office in the project area with postal address
for receipt of correspondence.

d) The princig@l items of constructional plant have been brought to Site and put to
work in the execution of the permanent Works.

The contractor shall notify the Engineer with a copy to the Employer that the above
conditions have been met and that he has commenced wodk
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SUB-CLAUSE 8.217 TIME FOR COMPLETION

Amend SubClause 8.2 as follows:
Del ete the words fdAwithin the timeodo to As
dates stated or implied as stated in the Appendix to form of bid.

SUB-CLAUSE 8.3PROGRAM TO BE SUBMITTED

The time within which the program shall be submitted shall be as specified in the
Appendix to the Form of Bid.

This detailed program shall be based upon the program submitted by the Contractor as
part of his BID, where this was requireahd shall in no material manner deviate from
the said program.

The program shall be in the form of a Critical Path Method Network (CPM Network)
showing the order of procedure and a description of the construction methods and
arrangements by which the Coattor proposes to carry out the works .It should also be
supplemented by a timébar chart of the same program. The program shall be
coordinated with climatic, groundwater and other conditions to provide for completion of
the works in the order and by tlime specified. The program shall be revised at three
month intervals and should include a chart of the principle quantities of work forecast for
execution monthly.

The Contractor shall submit to the Engineer not later than the day or date mentioned in
the Appendix to the Form of Bid, a general description of his proposed arrangements and
methods for the execution of the Works, including temporary offices, buildings, access

roads, construction plant and its intended production output, working shift amangg,

labour strength, skilled and unskilled, supervision arrangements, power supply

arrangements, supply of materials including a materials utilization program, stone

crushing, aggregate production and storage, cement handling, concrete mixing and
handing, methods of excavation, dealing with water, testing methods and facilities.

During the execution of the works, the Contractor shall submit to the Engineer full and
detailed particulars of any proposed amendments to the arrangements and methods
submited in accordance with the foregoing.

If details of the Contractors proposals for Temporary Works are required by the Engineer
for his own information the Contractor shall submit such details within fourteen days of
being requested to do so.

The variousoperations pertaining to the works shall be carried out in such a progressive
sequence as will achieve a continuous and consecutive output of fully complated
works inclusive of all bridge works and culverts within the time limits specified in the
Contact. Generally the Contractor shall start at one end of the road and progress
continuously towards the other without leaving any isolated section or sections of
uncompleted road provided always that the site of the works has been acquired in its
entiretyand the encumbrances and services thereon removed.
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The Contractor shall allow in his programme for the following public holidays per
calendar year during which the Contractor shall not be permitted to work.
A New Years Day (1st January)

Good Friday

Easter Mnday

Labour day (1 May)

Madaraka Day (tJune)

Idd Ul Fitr

MashujaeDay (20" October)

Jamhuri day (12 December)

Christmas Day (25December)

Boxing day (28 December)

I I D D

The Contractor shall also allow per calendar year for a further two unspeuifidid
holidays which may be announced by the Government of Kenya with no prior
notification upon which he shall not be permitted to work.

The Contractors h a | | al | ow feght (8)tdhilgnorBal warkmgheurs @rs
weekdays with Saturdays andriélays set aside for rest.

SUB-CLAUSE 8.47 EXTENSION OF TIME FO R COMPLETION

Add at the end of SulBlause 8.4 the following:

ANeither rains falling within the rainy :
such rains shall be deemed exceptionativer conditions such as may fairly entitle the
Contractor to an extension of time for th

SUB-CLAUSE 8.77 REDUCTION OF LIQUIDA TED DAMAGES

Add the following paragraphs at the end of this-8lduse:

ATher e shal | intheamouot offiuidated damages in the event that a part
or a section of the Works within the Contract is certified as completed before the whole
of the Works comprising that Contract.

The Employer shall pay no bonus for early completion of the Worktse Contractor.

The sum stated in the Appendix to Bid as liquidated damages shall be increased by a sum
equivalent to any additional amount payable by the Employer to the Contractor under
clausel3.7in respect of an increase in costs in such a pe¢hatilwould not have been
incurred by the Contractor if the works had been completed by the due date for
completion prescribed by Clau8el. 0

Add the following sub clause 12.2(c)
SUB-CLAUSE 12.2(C)i OMISSIONS OF QUANTIT IES

ltems of Works described inefBills of Quantities for which no rate or price has been entered in
the Contract shall be considered as included in other rates and prices in the Contract and will not
be paid for separately by the Employer.
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SUB-CLAUSE 13.17 VALUATION OF VARIATI ONS

Add new Clause 13.1(a)
No change in the unit rates or prices quoted shall be considered for items included in the
schedule of Day works rates, or Provisional Sums and items, or for any item in the BOQ.

SUB-CLAUSE 13.4- PRICE ADJUSTMENT

The amounts payabl® the Contractor, in various currencies pursuant to-Gabse

14. 1, shall be adjusted in respect of t h
Equipment, Plant, materials, and other inputs to the Works, by applying to such amounts
the formulagorescribed in this clause.

Add the following SubClause 13.5a:
SUB-CLAUSE 13.5A1 PROVISIONAL ITEMS

Provisional items including APrime Cost
shall be operated as such in accordance with(Gabse13.5.

SUB-CLAUSE 13.61 DAYWORKS

Add the following at the end of Su®Blause 13.6:

The work so ordered shall immediately become part of the works under the contract. The
Contractor shall, as soon as practicable after receiving the Dayworks order from the
Engineer undeake the necessary steps for due execution of such work. Prior to
commencement of any work to be done on a Dayworks basis, the Contractor shall give
an advance notice to the Engineer stating the exact time of such commencement.

SUB-CLAUSE 14.3- CASH FLOW ESTIMATE

The time within which the detailed cash flow estimate shall be submitted shall be as
specified in the Appendix to the Form of Bid.

CLAUSE 14:17 CONTRACT PRICE AND PAYMENTS
Clause 14 of the General Conditions is deleted and substitutetheitbllowing:
SUB-CLAUSE 14.17 MONTHLY STATEMENT

The Contractor shall submit to the Engineer at the end of each milestone six copies, each signed
by the Contractordéds Representative a(Qlapseoved
15.1, of a stament, in a tabulated form approved by the Engineer, showing the amounts to
which the Contractor considers himself to be entitled up to the end of the month in respect of:
1 the value of the Permanent Work executed up to the end of the month
1 such an amoun(not exceeding 75 percent of the value) as the Engineer may consider
proper on account of materials for permanent work delivered by the Contractor in the site
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1 such amount as the Engineer may consider fair and reasonable for any Temporary Works
for which separate amounts are provided in the Bill of Quantities

1 adjustments under Clause 13.1

1 any amount to be withheld under retention provisions of&@alse 14.9

1 any other sum to which the Contractor may be entitled under the Contract

If the Engineer disages with or cannot verify any part of the statement, the Contractor shall
submit such further information as the Engineer may reasonably require and shall make such
changes and corrections in the statement as may be directed by the Engineer. In cases where
there is difference in opinion as to the val

SUB-CLAUSE 14.2- INTERIM PAYMENT CERT IFICATE

The Contractor shall forward to the Engineer an Interim Payment Certificate based on the
statement as correctatiove and, should it be necessary in the Engineers opinion, shall promptly
make any further amendments and corrections to the Interim Payment Certificate.

The Engineer shall not unreasonably withhold certifying an Interim Payment Certificate and in
case 0 likely delay in establishing the value of an item, such item may be set aside and the
remainder certified for payment.

Within 30 days after receipt of the Interim Payment Certificate and subject to the Contractor
having made such further amendments a@odrections as the Engineer may require, the
Engineer will forward to the Employer the certified Interim Payment Certificate.

Provided that the Engineer shall not be bound to certify any payment under this Clause if the net
amount thereof, after all retBons and deductions, would be less than the minimum amount of

Il nterim Payment Certificatebs stated in the
the uncertified amount will be added to the next interim payment, and the cumulative unpaid
certified amount will be compared to the minimum amount of interim payment.

SUB-CLAUSE 14.37 PAYMENT OF RETENTION MONEY

A retention amounting to the percentage stipulated in the Appendix to Bid shall be made by the
Engineer in the first and following Interildayment Certificates until the amount retained shall
reach the "Limit of Retention Money" named in the Appendix to Form of BID.

Upon the issue of the Takir@ver Certificate, with respect to the whole of the works one half of
the retention money shall bwoe due and shall be paid to the Contractor when the Engineer
shall certify in writing that the last section of the whole works has been substantially completed.
Upon expiration of the Defects Liability Period for the works, the other half of the Retention
Money shall be certified by the Engineer for payment to the Contractor.

Provided that in the event of different Defects Liability Periods being applicable to different
Sections of the Permanent Wor ks pur suflent t
Defects Liability Peri od Aflausehbe lddemed foanean thb e |
expiration of the latest of such periods.

Provided also that if at such time, there remain to be executed by the Contractor any work
instructed, pursuant to Glae 49 and 50, in respect of the works, the Engineer shall be entitled to
withhold certification until completion of any such work or so much of the balance of the
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Retention money as shall in the opinion of the Engineer, represents the cost of the gemainin
work to be executed.

Bank Retention Guarantees shall be accepted in lieu of cash retentions.

SUB-CLAUSE 14.4° CORRECTION OF CERTIF ICATES

The Engineer may in any Interim Payment Certificate make any correction or modification to
any previous Interim Banent Certificate signed by him and shall have authority, if any work is
not being carried out to his satisfaction to omit or reduce the value of such work in any Interim
Payment Certificate.

SUB-CLAUSE 14.5 STATEMENT AT COMPLET ION

Not later than 84 dayafter the issue of the Taku@ver Certificate in respect of the whole of

the works, the Contractor shall submit to the Engineer a statement at completion showing in
detail, in a form approved by the Engineer;

The final value of all work done in accora&nwith the Contract up to the date stated in such
Taking-Over Certificate.

(a) Any further sums which the Contractor considers to be due; and

(b) An estimate of amounts that the Contractor considers will become due to him under the
Contract

Estimate amounts shabe shown separately in the Statement at Completion. The Contractor
shall amend and correct the Statement as directed by the Engineer and submit a Certificate at
Completion to be processed as in Silduse 60.2.

SUB-CLAUSE 14.67 FINAL STATEMENT

Not later than 56 days after the issue of the Defects Liability Certificate pursuant-0|&ude

62.1, the Contractor shall submit to the Engineer for consideration a draft final statement with
supporting documents showing in detail, in the form approved byrigmeer;

(a) The final value of all work done in accordance with the Contract

(b) Any further sums which the Contractor considers to be due to him.

If the Engineer disagrees with or cannot verify any part of the draft final statement, the
Contractor shall submguch further information as the Engineer may reasonable require and
shall make such changes in the draft as may be required.

SUB-CLAUSE 14.7 DISCHARGE

Upon submission of the Final Statement, the Contractor shall give to the Employer, with a copy
to theEngineer, a written discharge confirming that the total of the Final statement represents
full and final settlement of all monies due to the Contractor arising out of or in respect of the
Contract. Provided that such discharge shall become effectivafahpayment under the Final
Payment Certificate issued pursuant to -Qlduse 60.8 has been made and the Performance
Security referred to in SuBlause 10.1 has been returned to the Contractor.

SUB-CLAUSE 14.81 FINAL PAYMENT CERTIF ICATE
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Upon acceptareof the Final Statement as given in Stiause 60.6, the Engineer shall prepare
a Final Payment Certificate which shall be delivered to the Contractor's authorized agent or
representative for his signature. The Final Payment Certificate shall state:

(@) Thefinal value of all work done in accordance with the Contract;

(b)  After giving credit to the Employer for all amounts previously paid by the Employer,
the balance, if any, due from the Employer to the Contractor or the Contractor to the
Employer.

Final Certficate shall be issued for any sum due to the Contractor even if such is less than
the sum named in the Appendix to the Form of BID.

SUB-CLAUSE 14.9 CESSATION OF EMPLOYERS LIABILITY

Unless the Contractor notifies the Engineer of his objection to tta¢ €artificate within
fourteen days of delivery thereof he shall be deemed to have agreed that he accepts the
total Contract Price as set out in the Final Certificate as full settlement for all work done
under the Contract including any variations and emoiss thereof but excluding any
variations and claims previously made in writing.

SUB-CLAUSE 14.107 TIME FOR PAYMENT

The amount due to the Contractor under any Interim Payment Certificate or Final Payment
Certificate issued pursuant to this Clause omhy other term of the Contract, shall,
subject to Clause 47, be paid by the Employer to the Contractor as follows:
i. Inthe case of Interim Payment Certificate, within the time stated in the Appendix
to Form of Bid, after the Engineer has signed the Int®@yment Certificate.

ii. Inthe case of the Final Payment Certificate pursuant tectuise 60.8, within the
time stated in the Appendix to Form of Bid, after the Engineer has signed the Final
Payment Certificate.

iii. In the event of the failure of the Employer make payment within the times
stated, the Employer shall make payment to the Contractor of simple interest at a
rate equal to two percentage points above the average bank lending rates obtained
from Central Bank of Kenya. The provisions of this -sldase are without
prejudice to the Contractoros entitl eme

SUB-CLAUSE 14.117 CURRENCY OF PAYMENT

The Contract Price shall be designated in Kenyan Currency.

All work performed by the Contractor under the Contract shall beedain Kenya
Shillings using the rates and prices entered in the Bills of Quantities together with such
other increases to the Contract Price, except for variation of price payments in
accordance with Clause

SUB-CLAUSE 14.127 ADVANCE PAYMENT

n At guest of the Contractor, The EmploydAY make an interest free advance
payment to the contractor for the cost of mobilization in respect of the Works, in a lump
sum ofany amount not exceeding ten (10) per cemtf the Contract Price named in the
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Letter d Acceptance and Letter of Award. Nétayment or delayed payment of the
Advance shall not be a cause for any claim whatsoever. The Contractor is expected to
have adequate financial resources to mobilise and execute the works with due diligence
without theadvance payment being made. Payment of such advance amount will be due
under a separate certification by the Engineer after:

(i)  Provision by the Contractor of the Performance Security in accordance with Clause 10 of
the Conditions of Contract, and

(i)  Provisionby the Contractor of a Bank Guarantee which shall remain effective until the
advance payment has been completely repaid by the Contractor out of current earnings
under the Contract and certified accordingly by the Engineer.

A form of Bank guarantee acdeple to the Employer is included in the Tender
Documents. The advance payment shall be used by the Contractor exclusively for
mobilization expenditures, in connection with the works. The advance payment shall not
be subject to retention money.

The advane payment shall be repaid with percentage reductions from the monthly
interim payments certified by the Engineer. The reimbursement of the lump sum advance
payment shall be made by deductions from the interim payments and where applicable
from the balancewing to the contractor. Reimbursement shall begin when the amount of
the sums due under the Contract reaches 20% of the original contract sum. It shall have
been completed by the time 80% of the contract sum is reached.

The amount to be repaid by way sdiccessive deductions shall be calculated by the
means of the formula:

RI=  A(x-X)
80-20

Where:
RI = the amount to be reimbursed.
A =the amount of the advance which has been granted.

x = the amount of proposed cumulative payments psrcentage of the original
amount of the contract. This figure will exceed 20% but not 80%.

X = the amount of the previous cumulative payments as a percentage of the
original amount of the Contract. This figure will be below 80% but not
less than 20%.

With each reimbursement, the guarantee will be reduced accordingly.

SUB-CLAUSE 14.13 MATERIALS FOR PERMANENT WORKS

With respect to materials brought by the Contractor to the site for incorporation into the
permanent works, the Contractor shall,
-Receve a credit in the month, in which these materials are brought to site,

60



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

-Be charged a debit in the month in which these materials are incorporated in the
permanent works.

Both such credit and debit to be determined by the Engineer in accordance wihothend
provisions.

(&) No credit shall be given unless the following conditions shall have been met to the
Engineerds satisfaction

) The materials are in accordance with the specifications for the works,
manufacturerds test certificates must be

(i) The materials have been delivered to site and are properly stored and protected
against loss, damage or deterioration;

(i)  The Contractors record of the requirements, orders receipts and use of materials are
kept in a form approved by the Engineer, and such recard available for
inspection by the Engineer;

(iv)  The Contractor has submitted a statement of his cost of acquiring and delivering
the materials and plant to the Site, together with such documents as may be
required for the purpose of evidencing such cost;

(V) The materials are to be used within a reasonable time.

(b) The amount to be credited to the Contractor shall not be more than 75% of the
Contractords reasonabl e cost of the mate
Engineer after review of the documehgsed in subparagraphs (a) (iv) above;

(c) The amount to be debited to the Contractor for any materials incorporated into the works
shall be equivalent to the credit previously granted to the Contractor for such materials
pursuant to Clause (b) above asedetined by the Engineer.

SUB-CLAUSE 17.37 EMPLOYER & RISKS
Delete SukClause (h) and substitute with;

(h) Any operation of the forces of nature (insofar as it occurs on site) which an experienced

contractor:

i. could not have reasonably foreseen, or

ii. couldreasonably have foreseen, but against which he could not reasonably have taken at
least one of the following measures:
A. prevent loss or damage to physical property from occurring by taking appropriate

measures or

B. insure against such loss or damage

SUB-CLAUSE 18.2- INSURANCE OF WORKSAND CONTRACT ORPMEST EQU

Add the following words at the end of Spharagraph (a) and immediately before the last word

of Subparagraph (b) of SuGlause 21.1:

Al ot being understood that £nsatibn toi be payabla mt¢he s h
types and proportions of currencies required

Delete the first sentence of this Clause and replace with the following:

Aprior to commencement of t he imifmg kissor thdh e  Cc
Empl oyerds obligations and responsibilities
Empl oyer: o
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SUB-CLAUSE 18271 SCOPE OF COVER

Amend subparagraph (a) of Su6lausel8.2 as follows:
Del ete words nAfr cme tshd edt amntd ofubwdri kK udte tt he
day after the Commencement Dateo

Add the followingparagraphlunder SubClauseClausel8.2

filt shall be the responsibility of the Contractor to notify the insurance company of any change in
the natwe and extent of the Works and to ensure the adequacy of the insurance coverage at all
times during the period of the Contract.

SUB-CLAUSE 184A - EXCLUSIONS

Add sub clause 18.4a tuf read as follows:
AThere shall be no obS$Sub@austel8dto indluderloss dn gamage s u r
caused by the risks listed under Stilausel7.3 0

SUB-CLAUSE 18.57 INSURANCE NOTICES

Each policy of insurance effected by the Contractor for purposes of the Contract shall include a
provision to the effect thathe Insurer shall have a duty to give notice in writing to the
Contractor and Employer of the date when a premium becomes payable. This shall not be more
than thirty (30) days before that date and the policy shall remain in force until thirty (30) days
after the giving of such notice.

SUB-CLAUSE 18.617 NOTIFICATION TO INSU RERS

It shall be the responsibility of the Contractor to notify insurers under any of the insurance
referred to in the preceding clauses 21, 23 and 24 on any matter or event, witiehidyyns of

such insurance are required to be so notified. The Contractor shall indemnify and keep
indemnified the Employer against all losses, claims, demands, proceedings, costs, charges and
expenses whatsoever arising out of or in consequence of dayltdey the Contractor in
complying with the requirements of this SGtause whether as a result of avoidance of such
insurance or otherwise.

SUB-CLAUSE 2057 AMICABLE SETTLEMENT

Delete the entire sutlause20.5 and add the following;

A Wh er e tonod intentiom to commence adjudication as to a dispute has dieen in
accordance with sublause20.], the parties shall attempt to settle such dispute amicably before
the commencement of Adjudication; provided that, unless the parties otherwise agree
Adjudication may be commenced on or after the 14th (fourteenth) day after the day on which
notice of intention to commence adjudication of such dispute was given, even if an attempt at
amicable settlement thereto has been made. 0
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SUB-CLAUSE 20.67 ARBITR ATION

Delete all the words from line 6 onwards beginning with the words "unless otherwise" up to line
8 ending with the words "é under such rul es
"by an arbitrator to be agreed upon between the parties or failingragreto be nominated on

the application of either party by the appointee designated iAghendix to Formof Bid for

the purpose and any such referee shall be deemed to be a submission to arbitration within the
meaning of the Arbitration Laws of the Régtic of Kenya.

CLAUSE 691 DEFAULT OF EMPLOYER

Delete in SukClause 69.1 (a) the words ("28 days") and insert the words "ninety (90) days".
Delete SukClause 69.1 (c)
DeleteinSulCl ause 69.4 |l ine 4 the words6@G) 28ayYadys

INnSubCl ause 69.4 add at the end of first parag
shall be as agreed upon by both parties and

In Subclause 69.4 of General Conditions of Contract Panisert at the end---i The amount
of such costs which shall be added to the Gonhterice shall exclude any cost due to idle time
for equipment, plant and | abour. o

CLAUSE 707 CHANGES IN COST AND LEGISLATION

Delete Clause 70 in its entirety, andbstitute:

SUB-CLAUSE 70.2- OTHER CHANGES IN COST

To the extent that full compensation for any rise or fall in costs to the Contractor is not covered
by the provisions of this or other clauses in the Contract, the unit rates and prices included in the
Contract shall be deemed to include amounts to cover the contingency of such other rise or fall of
costs.

SUB-CLAUSE 70.3ADJUSTMENT FORMULAE

The adjustment to the Interim Payment Certificates in respect of changes in cost and legislation
shall be determied from separate formulae for each of the currencies of payment and each of

the types of construction work to be performed and Plant to be supplied. The formulae will be of

the following general type:

pn:A+bE+cm+dE+etc
Lo Mo Eo

Where:
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pn is a price adjustmerfactor to be applied to the amount in each specific currency for the
payment of the work carried out in the subject month, determined in accordance with Paragraph
60.1 (d), and with Paragraphs 60.1 (e) and (f), where such variations and daywork are not
otherwise subject to adjustment;

A is a constant, specified in the Appendix to Bid, representing the nonadjustable portion in
contractual payments;

b, c, d, etc., are weightings or coefficients representing the estimated proportion of each cost
element kabour, materials, equipment usage, etc.) in the Works or sections thereof, net of
Provisional Sums, as specified in the Appendix to Bid; the sum of A, b, c, d, etc., shall be one;

Ln, Mn, En, etc., are the current cost indices or reference prices of gteetmments in the
specific currencmny dofetcerringinre diCipose Td,mpplicabfeto S u |
each cost element; and

Lo, Mo, Eo, etc., are the base cost indices or reference prices corresponding to the above cost
elements at the dagpecified in SukClause 70.5.

If a price adjustment factor is applied to payments made in a currency other than the currency of
the source of the index for a particular indexed input, a correction faatén will be applied to

the respective componeradtor ofpn for the formula of the relevant currencyo is the number

of units of currency of the country of the index, equivalent to one unit of the currency of payment
on the date of the base index, &rdis the corresponding number of such currengiysuon the

date of the current index.

SUB-CLAUSE 70.4 SOURCES OF INDICES AND WEIGHTINGS

The sources of indices shall be those listed in the Appendorio of Bid, as approved by the
Engineer. Indices shall be appropriate for their purpose andrslall at e t o t he C
proposed source of supply of inputs on the basis of which his Contract Price and expected foreign
currency requirements shall have been computed. As the proposed basis for price adjustment, the
Contractor shall have submittedtkvihis bid the tabulation of Weightings and Source of Indices

in the Appendix to Bid, which shall be subject to approval by the Engineer.

SUB-CLAUSE 70.5BASE, CURRENT, AND PROVISIONAL INDICES

The base cost indices or prices shall be those prevalilitigeotiay 28 days prior to the latest date

for submission of bids. Current indices or prices shall be those prevailing on the day 28 days
prior to the last day of the period to which a particular Interim Payment Certificate is related. If
at any time thecurrent indices are not available, provisional indices as determined by the
Engineer will be used, subject to subsequent correction of the amounts paid to the Contractor
when the current indices become available.

SUB-CLAUSE 70.6- ADJUSTMENT AFTER COM PLETION

If the Contractor fails to complete the Works within the time for completion prescribed under
Clause 43, adjustment of prices thereafter until the date of completion of the Works shall be made
using either the indices or prices relating to the pilesdrtime for completion, or the current
indices or prices, whichever is mdes/ourableto the Employer, provided that if an extension of

time is granted pursuant to Clause 44, the above provision shall apply only to adjustments made
after the expiry of sch extension of time.
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SUB-CLAUSE 70.7- WEIGHTINGS

The weightings for each of the factors of cost given in the Appendix to Bid shall be adjusted if, in
the opinion of the Engineer, they have been rendered unreasonable, unbalanced, or inapplicable
as aresult of varied or additional work already executed or instructed under Clause 51 or for any
other reason.

SUB-CLAUSE 70.8- SUBSEQUENT LEGISLATI ON

If, after the date 28 days prior to the latest date for submission of bids for the Contract, there
occurin the country in which the Works are being or are to be executed changes to any National
or State Statute, Ordinance, Decree, or other Law or any regulationlaw of any local or

other duly constituted authority, or the introduction of any such Statete, Ordinance, Decree,

Law, regulation, or byaw that causes additional or reduced cost to the Contractor, other than
under the preceding sudbauses of this clause, in the execution of the Contract, such additional or
reduced cost shall, after doensultation with the Employer and the Contractor, be determined by
the Engineer and shall be added to or deducted from the Contract Price and the Engineer shall
notify the Contractor accordingly, with a copy to the Employer. Notwithstanding the foregoing
such additional or reduced cost shall not be separately paid or credited if the same shall already
have taken into account in the indexing of any inputs to the Price Adjustment Formulae in
accordance with the provisions of SGlauses 70.1 to 70.7.

CLAU SE 721 RATES OF EXCHANGE COST

Delete claus@1 & 72 entirelyand substitute the following:

The currency of BID and payment is Kenya Shillings and rates of exchange requirements are not
applicable.

CLAUSE 7371 BRIBERY AND COLLUSIO N

Add new Clause 73.1:
fiThe Contractor shall not :

(a) Offer or give or agree to give to any person in the service of the Government of Kenya any
gift or consideration or any kind as an inducement or reward for doing or forbearing to do
or for having done or forborne to do aagt in relation to the obtaining or execution of this
or any other contract to which the Government of Kenya is a party or for showing or
forbearing to show favour or disfavour to any person in relation to this or any other
contract for the Government Kenya.

(b) Enter into this or any other contract with the Government of Kenya in connection with which
commission has been paid or agreed to be paid by or on his behalf or to his knowledge,
unless before the contract is made particulars of any such caomessl of the terms and
conditions of any agreement for the payment thereof have been disclosed in writing to the
Employer.

Any breach of this condition by the Contractor or by anyone employed by him or acting on his
behalf (whether with or without thenkwledge of the Contractor) or the commission of any
offence by the Contractor or by anyone employed by him or acting on his behalf in relation to
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this or any other contract to which the Government of Kenya is a party shall entitle the Employer
to determie the Contract (See Condition 63 hereof) and/ or to recover from the Contractor the
amount or value of any such gift, consideration or commission.

Any dispute or difference of opinion arising in respect of either the interpretation, effect or

applicationof this condition or of the amount recoverable hereunder by the Employer from the
Contractor shall be decided by the Employer, whose decision shall be final and conclusive.
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CLAUSE 74: - CONTRACT TO BE CONFI DENTIAL
Add new Clause 74.1:

The Contractor shiatreat the details of this Contract as Private and Confidential and shall not
publish or disclose the same or any particulars thereof in any trade or technical paper or
elsewhere (save in so far as may be necessary for the purpose thereof) withoatithes pr
consent in writing of the Government. If any dispute arises as to the necessity of any publication
or disclosures for the purposes of this Contract the same shall be referred to the decision of the
Engineer mentioned in the said Conditions of Casitwwhose award shall be final.
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SECTION 7: SCHEDULES OF SUPPLEMENTARY INFORMATION
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SECTION 7: SCHEDULES OF SUPPLEMENTARY INFORMATION
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SCHEDULE 1: CONFIDENTIAL BUSINESS Q UESTIONAIRE

This Confidential Business Questionnaire of the Government of Kenya shall be completed by
the Bidder.
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REPUBLIC OF KENYA

CONFIDENTIAL BUSINESS QUESTIONNAIRE
You are requested to give the particulars indicated in Part 1 and either Par@)ar 2(c)
whichever applies to your type of business.
You are advised that it is a serious offence to give false information on this Form.

Part 1 - General:

Business name

PIOt NO. oo SERUROAA ...
Postal Address........covvevveevenn.. T INO. e e
N ATUIE OF DU SINE S S . .. et e e e et e e e aaaanas
Current Tra@ Licence NO. ........cccccvvvvvviiiiiiiieeienenn. Expiring date ...

Maximum value of business which you can handle at any one time:

Are you an agent of the Kenya National Trading Corporation? YES/NO
Part 2(a) - Sole Proprietor:

Your name in full
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Part 2(b) - Partnership:
Give details of partners as follows:

Name Nationality Citizenship Details* Shares

Part 2(c) - Registered Company:

L 11VZ= LE SN0 11 ] ] o
State the nominal and issued capital of the company

(NN 1T = U 6] 1
TS0 [N S 1 1SR
Give details of all directors as follows:

Name Nationality Citizenship Details* Shares

Part 2(d)- Interest in the Firm:
Is there any person / persons in Kenya National Highways authorityho has interest in this
firm? Yes /No**

Date Signature oBidder
* Attach proof of citizenship

(Compulsory)
** Delete as necessary
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SCHEDULE 2: FORM OF WRITTEN POWER OF ATTORNEY

The Bidder shall state here beldiae name(s) and address of his representative(s) who is/are
authorized to receive on his behalf correspondence in connection with the Bid.

(0]

-
-
-
-
-
-
-
-
-
-
-

éeééeéécééeecéecéecécec
(Name ofCompany Directom block letters)

€Eééééeééeéeéceeeeececee
(Address ofCompany Director

-
-
-
-
-
-
-
-
-
-
-
-

eéeéeéeéecéeceeéeéed
(Signature ofcompany Director

D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~

Alternate:

Eééeééeéécécécécéceéeeeeéeéeeéeéeecéce.
(Name of Bidder's Representative in block lettér§he Alternate, given Power of Attorney

Eééeééeéécécécéecéeceeéeéeéeéecéceceéece.
(Address of Bidder's Representative)

eeéécéécééecéeéeéeééeceééeecééeecééeecééce.
(Signature of Bidder's Representative)

*To be filled by all Bidders.
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SCHEDULE 3:

This is to certify that

s 7

[Name/$ € € € é é

7
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é
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ée
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é

F

ée

In the capacity oflDesignation é é é é e e e ¢ éé éééécéeé
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ée

ée

é

é

é

é

é

é
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é
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eeéeecée

é

é
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é
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é

é

é

é

é
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of eéeééeéeééeée0

(Name of Emp
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D
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é
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e
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é

é

é

é

é

é

é

é

é
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€eééeééecééeecéeecéecée.
eeéeéeeée
eeééeééeééeééecééeeéecté
eeééeééeééeééecééeeéecté
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é
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SCHEDULE 4: SCHEDULE OF BASIC RATES OF MATERIALS

Bidders shall complete the blank section of this schedule only, and shall make no alterations to
any item nor insert any additional materials. The prices insshigtibe those prevailing 30 days
before submission of Bids and shall be quoted in Kenya shillings using the exchange rates
specified in the Bidding Data. The prices shall be supported by bona fide quotations for use as
provided in Clause 70.

ITEM NO DESCRIPTION COUNTRY NAME OF | UNIT RATE
OF ORIGIN SUPPLIER KSHS. CTS
1 Cut-back Bitumen MC 30in bulk Litre
2. Cut-back Bitumen MC 30in drumg Litre
3. Cut-back Bitumen MC 3000 ir Litre
bulk
4, Cut-back Bitumen MC 3000 ni Litre
drums
5. Bitumen 80/100 in bulk Kg
6. Bitumen 80/100 in drums Kg
7 Bitumen Emulsion K360 in bulk Litre
8. Bitumen Emulsion K360 in drums Litre
9. Petrol, Regular Grade Litre
10. Petrol, Premium/ super Grade Litre
11 Automotive Diesel Fuel Litre
12. Industrial Diesel Qil Litre
13. Industrial Fuel Oil Litre
14. Kerosene Fuel Litre
15. Ordinary PortlandCement Tonne
16. Flex beam Guardrail Metre
17 Gabion Mesh M?2
18 Reinforcing Steel Tonne
19 Lime Tonne
ééééeéeéeeeéé ééééeéeeeeeé
(Signature of Tenderer) (Date)
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SCHEDULE 5: KEY PERSONNEL

DESIGNATION NAME NATIONALITY | SUMMARY OF QUALIFICATIONS
AND EXPERIENCE
Qualifications | Genesl Relevant
Experience | Experience
(Yrs) (Yrs)

Headquarters

Partner/Director or
other key staff (give
designation)

Site Office
Site Agent

Deputy Site
Agent/Site Engineer.

Senior Foreman
(Min. 2No.)

Site Surveyor

Materials
Technologists

Other K ey Staff
Foremen
() Earthworks

(i)  Bituminous
works

(i) Concrete

(iv) Pavement

(v) Drainage

Note: The Bidder shall list in this schedule the key personnel he will employ from the
Contractords headquarters and from théhworkCont
together with their qualifications, experience, position held and nationality in accordance with
Clause 15.2 and 16.3 of the Conditions of Contract Part Il (where required, use separate sheets
to add extra data for column Bidders shall attech signed and certified CVs of all key staff

| certify that the above information is correct.

,,,,,,,,,,,,,,

eééeeéecéeé eééeeéeécece
(Signature of Bidder) (Date)
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SCHEDULE 6: SCHEDULE OF ROAD WORKS CARRIED OUT BY THE BIDDER IN
THE LAST SEVEN YEARS

DESCRPTION OF WORKS | NAME AND VALUE OF WORKS (KSHS) | YEAR
ADDRESS OF * COMPLETE
CLIENT D/REMARK
S

A) Non-completed Works

B) Completed Works

C) Specific Construction
Experience

| certify that the above works were succesgfalirried out by me (the bidder).

////////////////////

ceééeééeééecé. . eeééeééecé
(Signature of Bidder) (Date)

*Value in KShs using Central Bank of Kenya mean exchange rate at a referenz@ date
before date of BID opening.

77



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

SCHEDULE 7: SCHEDULE OF ONGOING PROJECTS

DESCRIPTION | NAME AND DATE OF DATE OF VALUE OF VALUE PHYSICALLY
OF WORKS ADDRESS OF | COMMENCEMENT COMPLETIO WORKS COMPLETED COMPLETED
CLIENT N (KSHS) UP TO DATE % UP TO DATE %

| certify that the abovevorks are being carried out by me and that the above information is
correct.

eééeeéecéeé eééee
(Signature of Bidder) (Date)

D
(]

D
D
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SCHEDULE 8: SCHEDULE OF LOCAL LABOUR BASIC RATES

The rates inserted in this schedM&\Y be those used in deteining changes in cost of local labour
Variations in prices will be determined in accordance v@tause 70 of the Conditions of Contract Part 2.

LABOUR CATEGORY MONTH/SHIFT/HOUR UNIT RATE SHS

NOTE: Categdes to be generally in accordance with those used by the Kenya Building Construction
Engineering and Allied Trade Workers Union

| certify that the above information is correct.

eeééecééecéée. eéééecééecééeecée. .
Date Signature of Bidder
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SCHEDULE 9: FINANCIAL STANDING

1 Submit copies of audited profit and loss statements and balance sheet for the last five
calendar years and estimated projection for the next two years with certified English
translation where appropriate.

2 Give turnover figures for eact the last five (5) financial years. Quote in millions and
decimal thereof.

Year Year Year Year Year
Ksh. Ksh. Ksh. Ksh. Ksh.

Roadworks

Other civil Engineering works

Other (specify)

Total

SUMMARY OF ASSETS AND LIABILITIES OF THE AUDITED FINANCIAL
STATEMENTS OF THE LAST THREE (3) FINANCIAL YEARS

Year Year Year

KShs. KShs. KShs.

. Total Assets

. Current Assets

. Bank Credit Line Value

. Total Liabilities

. Current Liabilities

. Net Worth (34)

~N| O O B W N -

. Working capital (2+35)

(@) Name/Address of Commercial Bank providing credit |{feovide acertified copyof
undertaking by the bank specific to this contract. Otheyutdated and generaletters
will not be accepted

////////////////////////////

////////////////////////////

eééeecéeeééecéecééeeeéecéeeceée
(b) Total amount of credit | ine KShséééééééecée
Attach certified copies of financial bank statements of the last three years.

Attach a certified copy of Undertaking of the Bank to providing the credit.
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SCHEDULE 10: OTHER SUPPLEMENTARY INFORMATION

1. Financial reports forthe laBtey ear s, bal ance sheets, profit
reports etc. List them below and attaehtified copies.

(O

eeeeééeececeééececeeceeéeecececeeéeeccecte

(O

eéeéeéeéeéeéeéeéeceeceeéeéeécetd
eéeéeéeéeéeéeéceeéeéeéeéeéeéece
eéeéeéeéeéeéeéeeéeéeéeéeéeéece

2. Evidence of access to financial resources to meet the qualification requirements. Cash in

hand, lines of credit etc. List below and attach copies of supporting docuigepstgem 2
(a) of schedle 9 abovg

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

eeéeeéeecée

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

eeéeeéeecée

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

eeéeeéeecée

-
-
-
-
-
-
-
-

eeéeeéeecéecéececeéceecéee

3. Name, address, telephone, telex, fax numbers of the Bidders Bankers who may provide
reference if contacted by ti@ontracting Authority.

-
-
-
-
-
-
-
-

éeeeééeeceééeeceeceééeece

-
-
-
-
-
-
-
-

éeeeééeeceééeeceeceééeece

-
-
-
-
-
-
-
-

éeeeééeeceééeeceeceééeece

4. Information on current litigation in which the Bidder is involvgulease provide a sworn
affidavit by Commissioner of Oaths)

OTHER PARTY (IES) CAUSE OF DISPUTE AMOUNT INVOLVED
(KSHS)

| certify that the above information is correct.

eééeeéeeéeée. eééeeéeecééeceeée.
Date Signature of Bidder
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SCHEDULE 11: WORK METHODOLOGY

Give a brief description of how you intenddarry out the work including traffic management,

quality assurance of works and any designs to be carried out by the Bidder, in not less than five
(5) pages and not more than fifteen (15) pages.
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SCHEDULE 12: DETAILS OF SUB T CONTRACTORS

If the bidder wvishes to sublet any portion of the works under any heading, he must give below
details of the sub contractors he intends to employ for each portion.

Failure tocomplywith this requirement may invalidate the tender.

a) Portion of Works to be Sublet

SubContract or 6 simiBEn\DKks Gareiad ow in thd Lasb Three Years with
Contract Value.

D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~

éeeeéee

D~ D~ D~
D~ D~ D~
D (0N (0N
D (0N (0N
D~ D~ D~
D (0N (0N
D (0N (0N
D~ D~ D~
D D (0N
D D (0N
D~ D~ D~
D D (0N
D D (0N
D~ D~ D~
D D (0N
D D (0N
D~ D~ D~
D D (0N
D D (0N
D~ D~ D~
D D D
D D D
D~ D~ D~
D D D
D D D
D~ D~ D~
D D D
D D D
D~ D~ D~
D D D
D D D
D~ D~ D~
D D D

D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~

b) Portion of Works to be Sublet

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

eeéeecée

Sub Co nt r &xperiencéas Similar Works Carried out in the Last Three Years with
Contract Value.

eééeeéeecééeceecéecééeceéecéeceéeecéee.
eééeecéeeééecéeecééecéeecééecéeecécéee.
eééeeéecééecéecééeceecéecéeeceéeccée.
eééeecéeeééecéeecééecéeecééecéeecécéee.
eééeeéeecééecececéecéece

(Signatue of Bidder) (Date)
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SECTION 8: FORM OF AGREEMENT
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SECTION 8: FORM OF AGREEMENT

THIS AGREEMENT i s made on the ¢éééééée day of eeeé
between theéhe County Government of Bungomat P. O. Box437-50200 Bungomakenya
he ei nafter call ed "t he Empl oyer " é®@édé the

////////////////////

Eééeéeée eéeeé é. éeeeececeeeceee eece. . hereinaft e

At he Contractor of the other part.
WHEREAS the Employer is desirous that certain works should be executed, viz.

SPOT IMPROVEMENT O F KIPSIGON - KAPSKEI ROAD
and has accepted a Bid by the Contractor for the execution completion and maintenance of such

works
NOW THIS AGREEMENT WITNESSETH as follows:
In this agreement words and expressions shall have the same meanings as are hgespective
assigned to them in the Conditions of Contract hereinafter referred to.
The following documemnstshall be deemed to form and be read and construed as part of this
Agreement, viz.:
-The said BID dated €éééeéécéecécecé.
-The Conditions of Contract
- The Stadard and Special Specificat®n
- The Priced Bill of Quantities
- The Letter of Acceptance
- Schedule®f Supplementary Information
-The Drawings
-Other documents as may be agreed and listed

All aforesaid documents are hereinafter referred to as "The d@thtr

In consideration of the payment to be made by the Employer to the Contractor, the Contractor
hereby covenants with the Employer to execute, complete and maintain the works in conformity

in all respects with the provisions e Contract.
The Emplyer hereby covenants to pay the Contractor in consideration of the execution,

completion and maintenance of the works the Contract Price at the times and in the manner
prescribed by the Contract.
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IN WITNESS WHEREOF the parties hereto have caused theireegpe common seals to be
hereto affixed (or have hereunto set their respective hands and seals) on the day and year first

above written.

SIGNED AND DELIVERED

By the said Employer eéeéeéeéeéeéeéeceecceeé.
(County Secretary, County Government of Bungpbma
For and on behalf of the said Employer.

D~
D~
D~

In the presence of eééeeéeeééeecéeecéeée
(Name and Designation of Witness)

-
-
-
-
-

éeééecééecééeecéecée
(Signature of Witness)

D~
D~
D~
D~
D~
D~
D~
D~
D~
D~

eéeéeéeéeée
(Address of witness)

D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~

By the said Contracta': é

([N
([N
([N

In the presence of eEeééééééceceeceeeeéé
(Name and Designation of Witness)
eéeéeéeéeéeéeéeée
(Signature of Witness)

D
D
D
D

eeééecéecéecéecéee
(Address of witness)

D
D
D
D
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SECTION 9:

FORMS OF PERFORMANCE BANK GUARANTEE AND
ADVANCE PAYMENT GUARANTEE (UNCONDITIONAL)
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PERFORMANCE BANK GUARANTEE

To
The County Secretary,
County Government of Bungoma,
P.O BOX 437, 50200,
BUNGOMA.
WHEREAS ¢éééécéééeééécéecéecéecéeeeceee (hereinaf

cal lheed Cotnt ract or 0)
has undertaken in pursuancel®NDER NO.: BGM/CNTY/OT/RPW /RMLF/ 030'2020/2021

Datedéé&éét o exeSRATEMPRONEM ENT OF KIPSIGON - KAPSKEI
ROAD
( hereinafter called the AContract 0)

AND WHEREAS it has been stipulated by you in teaid Contract that the Contractor shall
furnish you with a Bank Guarantee by a recognized bank for the sum specified in the Appendix
to Form of Bid as security for compliance with his obligations in accordance with the Contract;

AND WHEREAS we have agred to give the Contractor such a Bank Guarantee;

NOW THEREFORE we hereby affirm that we are the Guarantor and responsible to you on
behalf of the Contractor, up to a total of

Kshséeééeeéeeéeeéeeéeeeéeeeeéeeeééee. (amount in
Kshs. eéééececeéééeecceééceecedeceée.  eceeééecee

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

and we undertake tmakepayment to you, upon your first written demand and without cavil or
argument, any sum or sums within and up to the limits as aforesaid without your needing to
prove or show grounds or reasons for the sum specified therein.

We hereby waive the necessity of you demanding the said debt from the Contractor before
presenting us with the demand.

We further agree that no change or addition to or other modificatidredétms of the Contract

or of the Works to be performed thereunder or of any of the Contract Documents which may be
made between you and the Contractor shall in any way release us from any liability under this
Guarantee and we hereby waive notice of arth<hange, addition or modification

This Guarantee shall be valid until 28 days after issuing of the Taking Over Certificate.
SIGNATURE AND SEAL OF BANK Eéééééecéceeéeeceeeecee

Name of Signatoryééééeécéécécééeéeéeéeéeéeéeécéeceéc
Name of bankéééé&&eaceécéeééeéeéeéeéeécéce.

,,,,,,,,,,,,,,,,,,,,,,,,,,,,

Addresséééééééééééééélxrate eeeeeéeeeeceeeeecee
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BANK GUARANTEE FOR ADVANCE PAYMENT

To:
The Chief Officer,

Roads, Transport, Infrastructure and Public Works
P. O. Box 43% 50200,
BUNGOMA

SPOT IMPROVEM ENT OF KIPSIGON - KAPSKEI ROAD
CONTRACT NO. BGM/CNTY/RPW/RMLF/OT/030 /2020/2021

Gentlemen:

In accordance with the provision of the Conditions of Contractcsbba us e 6 0. 12 (i Ac

""""""""""""

Payment 0) rmehtioriethaontracb é e éé ééé . éééééé eééeééé
€Eéeéeécécécéceeéeéeéeécécéceeceeeeeéeece. .
(hereinafter called the @GdanGovemmentofBuigonmh al |
Bank Guarantee to guarantee his proper and faithful performance under the said Clause of the
contract in an amount equalttte amount of advance paymeing.

,,,,,,,,,,,,,,,,,,,,,,,,,,,

Kshseeeeeéééééeeeceeeeeéeééee. . eeeéé. (amount i n

////////////

Kshs. ééééééécécecéeécecececeaecece. éeeceeeeeceece

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

We , céeéeéeéeéeéeéeéceeeeéeéeé@aéme of bank) as
instructed by the Contractor, agree unconditignahd irrevocably to guarantee as primary
obligator and not as Surety merely, the payment t€Ctnenty Government of Bungoman his

first demand without whatsoever right of objection on our part and without his first claim to the
contractor, in the ama not exceeding,

,,,,,,,,,,,,,,,,,,,,,,,,,,,,

Kshséeeeeeéeééééeeeceeeeeéééeee. . eeeéé. (amount i

//////////

Kshs. éééeée@&&e&écécéécécéeéceececeéeeceeee. . egeeeececeecee

///////////////////////////////

We further agree that no addit®to or other modification of the terms of the Catror of the

Works to be performed there under or of the Contract documents which may be made between
the Chief Officeri Roads, Transport, Infrastructure and Public Wpaksl the Contractor, shall

in any way release us from any liability under this guége, and we hereby waive notice of any
change or modification.

This guarantee shall remain valid and in full effect from the date of the advance payment under

the contract until theChief Officer i Roads, Transport, Infrastructure and Public Wporks
Bungoma Kenya receives full payment of the same amount from the Contractor.
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This guarantee shall be reduced pro rata with the deductions from the down payment made on
the InterimPaymentCertificates in Accordance with SuBlause 6QL2 of the Conditions of
Contract.

Any dispute over the interpretation of the conditions of this letter of Guarantee shall be subject
to the Laws of the Republic of Kenya.

After expiry, this document shall be returned to us for cancellation.

SIGNATURE AND SEAL OF BANK:

,,,,,,,,,,,,,,,,,,,,,,,,,,,
""""""""""
,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,
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SECTION 10: STANDARD SPECIFICATIONS
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SECTION 10: STANDARD SPECIFICATIONS

The Standal Specifications referred to in this document isSkendard Specifications for Road
and Bridge Construction, 1986 Editiublished by the Ministry of Transport and
Communications. This document shall form parTbé Contract

Work shall be carried ouh accordance with the Standard Specification except as supplemented
or revised in the Special Specification.
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SECTION 11: SPECIAL SPECIFICATIONS
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SECTION 11: SPECIAL SPECIFICATIONS

TABLE OF CONTENTS
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SECTION 1 - GENERAL

SPECIAL SPECIFICATIONS.

Special specification is spfementary to the Standard Specifications and the two
must be read in conjunction. In any case where there appears to be conflict
between the two then the Special Specifications will take precedence

Wh e n t he term ifPeri od of Nhee | Stahdard a n ¢
t

e
Specifications, it shal.l be changed o]

LOCATION AND EXTENT OF SITE.

The project road is approximatelffKm long and is situated in Bungon@aunty,

EXTENT OF CONTRACT.

The works to be executed under the carttishall comprise mainly but are not
limited to the following:

a) Provision of supervisory services

b) Land acquisition for drains and proposdaypass
c) Site clearanceand top soil removal

d) Earthworks

e) PavementReconstructionas follows:

)] Preparation of the original ground surface to receive the
earthworks.
i) Preparation of the sugrade to receive the pavement layeiith

benching to widen the road.

i) Milling / Scarification of the existing bituminous surfacing and
removal to spoil or reuse, asstructed.

V) Scarification of 150 mm of existing pavement, mixing the
gravel/GCS with suitable material and spreading it as tofysade
up to the benched area.

V) Provisionand layingof cement improved gravel as instructed for
subbase

Vi) Provision and_aying Dense Bitumen Macadam (DBIM)/30,base
throughout the length of the road.

vii)  Placing of &0 mm ACtype I, (O20) bindercourse

viii)  The dual road carriageway shall bé.0m on either side of the
centreline, 1.0m for mediaB,5m shoulders/walkwayside.

IX) The ®rvice roads are 5.5 m on either side.

X) Application of Asphalt Concrete tbumps,bus bays, junctions,
accesses as directed by the Engineer.

f) Drainage and Protection works shall be as follows:

1 Remove existing inadequate andfet#ive cross and accesslverts,

inlets and outlestructuresand replace as directed by the Engineer.

1 Construction of pipe culverts, headwalls, winglls and aprons to

culverts

71 Construction of box culvert to act as cross culverts.
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1 Construction of side and mitre drains to timaole road including
improvement of other drainage and soil erosion protection works.

1 The side ditch shall be trapezoidal with its invert level being at least
0.6m below the road formation level

1 Carry out protection works (scour checks, stone pitclaingd closed
lined drain$ as directed by the Engineer.

1 Carry out any miscellaneous works that is not included above but may
be deemed necessary by the Engineer for the execution and completion
of the works.

g) Road Furniture

1 Provide and erect all the road mggand markings as directed by the
Engineer.

1 Provide, lay and joint raised kerbs, precast concrete channels and invert
block drains as directed by the Engineer.

1 Plantselected grass @stopesof embankments and cuttings.

h)  Concrete Works

1 Provide and plae concreteclass 1$40) 50mm thick asblinding to
foundations ostructures

1 Provide and placeoncreteClass 2%20) to side walls,top and bottom
slabs of the box culvert

i) Maintenanceof passage of traffic throughand around the works

J) Any other activity not listed above butmay be deemed necessarand
instructed by the Engineer.

k) Maintenance of the works during the construction period. The defects
liability period shall be 1 month.

[) Environmental mitigation/ Borrow pit rehabilitation

CONTRACT DRAWINGS

Cortract drawingshave been bound in a book of drawings accompanying these
Contract Documents as a separate volume. Additional copies of these drawings
that may be required by the Contractor can be obtained from the Engineer, in
which case the Contractor witle required to reimburse the cost of producing
such additional copies.

The Engineer may from time to time, in order to enable the satisfactory
completion of the works, revise, amend or supersede any of these drawings. It
shall be t he @itntb coastructalt wiorks irr cersopmitynwsth

the latest revision, amendment or superseding drawings, provided that the
Engineer has given to the Contractor in writing such reasonable prior notices of
intention to revise, amend or supersede as therenatuthe intended change
requires, and the relevant drawings have been issued to the Contractor.

The changedirawingsshall entitle the Contractor such reasonable additional
payments as provided for in the Contract, including any abortive work cartied ou
by the Contractor prior to notice of intent to undertake changes having been
given. The Contractor may be required to demolish, alter and/or correctly rebuild
at his own expense any part of the Works not in conformity with the current
drawings issued tbim within a reasonable prior notice.
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Documents

The followingmanualghat are important and relevant to the contradt,not be
issued with the tender documents but will be available for inspection during
normal working hours at the offices of tiahief Officer Roads and Resident
Engineer(Design and Constructionyounty Government of BungomB.O. Box

437 - 50200, BungomgKenya.

Road Design Manual
Part 1:Geometric Design of Rural Roads
Part 3:Materials and Pavement Design for New Roads

Manud for Traffic Signs
Part 1:Road Markings
Part 2: Traffic Signs.

PROGRAMME OF EXECUTION OF THE WORKS

The contractor shall provide the works programme, required under clause 14 of
the Conditions of Contract, within 21 days of receipt of the Engmé&mder to
commence work.

The programme shall be -@vdinated with climatic and other conditions to
provide for the completion of the works in the order and by the time specified.

The Contractor shall carry out the contract in accordance with theapnogr
agreed with the Engineer, but he shall in no manner be relieved by the Engineer's
approval of the programme, of his obligation to complete the works in the
prescribed order and by the prescribed completion date and he shall from time to
time review hs progress and make such amendments to his rate of execution of
the works as may be necessary to fulfil his obligations.

The Contractorshall allow in his programme for construction of trial sections and
carrying out tests upon them as directed by thereeg in accordance with the
provisions of Clause 129 of the Standard Specification. The time for completion
of the Contract shall not be extended because of the time taken to carry out tests
and evaluate trial sections.
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ORDER OF EXECUTION OF WORK S

In addition to Clause 105 of the Standard Specificatima Contractor shall carry
out the Works such that a continuous and consecutive output of fully completed
work is achieved.

TAKING OVER CERTIFICATE

The minimum length of the road for which certificate will be issued is the
whole length of the project road when substantially completed.

NOTICE OF OPERATIONS
Add the following subClause.
Notification Terms

't shall be the Contractorods wyiempfonsi b
works scheduled are completed and ready for approval, and the contractor shall
give sufficient notice to allow control test to be performed.

Explosive and Blasting

(a) The requirements of the Laws of Kenya governing explosives and other
requiremerg and regulations of Government of Kenya and other authorities
shall be complied with.

(b) No explosives of any kind shall be used without prior written consent of the
Engineer.

(c) The Contractor shall be solely responsible for the provision, handling,
storage ad transporting of all explosives, ancillary materials and all other
items of related kind whatsoever required for blasting.

NATIONAL SPECIFICATIONS
Add the following at the end of this clause

AThe Contractor shal/l p marevthad @& dayd alfter s u ¢ |
commencement of contract and at least 14 days before the execution of work to
which the specification is applicable.

HEALTH, SAFETY AND ACCIDENTS
Add the following:

In addition to providing, equipping and maintaining adéguast aid stations
throughout the works in accordance with the laws of Kenya, the contractor shall
provide and maintain on site during the duration of the Contract, a fully equipped
dispensary. This shall be with a qualified Clinical Officer / Nurse atmall offer

the necessary medical advice on HIV al
Contractords Site staff. The Contract
responsible for all site welfare arrangements at his own cost.
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DIVERSION OF SERVICES

(a) The Contractor shall acquaint himself with the location of all existing
services such as telephone lines, electricity cables, water pipes, sewers etc.,
before execution of any works that may affect the services. The cost of
determining the locatioof the existing services together with making good
or repairing of any damage caused all to the satisfaction of the Engineer shall
be included in the BID rates.

(b) Subject to the agreement with the Engineer, the Contractor shall be
responsible for removaff @lteration and relocation of existing services.

(c) The Contractor shall indemnify the Employer against claims originating
from damage to existing services or works.

LIAISON WITH GOVERNMENT AND POLICE OFFICIALS

The Contractor shall keep in close touwhth the Police and the other
Government officials of the area regarding their requirements in the control of
traffic, or other matters, and shall provide all assistance or facilities, which may
be required by such officials in the execution of their dutie

LAND FOR ALL CAMPS SITES AND FOR THE CONTRACTOR'S OWN
PURPOSES, INCLUDING TEMPORARY WORKS.

Notwithstanding Clause 124 of the Standard Specification all requirements of
land for temporary works and construction purposes shall be to the approval of
the Engineer but the Contractor will make all necessary arrangements with the
property owners concerned and pay all charges arising there from. On or before
completion of the Contract, the Contractor shall remove all temporary works and
shall restore alsuch land to the condition in which it was immediately prior to

the occupation thereof as far as is reasonable and practicable. No separate
payment will be made to the Contractor on account of these items and the
Contractor must make due allowance fomthie his rates.

Notwithstanding Clause 120 of the Standard Specifications, the Contractor shall
be required to appoint competent surveyors who will liaise with the Engineer on
matters related to the demarcation of the existing road reserve, site meassireme
removal and reinstatement of existing services.

INFORMATION FROM EXPLORATORY BORINGS AND TEST PITS

Omit thecontentof Clause 127 and substitute the following Sillauses:

127.1 Factual Materials Report

The FactualMaterials Report for this @tract does not form part of the Contract
Documents. However, the Report will be made available for the Contractor's
information only, and any conclusions on issues such as suitability of materials,
location of borrow pits, material quantities etc., magiehe Contractor on basis

of the Factual Materials Report, will be at his own risk.

127.2 Trial Sections

The Contractosshall allow in his programme for constructing trial sections and
carrying out tests upon them as directed by the Engineer. Trialsl woually
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130

be required at the start of each pavement layer and if changes of materials,
method or equipment deem it necessary as directed by the Engineer.

The time forcompletionof the Contract shall not be extended because of the time
needed to constatitrial sections and evaluate the tests on them.

At least fourteendays before the work of laying any pavement layer is
commenced, the contractor shall construct trial sections of at least 100 m in
length and to the full construction width and the spegifpavement layer
thickness. For each trial section, the Contractor shall use the materials, mix
proportions, mixing, laying, compaction plants and construction procedure that he
proposes to use for the main work. The main work of laying the pavement laye
shall not be commenced until this trial has been tested and approved by the
Engineer.

No variation in the construction procedure, mix proportions, size, grading or
source of any of the constituents shall be made without the agreement of the
Engineer whanay first require new trial sections to be carried out.

Trial sections, if found satisfactory, will be paid for under the rates in the Bill of
Quantities for the appropriate items, as if the trial sections were part of the normal
work. No separate paymewill be made for trial sections and testing and the
Contractor shall be deemed to have provided for this in his rates.

The Contractor shall make good, at his own expense, any trial sections that fail to
meet the specified standards. The standards sttdlide, but not be limited to,
material quality, layer thickness, levels and compaction.

STORAGE OF MATERIALS

All materials shall be stored on Site in a manner approved by the Engineer and
the Contractor shall carefully protect from the weathemalik and materials
which may be affected thereby.

TEST CERTIFICATES

When instructed by the Engineer the Contractor shall submit certificates of test
from the suppliers of materials and goods required in connection with the works
as the Engineer magquire.

Such certificates shall certify that the materials or goods concerned have been
tested in accordance with the requirements of the specifications and shall give the
results of all the tests carried out. The Contractor shall provide adequate means
of identifying the materials and goods delivered to the site with the corresponding
certificates.

PROGRESS PHOTOGRAPHS
Notwithstanding therovisionof Clause 130 of the Standard Specifications, the

Contractor shall not be responsible for takingpadgress photographs. Progress
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Photographs shal/l be taken by the Eng
charged to the Contractor who will be reimbursed under Miscellaneous Accounts

131 SIGNBOARDS

The Contractor shall provide and eregb (2) pulicity signboards on the site as
directed. The Engineer shall, as shown in the Drawings, direct the minimum
dimensions of the boards. Tk&ns shall be printed reflective Vinyl Stickers on
galvanised steel plates min 350mm high. Posts shall be galvastessdd Main
headings lettering shall be Yellow amdin 80mm high, while subheadings
lettering shall be White andin 60mm high as per the drawings.

132 HOUSING ACCOMMODATION FOR THE RESIDENT ENGINEER AND
HIS STAFF, OFFICE AND LABORATORY INCLUDING FURNITU RE

1321 HOUSI NG AND ACCOMMODATI ON FOR THE ENG!
STAFF
The contractor shall be instructed by the Engineer to provide accommodation for
the Engineeros site staff. This staff
Designation Number

Residat Engineer

Assistant Resident Engineer
Materials Engineer

Senior Surveyor

e

The Contractor shall provide and maintain furnished houses equivalent to Types |

& Il of the Ministry of Roads and Public Works Standards (one for type | and
three b r type | 1) for the Engineerdéds sen
housing shall be separate from the Con
a locality approved by the Engineer.

132.2 HOUSI NG ACCOMMODATI ON FOR ENGI NEERG6S J

The Contractor shall provide and maintain furnished houses equivalent to Types

Il & IV of the Ministry of Roads and Public Works standards (5 No. Type IIl and

7 No. Type 1V). The houses for the En¢
area to be appred by the Engineer.

This staff will generally comprise the following;

Designation Number
Senior Roads Inspectors
Senior Materials Technologist
Roads Inspectors

Materials Technologists
Survey Assistants/leveller
Draughtsman
Secretay/typist/clerks

NFPNNORELDN
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132.3 LI' ST OF FURNI TURE FOR ENGI NEERG6S STAFF

Each house shall be provided with new furniture, equipment and fittings to the
approval of the Enginee@s listed below respectively:

All the houses and furniture mentioned ab®hall revert to the contractor after
the completion of the contract.

Payments shall be made under the relevant provisions in the Bills of Quantities.

Quantity per House Type
Item Description Type | Type | Type | Type

I Il 1] v
Doubl e Bed (mbx6) awmidtoh Mal 1 1 0 0
Single Bed (3 I x 6) wi 4 3 3 2
Dressing table with mirror and stool 1 1 0 0
Chest of 5No. drawers with mirror 2 2 2 1
Wardrobe (movable) 3 3 2 1
Resident table 5 4 3 2
Bedroom chair 4 3 2 1
600mmx 450mm high medicine cabinet with mirror 1 1 1 0
Bathroom stool 1 1 0 0
Towel Rail 1 1 1 1
Dining Table (2m x 1m approx.) 1 1 1 1
Dining Chairs 6 6 5 4
Side Board 1 1 1 1
3-piece lounge chairs 1 1 1 0
Armchair with cushions 4 3 2 1
Coffee table 4& 45cm high 1 1 1 0
Occasional tables, 70x70x45 cm high 3 2 1 0
Book case (2m long with 3 shelves) 1 1 1 0
Writing Desk with chair 1 1 1 1
Kitchen shelves (per sq. m) 2 2 1 1
Kitchen table (2m x 0.8m approx.) 1 1 1 0
Kitchen chair 5 4 3 1
Refrigerdor (at least 19 cu.ft.) including a freeze 1 1 0 0
Compartment of about 3 cu.ft. capacity
Refrigerator (at least 7 cu.ft) including a free; O 0 1 1
compartment
Cold water storage tank of at least 400 L capacity 1 1 1 1
Water filter at least 15 tapacity 2 2 1 1
Table lamps 5 4 2 1
Electric fan 2 2 1 1

10t



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

Gas or Electric hot water unit for kitchen 1 1 1 0
Gas or Electric hot water unit for bathroom 1 1 1 0
Electric & Gas cooker with 4 burners, a grill and 1 1 0 0
oven

Electric cooker 2 eleants 0 0 1 1
Primus stove 0 0 1 1
Pressure paraffin lamp 3 2 2 2
Dustbin 1 1 1 1
Waste paper basket 4 4 2 1
Fire extinguisher at least 9L capacity 1 1 1 1
Air conditioner unit (medium size) 3 3 2 0
2m x 1.5m high curtain with lining 9 9 4 0
1m x 15m high curtain with lining 3 3 6 16

132.4 ENGI NEER6S MAI N OFFI CE

The contractor shall provide a furnished and equipped main office of plan area
not smaller than 155 metre square that is equivalent of the MORPW Standard
Resident Engi n effce ghall beOdf veatherproof Tdmstrgction,
provided with mosquito proof and burglaroof windows and lockable doors and
suitably insulated against heat and cold, fitted with air conditioning units, all to
the satisfaction of the Engineer. The roombte occupi ed by th
Representative and its front office shall be provided with a floor carpet to be
approved by the Engineer. All other floors shall be given a PVC tile finish using
approved adhesive including 150mm wood skirting or superiosHiniThe
windows shall be fitted with curtains and blinders.

A telephone shal/l al so be provided foc
exclusive use. All the charges and fees related to the installation, maintenance and
operation of the telephone indimg provision of internet services shall be
deemed to have been included in the rates for providing and maintaining the Main
Office.

The offices shall be provided with day and night watchmen and security lights,
the cost of which shall be deemed to hde=n included in the rates for the
offices.

The office for the Resident Engineer shall be completely separate from that of the
Contractor.

Latrines and washrooms graded to staff seniority, together with a drinkable water
supply and waterborne sewage pdisal shall be provided for the office. The
Contractor shall also provide 24 hours a day security and electricity supply to the
offices and shall allow for any water and electricity consumed and for any
statutory charges associated.
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Measurement and paymefor the Engineers office and laboratory shall be as
specified in the standard specifications. The rate inserted for provision of the
main office shall include the cost of complying with the requirements of clauses
117, 124, 125, 132, 133, 134, 135, 18&l 137 of the standard specifications.
The office building shall revert to the Contractor at the end of the project.

The Contractor may be instructed by the Engineer under clause 58 of the General
Conditions of Contract to make payments of general reambigccounts for such
items as stationery, stores, furniture and equipment, claims and allowances for
supervision personnel and any miscellaneous claims or the Engineer may direct
the Contractor to purchase or pay for the above. The Contractor will, wisipro

of receipts, be paid under appropriate bill items in the BoQ.

The Contractor, when instructed, shall
the Equi pment specified below with a d

a) Photocopying Machine 1No.

Digital copier with the following minimum specifications:

Color: Black & white and colored

Copy Speed A4: 4150 PPM

Print Speed A3: 15 PPM

Resolution: 600 x 600 dpi

2 x 500 sheet paper cassettes Standard

200 sheets Multipurpose bypass Standard

Copier Memory 512MB Standard (Max 1GB) + 80 GB Standard
Printer Memory 512MB Standard (Max 1GB) + 80 GB Shared
with copier

25% 400% Zoom

Paper size A6 A3

Recommended monthly volume 6000 copies

Type: Desktop

<<

<K<K K < <K<K<LK<LK LKL

(b) Personal Computer (PC) 2 No.

The rde inserted for the PCs shall include for the provision of the UPS, a
Printer and the software specified below for each PC.

1. Processor Intel Core i5- 3.2GHZ or higher

2. RAM DDR SDRAM 1GHz speed, 4GB (minimum)

4. Hard Disk SATA, Min 300 GB, and Min 7200 RPM

5. Display 170 TFT Col our SVGA with
graphics accelerator with min 1GB video RAM

6. Motherboard FSB speed: 1GHz

8. Expansion slots 4No.

9. Ports 6 USB ports (minimum)

10. Operating systeriVindows 7 or XP Profesonal

11. Fully multimedia 4 speed CD ROM 52X (minimum) with sound card
and two external speakers 10W minimum.

12. Network card  3Com or Compagq, and Wi

13. TV/IFM CARD
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14. Blu-Ray Drive, not anything less than DVD superdrive
15. Three years warranty
16. Dedicated Sound Card:SoundBlaster

(©) Laptop 3No.

The rate inserted for the Laptop shall include for the provision of a Printer
and the software specified below for each laptop.

1. Processor Intel Core i7 or higher

2. RAM DDR SDRAM 1GHz speedl6GB (minimum)

3. Disk Cache 1024 MB (minimum)

4. Double Hard Disk SATA, Min 300 GB, and Min 7200 RPM

5. Display 170 TFT Col our SVGA wi
Radeon graphics accelerator with min 2GB
video RAM

6. Keyboard 101 Keyboard

7. Floppydrive 3. 50 di s k irdbuiltorexternal)e i t her

8. Expansion slots 4No.

9. Ports 4 USB ports (minimum)

10.Operating system Windows 7 or XP Professional

11.Fully multimedia integrated sound card and two external
speakers 400W minimum.

12.Network card 3Com or Compaq, Wi

13.TV/IFM CARD

14.Blu-Ray Drive, not anything less than DVD superdrive

15.Three years warranty

16. Battery life: min 6 hours
17.Screen resolution: 1280x800
18.Video Card: Intel GMA 450MDH or better

19. Built-in webcam min 2MP
20.Windscreen
21.Memory card reader7-in-1

Laser jet Printer specificatian

1. Speed 20ppm
2. Memory 32MB expandable to 80MB
3. Resolution 1200Xx1200dpi

4. Compatibility MS Windows 95/98/2000/XP/Vista
5. Power input 220240V
6. Paper size A6 1 A4 (A3 for 1No. printer)

1No. Laptop shall be supplied with a printer capalil@rinting in A3
paper size. While the rest PCs and laptops to be supplied with A4 LaserJet
printers of model Hp2050 or better approved.

UPS specifications

1. Rating 650 VAC (minimum)
2. Input Voltage 220-240V (minimum)
3. Output 220-240V (minimum)
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4. Output frequency 50-60HZ
5. Battery module  minimum 60 minutes backup time on 50% rated
a. Sealed Leadcid
b. Short recharge time (max. 5 hours for 100%)
6. Protection Output overload
Input output shortircuit

Software

1. Microsoft Office 2007 Rofessional or later with licence
2. Autodesk Civil3D 2010 or later
3. Antivirus: McAfee Virus Scan Professional (Latest Version)

Prior to purchase of the computers, laptops and printers, the contractor shall
submit the specifications of the same to the Engif@eapproval. The Personal
Computers, Laptops, printers, UPSs and Photocopying Machine shall revert to the
Employer at the end of the Contract. The contractor shall be paid for these items
under appropriate bill items in the BoQ.

LIST OF FURNITUREFORENGI NEERGS OFFI CE

ITEM DESCRIPTION No.
1 Executive office desk 2
2 Executive office chair 2
3 Conference table 12 seater 1
4 Standard office desk 3x2 lockable drawers 3
5 Standard office chairs 3
6 Office desls 3x1 lockable drawers 3
7 Office chairs 22
8 Office desks 3x1 drawers 9
10 Filing cabinets 6 drawers 8
11 Filing cabinets 4 drawers 3
12 Curtains As applicable
13 Office cupboard 3
14 Water Filter 1
15 Water dispenser (hot and cold) 1
16 Dust bins 6
17 Stapling machine (ofrex) and pins 3
18 Paper punch 3
19 Scientific calctlator (fx 992s) 6
20 Fully equipped first Aid Kit 2
21 Electric heater fans 4
22 Wall clocks battery powered 4
23 Filing trays 12
24 Waste paper baskets 4
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All furniture and equipment bought under the Contract shall reteerthe
Employer. Payment for provision of the offigecluding the furniture shall be
paid against the appropriate bill items in the BOQ.

132.5 ENGI NEER6S LABORATORY AND SURVEY EQUI P

The Contractor shall provide and maintain for the duration ofctheract the
Engineerdés | aboratory as shown in the
laboratory equipment, reagents and survey equipment as required by the
Engineer. The Contractor shall be paid under appropriate bill items in the Bills of
Quantities o on provision of receipts as required by the Engineer.

Thelaboratorys h a | | be sited adjacent to the |
shall revert to the contractor at the end of the contract.

The laboratoryshall have piped potable water supply ancontinuous electricity
supply adequate for lighting, heating and operating the laboratory equipment.

The laboratory shall have a height from floor to ceiling of not less than 2.75
metres and all rooms shall be fitted with electric lighting and powertpais
instructed by the Engineerds Represent
good quality mortise lock and provide with two keys.

Soaking tanks for CBR specimens shall be provided at floor level in the
laboratory. Concrete cube curing tanksadequate size shall also be provided.
Both the CBR tanks and concrete cube curing shall have drainage pipés.built

The following rooms and facilities shall be provided in the Laboratory:

(i) Office
This room shall have a total floor area of not less thé square metres and a
total window area of not less than 2 square meters. The door and windows
shall be fitted with fly screens covered with mosquito gauze. The floor shall
be of concrete with a float finish. The walls shall be lined and ceiling
provided.

A display board of soft board or similar approved material, with a minimum
surface area of 3 square metres shall be provided and securely fixed to the
wall.

(i) Main Laboratory
This room shall have a total area of not less than 55 square meters anhd a tota
window area of not less than 7 square metres. The external entrance shall be a
double door and single doors shall be provided for access to the adjacent
offices. The external door and all windows shall be fitted with fly screens
covered with mosquito gas.
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The floor shall be of concrete and float finished. The room shall be fitted out

as indicated by the Engineerds Repre
work benches each minimum 2 metres long by 1 metre wide by 1 metre high
and with top comprisig either metal lined hard wood or steel float finished
concrete at least 75mm thick and suitably reinforced, with a sink minimum
size 600mm long by 450mm wide by 300mm deep fitted with a tap and waste
pipe. Wall shelves, 450mm in width and having a surtea of at least 6

square metres, shall be provided and securely fitted.

Two display boards of soft board or similar approved material, each with
minimum area of 3 square metres, shall be securely affixed to the walls as
directed by t hemtatfZengi neer 6 s Repr es

(i) Small Laboratory Room
This room shall have a total floor area of not less than 20 square metres and a
total window area of not less than 2 square metres. The windows shall be
fitted with fly screens covered with mosquito gauze. A single dool sha
provide access to the main laboratory room. The floor shall be fitted out as
indicated by the Engineer6s Represen
benches each of minimum dimensions 2 metres long by 1 metre wide by 1
metre high with a top compitg) either metal lined hardwood or a steel float
concrete finish of at least 75mm thickness and suitably reinforced, with a sink
of minimum size 600mm long by 450mm wide by 300mm deep fitted with a
tap and waste pipe and concreted to the water supplizdamain laboratory
room. An approved air extractor fan shall be fitted through an outside wall.

(iv) Store Rooms
These rooms having a total floor area of not less than 20 square metres shall
be provided adjacent to the main laboratory building in a positiobeto
i ndicated by the Engineer6s Represent

(v) Concrete Slab for Sample Drying
A reinforced concrete slab 100mm thick and of total area not less than 20
square metres shall be provided adjacent to the main laboratory building in a
positionto beindicatt by t he Engineerdéds Represe
a smooth finish to the satisfaction of the Engineer.

The laboratory equipment would include:

Stop Clock 2No.
Shovel 10No.
Metal Scoop 6No.
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Hammer 2No.
Palette Knife 200mnong (blade) 6No.
Palette Knife 200mm long (blade) 6No.
Measuring Cylinder 8No.
Mercury thermometer range 6150°c 2No.
Laboratory thermometer range up to 250°c 2No.
Rain Gauge 2No.
Digital thermometer 2No.
Air thermometer 1No.

Probe thermometer range G°860°c minimum
Length 750mm dial 200mm complete with handle 2No.

Cotton waste in Kg 10No.
Karais (juakali) 3No.
Padlock 2No.
Scientific Calculator X992s 2No.
30m tape measure linen 3No.
Jerrycan 20 litres capacity 2No.
Pair of gloves (asbestos) 6No.
Spatulas 2No.
Paper punch 1No.
Stapler (Ofrex) and pins 1No.
Wood ruler 4No.
Tray lifting callipers 4No.
A4 Clipboard with clips 8No.
Moisture content bottles 20No.
Moisture content pans 20No.
Sieve brushes 4No.
Dustpan brush 4No.
Chisel (cold) 4No.
Laboratory Dust coats 16No.
Laboratory gumboots pairs 20No.
Safari bots 8No.
Heavyduty plastic bags 24 x 16 x 500g 150No.
Small moisture plastic bags 100No.
Sieves (assorted) 10No.
Reagents

Sodium Hexametaphosphate500g container 1No.
Turpentine 5009g 1No.
Tricholoroethane 200 litres container 1No.
Dichloromethane 200 litres container 2No.
ltshallal so be the Contractords obligation

The survey equipment to be provided would include:

1. Engineerds automatic I2dMovel Wil d NAK
2.Totalstatone adi ng 166 with tripod and setti
pole with data logger and survey software to match
Total Station Data logger. Include data transfer program,
and plotting modes, setting out calculations
and Cogo facilities 1No
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132.9

3. Levelling saff 5m. with levelling bubble Wild GNLE

or similar 4No
4. 50m. steel band measuring tape 2No
5. 30m. linen measuring tape 2No.
6. 3m. aluminium straight edge 2No
7. 1m. stainless steel straight edge 1No
8. 100m. steel bartdpe 2No.
9 Draught smanés stool 2No.
10. Complete set of highway curves 1No
11. Programmable scientific calculators FX 880P or
equivalent 4No
12. Survey umbrella 2No.
13. Roll of tracing paper 10No
14. Prdractor 360 2No
15. Graph paper A3 size 100No
16. Drawing table 2No.
17. Erasing shield 4No.
18. 3m. ranging rods 9No
19. Marker pens 30No.

The contractor may be directed to pay for stationery, equipment or redabant
are foresaid and also pay for servicing and repair of the laboratory equipment
being used on the project.

The equipment shall be of approved manufacture, and shall be made available to
the Engineer for the Engi Cengactbnst laex c | u
than three (3) weeks after the Enginee
ready to use and complete to perform the tests. The equipment shall revert to the
Employer on completion of the Contract

Any delays to the Contractoro t he Contractor6s acti vit
being unable to perform survey work, field or laboratory tests due to the
contractorodos failure to supply and/ or
to have been caused entirely by the Contractowsn actions, and any
consequences of such delays shall be interpreted as such.

The payment to comply with this requirement is provided in the Bill of Quantities
and ownership of all equipment shall revert to the Employer after completion of
the Works.

Failure by the Contractor to provide or maintain the equipment shall make him
responsi ble to bear al | costs that ma
staff using alternative means of communication, including delays in supervision
and approval of Wiks by the Engineer.

MOBI LE PHONES FOR ENGI NEERGS STAFF AND

The Contractorshall, if so instructed by the Engineer provide, connect and
maintain mobile phones for the exclusive use by the Engineer and for the duration
of the contract. The Qaractor shall provide atime for these mobile phones as
directed by the Engineer and be reimbursed under appropriate items in the Bills
of Quantities.
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133 TI ME FOR ERECTI ON OF THE ENGI NEERDO
LABORATORY

As per standard Specifications

135 MAI NTENANCE OF THE ENGI NEERO6S STAFF
LABORATORIES, FURNITURE AND EQUIPMENT

I n l1st paragraph, del ete dAuntil t he
substitute fti | lovetderdficatedostheavhotefof the Werks,T a k i
and if required for a period thereafter until the Contractor has completed any
outstanding work. o

Add the following at the end:

135.1 PROVISION OF MAINTENANCE AND SECURITY
The Contractor shall maintain all furniture and equipment provided by him in a
useablestate of repair and shall replace promptly any item that becomes
unserviceable or is lost.

The Contractor shall provide cleaners, grounds men, and day and night watchmen
for housing camp and offices as directed or instructed by the Engineer on site, the
cost of which shall be included in the rates for providing houses, offices and
laboratory.

137 ATTENDANCE UPON THE ENGINEER AND HIS STAFF

The Contractor shall pay wages (including all overtime) and house all attendant
staff to fulfil the requirements ofl@use 137 of the Standard Specification.

The number of junior support staff required by the Engineer shall be:
--2 (Two) No. Office attendants,

--4 (Four) No chainmen,

--4 Foun No. laboratory Technicians,

--1 (One) No CAD Technician, and

The Contactor will be paid on a prime cost basis plus a percentage for overheads
and profits under appropriate items in the Bills of Quantitidse payment
referred to in this clause shall exclude the cost of maintaining the offices in
compliance with clause 13paragraphs 1, 2 and 4 of the standard specifications
which are deemed to be included in the rates for providing the Office.
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138 VEHICLES AND DRIVERS FOR THE ENGINEER AND HIS STAFF AND
METHOD OF PAYMENT

The Contractor shalvhen instructed to do so preide and maintain in good
working condition for the exclusive use of the Engineer and his staff throughout
the contractbrand new vehicles, right hand drive, diesel powered and fitted with
air-conditioner, CD/mp3 music player, SRS Air bags, power windemssjral
locking, alarm system, alloy wheels and power steering as described Haew.
Engineer will approve the type of vehicle and confirm the number of each
type to be provided

2No. Type 1i new Turbo diesel propelled 4WD 5 door 7 seater Stationowag
vehicle of minimum engine capacity 3000cc fitted with fog lights, side step, 17 x
7.50 alloy wheel s, DVD changer, back
speaker audio system, rear wioper, pas
system, shieldairbags, active head rest, head lamp cleaning systeton&

climate control air conditioning, smart entry & start, audio input with USB &

iPod control, full spare wheel & cover, roof rails, rear view camera, ABS, leather
premium seats & door trim, doorimor with turn lamp, and Auto free hubs for

the exclusive use of the Engineer.

6No. Type 2i new Turbo diesel propelled 4WDwin Cab Pickup vehicles of
minimum engine capacity 2500cc fitted with all the necessities mentioned in
paragraph one of this elae forthe exclusive use of the Engineer.

1No. Type 1 vehicle wildl be for the E
maintained throughout the 2Month Defects Liability Period. Payment will be
made as for the construction period.

INo. Type 1lvehicle wi | | be for the Engineeros
Design & Construction Department and will be maintained throughout the 24
month Defects Liability Period. Payment will be made as for the construction
period.

The Contractor shall insure comprebimely the vehicles for any licensed drivers
and shall provide competent drivers during normal working hours and whenever
required by the Engineer including recognised days of rest.

Should any vehicle supplied not be in road worthy condition, the Contrsizall
provide an acceptable equivalent replacement vehicle until such time as the
original vehicle is repaired to the satisfaction of the Engineer and returned for
use.

Payment for the vehicles (up tgO®0Km per veh.month), shall be by vehicle
months.Payment for mileage aboveOBOKm per vehicle month, shall be made at

a rate per Kilometre. These payments shall be inclusive of all fuels, lubricants,
servicing, insurance, maintenance, drivers and repairs. The rate shall include any
overtime the driversnight be due or any other allowances in addition to the
normal working hours. Payment shall be made under appropriate items in the
Bills of Quantities.

The vehicles shall revert to the Contractor at the end of the contract.
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139

140

141

RECEIPTED ACCOUNTS

The ntractor may be instructed by the Engineer to make payments of general
miscellaneous accounts for such items as stationary, stores and equipment and
miscellaneous supervision personnel and claims or the Engineer may direct the
Contractor to purchase or ypéor the above. The Contractor will be paid on a
prime cost basis plus a percentage for overheads and profits under appropriate
items in the Bills of Quantities.

PAYMENT OF OVERTI ME FOR ENGI NEERG6S JUN

I n the | ast | i nel dleé eae t he wWonds adt
Ssubstitute with #Aincluding the approv:«
shall be paid by the Contractor to the

| f the Contractor wi shes to execute
normal workng hours as stated in Clause 45.1 of the Conditions of Contract, then
the payment for overtime for the Engi
full by the Contractor to the Engineer plus a 20 percent additional amount to
cover for t hiestr&iveguenheadsr 6 s adm

For purposes of this clause, In addition to the support staff provided by the
contractor, the following shal/l al so ¢

Designation Number
Survey assistants/leveller 2

Senior Materials &chnologist
Lab Technologists

Senior Roads Inspector
Roads Inspector

Draftsmen
Secretary/Typist
Clerk

PR R W RN e

If the Contractor wishes to execute the works on regular basis outside the

Engineerds nor mal wo r ki n gthelEmgimegersmay, ib v e r
he deems it necessary, employ additional supervisory staff for which the required
sal ari es, plus twenty (20%) percent ad

administrative overheads shall be reimbursed in full by the Contréatthe
Engineer. In addition, the Contractor shall provide the required accommodation
for such staff at his own cost. The Contractor shall not be reimbursed any of
these costs.

MEASUREMENT AND PAYMENT

Delete SukClausel41 (a) entirely and subsiie with:
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142

ay No Preliminary item has been includ:
mobilisation and general costs shall therefore be included in relevant rates in
the Bill of Quantities.

Delete SukClausel41 (m) entirely
ENVIRONMENTAL PROTECTION

Further to the requirements of Clause 19.1 of the Conditions of Contract, the
Contractor shall be responsible for the following measures to protect the
environment:

1) Compliance with national and local statutes and regulations relating to
protection of theenvironment. The Contractor will be responsible for
familiarizing himself with all existing national and local legislation in this
regard.

2) All construction activities shall be carried out using the best possible means
to reduce environmental pollution $u@s noise, dust and smoke. All
vehicles and plant shall be regularly serviced in accordance with the
manufacturerds recommendations to en
without excessive noxious emissions. The Engineer will have the authority
to instruct the Contractor to temporarily cease operations and/or remove from
the site vehicles or plant which do not comply with this requirement, until
such time that he is satisfied that best practicable means to reduce
environmental pollution to a minimuare being used.

3) The Contractor shall at all times maintain all sites under his control in a clean
and tidy condition and shall provide appropriate and adequate facilities for
the temporary storage of all waste prior to proper approved disposal.

4) The Contrator shall be responsible for the safe transportation and disposal of
all waste generated as a result of his activities in such a manner as will not
give rise to environmental pollution in any form, or hazard to human or
animal health. In the event of athird party being employed to dispose of
waste, the Contractor shall be considered to have discharged his
responsibilities under this clause from the time at which waste leaves sites
under his control, providing that he has satisfied himself that theopedp
transportation and disposal arrangements are such as will not give rise to
pollution or health hazard.

5) The Contractor shall be responsible for the provision of adequate sanitary
facilities for his workforce, and that of his sabntractors, at all ewstruction
and ancillary sites. The Contractor shall not allow the discharge of any
untreated sanitary waste to groundwater or any surface watercourse.
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6)

7)

8)

9)

10)

11)

Prior to the mobilization of the workforce the Contractor shall provide details
of proposed sanitary i@ngements to the Engineer for approval, such as will
allow him to assess whether or not the proposed facilities are adequate and
are unlikely to pollute water resources, and also that the facilities will be
properly operated and maintained.

All concrete and asphalt plants shall be operated and maintained in

accordance with the original manuf ac

in such a manner as to minimize emissions of hydrocarbons and particulates.
If, in the opinion of the Engineer, the operatmfrsuch plant is causing, or is
likely to cause nuisance or health problems to site staff or the general public,
the Contractor shall carry out such work as is necessary to reduce emissions
to an acceptable level within a tirseale agreed with the Engere

The Contractor shall regularly dowse with water all exposed dirt surfaces to
reduce dust levels.

The Contractor shall take all reasonable measures, at all sites under his
control, to prevent spillage and leakage of materials likely to cause pollution
of water resources. Such measures shall include, but not be limited to the
provision of bunds around fuel, oil and bitumen storage facilities, and
provision of oil and grease traps for servicing and fuelling areas. Prior to
construction of such facilitge the Contractor shall submit details of pollution
prevention measures to the Engineer for his approval.

The Contractor shall be responsible for ensuring that exposed surfaces are re
vegetated as construction progresses, all to the satisfaction ofgime&m

The removal of trees shall be kept to the minimum necessary to
accommodate the Permanent Works.

Prior to the removal of any trees the Contractor shall inform the Engineer of
the intended operation and obtain the permission of the Engineer for the
removal of the trees. |If any tree is removed without permission the

Contractor shall replant another approved tree at no additional cost to the
Employer.

The Contractor shall ensure that fires, except for controlled fires for burning
rubbish, do not stawithin the Site or in the environs thereto as a result of
the works or from the actions of his employees. The burning of waste, such
as vehicle tyres causing noxious emissions is prohibited. The Contractor
shall have available at all times traineaiighting personnel provided with
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144

145

adequate firdighting equipment to deal with all fires. The Contractor shall
additionally at all times provide sufficient fire protection and fighting
equipment local to parts of the Works which constitute particuler fi
hazards.

12) The contractor shall as instructed by the Engineer carry oui oftiad
mitigation measures to the approval and satisfaction of the Engineer and to
the required standards. The contractor shall obtain Environmental mitigation
licence for the sae and also comply with Environmental Management
Coordination Act (EMCA) 1999, and Environmental Impact Assessment
(EIA) and Environmental Audit (EA) Regulations 2003.

No separate payment shall be made in respect of this Clause 142 and the
Contractor shihbe deemed to have allowed in his general rates and prices for the
cost of complying with the requirements of this Clauses.

COPIES OF ORDERS AND REQUISITIONS

The Contractor shall provide the Engineer with copies of all orders for supply of
materiat and goods required in connection with the works as the Engineer may
require.

SHORTAGE OF BITUMEN AND OTHER MATERIALS

The Contractor shall make provisions for obtaining bitumen and other materials
required for the Contract if they are not availabldeally. In particular, the
Employer shall not be liable for any additional costs due to local lack of bitumen
or any other materials.
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205

211

SECTION 2 - MATERIALS AND TESTING OF MATERIALS

All materials testing shall be in accordance with Section 2 of thadStd
Specifications.

SOILS AND GRAVEL
Wheneveiin the Contract Document a minimum California Bearing Ratio (CBR)
is specified, the CBR of the material shall be determined at the specified state of

compaction;
a) After four days soaking in the casermfat materials and

b) After seven days curing plus seven days soaking in the case of
cement/lime improved materials

BITUMINOUS BINDERS
(c) Requirements
) Straight run bitumen

In addition to the requirements of the Standard Specification the asimtcohte
penetration grade bitumen shall not exceed 5 % by weight.
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SECTION 3 - SETTING OUT & TOLERANCES

301 SETTING OUT

a)

b)

302 TOLERANCES

(e)

(f)

In addition to the provisions of clause 3.01(a) if the traverse points to be
used for the setting out are close to the existingag@way and interfere

with construction works then the Contractor will have to relocate them to
a location where they will not be disturbed. Theotdinates and heights

of all traverse points so located shall be listed and provided to the
Engineer for chcking and/or approval. Contractor shall also monument
the new centreline every 200m along straight and all salient points along
curves by a pin in the concrete beacon before commencement of any
works.

The road reserve boundary posts shall have 12mm thBarateel pins
embedded in concrete, 200mm long with 25mm exposed to the air,
sticking out form its top surface. This pin shall beotdinated and
heightened and result of the same shall be provided to the Engineer for
approval. Cost of these works shadl included in the rates as no separate
item has been provided.

Commencement of the works shall not be permitted until this basic survey
data has been provided and approved by the Engineer for at least 5 Kms
of the road.

Detailed Setting Out

Referene pegs shall be 50mm by 50mm in section 600mm long driven
400mm firmly into ground and painted white above the ground. The
offset from centre line shall be indicated by small nail 20mm to 25mm
long with its head driven flush with the top of the peg. Chgesa offset

and reference elevation shall be clearly indicated to the sides of the peg to
the satisfaction of the Engineer.

After cutting of benches and prior to commencement of earthworks or sub
grade works, Contractor shall take crgestions again andubmit the

copy of the same to Engineer for agreement. These-seas®ns shall

then be used as basis of measurement for all subsequent layers, unless
otherwise stated.

Add the following:
Pavement Widths
For Pavement widths for suldeg base and wearing course, the allowable
tolerances shall be 0 to +50 mm.
Pipe Culverts
The maximum deviation from the specified line of a drainage pipe shall
be:-
Horizontal - 25mm in 3.0 m
Vertical - 30 mmin 10.0 m
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401

402

403

405

SECTION 4- SITE CLEARANCE AND TOP SOIL STRIPPING
SITE CLEARANCE
Site Clearance shall be carried out as directed by the Engineer.

Add thefollowing as the last paragraph in Salause (a):

Site clearancés not required over the width of the existing road and shoulders.
No measrement and payment for site clearance will be made for this width. The
remaining area within the road reserve including sides of existing embankments
and cuttings shall be cleared as instructed by the Engineer. This operation shall
also include the remaV of all trees, except for some trees as directed by the
Engineer. The Contractor shall provide paint and all the assistance the Engineer
may require to mark the trees whilhould notbe removed during site clearance.

The Contractorshall take care ndb uproot or damage trees which are within the
road reserve but outside the construction width. After the Contractor has staked
out the extent of the road, the Engineer, with the assistance of the Contractor,
shall mark out the trees to be removed. Afeanoval, the trunks and branches of
these trees shall be cut up into pieces not more than 2.0m in length, transported
and neatly stored at the near€stunty Offices or otherwise in a position to be
indicated by the Engineer. No additiormymentshall bemade for complying

with this requirements and it is deemed the Contractor will have included its cost
in the rates for site clearance.

REMOVAL OF TOPSOIL

Topsoil shall include up to 200mm depth of any unsuitable material encountered
in existing or newlyconstructed drains, drainage channels, and accesses.

REMOVAL OF STRUCTURES, FENCES AND OBSTRUCTIONS

When instructed by the Engineer, the Contractor shall demolish or remove any
structure.

MEASUREMENT AND PAYMENT

a) Site clearance shall be meestli by the hectare calculated as plan area cleared
as instructed.

b) Removal of top soil shall be measured by the cubic metre

c) Measurement and payment for items under clause 403 works shall be-on day
works basis under the appropriate item in the Bills of Qtiasit
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501

504

505

508

SECTION 5 - EARTHWORKS
GENERAL

The top 150 mm of the existing pavement will be scarified, mixed with suitable
material (at least Suprade S4) and spread across the whole width including
benches as top stgrade material.

PREPARATION PRIOR TO FORMING EMBANKMENT

In cuttings, the contractor shall excavate to a level that would accommodate the
300mm subgrade and the existing ground below MHisST be processed and
compacted in accordance with clause 504 of the standard specifications.

CONSTRUCTION OF EMBANKMENTS

Only material approved by the Engineer shall be used for fill in embankments.
Material with high swelling characteristics or high organic matter content and any
other undesirable material shall not be used, unless spdyifittedcted by the
Engineer. Unsuitable material shall include:

0] All material with CBR Values of less than 2%

(i) All material containing more than 5% by weight of organic
matter (such as topsoil, material from swamps, mud, logs,
stumps and other perishabletaraal)

(i) All material with a swell of more than 3% (such as black
cotton soil)

(iv)  All clay of plasticity index exceeding 50.

(v)  All material having moisture content greater than 105% of
optimum moisture content (Standard Compaction)

Sub-grade

Subgrade shall meanpper 300mm of earthworks eitharsitu or in fill and sub
grade shall be provided for as part of earthworks operation and payment shall be
made as Afil/l in soft material o.

The material for sulgrade for a road section shall have an average CBR of not
less than 14% with no value being less than 10% measured after a 4 day soak in a
laboratory mix compacted to a dry density of 100% MDD (AASHTO T99) and a
swell of less than 1%. Where the situ material does not meet this criterion, it

shall be excavatednd carted to spoil to a depth that can accommodate a new
300mm improved sufgrade.

No extra payment will be made for haulage of suitable material from borrow pits

as the overhaul costs shall be deemed to have been factored in the rates inserted in
the Bills of Quantities

COMPACTION OF EARTHWORKS

At pipe culverts, all fill above ground level around the culverts shall be
compacted to density of 100% MDD (AASHTO T.99) up to the level of the top of
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the pipes or top of the surround(s), if any and for dtlwiequal to the internal
diameter of the pipe on either side of the pipe(s) or surround(s) as applicable.

At locations adjacent to structures (up to 100m away from structure), all fill above
ground level up to the underside of the-guade shall be conagted to density of
105% MDD (AASHTO T.99). In case of fill around box culverts this should be
carried out for the full width of the fill and for a length bounded by the vertical
plane passing through the ends of the wing walls.

Notwithstanding the provisn of clause 503 of the standard Specification,
Compaction of sulgrade material (i.e. material immediately below formation) in
cut areas shall not be carried out by the contractor in areas where the formation is
formed in hard material, unless specifistructions to the contrary are issued by
the Engineer.

Where improved sulgrade material shall be required, the material shall have a
CBR greater than 14% and this shall be compacted and finished to the same
standards and tolerances as those requireabfonal subgrade and clauses in the
specifications applying to normal sgipade shall also apply.

509 MASS-HAUL DIAGRAM

DeleteCl ause 509 entir el y-Halndiagrasnuhbss lieent ut e
provided with the Documents. The Contractor shall be reggenfor locating

suitable materials for constructing earthworks along the alignment and elsewhere
and shall include in his rates for fil

511 BORROW PITS
The first part of the Standard Specification is amended lasvit

Fill material which is required in addition to that provided by excavation shall be
obtained from borrow pits to be located and provided by the Contractor but to the
approval of the Engineer contrary to what has been stated.

515 SIDE DRAINS

Wheneer excavation works in side drains constitutes a separate operation from
the bulk earthworks, such excavation shall be classified as-watehn drains
under Section 8 of the Specifications

517 MEASUREMENT AND PAYMENT
Unless specified otherwise, the imed of computation of volumes will be that of
average end areas and centreline distances betweerseobiesis taken at 25m
intervals. In regular ground or tight curvature, the Engineer may direct that
ground crossections are taken at closer intervals.

Scarification of pavement will be measured by the cubic metre scarified, mixed
with suitable material, spread and compacted.
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Earthwork fill shall be measured by the cubic metre of compacted material
measured in the completed embankment.

The rate for spbof soft/hard material shall include for he cost of excavating the
material, loading, transporting, depositing in a spoil area, providing trimming,
shaping and togoiling spoil areas.

Compaction shall be measured by the cubic mitre of material cordpaudeshall
include for scarifying, supplying and mixing in water/drying, levelling and
compacting.

Notwithstanding the provisions of clause 517 of the standard specifications, the
rate for compaction of fill in soft material shall allow for the requiretaeof
clause 508 of the special specification and no extra payment shall be made for
compaction around pipe culverts (100% MDD AASHTO T.99).

Excavation shall be measured in cubic metres and the rate shall include for the
cost of loading, transporting adépositing.

Rockfill shall be measured by the number of tonnes instructed to be placed.

Filter fabric shall be measured by the square metre of each weight of fabric
specified.
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SECTION 6 - QUARRIES, BORROW PITS, STOCKPILES AND SPOIL
AREAS

601 GENERAL

Notwithstanding any indications to the contrary in the Standard specification the
Engineer will not make available to the Contractor any land for quarries, borrow
pits, stockpiles and spoil areas, except for those areas in road reserves specifically
appoved by him.

The contractor will be entirely responsible for locating suitable sources of
materials complying with the Standard and Special Specifications, and for the
procurement, Wining, haulage to site of these materials and all costs involved
therein Similarly the contractor will be responsible for the provision and costs
involved in providing suitable areas for stockpiling materials and spoil dumps.
Should there be suitable sites for spoil dumps or stockpiles within the road
reserve forming the sitef the works the Contractor may utilise these subject to
the approval of the Engineer.

No additional payment will be made to the Contractor to cover costs arising from

the requirements for this Clause and the Contractor must include these costs in
the rdes inserted into the Bills of Quantities.

12¢



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

SECTION 7 - EXCAVATION AND FILLING FOR STRUCTURES
703 EXCAVATION OF FOUNDATIONS FOR STRUCTURES

Unless otherwise instructed by the Engineer, all excavated surfaces in material
other than hard material, on whifdundations for structures shall be placed, shall
be compacted to 100% MDD (AASHTO T.99) immediately before structures are
constructed.

Paragraph 4, last lineReplace "95%" with "100%".
707 BACKFILLING FOR STRUCTURES

Unless otherwise instructed hifie Engineer, all backfilling material shall be
compacted to a minimum of 100% MDD (AASHTO T.99).

709 EXCAVATIONS FOR RIVER TRAINING AND NEW WATER COURSES

Payments for river training and establishment of new watercourses shall only be
made where such worconstitute permanent works. Works done for road
deviation or other temporary works shall not qualify for payment. The contractor
shall be deemed to have allowed these temporary works in his rates

710 STONE PITCHING

Stone pitching to drains, inlets aadtlets of culverts to embankments and around
structure shall consist of sound unweathered rock approved by the Engineer. The
stone as dressed shall be roughly cubical in shape with minimum dimensions of
150 x 150mm for normal thickness of stone pitchi@gment mortar Grouting

will be done for all stone pitching areas and the top line of the stone pitching
should be grouted/sealed with concrete class 15/20. The cement shall be mixed
with sand in the ratio of 1:3 by volume to form the grout.

The surface tweceive the pitching shall be compacted and trimmed to slope and
the stone laid, interlocked and rammed into the material to give an even finished
surface. Soil erosion is rampant along the project location and this can be
minimised by ensuring that prapgrotection works is carried out along the drains
using stone pitching. Most of the sections shall be stone pitched especially areas
where we have steep slopes to minimise undermining of the road by rain water or
as may be instructed by the Engineer.

In areas where stone pitching has been damaged, the Contractor shall identify
such areas and notify the Engineer for his agreement of the extent of the Works
required and his approval and instructions to proceed with the Works. Stone
Pitching Repair and recetruction shall be carried out in accordance with Clause
710 of the Standard Specifications.

711 GABIONS
Where instructed by the Engineer the Contractor will install gabions as protection

works to washout areas or bridge Piers and or Abutments. Galhatishe
constructed in accordance with Clause 711 of the Standard Specification.
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In cases where existing gabions have been damaged, the Contractor shall identify
them and notify the Engineer for his agreement of the extent of the Work required
and his appval and instructions to proceed with the Works.

The Works shall involve removal of the damaged gabions / rocks, excavation to
the correct levels and grades as directed by the Engineer, and in accordance with
Clause 711 of the Standard Specifications gewbnstruction with new gabions

and other necessary materials as necessary. The damaged gabions shall be
recovered and transported to the neaesintyoffices.

712 RIP-RAP PROTECTION WORK

Quarry waste or similar approved material shall be used tdibadoured and
eroded side, outfall and cuoff drain. The material shall be compacted to form a
flat or curved surface preparatory to stone pitching of drainage channels, existing
and new scour checks as directed by the Engineer.

The surface to receavthe pitching shall be compacted and trimmed to slope and
the stone hand laid, interlocked and rammed into the material to give an even
finished surface. The interstices of the Pitching shall be rammed with insitu
material. The insitu material immediatddghind the pitching shall be compacted

to minimum density of 100% MDD compaction (AASHTO T.99).

714 BACKFILL BELOW STRUCTURES

Where instructed this shall be carried out in compliance with the requirements of
Clause 507 and 804 of the Standard Specifinat
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804

805

SECTION 8 - CULVERTS AND DRAINAGE WORKS

All concrete works for culverts and other drainage structures shall be done
in accordance with section 17 of the specifications.

EXCAVATION FOR CULVERTS AND DRAINAGE WORKS
In the Standard Specificatiomaake the following amendments:

(a) In paragraph 6, line 3, and in paragraph 7, line 5 and in paragraph 11, line
6, delete "95%" and insert "100%".

(b) Removal of Existing Pipe / ARMCO Culverts

Where instructed by the Engineer, the Contractor shall excarate
remove all existing blocked or collapsed culvert pipes of 450mm, 600mm
900mm diameter and ARMCO culverts including concrete surround,
bedding, inlet and outlet structures.

The void left after removal of culvert pipes shall be widened as necessary
to accommodate new concrete bedding, pipe and haunching.

The payment of this work shall be per linear metre of pipes removed. The
void left by removal of these pipes shall be carefully preserved in order to
accommodate replacement 600mm or 900mm diameter qifverts as
shall be directed by the Engineer.

(c) Removal of Other Existing Drainage Structures
When instructed by the Engineer, the Contractor shall demolish or remove
any other structure and payment for this shall be made on day work basis.

(d) Excavation 6r Culverts and Drainage Works
The Contractor shall carry out all excavations for new culverts and
drainage works to the lines, levels, inclinations, and dimensions shown on
the drawings or as instructed by the Engineer.

EXCAVATION IN HARD MATERIAL

In the Standard Specifications, Stlhuses 805(a) and 805 (b) delete "95%" and
insert "100%".

In subclause 809(a), paragraph 1, line 1, substitute "95%" with "100%".

In subclause 809(c), paragraph 2, line 4, between the words "compacted" and
"and shape" insert the words "to 100% MDD (AASHTO T.99)".

Hard material is material that can be excavated only after blasting with explosives
or boring and wedging or the use of a mechanical breaker fitted with a rock point
in good condition and operated correcBoulders of more than 0.Zroccurring

in soft material shall be classified as hard material.

129



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

809 BEDDING AND LAYING OF PIPE CULVERTS

Concrete pipes shall be laid on a 150mm thick concrete bed of class 15/20 and the
pipes shall be bedded on 1:3 cemesaind mortar at least 50mm thick, 150mm
wide and extending the full length of the barrel.

The rates inserted shall allow for compaction of the bottom of excavation to 100%
MDD (AASHTO T.99).

In addition to the requirements of the Standard Specificatinere inflatable
balloon method of casting culvertssitu is used, it is essential that thorough-pre
construction trials are carried out and necessary adjustments made to ensure that:

a) All concrete used for surround and bedding shall be Class 25/20.

b) The inner concrete barrel surface immediately in contact with the inflated
balloon form during placing shall achieve Class F3 finish.

c) The overall concrete thickness shall be the total of the standard precast
concrete pipe thickness and the surround thickrass per the standard
drawings.

Payments for the bedding, pipe culvert and surround shall be made as specified in
the standard specifications. No additional payments shall be made for complying
with these requirements where the balloon method is adoptexl.contractor

shall submit to thengineer a method statement clearly detailing how the inflated
ballon method will be

810 JOINTING CONCRETE PIPES

The concrete pipes for the culverts shall have ogee joints and will be jointed by
1:2 cement: sand mortand provided with fillets on the outside as described in
clause 810 of the Standard Specification.

812 BACKFILLING OVER PIPE CULVERTS
In the Standard Specifications, clause 812
1).Del et e paragraph 6 Afor pipe culvert

2). Wherewer the expression "dry density of 95% MDD (AASHTO T. 99)"
occurs delete and replace with "dry density of 100% MDD (AASHTO
T.99)".

The rates entered for laying of pipe culverts shall allow for backfilling to pipe
culverts and compacting to 100% MDD (AASHTIC®9) and these works shall
not be measured and paid for separately.

814.1 SUBSOIL DRAINS

In the event of excavation for repairs exposing local seepage, springs or
unacceptably high water table, the Engineer may instruct the provision of counter
fort or French drains.
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821

814.2

815

818

820

These drains shall consist of a trench excavated to the alignment, width, depth
and gradient instructed by the Engineer, and backfilled with approved compacted
clean hard crushed rock material as specified in clause 815 of the standard
specification. Where these drains lie within the carriageway the carriageway shall
be constructed only after the subsoil drain has been completed and approved by
the Engineer

PEDESTRIAN SLABS OVER OPEN DRAINS

Pedestrian slabs shall be 3.0m long x 1wide x 150mm thick concrete class
25/20, reinforced on the bottom face with 12mm Diameter high yield deformed
steel bars to form a mesh with 200mm centres in both directions. They shall be
mortar bedded on a 300mm x 300mm stone masonry plinth extendinbefor
width of the slab. Measurement and payment shall be by the number installed and
the rate shall include for all preparations, supply of all materials (concrete, steel,
formwork, etc), transporting and placing the slab and construction of the masonry
plinth. No separate payments will be made for any other item related to the
construction of the pedestrian crossing.

FILTER FABRIC TO SUBSOIL DRAINS

Where filter fabric is specified, it shall be durable weoven geotextiles or
synthetic fibres, unédcted by soil acidity or alkalinity and bacteria. The fabric
shall be made by an approved, reputable manufacturer and shall have a mass not
less than 280g/Mm

A filter fabric shall be placed under, around and over rock fill of the subsoil
drains. The pragions and placing of the fabric shall be in accordance with
manufacturerés i nstructions and compl
Standard Specification. Payment shall be in metre square of the fabric used.

No mechanical plant shall traffic over thdtdr fabric unless a minimum
thickness of 200mm of fill material has been placed over the fabric.

INVERT BLOCK DRAINS AND HALF ROUND CHANNELS

Invert Block Drains and Half Round Channels shall be constructed as shown in
the drawings provided in acaance with the Standard Specifications where
directed by the Engineer.

SCOUR CHECKS

Scour checks are to be constructed in mass concrete in accordance with clause
818 of the standard Specifications and the drawings as shall be provided.

MEASUREMENT AND PAYMENT

Measurement and payment shall be made in accordance with clause 820 of
standard specification.
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SECTION 9 - PASSAGE OF TRAFFIC

901

903

904

SCOPE OF THE SECTION

The Contractor shall so arrange his work to ensure the safe passage of the Traffic
at all times and if necessary construct and maintain an adequate diversion for
traffic complete with all the necessary road traffic signs.

The contractor shall provide to the satisfaction of the Engineer adequate warning
signs, temporary restriction signadvance warning signs, barriers, temporary
bumps and any other device and personnel equipped with two way radios to
ensure the safe passage of traffic through the works.

When carrying out the Works the Contractor shall have full regard for the safety
of all road users.

The Contractor shall also provide sign posts and maintain to the satisfaction of
the Engineer all deviations necessary to complete the works. The contractor
should allow for the costs of complying with the requirements of this cladsg in
rates.

The contractor will be deemed to have inspected the site and satisfied himself as
to the adequacy of his bid for these works and no additional payments will be
made to the contractor for any expenditure on traffic control or the provision of
deviations. The employer shall not be liable for inadequacies prior to
investigations of this nature by the contractor.

MAINTENANCE OF EXISTING ROAD

The Employer shall hamrdver the existing road to the Contractor at the
commencement of the Contradthe Contractor shall be responsible for all
repairs and maintenance during the duration of the Contract. The existing road is

to bitumen standard and the Contractor shall maintain it with suitable measures
including patching of potholes. The Contractorlshegularly inspect the road

and carry out such repairs and maintenance to the satisfaction of the Engineer. If
at any time, the Engineer draws the Co
requires maintenance, the Contractor shall promptly repar section. The
Contractor shall be legally responsible for any accident or damage attributable to
his failure to maintain the road.

CONSTRUCTION OF DEVIATIONS
a) General

In addition to requirement of this clause, the maximum length of deviation
road shall be restricted to 5 Kms at any given time unless otherwise
instructed. The Contractor shall construct and complete deviations to the
satisfaction of the Engineer before commencing any permanent work on
the existing road. Also during these works tdmmtractor is supposed to
provide a detour of adequate pipe culverts for pedestrian and traffic
crossing where there is bridge works.
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906

907

909

Contractor will be allowed to open further 5 Km of the deviation road
only when 80% of the permanent work has been ceteglon first one
and he will not be allowed to open further 5 Km till he has completed first
10 Km of the road and has it opened to traffic.

Where the old road exists near the main road, Contractor shall use this
road as deviation road.

b) Geometry

The carriageway width of the deviations shall not be less than 6.5m wide
and suitable for 2vay lorry traffic unless otherwise specified.

C) Construction

Unless otherwise instructed gravel wearing course for the deviation shall
be 150 mm compacted thicknesscomplying with section 10 of the
Standard Specification. The Contractor shall allow in his rate for removal
of any unsuitable material before placing of gravel wearing course, as this
will not be paid for separately.

In addition to provision of this alise, Contractor is required to sprinkle
water at least 4 times a day at the rate of L4 litres/n? in regular
interval to minimise the effects of dust. Latest sprinkling time shall be one
hour before the sunset.

PASSAGE OF TRAFFIC THROUGH THE WORK S

The Contractor shall arrange for passage of traffic through the works during
construction whenever it is not practicable to make deviations. The contractor
shall be reimbursed in accordance with the standard specifications.

Any damage caused by passingffic through the works shall be made good at
the contractor's own cost.

SIGNS, BARRIERS AND LIGHTS

Contractor shall provide signs, barriers and lights as shown in the drawings at the
locations where the traffic is being carried off the existiogd to the deviation

and back again to existing road. The Contractor shall provide ramps and carry out
any other measures as instructed by the Engineer to safely carry traffic from the
road to deviation.

Contrary to what has been specified in this clabseaoad signs provided shall be
fully reflectorized and in conformity with clause 9.1 of the "Manual for Traffic
Signs in Kenya Part II".

ASSISTANCE TO PUBLIC

In addition to provision of clause 909, Contractor shall maintain close liaison
with the relevant authorities to clear any broken down or accident vehicles from
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912

the deviations and the main road, in order to maintain smooth and safe flow of the
traffic.

MEASUREMENT AND PAYMENT

(a) Maintenance of existing road

The Contractor will be paid bthe cubic metre of AC layer placed to
maintain existing road. The binder material (tack coat), shall be measured
by the litre calculated from the amount applied as instructed by the
Engineer. This will be in accordance with section 16B of standard
specifiation.

(b) Construct Deviation

® Road Deviation
The Contractor shall be paid only 50% of the rate for this when
he completes deviation road to the satisfaction of the Engineer.
The balance shall be paid in equal monthly instalments over the
contract period, ake satisfactorily maintains the deviation (as
per clause 904 and 905 above) when it is in operation.

(i) Deviation using Pipe Culverts
The Contractor shall be paid only 50% of the rate for this when
he completes deviation to the satisfaction of the Engirdes.
balance shall be paid in equal monthly instalments over the
contract period, as he satisfactorily maintains the deviation when
it is in operation. The Contractor shall be paid full amount when
the bridge under construction will be in use.

(c) Provide sions and barriers

Provision of signs and barriers shall be measured to the nearest 0.1 Km
along the centreline of the project road.

(d) Passage of traffic through the works

Payment shall be made on Lump Sum basis.

(e) Gravel wearing course

Where the Engineer @tructs gravel wearing course to be laid on existing
roads or deviations, measurement will be by the cubic metre of compacted
material and shall be in accordance with clause 1011 (b) of section 10 of
standard specification.

Assistance to Public

The Contactor will be deemed to have included cost of this item in other
items and no separate payment shall be made.
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SECTION 117 SHOULDERS TO PAVEMENT
1101 GENERAL
Shoulders shall be constructed to a width of 2.0 m along the main carriageway

and 1.5 m alonghe service roads, to the same standard as the carriageway in
accordance with sections 12, 14, 15 and 16 of the specifications as appropriate.
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SECTION 12 - NATURAL MATERIAL SUBBASE AND BASE

1203

1209

MATERIAL REQUIREMENTS

Natural materials for base andbsbase shall conform to the specifications given
in Section 12 of the Standard Specifications for cement or lime improved base
and sukbase.

MEASUREMENT AND PAYMENT
Natural material for subase and base shall be measured by the cubic metre
placedand compacted upon the road calculated as the product of the compacted

sectional area laid and the length.

The met hod of measur eenfeont asshahl t be
specifications.

No extra payment will be made for haulage of gravel matesigha overhaul

costs shall be deemed to have been factored in the rates inserted in the Bills of
Quantities.
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SECTION 13- GRADED CRUSHED STONE SUBBASE AND BASE
1303 MATERIAL REQUIREMENTS

The GCS material for sdbase shall conform to the specificagogiven in
Section 13 of the Standard Specifications.

1304 CRUSHING, SCREENING AND MIXING

Crushing, screening and proportioning of materials and their subsequent mixing
shall be carried out using such methods and machines as shall be acceptable to the
Engineer.

1305 TRANSPORTING GRADED CRUSHED STONE

Graded Crushed Stone shall be transported damp and in such a way that no
segregation occurs.

1306 LAYING AND COMPACTING GRADED CRUSHED SUBBASE

The contractor shall take appropriate measures to preegnégation during
dumping and spreading operations. Laying and compacting shall conform to the
specifications given in sub section 1306 of the Standard Specifications.

1310 MEASUREMENT AND PAYMENT

Graded Crushed Stone shall be measured by the cubie foeteach of the
nominal sizes in each class of material calculated as the product of the compacted
sectional area instructed to be laid and the length instructed.

The rate for Graded Crushed Stone shall include for the cost of mixing, hauling,
spreadig and compacting the material and complying with the requirements of
sections 2, 6 and 13 in the standard specifications.

No extra payment will be made for haulage of GCS material as the overhaul costs
shall be deemed to have been factored in the ratestéd in the Bills of
Quantities.
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SECTION 14 - CEMENT TREATED MATERIALS
1401 CEMENT TREATMENT
a) Cement

1409

1412

Cement for stabilisation will b®rdinary Portland Cement to KS1725: 2001

CEM 1 42.5N and clause 207 of the Standard Specifications. The cemenitcont

of the treated material shall be as indicated by the Engineer. The Engineer shall
exercise his discretion to any variation in the rate of application of the cement,
which he may see fit to order from time to time.

b) Lime treatment

Lime treatment will e as outlined in the Standard Specifications for road and
bridge construction. The lime content of the stabilized material shall be as
indicated by the Engineer.

c) Moisture content

The moisture content of the treated material shall be as directed bpghree&r
but nevertheless within the range of 95% to 105% of the Optimum Moisture
Content (AASHTO T180).

d) Mixing and Placing

The material to be treated and the cement shall be mixed by an approved mixing
plant (pulvimixer).

PROTECTION AND CURING

Praection and curing shall be carried out in accordance with the provisions of
Clause 1409(i) of the Standard Specification but provision shall be made to wet
the surface from time to time as directed by the Engineer.

MEASUREMENT AND PAYMENT

Stabilizer

The provision of the stabilizer shall be measured by the tonne calculated as
the specific weight of stabilizer added to the material.

Mix -in stabilizer
Mixing stabilizer into the material shall be measured by the cubic metre of

treated material caltated as the product of the compacted sectional area
treated and the length.
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SECTION 15 - BITUMINOUS SURFACE TREATMENTS

PART A - GENERAL

1501A

GENERAL

Details of the spray rates for bitumen and the spread rates for chippings will be
directed by the Bgineer but the under listed is anticipated and can be used for
guidance purpose i.e.

a) Chippings

- 14/20mm size preoated chippings at a spread rate of905square
meters per cubic meter as first seal.

- 10/14mm size preoated chippings at a spread rafe80-100 square
meters per cubic meter as single seal.

- 6/10mm size preoated chippings at spread rate of -130 square
meters per cubic meter as second seal.

b) Bitumen Spray Rates

1.07 1.4 l/n? for the first seal
0.6- 1.0 I/n? for the secondeal
The Average Least Dimension (ALD) shall be determined in the field after

crushing the rock for chippings and then determine the actual spray rates and
chipping spread rates.

PART B - PRIME COAT AND TACK COAT

1502B

MATERIALS FOR PRIME COAT AND TACK COAT.

For prime coat, the binder shall be a medicuming cutback MC 30 unless
otherwise directed by the Engineer.

The rate of spray of bituminous prime coat refers to the gross volume of the
cutback bitumen, that is to say the volume of the bitumendillusnts.

The rates of spray of the prime coat shall be as instructed by the Engineer and
shall generally be within the range A& litres/square metre

Prime coat shall be applied to all gravel areas that are to receive double seal
surface dressingrdituminous mixes as directed by the Engineer.

The tack coat shall consist of bitumen emulsior@0lunless otherwise directed
by the Engineer.

The rates of spray of the tack coat shall be as instructed by the Engineer and shall
generally be within theange 0.50.8 litres/square metre.
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PART C 1T SURFACE DRESSING

1502C

1503C

1505C

MATERIALS FOR SURFACE DRESSING
Binder

The bituminous binder shall be 80/100 penetration grade bitumemaclat
with kerosene fuel in accordance with prevailing road temperatures, and
conforming to Clause 211 of the Standard Specification.

Chippings

Chippings shall be of class 1 material and shall comply in all respects with
Clause 1502C of t he Standard Specif
drawn to the requirements of Clau4802C and 1504C of the Standard
Specification with regard to cleanliness and dust content of chippings for
surface dressing. Should it prove ne
chippings, no extra payment will be made to the contractor for thratqge

SPRAY AND SPREAD RATES OF BITUMEN AND CHIPPINGS.

Spray and Spread Rates for bitumen and chippings cannot be calculated until
samples of the chippings to be used are available for test.

After submission of samples and completion of laboyatests on chippings and
binder, the contractor shall in the presence of the Engineer and the Chief
Materials Engineer or representatives, lay trial sections of seal at various rates of
spray and spread as directed by the Engineer and in accordancelaugb c
1503C of the Standard Specification.

Should any change occur in nature of source of chippings or bitumen, the
contractor shall advice the Engineer accordingly who will then decide if any
revisions are required to the spray and spread rates.

If any changes are required, the Contractor shall carry out further trials as
instructed by the Engineer.

Payment for binder and chippings will be based on the instructed spray and spread
rates used which may not necessarily be those specified. The Engineer will
specify the spray rates of bitumen as residual bitumen per square meter. Actual
spray rates used by the Contractor must be adjusted to compensate for any cutter
added.

PRECOATED CHIPPINGS

Chippings utilized for surface dressing works under tloistract shall be pre
coated in accordance with clause 1505C of the Standard Specification. The binder
used for precoating chippings shall be MC 30 dodick bitumen.

The amount of bituminous binder used to-poat chippings will be as instructed

by the Ehgineer and will normally be between 0.4% and 1.0% residual bitumen as
percentage of the total dry weight.
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1511C

Prior to laying any preoated chippings the Contractor shall prepare trial mixes
of bitumen and chippings in the presence of the Engineer. Aftapletion of

trial mixes the Engineer shall issue written instructions to the Contractor
indicating the amount of binder to be added in-gmated chippings. The
Contractor shall maintain this proportion unless the surface or nature of the
chippings changewhen the Contractor shall repeat the trials and the Engineer
will issue revised instruction.

No separate payments shall be made for theepating exercise. The contractor
shall have included in his rates the cost of complying with this clause.

MEASUREMENT AND PAYMENT

(a) Seal coat

Seal coats shall be measured by the litre, for each type of bituminous binder for
each seal coat, calculated as the product of the area in square metres sprayed and
the rate of application in litres/square metres, cteckto 15.6° C.

(b) Pre-coated Chippings

Chippings shall be measured by the cubic metre of each nominal size for each
class calculated as the product of the area in square metres covered and the
reciprocal of the instructed rate of application in squareas&tubic metre or the

actual rate of application in square metres/cubic metre whichever calculation
gives the lower volume.
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SECTION 16 - BITUMINOUS MIX BASES, BINDER COURSES AND WEARING
COURSES
All bituminous mixes works shall be done in accordance whh standard
specifications.

PART B 1 ASPHALT CONCRETE FOR SURFACING
1602B MATERIALS FOR ASPHALT CONCRETE
C) Aggregate

Coarse aggregate (retained on a 6.3 mm sieve) shall be entirely crushed rock of
Aclass ao of 0/ 14 mtgpedforbiddercraurséAs phal t ¢

1603B GRADING REQUIREMENTS

The grading of the mixture of coarse and fine aggregate shall be within and
approximately parallel to the grading envelopes given in Table11680/14 mm
grading Asphalt concrete type | for binasurse.

To arrive at a suitable design it is necessary to investigate a number of gradings
so that a workable mix which also retains a minimum of 3% voids at refusal
density is identified.

The largest particle size used should not be more than 20 mthasdhe
requirements of the Marshall test method can be complied with.

Although the complete range of hominal maximum particle sizes is shown in the
Tables, the total thickness of material laid should not be less than 50 mm.

1604B REQUIREMENTS FOR ASPHALT CONCRETE

The mixture shall comply with the requirements given in Table26& Asphalt
concrete type | for binder course. In addition, minimum Marshall Stability for 50
blows shall be 7 kN and at compaction to refusal shall have 3% VIM.

The proporibn, by weight of total mixture, of bitumen shall be 5.8.5 % for

0/14 mm and 4.% 6.5 % for 0/20mm. This shall be termed the nominal binder
content. The binder content of the working mix will be instructed by the Engineer
following laboratory and sittrials.

In order to determine the suitability of a coarse aggregate source a Marshall Test
programme shall be carried out. It will be advantageous to use a crushed rock
which is known from past experience to give good results in this test procedure.

A grading conforming to the Type | Binder Course detailed in Table-Z(GIB

0/14 of this Specification should be tested (but with 100% passing the 20mm

sieve) and it shall meet the requirements of Table 2@Bthis Specification.

Having established the sability of the aggregate source several grading shall be
tested in the laboratory, including that used for the Marshall test, to establish
relationships between bitumen content and VIM at refusal density. For each mix,
samples will be made up to a rangéumen contents and compacted to refusal
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1607B

using a gyratory compactor and a vibratory hammer in accordance with the
procedure described in BS 598 (Part 104 : 1989), with one revision.

It should first be confirmed that compaction on one face of the sagiyae the
same refusal density as when the same compaction cycle is applied to both faces
of the same sample. The procedure which gives the highest density must be used.

From the bitumen conteiIM relationship it will be possible to identify a
bitumencontent which corresponds to a VIM of 3%. If it is considered that the
workability of the mix may be difficult then compaction trials should be
undertaken. It is advisable to establish two or more gradings for compaction
trials.

The mixes identified dr compaction trials should be manufactured to the
laboratory design bitumen content and to two other bitumen contents of +0.5%
and +1% additional bitumen. Cores will be cut to determine the density of the
compacted material, having completed this the amilt then be reheated to
145+/5C in the appropriate mould and compacted to refusal in the vibrating
hammer test. To be acceptable the cores cut from the compaction trial must have
a density equivalent to at least 95% of refusal density.

The compactionrials will identify a workable mix which can be made to a
bitumen content which gives 3% VIM at refusal density.

MEASUREMENT AND PAYMENT

a) Item: Asphalt concrete

Asphalt concrete shall be measured by the cubic metre compacted on the road
calculatedas the product of the length instructed and the compacted- cross
sectional area shown on the drawings or instructed by the Engineer.

b) Item: Variation in binder content

Measurement of variation of binder content shall be by the litre calculated as the
product of the difference, corrected to 15® between the nominal binder and

the binder content instructed by the Engineer, and the weight of compacted mix to
which the variation applies, calculated from volume determined in (a) above.

C) Item: Mineral filler

Mineral filler will be measured by tonne of each type. The rate per cubic metre

for asphalt shall include for providing any mineral filler necessary to achieve the
specified grading.
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PART C 1 DENSE BITUMEN MACADAM FOR BASE

1602C

1603C

1604C

1605C

1607C

MATERIALS REQUIREMENTS

a) Penetration grade bitumen

Bitumen shall be either 60/70 or 80/100 penetration grade.

b) Aggregate

Coarse aggregate (retained on a 6.3 mm sieve) shall consist of crushed rock or
bolders, the minimum size of which are atleast 4 times the maximum size of th
final crushed stone. The coarse aggregate shall be free from clay, silt, organic

matter and other deleterious substances and shall comply with these
requirements:

LAA Max 35
ACV Max 28
SSS Max 12
FI Max 25
C) Mineral filler

Mineral filler shall consisbf finely ground particles of limestone, hydrated lime,
ordinary Portland cement or other nplastic mineral matter.

GRADING REQUIREMENTS FOR DENSE BITUMEN MACADAM

The grading of the mixture of coarse and fine aggregate shall be within and
approximately parallel to the 0/30 grading envelope given in Table of section
1603C of standard specifications.

REQUIREMENTS FOR DENSE BITUMEN MACADAM

The mixture shall comply with the requirements given in Table-1&Estandard
specifications.

The prgoortion, by weight of total mixture, of bitumen shall be 4 % minimum for
0/30 mm coarse aggregate. This shall be termed the nominal binder content. The
binder content of the working mix will be instructed by the Engineer following
laboratory and site trial

MIXING AND LAYING DENSE BITUMEN MACADAM

The mixing procedure shall conform with clause 1605C of standard
specifications. The minimum thickness of the compacted layer shall be 60 mm
when 0/30 mm aggregate is used and 75 mm when 0/40 is usedniyaated

layer shall exceed 100 mm thickness when 0/30 mm aggregate is used and 125
mm when 0/40 mm aggregate is used.

SEALING OF DENSE BITUMEN MACADAM
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1608C

Bitumen Macadam Base shall be sealed by applying the wearing course or
surface dressing specifiewithin 2 weeks of completing any section of base
course.

MEASUREMENT AND PAYMENT

a) Item: Dense Bitumen Macadam

Dense Bitumen Macadam shall be measured by the cubic metre compacted on the
road calculated as the product of the length instructedrendompacted cross

sectional area shown on the drawings or instructed by the Engineer.

The rate for Dense Bitumen Macadam shall include for the cost of providing,
transporting, laying and compacting the mix.

b) Item: Variation in binder content

Measuremst of variation of binder content shall be by the litre calculated as the
product of the difference, corrected to 18G5 between the nominal binder and

the binder content instructed by the Engineer, and the weight of compacted mix to
which the variation gplies, calculated from volume determined in (a) above.

C) Item: Mineral filler

Mineral filler will be measured by tonne of each type. The rate per cubic metre

for asphalt shall include for providing any mineral filler necessary to achieve the
specified gading.
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SECTION 17 - CONCRETE WORKS
1703 MATERIALS FOR CONCRETE

All materials shall comply with the requirements of section 1703 of the standard
specifications.

Cement for all concrete works shall @edinary Portland Cement complying
with KS1725: 200 CEM 1 42.5N

1704 DESIGN OF CONCRETE MIXES

The following classes of concrete shall be designed and mix proportions
approved for use as follows:

A Class 15/20 for all blinding to structures and-past pipe culvert beds
and surrounds

A Class 25/20 for &lculvert headwalls, wingwalls, aprons, teells, and
bridge members; abutments, piers and deck

A Class 30/20 for bridge superstructure beams

Specifications for construction materials and quality control shall be in
accordance with the standard spectimas.

1713 FINISHES ON UNFORMED SURFACES

All unformed surfaces shall be finished to class UF 3 Finish in accordance with
the standard specifications

1725 SURFACE FINISHES
All surfaces shall be finished to class F3 finish in accordance with the slanda
specifications.

1728 REINFORCEMENT FOR CONCRETE

All reinforcement to concrete shall be hot rolled high yield deformed bars
complying with BS 4449 and steel mesh fabric to BS 4483.

1741 MEASUREMENT AND PAYMENT
a) Item: Concrete
Amendclause 1741 (apM(i) of st andard specificatior
b) Item: formwork for formed surface finishes

Amend the following to Clause 1741 (e) of the Standard Specification:
Unit: m2 of formwork shall cover inclined formwork of all slopes and angles.
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SECTION 197 STRUCTURAL STEEL WORK
1905 FABRICATION

Fabrication shall generally be in accordance with the requirements of BS 153 Part
1 or latest edition of the BS Standavadorkmanship.

A steel lattice/girder structure to strengthen the existing Nzoiabrgge will be
fabricated, transported to site, fixed and painted with approved first quality red
oxide primer on lattice frame member as shown on the drawings and as directed
by the Engineer. The contractor should allow in their rates for the prowsion
scaffolding, cranes and all necessary supports to enable completion of these
works. The contractor should also note the river is perennial in nature and flows
throughout the year and should make adequate allowance for this.

1909 TRANSPORTATION AND HAN DLING

Erection shall be in accordance with BS 153 part 2 or the latest version of this.
Structural steel shall be handled with due care at all times not to cause damage to
steel work or its protective coatings. The contractor will be responsible for
making good at his cost any damage to all structural members and paint works
during transportation and handling.

1914 MEASUREMENT AND PAYMENT

Structural steel work shall be measured by the tonne calculated from approved
shop drawings.

Rate to include all elats, bolts, plates and any other fixture to fabricate and fix as
per section 19 of the standard specifications.
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SECTION 20 - ROAD FURNITURE

2001

2003

2004

2004B

2005

ROAD RESERVE BOUNDARY POSTS

Road reserve boundary posts shall be provided as directed by the Engitheer a
compliance with Standard Specification clause 2001. They shall be placed at 100m
intervals along the boundary of the road reserve.

EDGE MARKER POSTS

Edge marker posts shall be Verge Master MK 111 plastic posts manufactured by
Glasdon Ltd. oBlackpool UK or equivalent approved by the Engineer. They shall
be provided as directed by the Engineer and in compliance with the requirements of
Standard Specification clause 2003.

PERMANENT ROAD SIGNS

Permanent Road Signs shall be provideddascted by the Engineer and in
compliance with the requirements of the "Manual for Traffic Signs in Kenya" Part Il
and standard Specification clause 2004.

The posts for the signs shall be cylindrical galvanised wrought iron tubes of
minimum 75mm diameteand vandabproofed by infilling with concrete class
15/20.

The sign plates shall be made from approved metal or plastic sheet 3mm thick and
vandalproofed by the drilling of 3mm diameter holes at 100mm centres.

The rate inserted for the signs shalllimtz for all the costs of complying with this
clause.

EXISTING ROAD SIGNS
Where directed by the Engineer, the Contractor shall take down road signs including
all posts, nuts, bolts and fittings, and remove and dispose of the concrete foundatior

and backfill the post holes. The signs shall be stored as directed by the Engineer.

Measurement and payment for taking down road signs shall be made by the numbe
of signs of any type and size taken down, cleaned and stored as directed.

ROAD MARKIN G
Paint for road marking shall be internally reflectorized hot applied thermoplastic
material in accordance with Clause 219 of the Standard Specification complying to

BS 3262 and BS 6088.

The rates inserted in the Bills of Quantities for road marking siw@ude for prior
application of approved tack coat.

14¢



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

2006

2007

2008

2012

2013

GUARDRAILS

Guardrail posts shall be concrete 210 x 210 mm set vertically at least 1.2m into the
shoulder as per the drawings and as directed by the Engineer.

Beams for guardrails shall b&rmco Flexbeam" or similar obtained from a
manufacturer approved by the Engineer.

ASwarefl exo ART 3240 or similar appr o
one side red and another white shall be installed on the flex beams every 4m.

The rate mserted shall include for provision of the flex beams, posts, Swareflex
reflectors, flex beam end bits and installation in accordance with the standard
specifications and drawings.

KERBS

(@)  Vertical Joints

Vertical joints between adjacent kerbball not be greater than 5 mm in
width and shall mortar consisting of 1:3 cement: sand by volume.

(b)  Transition between flush and raised kerbs

The transition between flush and raised kerbs (e.g. at bus bays) shall be
termed as ramped kerbs and shatluwavithin a length of 2.0m

KILOMETRE MARKER POSTS

Kilometre marker posts shall be provided as directed by the Engineer and in
compliance with Standard Specification Clause 2008.

BOLLARDS

Where directed by the Engineer, the contractoll ginavide and install class 20/20
200mm diameter reinforced concrete bollards concreted 300mm into the ground.

RETRO-REFLECTI VE ROAD STUDS fAcat eyeso

All retro-reflective road studs shall comply with BS 873: Part 4. The contractor shall
providecet ai | s and the manufacturerods cert
the works to the Engineer for approval. The studs shall be installed at locations
shown on drawings or instructed by Engineer.

The studs are moulded of Acrylonitrile Butadiengr&ne (ABS) conforming to
ASTM Specification D178%8, class -2 shell filled with inert, thermosetting
compound and filler. The lens portion of the marker is of optical menthyl
methacrylic.

The road stud shall be constructed of high impact ABS contaan multibiconvex
glass lens reflector system. It shall be of monolithic construction, and not less than
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98.5mnt The height of the marker shall not exceed 17mm and the underside shall
contain a norhoneycomb base (flat).

The colours shall be white, N@v or red and the retreeflectance complying to
ASTME 809. The impact resistance shall be to ASTM D 2444 or BS 3900 part 3.
The studs shall be resistant to water penetration and corrosion resistant to BS 998
The adhesive shall be of resin type Epoxypaft 1 (adhesive) and part 2 (reactor)
without any volatile solvents in both and have pot life of not less than 20 mins at
20°C.
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SECTION 22-DAYWORKS
2202 MEASUREMENTS AND PAYMENT
(a) Plant

Where items of major plant listed in the schedule of-idayks are specified by type
(e.g. Concrete mixer etc.) the power rating of such items of plant provided by the
Contractor shall not be lower than the power ratings of such plant manufactured
within the last two years prior to the date of BID. Any item of majant employed

upon Dayworks that has a power rating lower than specified above shall be paid for
at rates lower than those in the schedule of-Degks. The reduction in the rate
payable shall be in proportion to the reduction in power rating belowsgtieified
above.
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SECTION 25 - HIV/AIDS, GENDER ISSUES, SOCIAL ISSUES AND LOCAL
PARTICIPATION

2501 SCOPE

Thi s specification sets out t he -sit€ont
HIV/AIDS awareness campaign and preventive measures which laeanstituted.

2502 INTERPRETATION AND DOCUMENTATION

The following documents shall intatia be read in conjunction with this
specification:

1 The Instructions to Bidders;

1 The Conditions of Contract;

1 The Drawings;

2503 GENERAL REQUIREMENTS

(@) HIV/AID S Awareness Campaign
The Contractor shall institute an HIV/AIDS awareness campaign amongst his
workers for the duration of the contract. As part of the campaign the
Contractor will be required to display AIDS awareness posters in all
buildings frequented yb workers employed on the contract, where such
buildings fall under the control of the Contractor. In addition, at least ten (10)
of the Contractoro6s vehicles, regul
awareness posters. The posters shall be printgibes paper and shall be at
least Al size on buildings and A3 size, or other approved size on vehicles.
The message on the posters shall be supplied by the Employer through the
Engineer before the posters are printed.

Aids awareness shall also be inaddin the orientation process of all
workers employed on the contract.

(b)  AIDS Prevention Campaign
The Contractor shall institute an HIV/AIDS prevention campaign amongst
his workers for the duration of the contract. As part of the campaign the
Contracto will be required to make condoms available to workers. The
condoms shall be from an approved manufacturer and comply with the
current 1ISO Standards or WHO/UNAIDS Specifications and Guidelines for
Condoms, 1998, or any more recent publication. The Cdatraball make
available at least 4,000 condoms every month, through dispensing machines
or other approved method of distribution. The Contractor shall at all times
keep the site adequately supplied with condoms.

(© HIV/AIDS Training
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Introduction

HIV/AIDS is having a significant and increasing impact in Kenya.
Interventions that stimulate the movement of people increase both the
exposure to the HIV virus and the spread of the virus. Road construction has
been identified as one such intervention.

Couny policy is to integrate HIV/AIDS awareness and prevention into all
road construction and rehabilitation programmes. This is in accordance with
the Third National Strategic Plan (208D for HIV/AIDS prevention and
control as approved by the GovernmentKaya, International Bank for
Reconstruction and Development (IBRD) and other organisations.

The project wildl i nvolve both | ocal
a contractual requirement for the Contractor to carry out HIV/AIDS
awareness and rgvention activities during the construction period as
stipulated in this specification.

Objective

The objective of the HIV/AIDS training programme is to reduce the risk of

exposure to and spread of the HIV virus in the area influenced by the
constructio. The target group will be local labourers and their supervisors
employed by the works contractors. The wider community will benefit

indirectly through their normal dap-day interaction with the target group.

Scope of activities

Activities for HIV/AIDS awareness and prevention will be brdmbed,

targeting both individuals and groups. They may consist of:

() Information posters in public places, both on and offsite (eating houses,
bars, guest houses, etc.) and on

(i)  Availability of sodally marketed condoms.

(i) Peer educators (reference people) drawn from the local labour and
educated in HIV/AIDS issues for discussions with colleagues (estimate
1 per 50 employees).

(iv) Small focus group discussions to disseminate information covering key
issues.

(v) Theatre groups and video presentations.

(vi) Promotional events (such as football matches) to encourage openness
and discussion of HIV/AIDS issues.

(vii) Promotional bill boards to raise awareness of the integration of
construction and HIV/AIDS activities.

(viii) Inclusion of HIV/AIDS activities at site meetings with the District Aids
Committee and other approved representatives.
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(ix) Availability of promotional materials such asshirts, caps, bumper
stickers, key rings, etc.

The scope of activities may be tailored as neglito meet the perceived
needs and priorities of the labourers, and should involve participatory
approaches to ensure that they are appropriate and have a public health
impact. The scale and frequency of activities may also be adjusted to suit
requiremets of the target group. Education will cover:

(a) preventive behaviours including partner reduction, condom use,
awareness and appreciation of the importance of treatment of
sexually transmitted infections (STIs);

(b) skills including negotiating safer sex, catreondom use, purchase of
condoms without embarrassment; and

(c) referral to local health centres and available services.

Tasks to be undertaken to support the above activities include:

(a) Establishing the status and focus of all current and planned
HIV/AIDS activities in the area to ensure complementarity and
determining potential involvement in project activities.

(b) Carrying out a brief review of regional activities combining road
construction with HIV/AIDS campaigns to determine options, best
practice key issig constraints, etc.

(c) Reviewing of Information, Education and Communication (IEC)
materials available and their relevance to road construction, making
recommendations for future development of IEC materials.

(d) Providing education and training for site perselnrsupervisors and
peer educators for the scope of activities as above.

(e) Providing supervision for peer educators to ensure sustained quality
of education. Incentives for their continual work may be small
promotional items such as-3hirts, caps, etc.

() Providing mechanisms for the social marketing of condoms and
distribution of materials.

(g) Monitoring activities regularly to assess effectiveness and impact.
This should include an initial, interim and final assessment of basic
knowledge, attitude and practec€KAP) taking account of existing
data sources and recognising the limitations due to the shor time
frame to show behaviour change. The KAP will be supported by
gualitative information from focus group discussions.

Collaboration

HIV/AIDS activities areco-ordinated nationally by the National Aids Control
Council (NACC).County, in consultation with NACC and the Ministry of
Health (MOH), will coordinate with the provincial, district and local
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representatives. Representatives of local health authoritiebeninvited to
attend training and communication activities.

Activities on the construction site will be linked as far as possible with on
going HIV/AIDS awareness and prevention in the area. This will ensure
complementarity of approaches, reinforcirgglucation and minimising
duplication. In addition, these links will ensure that the target group will have
access to continued information after the end of the construction period.

Contractor Responsibilities

The Contractor will employ and designate a lfea HIV/AIDS expert
fulltime, to be approved by the Engineer, who will work closely with the
Client, MOH and other implementing agencies to support the HIV/AIDS
awareness and prevention activities. This will ensure maximum effectiveness
and integratiowith construction activities. Specific, but not exclusive, issues
to be addressed by the Contractor are:

(i) Scheduling appropriate timing and durations of the implementation of
HIV/AIDS activities as part of wodplan for labourers and
supervisors. Designatedst times such as lunch breaks and pay days
should be excluded.

(i) Identification of suitable individuals from recruitment records for
education with the implementing organisation.

(iif) Provision of suitable sites for communication activities and for
condom digtibution.

(iv) Monitoring of the implementation of peer educator activities.

(v) Provision of support as necessary to the implementing organisation.

Inputs

An organization experienced in the provision of HIV/AIDS awareness and
prevention activities will be selecteas a subcontractor to provide the above
scope of activities on behalf of the main Contractor.

Reporting
The implementing organisation will produce the following reports to be
submitted to the Contractor, The EngingeountyKeNHA and NACC.:
- monthly piogress briefs for inclusion in site meetings.
- quarterly reports detailing activities carried out, issues, follow up,
etc.
- areview report of activities in the road construction sector,
- areview report of existing IEC materials with recommendations fo
development of materials specifically for the road sector.

15¢



SPOT IMPROVE MEN T OF KIPSIGON - KAPSKEI ROAD Bid Document

- a final report detailing the methodology and activities carried out
under this project including lessons learnt, impact, liaison with the
Contractor and other parties, etc.

In addition, a repa with the recommended approach for integration of
HIV/AIDS awareness and prevention activities in the road construction
sector will be produced. This will be a synthesis of project activities
including contractual approaches, communication activitieailadbility of
materials, liaison with existing organisations, etc. It will be developed with
all parties involved in the construction activities to ensure the wide range of
views and experiences is gained.

The final report and recommended approach willpbesented to KeNHA,
NACC and other interested organisations including private sector, funding
agencies and NGO's.

Timing

Activities shall commence at the start of the construction period and continue
throughout the entire contract period to ensure dasned impact. Reporting

and dissemination activities shall continue for three months after the project
is completed to ensure integration into current practice.

2504 MEASUREMENT AND PAYMENT

The payment items in this clause shall include full compemsdr all work
associated with the provision of HIV/AIDS related services as specified.

Item: Instituting an HIV/AIDS awareness and prevention campaign

Unit:  months

The unit of measurement shall be the calendar month or part thereof, measured ove
the duration of the campaign. The tendered rate shall include full compensation for
equipment, labour, materials including the procurement and distribution of condoms
and full compensation for transport, meals, accommodation and any other reasonable
allowance for the Participation of local health authorities, provincial director of
health and NACC and other resources required for the provision of the service in
compliance with clause 2503 (a) & (b) above.

HIV/AIDS specialist subcontractor dealing with pratien awareness activities will
be paid by the Months engaged in the activity.

Payment for condoms will be by the number provided to workers and staff during
the duration of the contract.
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Preparation and submission of reports on HIV/AIDS awareness shatieasured
and paid by the months involved in construction activities.

Distribution of HIV/AIDS awareness material shall be paid by the number provided.
Video shows related to awareness and prevention shall be paid for every sessior
done after 3 monthsThis will also apply for participation of representatives of

public health and other authorities.

HIV/AIDS awareness billboards will be paid by the number installed as per
specifications.
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SECTION 12: BILLS OF QUANTITIES
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PREAMBLE TO BILL OF QUANTITIES

1. The Bills of Quantities forms part of the Contract Documents and are to be read in
conjunction with the Instructions to Bidders, Conditions of Contract Parts | and I,
Specifications and Drawings.

2. The brief description of théems in the Bills of Quantities is purely for the purpose of
identification, and in no way modifies or supersedes the detailed descriptions given in the
Conditions of Contract and Specifications for the full direction and description of work and
materials

3. The Quantities set forth in the Bills of Quantities are estimated , representing substantially
the work to be carried out, and are given to provide a common basis for bidding and
comparing of Bids. There is no guarantee to the Contractor that heewsiquired to carry
out all the quantities of work indicated under any one particular item or group of items in the
Bill of Quantities. The basis of payment shall be the Contractor's rates and the quantities o
work actually done in fulfilment of his allation under the Contract.

4, The prices and rates inserted in the Bills of Quantities will be used for valuing the work
executed, and the Engineer will only measure the whole of the works executed in
accordance with this Contract.

5. A price or rate sall be entered in ink against every item in the Bills of Quantities with the
exception of items that already have Provisional sums affixed thereto. The bidders are
remi nded that no Anil é uawrdo fdiimsaclowddado widtl
rates for various items should include discounts if any. Bidders who fail to comply will be
disqualified.

6. Provisional sums (including Dayworks) in the Bills of Quantities shall be expended in whole
or in part at the discretion of the Engineer in accordamith SubClause 52.4 and Clause
58 of Part | of the Conditions of Contract.

7. The price and rates entered in the Bills of Quantities shall, except insofar as it is otherwise
provided under the Contract, include all Constructional plant to be used, laisagnce,
supervision, compliance testing, materials, erection, maintenance of works, overheads an
profits, taxes and duties (excluding VAT) together with all general risks, liabilities and
obligations set out or implied in the Contract, transport ety and telephones, water,
use and replenishment of all consumables, including those required under the contract by th
Engineer and his staff.

8. Errors in the pricing of the Bills of Quantities will be corrected in accordance with Clause
29 of instrudons to bidders.

9. The whole cost of complying with the provisions of the Contract shall be included in the
ltems provided in the priced Bill of Quantities, and where no Items are provided, the cost
shall be deemed to be distributed among the rates areb@ntered for the related Items of
Work.

10.  General directions and descriptions of work and materials are not necessarily repeated c
summarized in the Bill of Quantities. References to the relevant sections of the Contract
documentation shall be made befeentering prices against each item in the priced Bill of
Quantities.
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11. The method of measurement of completed work for payment shall be in accordance with
Standard Specification for Road and Bridge Constructibthe Ministry of Transport and
Communicatns, 1986.

12. " Aut horised" #nDirected" or "Approved" shi;
the Engineer.

13.  Unless otherwise stated, all measurements shall be net taken on the finished work carrie
out in accordance with the details shown on thewvidrgs or instructed, with no allowance
for extra cuts or fills, waste or additional thickness necessary to obtain the minimum
finished thickness or dimensions required in this contract. Any work performed in excess of
the requirements of the plans andedgfications will not be paid for, unless ordered in
writing by the Engineer.

14.  Units of Measurement and abbreviations used herein shall have the following meanings:

Unit Abbreviation Unit Abbreviation
cubic meter m?3or cu m millimeter mm

hectare ha month mth

hour hr number No.

kilogram kg provisional sum P.S.

kilometre km square meter m? or sg m
lump sum L.S. square millimeter mm¥ or sq mm
meter m vehicle veh

metric ton (1,000 kg) t week wk

months mths
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BILLS OF QUANTITY

Prgect Name: SPOT IMPROVENT OF KIPSIGGNKAPSKHOAD

BILL No.1: PRE LIMINARIES AND GENERAL ITEMS

BILL ITEM Description Unit QUANTITIES RATE AMOUNT
Item Code
CONTRACT CONTRACT
'Allow a prime cost sum for Preparation and
01-80-010 Documentation of ARICS as directed by the PC
Engineer. SUM 1 | 100,000.00 100,000.00
01-80-016 Provide and erect publicity signs as directed by th
Engineer NO. 2 -
01-80-026 Allow a prime cost of sum for material testing as PC
directed by the Engineer SUM 1 10,000.00 10,000.00
01-80-027
Extra over 0180-026 for profits and overheads % 10,000.00 -
01-80f1 028 | Allow a prime cost of sum for survey works as PC
directed by the Engineer SUM | 10,000.00 10,000.00 10,000.00
01-80-030 Allow a prime cost for Hiv Aids awereness as PC
directed by the Engineer SUM 1 50,000.00 50,000.00
01-80-031 Include percentage of PC sum in item-8D-030
for contractors overhead and profit % 50,000.00 -
01-80-032
Borrow pit/ Environmenta mitigation Pcsum| 1 40,000.00 40,000.00
01-80-033
Extra over 0180-032 for profits and overheads % 40,000.00
TOTAL FOR BILL NO.1 CARRIED TO THE SUMMARY PAGE
BILL No.4: SITE CLEARANCE AND DEMOLITIONS
BILL ITEM Description Unit QUANTITIES RATE AMOUNT
04-50-008 SFL’JCM
Clearing of Obstacles (Rock) manual 0
TOTAL FOR BILL NO.4 CARRIED TO THE SUMMARY PAGE
BILL No.7: EXCAVATION AND FILLING OF STRUCTURES
BILL ITEM Description Unit QUANTITIES RATE AMOUNT
07-60-003 | provide and place gabbions and mattresse M3
directed by the Engineer 0
07-60-004 | provide and place Rockfill to mattresses 3
directed by the Engineer M 0
07-60-005 | Provide and place 200mm thick stone pitch| M?
including grouting to aprons upstream a
down stream of bridges and culverts
detailed in the drawing or as diredt by the
Engineer 0

TOTAL FOR BILL NO.7 CARRIED TO THE SUMMARY PAGE
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BILL No.8: CULVERTS AND DRAINAGE WORKS

BILL ITEM Description Unit | QUANTITIES
RATE AMOUNT
Item Code
CONTRACT
Culvert Installation - 600mm  wih MT
08-60-025 | surround(Unit rate quoted for this item sh
8 be inclusive of blinding,providing and layin
of pipe culverts, surround, headwal
wingwalls, toe walls, aprons and BRC mesh 100
Culvert Installation- 900mm with surroung MT
08-60-027 | ((Unit rate quoted for this item shall b
8 inclusive of blinding,providing and laying g
pipe culverts, surround, headwalls, wingwal
toe walls, aprons and BRC mesh) 30
8 08-90-002 | Exacavation for inlet,outlet and catch wa
drains/Mitre drains M3 80
TOTAL FOR BILL NO.8 CARRIED TO THE SUMMARY PAGE -
BILL No.10: GRADING AND GRAVELLING WORKS
BILL ITEM Description Unit | QUANTITIES RATE AMOUNT
Item Code
CONTRACT CONTRACT
Grade and compact ditch totdh (8 ,
10 | 10-50- 0 12m wide) as directed by the M 99000
001 Engineer.
Provide, placeand compact natural
) ! 3
10 10-60- gravel of 1@Mmm thickness at 95% M 4620
001 MDD.
TOTAL FOR BILL NO.10 CARRIED TO THE SUMMARY PAGE -
BILL No.22DAYWORKS
BILL ITEM Description Unit | QUANTITIES RATE AMOUNT
Item Code
CONTRACT CONTRACT
22 | 22-64-001 Dozing using a dozer recommended D6 or EH
Approved Equivalent 0

TOTAL FOR BILL NO.22 CARRIED TO THE SUMMARY PAGE
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SUMMARY PAGE

BILL No. DESCRIPTION
1 General office adminstration,overheads and preliminari
4 Site clearance and demolitions
7 Excavation and filling for structures
8 Culverts and Drainage Works
10 Grading and Gravelling works
22 Dayworks

SUBTOTAL 1

ADD 7.5% Contigency
SUBTOTAL 2

16% VAT

GRAND TOTAL

,,,,,,,,,,,,

,,,,,,,
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SECTION 13: DRAWING S
(See the Book of Drawings)
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SPOT IMPROVE MEN T OF KIPSIGON

TYPICAL CROSS SECTION

3.5m 3.5m
carriage way 25% 25% carriage way
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rﬂ:m: concrete type (ll) (50mm)
ibilized base (150mm)

t subbase (175mm)
oved Subgrade (300mm)
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