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INVITATION TO TENDER

PROCURING ENTITY: COUNTY GOVERNMENT OF BUNGOMA, P.O BOX 437-50200

BUNGOMA.

CONTRACT NAME: CONSTRUCTION OF KUBURA T HURUMA 1 SARIA BOX
CULVERT , TENDER NO. BGM /CNTY / RPW / OT / 026/ 202
- 2023

1. The County Government of Bungoma through Department of Roads, Infrastructure and
Public Works Wishes to invites sealed tenders foQtestruction oKuburai Hurumai

SariaBox Culvert in Chepyuk Wardvit.Elgon Sub @unty.

2. Tendering will be coductedunder Open Tendenethod using a standardized tender

document. Tendering is opendd | gualiyved and interested Tc¢
3. Qualiyed and interested tenderer sTenmdery obt al
DocumentsaBupply Chain Management Office | ocat e

County Government of Bungoma for assistadaring official working hours. (Monday
Friday8:00anb:00Pm).

4. Interested eligible candidates may download a complete set of tender document with

evaluation criteria from the County Government of Bungoma website.bungoma.go.ke

and/or Public Procurement Information portadvw.tenders.go.kausing the unique IFMIS

negotiation number indicated in the tender advert

5. Complete tender document must be submitted through the SWIBPLIER PORTAL

www.supplier.rteasury.go.kas per the requirement contained in the tender document so

as to beaeceived on or beforeuesday 18 Of November 2022 At 12.00 Noon Local Time

6. Tenderswill be opened immediatelp f t er t he deadl i ne date anc
any deadl i ne d alater. Tandedsvilltba poldicly ®pemed in theepdesence

of the Tenderers' designated representatives who choose to attend at thebatilvess

7. Bidders who may experieacchallenges in accessing and uploading their tenders in the
IMIS tender portal should contact the IFMIS Helpdesk (email http/ifmis go.ke.
Tel:0800721477/0204801801) at treasury or contact Supply Chain Management Office


http://www.bungoma.go.ke/
http://www.tenders.go.ke/
http://www.supplier.rteasury.go.ke/

8. Prices quoted should be inclusiveatiftaxes and must be in Kenya shillings and shall

remain valid for a period df20 daysfrom the closing date.

Mandatory requirements

1) Certified Copy of Certificate of registration/incorporation.

2) Certified Copy of valid tax compliance certificate/exeimptcertificate issued by KRA

3) Certified Copy of CR 12 certificate for limited Companies. Should be recent (within 12
months)

4) Valid copy of Certificate of registrationith the NationalConstruction Authorityfor Road
works; NCA 7 and above and MUST be accmpanied by a valid annual practicing
License.

5) Certified KRA PIN/VAT certificate issued by KRA

6) Copy of Valid Registration Certificate for Access to Government Procurement Opportunities
T {AGPO) in the category off OUTH as specified in the Tender Notice.

7) Dully filled, signed and stamped Tender form

8) Dully filled, stamped and signed Business Questionnaire Form

9) Dully filled, signed and stamped bills of quantities

10)CertifiedValid Single Business Permit from any County Government Authority

11)MUST provide Copies fothe national ID/passport for the directors as per CR12

12)Pre-BID site visit is MANDATORY and will beon Friday 11" of November 2022 as
from 10.00 am localat the Ministry of Roads, infrastructure and publiorks conference
hall, site visit certificate will béssued as an evidence of attendance

MANUAL SUBMISSIONS will not be accepted. All tenders must be submitted through the IFMIS

platform.

MOSES S. SICHEI
AG. CHIEF OFFICER
DEPARTMENT OF ROADS, INFRASTRUCTURE AND PUBLIC WORKS.




| RN
MOSES S. SICHEI

AG. CHIEF OFFICER

DEPARTMENT OF ROADS, INFRASTRUCTURE AND PUBLIC WORKS.

PART 117 TENDERING PROCEDURES



SECTION I - INSTRUCTIONS TO TENDERERS

1.0

2.0

3.0

A. GENERAL PROVISIONS

Scope of Tender

The Procuring Entity as defined in the Appendix to Conditions of Contract invites tenders for
Works Contract as described in the tender documents. The name, identification, and number
of lots (contracts) of this Tender Docum@respecified in the TDS.

Fraud and Corruption

2.1

2.2

2.3

2.4

The Procuring Entity requires compliance with the provisions of the Public
Procurement and Asset Disposal Act, 201!
corruptiono. Th epetsanshdleinclude a dectaration thattheo y a
person shall not engage in any corrupt or fraudulent practice and a declaration that the
person or his or her stdontractors are not debarred from participating in public
procurement proceedings.

The Procung Entity requires compliance with the provisions of the Competition Act
2010, regardingollusive practices contracting. Any tenderer found to have

engaged in collusive conduct shall be disqualified and criminal and/or civil sanctions
may be imposedlo this effect, Tenders shall be required to complete and sign the
ACertificate of I ndependent Tender Det e

Tenderers shall permit and shall cause their agents (where declared or not),
subcontractors, sub cantants, service providers, suppliers, and their personnel, to
permit the Procuring Entity to inspect all accounts, records and other documents
relating to any initial selection process, jopgalification process, tender submission,
proposal submission, drcontract performance (in the case of award), and to have
them audited by auditors appointed by the Procuring Entity.

Unfair Competitive Advantagd-airness and transparency in the tender process
require that the firms or their Affiliates competiray & specific assignment do not

derive a competitive advantage from having provided consulting services related to
this tender. To that end, the Procuring Entity shall indicate iD#ta Sheetand

make available to all the firms together with this tersEmument all information that
would in that respect give such firm any unfair competitive advantage over competing
firms.

Eligible Tenderers

3.1

A Tenderer may b e endty astateowret entierprisesor a pr i v a
institution subject to ITT 3.8, or an individual or any combination of such entities in

9



3.2

3.3

the form of a joint venture (JV) under an existing agreement or with the inteneto ent
into such an agreement supported by a letter of intent. In the case of a joint venture,
all members shall be jointly and severally liable for the execution of the entire
Contract in accordance with the Contract terms. The JV shall nominate a
Representate who shall have the authority to conduct all business for and on behalf
of any and all the members of the JV during the tendering process and, in the event
the JV is awarded the Contract, during contract execution. Members of a joint venture
may not ale make an individual tender, be a subcontractor in a separate tender or be
part of another joint venture for the purposes of the seender.The maximum
numberof JMne mber s shall Tib8. speciyed in the

Publ i c Of yc er gntty their Sobuses,Child, ®arenti, Braghers or
Sister. Child, Parent, Brother or Sister of a Spouse, their business associates or agents

and yrms/ organizations in which they ha
not be eligible to tender or be awarded atcona c t . Public Ofycers
to participate in any procurement proceedings.

A Tenderer shall not have a conpict of |
of interest shall be disqualiyedidtof A ten

interest for the purpose of this tendering process, if the tenderer:

a) Directly or indirectly controls, is controlled by or is under common control with
another tenderer; or

b) Receives or has received any direct or indirect subsidy from anothereerater
Has the same legal representative as another tenderer; or

c) Has a relationship with another tenderer, directly or through common third parties,
that puts it in a position to inpuence

dinpuence t he racaing Estityoegasdingthis téndeeng process; or

e) Any of its afyliates partic

i pated as a
technical speciycations of th

e goods o

f any of it s ahiredl (onisgptomosed o beshired)dyetime Procuring
Entity as a consultant for Contract implementation; or

g) Wouldbe providing goods, works, or n@onsulting services resulting from or
directly related to consulting services for the preparation or impitatien of the
contract s pemdeDocemént;iorn t hi s

h) Has a close business or personal relationship with senior management or
professional staff of the Procuring En
bidding process and:

(i) are directly or indiretly involved in the preparation of tiAender
document or speciycatiTendsr of the
evaluation process of such contract; or

(i) may be involved in the implementation or supervision of such Contract

10



unl ess the conpi celatiorshipehasrbeenrgsolved o m
in a manner acceptable to the Procuring Entity throughout the
tendering process and execution of the Contract.

3.4 A tenderer shall not be involved incorrupbercive, obstructive or fraudulent
practice. A tenderer th& proven tchave been involved in any of these practices
shall be automatically disqualiyed.

3.5 A Tenderer (either individually or as a JV member) shall not participate in more than
oneTendergexcept for permitted alternative tenders. This includes participatian as

subcontractor in other Tenders. Such pa
ofallTenders n which the yrm is involved. Me mk
make an individual tender, be a subcontractor in a separate tender or be part of

another joint venture for the purposes of the sdieederA yr m t hat i s no

or a JV member may participate as a subcontractor in more than one tender.

3.6 A Tenderer may have the nationality of any country, subject to the restrictions
pursuanta ITT3.9. A Tenderer shall be deemed to have the nationality of a country if
the Tenderer is constituted, incorporated or registered in and operates inconformity
with the provisions of the laws of that country, as evidenced by its articles of
incorporation(or equivalent documents of constitution or association) and its
registration documents, as the case may be. This criterion also shall apply to the
determination of the nationality of proposed subcontractors ecaugultants for any
part of the Contradhcluding related Services.

3.7 A Tenderer that has been debarred from participating in public procurement shall be
ineligible to tender or be awarded a col
individuals is available from the website of PPR#vw.ppra.go.ke

3.8 A Tenderer that is a statevned enterprise or a public institution in Kenya may be
eligible to tender and be awarded a Contract(s) only if it is determined by the
Procuring Entity to meet the following cditions, i.e. if it is:

i. A legal public entity of Government and/or public administration,

i.ynancially autonomous and not receiVvi
support from any public entity or Government, and

iii. operating under commercial law and vested with legal rights and liabilities

similar to any commercial enterprise to enableitcerhbpe  wi t h  yr ms i
private sector on an equal basis.

3.9 Firms and individuals shall be ineligible if their countries of origin are:

))as a matter of | aw or ofycial regul af
with that country, or

(i) by an act of com@ance with a decision of the United Nations Security
Council taken under Chapter VIl of the Charter of the United Nations, Kenya

11
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3.10

3.11

3.12

3.13

3.14

prohibits any import of goods or contracting of works or services from that
country, or any payments to any country, persogntity in that country.

A tenderer shall provide such documentary evidence of eligibility satisfactory to the
Procuring Entity, as the Procuring Entity shall reasonably request.

Foreign tenderers are required to source at least forty (40%) pefdbkair contract
inputs (in supplies, local subcontracts and labor) from citizen suppliers and
contractorsTothis end, a foreign tenderer shall provide inits tender documentary
evidence that this requirement is met. Foreign tenderers not meetingtérisrcmwill

be automatically disqualiyed. I nformat i
determine if this condition is met shall be provided for this purpoBeSlE CT 1 ON | |
EVALUATIONAND QUALI FI CATI ON CRI TERI A, Il tem

Pursuant to the eligility requirements of ITT4.10, a tender is considered a foreign
tenderer, if the tenderer is not registered in Kenya or if the tenderer is registered in
Kenya and hakess than 51 percentvnership by Kenyan citizens. JVs are considered

as foreigntendersr i f t he individual member yr ms
are registered in Kenya and have less than 51 percent ownership by Kenyan citizens.
The JV shall not subcontract to foreign

price, excluding provisinal sums.

The National Construction Authority Act of Kenya requires that all local and foreign
contractors be registered with the National Construction Authority and be issued with

a Registration Certiycate bewWwodksieKehyh.ey c
Registration shall not be a condition for tender, but it shall be a condition of contract
award and signature. A selected tenderer shall be given opportunity to register before
such award and signature of contract. Application for registratith National

Construction Authority may be accessed from the websit@.nca.go.ke

The Competition Act of Kenya r e\poturer es t |
undertakings which may prevent, distort or lessen competition in provision of services
are prohibited unless they are exempt in accordance with the provisions oh2éctio

of the Competition Act, 2010. JVs will be required to seek for exemption from the
Competition Authority. Exemption shall not be a condition for tender, but it shall be a
condition of contract award and signature. A JV tenderer shall be given oppotduni

seek such exemption as a condition of award and signature of contract. Application

for exemption from the Competition Authority of Kenya may be accessed from the
websitewww.cak.go.ke

A Kenyan tenderes h a | | be eligible to tender if i
hi s/ her tax obligations by producing a
issued by the Kenya Revenue Authority.

4.0 Eligible Goods, Equipment, and Services

12
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5.0

4.1

4.2

Goods, equiment and services to be supplied under the Contract may have their
origin in any country that is not ineligible under ITT3.9. At the Procuring Entity's
request, Tenderers may be required to provide evidence of the origin of Goods,
equipment and services.

Any goods, works and production processes with characteristics that have been
declared by the relevant national environmental protection agency or by other
competent authority as harmful to human beings and to the environment shall not be
eligible for pocurement.

Tenderer's Responsibilities

5.1

5.2

5.3

5.4

The tenderer shall bear all costs associated with the preparation and submission of
his/her tender, and the Procuring Entity will in no case be responsible or liable for
those costs.

The tenderer, at thienderer's own responsibility and risk, is encouraged to visit and
examine and inspect the Site of iMerksand its surroundings and obtain all
information that may be necessary for preparing the tender and entering into a
contract for construction of th&orks.The costs of visiting the Site shall be at the
tenderer's own expense.

The Tenderer and any of its personnel or agents will be granted permission by the
Procuring Entity to enter up on its premises and lands for the purpose of such visit.
The Tendereshall indemnify the Procuring Entity against all liability arising from
death or personatjury, loss of or damage to property, and any other losses and
expenses incurred as a result of the examination and inspection.

The tenderer shall provedn the Formoffendeand Qual i ycati on | nf
preliminary description of the proposed work method and schedule, including charts,
as necessary or required.

CONTENTS OF TENDER DOCUMENTS

6.0
6.1

Sections ofTender Document

The tender documenbnsists of Parts 1, 2, and 3, which includes all the sections
s p e c helpveahd which should be read in conjunction with any Addenda issued in
accordance with ITT10.

PART 1: Tendering Procedures

Section I: Instructions to Tenderers

Section Il:TenderData Sheet (TDS)

Section 1 11: Eval uation and Qualiycati ol
SectionlV: Tendering Forms

PART 2: Works' Requirements

13



7.0

6.2

6.3

6.4

Cl
7.1

7.2

a

SectionV: Bills of Quantities

Section VI: Speciycations Section
VII: Drawings

PART3: Conditions of Contract and Contract Forms

Section VIII: General Conditions (GCC)

Section IX: Particular Conditions of Contract

Section X: Contract Forms

The Invitation toTendemotice issued by the Procuring Entity is not part of the
Contract documents.

Unless obtained directlydm the Procuringentity, the Procuring Entity is not
responsible for the completeness of Temderdocument, responses to requests for
clariycati on, -arrdnged siie visitlanctiosemfthe-penger e
meeting (if any), or Addenda to tAenderdocument in accordance with ITT 10. In
case of any contradiction, documents obtained diréciy the Procuring Entity shall
prevail.

The Tenderer is expected to examine al/l
in theTenderDocument and to furnish with ifeenderall information and
documentation as is required by fhrenderdocument

r i y c EBender Dotumertt, Site Visit,Pre-Tender Meeting

A Tenderer requir i Mepde®ocymert $hallcantaotthet i on 0
Procuring Entity in writing at the Procuring Entity's addresgs e ci yed arn t he
raise its enquirige during the pr&ender meeting if provided for in accordance with

| TT 7.2. The Procuring Entity wil!/ resp:
provided that such request is rdBSsived |
prior to the deadthe for submission of tenders. The Procuring Entity shall forward

copies of its response to all tenderers who have acquirdetiteerD documents in
accordance with ITT 7.4, including a description of the inquiry but without

identifying its source. If s8 p e c in ythee dDS, the Procuring Entity shall also
promptly publish its respdbSsShoudthet he we]
clariycation result i n c¢ hTemgDocumdnts,the he e
Procuring Entity shall amend tAender Documents following the procedure under

ITT 8 and ITT 22.2.

TheTendererat the Tenderer's own responsibility and risk, is encouraged to visit and
examine and inspect the site(s) of the required contracts and obtain all information

that may be nexssary for preparing a tender. The costs of visiting the Site shall be at
the Tendererds own expense. Thfapreocur i
arranged Site visit and or a gender meeting will be held, when and where. The
Tenderer's desigted representative is invited to attend agsranged site visit and a
pretender meeting, as the case may be. The purpose of the site visit and the pre

14



8.0

7.3

7.4

7.5

tender meeting will be to clarify issues and to answer questions on any matter that
may be raised ahat stage.

The Tenderer is requested to submit any questions in writing, totreaétmocuring
Entity not | ater t hEDSbefore¢hemeetng. od speci y

Minutes of a prearranged site visit and those of the-pFeder meeting, if applicable,
including the text of the questions asked by Tenderers and the respoeses giv
together with any responses prepared after the meeting, will be transmitted promptly
to all Tenderers who have acquired TederDocuments. Minutes shall not identify

the source of the questions asked.

The Procuring Entity shall also promptly pish anonymizedr(o namesMinutes of

the prearranged site visit and those of the-prader meeting at the web page

i dentnthg D6 Any mo di yrender Documenthat mdy bezome
necessary as a result of the-preanged site visit and those of the-grader meéng

shall be made by the Procuring Entity exclusively through the issue of an Addendum
pursuant to ITT 8 and not through the minutes of theTreder meeting. Nen
attendance at the pegranged site visit and the piender meeting will not be a cause
fordi squal i yfendetei. on of a

Amendment of Tender Documents

8.1

8.2

8.3

At any time prior to the deadline for submission of Tenders, the Procuring Entity may
amend th&enderDocuments by issuing addenda.

Any addendum issued shall be part of TlemderDocuments and shall be
communicatedn writing to all who have obtained theenderDocuments from the
ProcuringEntity. The Procuring Entity shall also promptly publish the addendum on
the Procuring Entity's website in accordance with ITT 7.5.

Togive Tenderers reasonable time in which to take an addendum into account in
preparing their Tenders, the Procuring Entity should extend the deadline for the
submission of Tenders, pursuant to ITT 22.2.

C. PREPARATION OF TENDERS

9.0

10.0

Cost of Tendering

The Tendeneshall meet all costs associated with the preparation and submission of its
Tenderand the Procuring Entity shall not be responsible or liable for those costs, regardless
of the conduct or outcome of the tendering process.

Language ofTender

TheTerder,as well as all correspondence and documents relating to the tender exchanged by
the tenderer and the Procuriggtity, shall be written in the English Language. Supporting
documents and printed literature that are part ofgdrelermay be in anothdanguage

provided they are accompanied by an accurate and notarized translation of the relevant
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passages into the English Languagevhich case, for purposes of interpretation of the
Tendersuch translation shall govern.

11.0 Documents Comprising theTender

12.0

13.0

111

11.2

The Tendershall comprise the following:
i. Form ofTenderprepared in accordance with ITT 12;

ii. Schedules including priced Bill of Quantities, completed inaccordance with
ITT 12 and ITT 14;

iii. TenderSecurity or TendeBecuring Declaration, in accordanwith ITT 19.1,;
iv. AlternativeTender|f permissible, in accordance with ITT 13;

v. Aut horization: written conyrTenderta on a
commit theTendererjn accordance with ITT 20.3;

vi Qual i ycations: documeewithalTTW7 establistimgn c e |
the Tenderer's qual i yc atTéndenssaccepted;, per f

vii. Conformity: a technical proposal in accordance with ITT 16;

viii. Any other document required in the TDS.

In addition to the requirements under ITT.1, Tendersubmitted by a JV shall
include a copy of the JoiMentureAgreement entered into by all members.
Alternatively, a letter of intent to execute a JoflenhtureAgreement in the event of a
successfulendershall be signed by all members amtbsitted with theTender,
together with a copy of the proposed JV Agreement. Change of membership and
conditions of the JV prior to contract signature will render the tender liable for

di squaliycation.

Form of Tender and Schedules

12.1

12.2

The Form ofTenderand Schedules, incluty the Bill of Quantitiesshall be prepared

using the relevant forafurnished in Sectiof, Tendering Forms. The forms must be
completed without any alterations to the text, and no substitutes shall be accepted
except as provided under ITT 20.3. Allblk spaces shall be ylI|I
information requested. The Tenderer shall chronologically serialize all pages of the
tender documents submitted.

The Tenderer shall furnish in the FormT@nderinformation on commissions and
gratuities, ifany,paid or to be paid to agents or any other party relating ta'émder.

Alternative Tenders

13.1

Unl ess ot her wi se s p e cTengeesthall nohbe tonsidderddD S, a |
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14.0

13.2

13.3

13.4

When alternative times for completion are explicitly invited ageshent to that effect
will be included in thelDS, and the method of evaluating different alternative times
for completion will be described in Sec:

Except as provided under ITT13élow, Tenderers wising to offer technical

alternatives to the requirements of frendeDoc ument s must yr st p
Procuring Entity's design as described inTeaderDocuments and shall further

provide all information necessary for a complete evaluation of the altertgtthe
Procuringéntity,i ncl udi ng drawings, design cal cu
breakdown of prices, and proposed construction methodology and other relevant

details. Only the technical alternativesaitfy,of the Tenderer with th&/inning
Tenderconforming to the basic technical requirements shall be considered by the
ProcuringEntity.

Wh e n s p e c TDSeTenderems ate peemitted to submit alternative technical
solutions f or VWagksandsuehgartpwilkbe idenioyfe dThign t h e
as will the method for their evaluating, and described in Sectio’Wdiks'

Requirements.

Tender Prices and Discounts

14.1

14.2

14.3

14.4

14.5

The prices and discounts (including any price reduction) quoted by the Tenderer in
the Form ofTenderand inthe Bill of Quantities shall conform to the requirements
S p e c hekpve d

The Tenderer shall vyl i NNVorksalds@ilsed inthed pr i ¢
Bill of Quantities. Items against which no rate or price is entered by the Tenderer shall
be deemed covered by the rates for other items in the Bill of Quantities and will not

be paid for separately by the Procurkagfity. An item not listed in the priced Bill of
Quantities shall be assumed to be not included ifTénelerand provided thathie

Tenderis determined substantially responsive notwithstanding this omission, the

average price of the item quoted by substantially responsive Tenderers will be added

to theTendermrice and the equivalent total cost of Tenderso determined will be

used for price comparison.

The price to be quoted in the FormTanderjn accordance with ITT 12, shall be the
total price of thelenderjncluding any discounts offered.

The Tenderer shall quote any discounts and the methodology for theaagipplin
the Form ofTenderjn accordance with ITT 12

It wi || b e TRSIf¢he ratgsead prices quotedeby the Tenderer are or are
not subject to adjustment during the performance of the Contract in accordance with
the provisions of the Conditions of Contract, exceptin cases where the contract is
subject to puctuations and adjust ment s,
shall furnish the indices and weightings for the price adjustment formulae in the
Schedule of Adjustment Data and the Procuring Entity may require the Tenderer to
justify its proposed indices and weightings.
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15.0

16.0

17.0

14.6 Where tenders are being invited for individual lots (contracts) or for any combination
of lots (packages), tenderers wishing to offer discounts for the award of more than one
Contract shall specify in theirenderthe price reductions applicable to each package,
or alternatively, to individual Contracts within the package. Discounts shall be
submitted in accordance with ITT 14.4, provided Teaderdor all lots (contracts)
are opened at the same time.

14.7 All duties, taxes, and other levies payable by the Contractor under the Contract, or for
any other cause, as of the date 30 days prior to the deadline for submission of
Tenders, shall be included in the rates and prices and th@¢o@dérPrice submitted
by theTenderer.

Currencies of Tender and Payment
15.1 The currency (ies) of thEenderand the currency (ies) of payments shall be the same

15.2 Tenderers shall quote entirely in Kenya Shillings. The unit rates and the prices shall
be quoted by the Tendarin the Bill of Quantities, entirely in Kenya shillings

a) A Tenderer expecting to incur expenditures in other currencies for inputs to
theWorkssuppl i ed from outside Kenya (ref
requirementso) s hTdDblindidate in the Appeadix koo we d |
Tender the percentage(s) of the Tender Price (excluding Provisional Sums),
needed by the Tenderer for the payment of such foreign currency
requirements, limited to no more than two foreign currencies.

b) The rates of exchange be used by the Tenderer in arriving at the local
currency equivalent and the percentage(s) mentioned in (a) above shall be
speciyed by t he Te faehderars shalibabased@athdp p e
exchange rate provided by the Central Bank of Kenythemate 30 days
prior to the actual date of tender opening. Such exchange rate shall apply for
all foreign payments under the Contract.

15.3 Tenderers may be required by the Procuring Entity to justify, to the Procuring Entity's
satisfaction, their locand foreign currency requirements, and to substantiate that the
amounts included in the unit rates and prices and shown in the Schedule of
Adjustment Data in the Appendix Teenderare reasonable, in which case a detailed
breakdown of the foreign currenogquirements shall be provided by Tenderers.

Documents Comprising theTechnical Proposal

The Tenderer shall furnish a technical proposal including a statement of work methods,
equipment, personnel, schedule and any other information as stipul&ectionlV, Tender
Forms, insufycient detail to demonstrate t|
work's requirements and the completion time.

Documents Establishing the Heéndeger bility and

17.1 Tenderers shall complete the ForfmTenderjncluded in Sectioiv, TenderForms,
to establish Tenderer's eligibility in accordance with ITT 4.
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17.2

17.3

17.4

17.5

17.6

17.7

17.8

17.9

Il n accordance with Section 111, Eval uat |
gualiycations to per f olfprovidehhe infQmatianr act t |
requested in the corresponding information sheets included in SB&tibender

Forms.

I f a margin of preference applies as sp
tenderers, individually or in joint ventures, applyifor eligibility fornational
preference shall supply all information required to satisfy the criteria for eligibility

speciyed in accordance with I TT 33. 1.
Tenderers shall be asked to provide, as
information,including details of ownership, as shall be required to determine whether,
according to the <cl| assi ylEnatyapariiculas contradd | i s |
ororgroup of contractogu al i yes for a margin of pref

will enable the Procuring Entity identify
relation to the procurement and/or contract management processes, orapossibility of
collusion between tenderers, and there |
relaion to the procurement process or contract management.

The purpose of the information describedTT 17.2 above overrides any claims to

conydentiality which a tenderer may hav
woul d be | u sreritojkeed inforration aelatingta itk ownership and

control conydential where it is tenderi .
public sector funds. Thus, conydenti al i

as a justiyerax'sfailoreto disolose, ar failuee togrovide required
information on its ownership and control.

The Tenderer shall provide further documentary proof, information or authorizations

that the Procuring Entity may request in relation to ownershigantlol which

information on any changes to the information which was provided by the tenderer

under ITT 6.4. The obligations to require this information shall continue for the

duration of the procurement process and contract performance and after mmagflet

the contract, if any change to the information previously provided may reveal a
conpict of interest in relation to the ;

All information provided by the tenderer pursuant to these requirements must be
complete current and accurate as at the date of provision to the Pro&untityg In
submitting the information required pursuant to these requirements, the Tenderer shall
warrant that the information submitted is complete, current and accurate as at the date
of submission to the Procurirkgntity.

If a tenderer fails to submit the information required by these requirements, its
tenderer will be rejected. Similarly, if the Procuring Entity is unable, after taking
reasonable steps, to verify to a reasonabigedethe information submitted by a
tenderer pursuant to these requirements, then the tender will be rejected.

If information submitted by a tenderer pursuant to these requirements, or obtained by
the Procuring Entity (whether through its own engsirie t hr ough not i yc
public or otherwise), shows any conpict
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18.0

19.0

i mproperly beneyt the tenderer in relat.|
process, then:

i. If the procurement processisstillongoifgeg t ender er wi | | b e
from the procurement process,

ii. If the contract has been awarded to that tenderer, the contract award will be set
aside,
the tenderer will be referred to the relevant law enforcement authorities for
investigation of whether ehtenderer or any other persons have committed any
criminal offence.

17.10 If a tenderer submits information pursuant to these requirements that is incomplete,
inaccurate oroubf-d at e, or attempts to obstruct t
consequencelTT 17.8 will ensue unless the tenderer can show to the reasonable
satisfaction of the Procuring Entity that any such act was not material, or was due to
genuine error which was not attributable to the intentional act, negligence or
recklessness of therider.

Period of Validity of Tenders

18.1 Tendersshall remain valid for th&endetValidityper i od s p @RS Thed i n
TendeWalidityper i od st arts f r dendersubnassiahadadiney x e d
(as prescribed by the Procuring Entity in accordance with ITT 22). A Tender valid for
a shorter period shall be rejected by the ProcurirtgyEas norresponsive.

18.2 In exceptional circumstances, prior to the expiration offéredervalidity period, the
Procuring Entity may request Tenderers to extend the period of validity of their
Tenders. The request and the responses shall be madang. If a TenderSecurity
is requested in accordance with ITT 19, it shall also be extended for thirty (30) days
beyond the deadline of the extended validity period. A Tenderer may refuse the
request without forfeiting it$endersecurity. A Tendererrgnting their quest shall not
be required or permitted to modify itender.

Tender Security

19.1 The Tenderer shall furnish as part offiendereither a TendeBecuring Declaration
oraTenderSecur i ty as TBSpireotigingl éown andim the dase of a
TenderSecurity, in the amountandcurrerkyp e ci yed .Aflendehe TDS
Securing Declaration shall use the form included in Seédphender~orms.

19.2 IfaTenderSecur ity i s speci yeldndefSacurgystmlhbta t o | T
demand guarantee in any of the following forms at the Tenderer's option:

i. cash;
ii.  abank guarantee;

iii. aguarantee by an insurance company registered and licensed by the
Insurance Regulatory Authority listed by the Authority; or

20



19.3

19.4

19.5

19.6

19.7

19.8

19.9

iv. a guar ant ee ialsnstitugod approgvedand Yicersad by
the Central Bank of Kenya, from a reputable source, and an eligible
country.

If an unconditional bank guarantee is issued by a bank located outside Kenya, the
issuing bank shall have a correspondent bankdddatKenya to make it enforceable.
TheTenderSecurity shall be valid for thirty (30) days beyond the original validity

period of theTenderor beyond any period of extension if requested under ITT 18.2.

If a TenderSecurity or TendeBecuringDeclaat i on i s speciyed pu
anyTendemot accompanied by a substantially respon$mederSecurity or Tender
Securing Declaration shall be rejected by the Procuring Entity asesponsive.

faTenderSecur i ty i s s pIé9ilyheléndgSecustyyo Nt t o
unsuccessful Tenderers shall be returned as promptly as possible upon the successful
Tenderer's signing the Contract and furnishing the Performance Security and any

other documents required in the TDS.The Procuring Ertayt also promptly return

the tender security to the tenderers where the procurement proceedings are terminated,
all tenders were determined rogsponsive or a bidder declines to extend tender

validity period.

TheTenderSecurity of the successful i@erer shall be returned as promptly as
possible once the successful Tenderer has signed the Contract and furnished the
required Performance Security, and any other documents required in the TDS.

The TenderSecurity may be forfeited or the Tendgecuing Declaration executed:

a) if a Tenderer withdraws itfenderduring the period ofendervalidity
speciyed by the Tlemee anyexterssionthetet® For m
provideby the Tenderer; or

b) if the successful Tenderer fails to:
I.  sign the Contract in accordance with ITT 47; or

ii.  furnish a Performance Security and if required in the TD8, a
any other documents required in the TDS.
Where tender securing declaration is executed, the Procuring Entity shall recommend
to the PPRA that PPRA debars the Tenderer from participating in public procurement
as provided in thiaw.

TheTenderSecurity or the Tende®ecuring Declaration of a JV shall be in the name
of the JV that submits thBenderIf the JV has not been legally constituted into a
legally enforceable JV at the time of tendering, TeaderSecurity or the Tender
Securing Declation shall be in the names of all future members as named in the
letter of intent referred to in ITT 4.1 and ITT 11.2.

19.10 A tenderer shall not issue a tender security to guarantee itself.
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20.0 Format and Signing of Tender

20.1 The Tenderer shall premaone original of the documents comprising Teaderas

describedinITTlland cl early mark it AORI GI NAL. O

20.2

20.3

20.4

20.5

permitted in accordance with ITT 13, shall be clearly mafké&dL TERNA T VE. 0

addition, the Tenderer shall submit copiéshe Tenderjn the numbes peci y e d
the TDSand clearly mark them C O P ¥ thé event of any discrepancy between the
original and the copies, the original shall prevail.

Tenderers shal/l mar k as i CONTledd®&¥hciis AL O

conydential to their business. This may

or commerci al or ynancially sensitive

The original and all copies of tAieendershall be typed or written in indelible ink and
shall be signed bg person duly authorized to sign on behalf oftedererThis

n

aut horization shall consi st o’bSaadshail i t t e |

be attached to thEender.The name and position held bye ach person signing the
authorization must begyped or printed below the signature. All pages offtbeder
where entries or amendments have been made shall be signed or initialed by the
person signing th&ender.

In case the Tenderer isJ¥,the Tendershall be signed by an authorized repredevga
of the JV on behalf of thdV,and so as to be legally binding on all the members as

evidenced by a power of attorney signed by their legally authorized representatives.

Any inter-lineation, erasures, or overwriting shall be valid only if theysagned or
initialed by the person signing tiender.

D. SUBMISSION AND OPENING OF TENDERS

21.0 Sealing and Marking of Tenders

21.1

The Tenderer shall deliver tienderin a single sealed envelope, or in a single sealed
package, or in a single sealedtzoner bearing the name and Reference number of
theTenderaddressed to the Procuring Entity and a warning not to open before the
time and date fofenderopening date. Within the single envelope, package or
container, the Tenderer shall place the follayseparate, sealed envelopes:

. in an envelope or package or cont ai

comprising thélenderas describedinITT1; and

i.in an envelope or package or cont ai

of theTender;and
iii. if altermative Tendersare permitted in accordance with ITT 13, and if relevant:

n

n

ain an envelope or package or cont ;

ALTERNATIVETENDERO, t h®Bendarfander nat i ve

b)i n the envel ope or package or contf

ALTERNATIVET E N D E Rl eequireal topies of the alternative
Tender.
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The inner envelopes or packages or containers shall:

a) bear the name and address of the Procugimigy.
b) Bear the name and address of the Tenderer; and
c) Bear the name and Reference number off reler.

21.1 If an envelope or package or container is not sealed and marked as required, the
Procuring Entitywill assume no responsibility for the misplacement or premature
opening of thél'ender.Tenderghat were misplaced or opened prematurely will not be
accepted.

22.0 Deadline for Submission ofTenders

22.1 Tendersmust be received by the ProcufbBangd Ent |
no | ater than the datT®S.WhdntsmespfBSpyeg@get
Tenderers shall have the option obsutting theirTenderselectronically. Tenderers
submittingTenderselectronically shall follow the electronicendersubmission
procedures 3$0OBeciyed in the

22.2 The Procuring Entitynay,at its discretion, extend the deadline for the submission of
Terdersby amending th&enderDocuments in accordance with ITT 8, in which case all
rights and obligations of the Procuring Entity and Tenderers previously subject to the
deadline shall thereafter be subject to the deadline as extended.

23.0 Late Tenders

The Procuring Entity shall not consider ahgnderthat arrives after the deadline for submission
of tenders, in accordance with ITT 22. Afignderreceived by the Procuring Entity after the
deadline for submission dfendersshall be declared late, rejectenhd returned unopened to the
Tenderer.

240 Wi t hdrawal, Substituflandens, and Modiycation of

24.1 A Tenderer may withdraw, substitute, or modifyTenderafter it has been submitted by
sending a written notice, duly signed by an authorized repedsen and shall include a
copy of the authorization in accordance with ITT 20.3, (except that withdrawal notices do
not require copies). The <cor theTempmemudti ng s u
accompany the respective written notice. All noticesst be:

a) prepared and submitted in accordance with ITT 20 and ITT 21 (except that
withdrawals notices do not require copies), and in addition, the respective
envelopes shall be clearly markédVl THDRAWAWIBES TI TUTI ON, 0
AMODI FI CATI ON; fAand

b) received byhe Procuring Entity prior to the deadline prescribed for submission of
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25.0

Tenders, in accordance with ITT 22.
24.2 Tendergequested to be withdrawn in accordance with ITT 24.1 shall be returned
unopened to the Tenderers.

24.3 No Tendemay be withdrawn, subsi t ut ed, or modi yed in the
deadline for submission dfendersand the expiration of the period Béndervalidity
speciyed by the Tlemeosangaxtensionthereoe For m o f

Tender Opening

25.1 Exceptinthecasesspe yed in | TT 23 and | TT 24. 2, ti
open and read out dllendergeceived by the deadline, at the date, time and place
s p e cin heeTdS, in the presence of Tenderers' designated representatives and
anyone who choosestdae nd. Any s plerdergpeningproeedures o ni c
required if electronic Tendering is permitted in accordance with ITT 22.1, shall be as
speciyelBsS.in the

25.2 First, envelopes markddWI T H D R A ghallLbé opened and read out and the
envelopes witlthe correspondingendershall not be opened but returned to the
TendererNo Tenderwithdrawal shall be permitted unless the corresponding withdrawal
notice contains a valid authorization to request the withdrawal and is read out attender
opening.

253 Next, envelopes marked ASUBSTI TUTI ONO sha
with the correspondingenderbeing substituted, and the substituteshdershall not be
opened, but returned to thiendererNo Tendersubstitution shall be permitted unleks
corresponding substitution notice contains a valid authorization to request the substitution
and is read out dtenderopening.

254 Next, envelopes marked AMODI FI CATI ONO sha
correspondingenderNo Tendermo d i y cslaall be penmitted unless the
corresponding modiycation notice contains
modi ycati on aranderopesingr ead out at

25.5 Next, all remaining envelopes shall be opened on eata time, reading out: the name of the
Tende er and whet her t h e rTendemPsicegertgamntrgcidt i on
applicable, including any discounts and alternative Tenders; the presence or absence of a
TenderSecurity or TendeSecuring Declaration, if required; and any other tketas the
Procuring Entity may consider appropriate.

25.6 Only Tenders, alternativEendersand discounts that are opened and read otgrader
opening shall be considered further for evaluation. The Formemderand pages of the
Bill of Quantities (tobe decided on by the tender opening committee) are to be initialed
by the members of the tender opening committee attending the opening.

25.7 At theTenderOpening, the Procuring Entity shall neither discuss the merits of any
Tendemor reject anyfender(except for late Tenders, in accordance with ITT 23.1).

24



25.8 The Procuring Entity shall prepare minutes of TleederOpening that shall include, as a
minimum:

a) The name of the Tenderer and whether there is a withdrawal, substitution, or
modi ycati on;

b) TheTerderPrice, per lot (contract) if applicable, including any discounts;

c) any alternative Tenders;

d) the presence or absence dfemderSecurity, if one was required.

e) number of pages of each tender document submitted.

25.9 The Tenderers' representatives whe resent shall be requested to sign the minutes.
The omission of a Tenderer's signature on the minutes shall not invalidate the contents
and effect of the minutes. A copy of tender opening register shall be issued to a tenderer
upon request.

E. Evaluation and Comparison of Tenders

260 Conydentiality

26.1 Information relating to the evaluation ®&éndersand recommendation of contract award
shall not be disclosed to Tenderers or an
Tendemprocess until information on Intention té&Awardthe Contract is transmitted to all
Tenderers in accordance with ITT 43.

262 Any effort by a Tenderer to inpuence the
Tendersor Contract award decisions may result in the rejectiotsdénder.

26.3 Notwithstanding ITT 26.2, from the time of tender opening to the time of contract award,
if a tenderer wishes to contact the Procuring Entity on any matter related to the tendering
process, it shall do so in writing.

270 Cl ar i ycEenderon of

271 Toassi st in the examination, evaluation,
of the tenderers, the Procuring Entiy, at its discretion, ask any tenderer for a
clariycation of its tender,nygiwvlariaycatiso
submitted by a tenderer that is not in response to a request by the Procuring Entity shall
not be considered. The Procuring Entity's
be in writing. No change, including any voluntary increaisdecrease, in the prices or
substance of the tender shal]l be sought,

correction of arithmetic errors discovered by the Procuring Entity in the evaluation of the
tenders, in accordance with ITT 31.

272 Ifateder er does not provide clariycations o
Procuring Entity"'s Teslemagketejedtedr cl ari ycat.
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28.0 Deviations, Reservations, and Omissions
28.1 During the evaluation of tenders, the followingydiions apply:

i. iDeviationo is a departure from the re
document;

i.h AfReservationo is the setting of [ imiti
acceptance of the requirements speciye

ii. AOmiseiios the failure to submit part o
required in théfenderdocument.

29.0 Determination of Responsiveness

29.1 The Procuring Entity's determination of a Tender's responsiveness is to be based on the
contents of theenderi t sel f, aslldeyned in I TT

29.2 A substantially responsiveenderis one that meets the requirements offteeder
document without material deviation, reservation, or omission. A material deviation,
reservation, or omission is one that, if acceptedjleho

(i) Affect in any substantial way the scope, quality, or performance &¥trks
speciyed in the Contract; or
(i) limit in any substantialvay, inconsistent with the tender document, the Procuring
Entity's rights or the tenderer's obligations under the [@@goontract; or
)i f rectiyed, would unfairly affect the
presenting substantially responsive tenders.
29.3 The Procuring Entity shall examine the technical aspects of the tender submitted in
accordance with ITT16,toonyr m t hat al | r e Y§varkst e ment s c
Requirements have been met without any material deviation, reservation or omission.

29.4 If atender is not substantially responsive to the requirements of the tender document, it
shall be rejected by ¢hProcuring Entity and may not subsequently be made responsive
by correction of the material deviation, reservation, or omission.

30.0 Non-material Non-conformities

30.1 Provided that a tender is substantially responsive, the Procuring Entity may waive any
non-conformities in the tender

30.2 Provided that &enderis substantially responsive, the Procuring Entity may request that
the tenderer submit the necessary information or documentation, within a reasonable
period of time, to rectify nonmaterial noconformities in the tender related to
documentation requirements. Requesting information or documentation on such non
conformities shall not be related to any aspect of the price of the tender. Failure of the
tenderer to comply with the request may resuthe rejection of its tender.

30.3 Provided that a tender is substantially responsive, the Prodtmiity shall rectify
guanti yabl e -cooformited related toa thEenmdeRrice. Tothis effect, the
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TenderPrice shall be adjusted, for comparison purposst o r epect t he pr
missing or norconforming item or component in the maneep e c in heeTdS.

31.0 Arithmetical Errors

32.0

33.0

31.1 The tender sum as submitted and read out during the tender opening shall be absolute and
ynal and shall not be the subject of <corr
any person oentity.

31.2 Provided that thél'enderis substantially responsive, the Procuring Entity shall handle
errors on the following basis:

i. Any error detected if considered a major deviation that affects the substance of
the tender, shall | e ad nonoespdrisisequal i ycat

ii. Any errors in the submitted tender arising from a miscalculation of unit price,
guantity, sub total and total bid price shall be considered as a major deviation that
affects the substance of the hetermaer an
as nonresponsive. and

iji. 1'f there is a discrepancy between word
prevail
313 Tenderers shall be notiyed of any error d

award.

Conversion to Single Currency

For evaluation and comparison purposes, the currency (ies) of the Tender shall be converted into
asinglecurrencg s speciyed in the TDS

Margin of Preference and Reservations

33.1 A margin of preference may be allowed only when the contract istopeternational
competitive tendering where foreign contractors are expected to participate in the
tendering process and where the contract
Regulations.

33.2 A margin of preference shall not be allowed unlessst s peci yTP9I so i n t

33.3 Contracts procured on basis of international competitive tendering shall not be subject to
reservations exclusive to speciyc groups

334 Where it is iIintended t o rofebssmesses(these groupst r ac
are Small and Medium Enterpris&8pmenEnterprisesyouth Enterprises and
Enterprises of persons living with disability, as the case may be), and who are
appropriately registered as 3JDhScaprotugngt he a
entity shal/l ensure that the invitation t
or yrms belonging to the speciyed group a
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reserved to more than one group. If not so stated in thatiovittoTenderand in the
Tenderdocuments, the invitation to tender will be open to all interested tenderers.

34.0 Nominated Subcontractors

34.1 Unlessotherwise stateth the TDS, the Procuring Entity does not intend to execute any
speci yc eheWankeby suscontrdctors selected/nominated by the Procuring
Entity. In case the Procuring Entity nominates a subcontractor, the subcontract agreement
shall be signed by the Subcontractor and the ProcHritity. The main contract shall
specify the worlng arrangements between the main contractor and the nominated
subcontractor.

34.2 Tenderers may propose subcontracting upégercentage of total value of contracts or
the vol ume of imheTBSsSulacentrastprepcopogesl by the Tenderer
shall be fully quaWoikyed for their parts o

343 Domestic subcontractor' s quraérartp qualifyifoons s h
theWorksunless their specialized parts of iMerkswere previously designated so by
the Procuring Entityn the TDS as can be met by subcontractors referred to hereafter as

"Specialized Subcont r acionsof¢he Specializedwhi ¢ h ¢ a
Subcontractors proposed by the Tenderer n
Tenderer.

35.0 Evaluation of Tenders

35.1 The Procuring Entity shall use the criteria and methodologies listed in this ITT and
Section lll, Evaluatom nd Qual i ycation Criteri a. No of
methodologies shall be permitted. By applying the criteria and methodologies the
Procuring Entity shall determine the Lowest Evaludtedderin accordance with ITT
40.

35.2 Toevaluate &enderthe Procuring Entity shall consider the following:

i. Price adjustment in accordance with ITT 31.1(iii); excluding provisional sums

and contingencies, ény,but including Day work items, where priced
competitively;

ii. Price adjustment due to discounts offeiredccordance with ITT 14.4;

iii. converting the amount resulting from applying (a) and (b) above, if relevant, to a
single currency in accordance with ITT 32;

iv. price adjustment due t-confogmitiasintaccygrédabce e n o
with ITT 30.3; and

v.any additional ev althe @abhSand Sectiorallt, Evaluason s p e c
and Qualiycation Criteria.
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35.3 The estimated effect of the price adjustingrovisions of the Conditions of Contract,
applied over the period of execution of the Contract, shall not be considered intender
evaluation.

35.4 Where the tender involves multiple lots or contracts, the tenderer will be allowed to
tender for one or merlots (contracts). Each lot or contract will be evaluated in
accordance with ITT 35.2. The methodology to determine the lowest evaluated tenderer
or tenderers based one lot (contract) or based on a combinatias @dotracts), will be
speciyed in Section |11, Evalwuation and C
or contracts, tenderer wil/ be wil|l be re
Criteria Form for each Lot.

36.0 Comparison of Tenders

The Procuring Entity shall compare the evaluated costs of all substantially responsive Tenders
established in accordance with ITT 35.2 to determine the Tender that has the lowest evaluated
cost.

37.0 Abnormally Low Tendersand Abnormally High Tenders

Abnormally Low Tenders

37.1 An Abnormally LowTenderis one where th&enderprice, in combination with other
elements of th@enderappears so low that it raises material concerns as to the capability
of the Tenderer in regards to the Tenderer'stglidi perform the Contract for the offered
TenderPrice or that genuine competition between Tenderers is compromised.

372 I n the event of identi yc afandenhe Brécuriag pot ent
Entity shall seek wiandefergmeiudingldetailedpriceat i ons f
analyses of itenderprice in relation to the subject matter of the contract, scope,
proposed methodology, schedule, allocation of risks and responsibilities and any other
requirements of th€enderdocument.

37.3 After evaluation of the price analyses, in the event that the Procuring Entity determines
that the Tenderer has failed to demonstrate its capability to perform the Contract for the
offeredTenderPrice, the Procuring Entity shall reject thender.

Abnormally High Tenders

37.4 An abnormally high tender price is one where the tender price, in combination with other
constituent elements of tAenderappears unreasonably too high to the extent that the
Procuring Entity is concerned that it (the Procuring Entitgy not be getting value for
money or it may be paying too high a price for the contract compared with market prices
or that genuine competition between Tenderers is compromised.

37.5 In case of an abnormally high price, the Procuring Entity shall mailtesaysof the
market prices, check if the estimated cost of the contract is correct and reviesnilese
Documents to check if the speciycations,
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contributory to the abnormally high tenders. The Procuring Emigty also seek written
clariycation from the tenderer on the rea
Entity shall proceed as follows:

(i) If the tender price is abnormally high based on wrong estimated cost of the
contract, the Procuring Entitgay acept or not acceghe tender
depending on the Procuring Entity's budget considerations.
i)!f speciycations, scope of work and
contributory to the abnormally high tender prices, the Procuring Entity
shall reject all tenders andayretender for the contract based on revised
estimates, speciycations, scope of
case may be.
37.6 If the Procuring Entity determines that thenderPrice is abnormally too high because
genuine competition betweesrnderers is compromisédften due to collusion,
corruption or other manipulationsthe Procuring Entity shall reject dlendersand shall
institute or cause competent Government Agencies to institute an investigation on the
cause of the compromise, bedaetendering.

Unbalanced and/or FrontLoaded Tenders

38.1 If in the Procuring Entity's opinion, thieenderthat is evaluated as the lowest evaluated
price is seriously unbalanced and/or front loaded, the Procuring Entity may require the
Tenderertoprodde wr i tten clariycations. Clariyca
analyses to demonstrate the consistency of the tender prices with the scope of works,
proposed methodology, schedule and any other requirementsTaritdierdocument.

38.2 After the evalution of the information and detailed price analyses presented by the
Tendererthe Procuring Entity may as appropriate:

i. accept th&'ender;or
ii. require that the total amount of the Performance Security be increased at the
expense of the Tenderer to a levet axceeding a 10% of the Contract Price; or
lii. agree on a payment mode that eliminates the inherent risk of the Procuring Entity
paying too much for undelivered works; or
Iv. reject theTender,

390 Qualiycat T Tenderer of t he

39.1 The Procuring Entity shall determine to its satisfaction whether the eligible Tenderer that
is selected as having submitted the lowest evaluated cost and substantially responsive
Tendermeets the qualifying criteriasges ed i n Section |11, Eva
Criteria.

39.2 The determination shall be based upon an examination of the documentary evidence of
the Tenderer's qualTenerespursuanhtgITIS1d.dmi t t ed by
determination shall nottakent o consi deration the qualiy
the Tenderer's subsidiaries, parent entit
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40.0

41.0

Specialized Subcontractors if permitted inTedderd o c ument ) , or any o
different from theTenderer

393 An afyrmative determination shall be a pr
TendererA negative determinati on Sdmdedinlwhiche sul t
event the Procuring Entity shall proceed to the Tenderer who offerstastially
responsive enderwith the next lowest evaluated price to make a similar determination of
t hat Tenderer's qualiycations to perform

Lowest EvaluatedTender

Having compared the evaluated prices of Tenders, the Procuring ghaityletermine the
Lowest Evaluated Tender. The Lowest Evaluated Tender is the Tender of the Tenderer that
meets the Qualiycation Criteria and whose Te

a) Most responsive to theenderdocument; and
b) The lowest evaluated price.

Procuring Entity's Right to Accept Any Tender,and to Reject Anyor All Tenders.

The Procuring Entity reserves the right to accept or rejecTangierand to annul th&ender

process and reject dlendersat any time prior to Contraétward, without there by incurring any

liability to Tenderers. In case of annulment,T@hderss u b mi t t ed aTedders peci y C
securities, shall be promptly returned to the Tenderers.

F. AWARD OF CONTRACT

42.0

43.0

Award Criteria

The Procuring Entity shall award the Contract to the successful tenderer whose tender has been
determined to be the LoweSvaluatedTender.

Notice of Intention to enter into a Contract

Upon award of the contract and Prior to the expiry ofTiérederValidity Period the Procuring
Entityshallissue&dlot i ycati on of 1 nt entNiodn ytca t Homhe ro fi re
tenderers which shall contain, at a minimum, the following information:

a. the name and address of the Tenderer submitting the successful tender;

b. the Contract price of the successful tender;

c. a statement of the reason(s) the tender of the unsuccessfaitdeto whom the letter is
addressed was unsuccessful, unless the price information in (c) above already reveals the
reason;

d. the expiry date of the Standstill Period; and

e.instructions on how to request a debrieyn
still period;
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44.0

45.0

46.0

47.0

48.0

Stand still Period

44.1

44.2

The Contract shall not be signed earlier than the expiry of a Standstill Period of 14 days
to allow any dissatisfied tenderlaunch a complaint. Where only one Tender is
submitted, the Standstill Period shall not apply.

Where a Standstill Period applies, it shall commence when the Procuring Entity has
transmitted to each Tenderer the Notification of Intention to Entermii@ontract with
the successful Tenderer.

Debriefing by the Procuring Entity

45.1

45.2

On receipt of the Procuring EntityRiotification of Intention to Enter into a Contract
referred to in ITT 43, an unsuccessful tenderer may make a concern(s) rggjaedin
tender. The Procuring Entity shall provide the debriefing within five days of receipt of
the request.

Debriefings of unsuccessful Tenderers may be done in writing or verbally. The
tenderer shall bear its own costs of attending such afielgrmeeting.

Letter of Award

Prior to the expiry of the Tender Validity Period and upon expiry of the Standstill Period
specified in ITT 42.1, upon addressing a complaint that has been filed within the Standstill
Period, the Procuring Entity shédansmit theLetter of Awardto the successful Tenderer. The
letter of award shall request the successful tenderer to furnish the Performance Security within
21 days of the date of the letter.

Signing of Contract

47.1

47.2

47.3

Upon the expiry of the fourém days of the Notification of Intention to enter into contract
and upon the parties meeting their respective statutory requirements, the Procuring Entity
shall send the successful Tenderer the Contract Agreement.

Within fourteen (14) days of receipt the Contract Agreement, the successful Tenderer
shall sign, date, and return it to the Procuring Entity.

The written contract shall be entered into within the period specified in the notification of
award and before expiry of the tender valigigriod.

Performance Security

48.1

Within twenty-one (21) days of the receipt of the Letter of Award from the Procuring
Entity, the successful Tenderer shall furnish the Performance Security and, any other
documents required in tHeDS, in accordancwith the General Conditions of Contract,
subject to ITT 38.2 (b), using the Performance Security and other Forms included in
Section X, Contract Forms, or another form acceptable to the Procuring Entity. A foreign
institution providing a bank guaranteealithave a correspondent financial institution
located in Kenya, unless the Procuring Entity has agreed in writing that a correspondent
bank is not required.
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48.2

48.3

Failure of the successful Tenderer to submit the albosetioned Performance Security

and oher documents required in th®S or sign the Contract shall constitute sufficient
grounds for the annulment of the award and forfeiture of the Tender Security. In that
event the Procuring Entity may award the Contract to the Tenderer offering the rtext Bes
Evaluated Tender.

Performance security shall not be required for contract estimated to cost less than the
amount specified in the Regulations.

49.0 Publication of Procurement Contract
Within fourteen days after signing the contract, the ProcuiEmgy shall publish the awarded
contract at its notice boards and websites; and on the Website of the Authority. At the minimum,
the notice shall contain the following information:

a.
b.

name and address of the Procuring Entity;
name and reference numbetrtloé contract being awarded, a summary of its scope and
the selection method used;

c. the name of the successful Tenderer, the final total contract price, the contract duration.
d.
e.

dates of signature, commencement and completion of contract;
names of all Tenders that submitted Tenders, and their Tender prices as read out at
Tender opening.

50.0 Procurement Related Complaint
The procedures for making Procuremegiated Complaints shall be specified in TH2S.
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SECTION Il - TENDER DATA SHEET (TD S)

The following specific data for the Works and Services to be procured shall complement,
supplement, or amend the provisions in the Instructions to Tenderers (ITT). Whenever there is a
conflict, the provisions herein shall prevail over those in ITT.

A. GENERAL

ITT1.1 The name of the Tender GONSTRUCTION OF KUBURA 1T HURUMA -
SARIA BOX CULVERT
The Reference number of the TendeB&M/CNTY/RPW/OT/ 0262022-
2023
The number andientificationof the lots (contracts) comprising the Tender a
LOTS e&&N/Aé é é é.

ITT2.3 The information made available to competing firms is as follows:
NONE

ITT2.4 The firms that provided consultancy services for the contract being tenderg
are:

NONE
ITT3.10 Maximum number of Joint Venture JV shall bEONE

Citizen contractors are encouraged to source locally manufacty
items/materials and locally assembled machines, equipment, vehicles,
etc.

B. CONTENTS OF TENDER DOCUMENTS

ITT7.1 The Tenderer will submit any request for clarificatiorwiriting at the Address
Provided in the detailed Tendéfotice to reach the Procuring Entity not later
than7 daysbefore bid submission deadlineiadicated in the Tender Notice

The Procuring Entity will pubsh the response at the Website

ITT7.2 There shall be a mandatory pender site visits as specified in the deta
tender notice

ITT7.3 The Tenderer will submit any questions in writing, to reach the ProcHritity
not later than the date specified in TDET 7.1

ITT7.5 The Procuring Etity's website where Minutes of the prender meeting and

the pre arranged pretender will be publishedwsw.bungoma.go.ke

Non-attendance at the piieender meeting Wibe a cause for disqualification
a Tenderer

C. PREPARATION OF TENDERS
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ITT8.2 Addendum shall be effected and attached to form part of tender document|
failure to attach will lead to disqualification.
ITT11.1(h) The Tenderer shatlubmitthe following additional documents in its Tendas
indicated in the Qualification Form/Criteria
ITT 13.1 Alternative Tendershall notbeconsidered.
[If alternatives shall be considered, the methodology shall be defined in Sg
[ll, Evaluation and Qualiitation Criteria.}
ITT 13.2 Alternative times for completioshall not bepermitted
ITT 13.4 Alternative technical solutions shall be permitted for the following parts of {
Works:None
ITT 14.2 Items against which no rate or price is entered byT#nderer will be
considered as an error and shall lead to disqualification.
ITT 14.5 The prices quoted by the Tenderer shallfixed
ITT 15.2 Foreign currency requirementsot allowed.
ITT 18.1 The Tender validity period shall dd0daysrom the specified date of
opening as indicated in the invitation to Tender
ITT 18.2 a) The Number of days beyond the expiry of the initial tender validity peri
will be 60 days.
(b) The Tender price shall be adjustsdthe following percentages of the
tender price:
(i) By 0 % ofthe local currency portion of the Contract price
adjusted to reflect local inflation during the period of extension, and
By 0% the foreign currency portion of the Contract price adjusted tiecethe
international inflation during the period @xtension
ITT 19.1 A TenderSecuring Declaratioshall berequired as per the prescribed form.
ITT 19.2 Not Applicable
ITT 19.5 Other documents required are as specifidgorm No. 3; Contract Agrement
ITT 19.9 The Procuring Entity will declare the Tenderer ineligible to be awarded
contracts by the Procuring Entity for a periocwd (2)years.
ITT 20.1 In addition to the original of the Tender, the number of copidd@NE
ITT 20.3 The witten confirmation of authorization to sign on behalf of the Tenderer §

consist of Certificate of Independent Tender Determinatitart B of Form of
Tender
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D. SUBMISSION AND OPENING OF TENDERS

ITT 21.3

A tender package or container that cannanfthe tender box shall be receive
follows: shall be received at the Supply Chain Management Offices of the
location specified in the tender notice.

ITT 22.1

For Tender submission purposasly, the Procuring:ntity'saddress is:

As indicated in thénvitation to Tender Tendersshall be
submitted electronically.

ITT 25.1

If Tenderers are allowed to submit Tenders electronically, they shall follow
the electronic tender submission procedspified below Not
Applicable

ITT 25.6

The number of remsentatives of the Procuring Entity to sigatiseast four

E. EVALUATION

AND COMPARISON OF TENDERS

ITT 30.3

The Tender price shall be adjusted by the following factolNe):Applicable.

ITT 31.2

The error shall be considered a major deviationl#sals to disqualification of
the tender if the percentage of the error (error over the tender price quoteg
more than 0% or lessthan 0%.

ITT 32.1

The currency that shall be used for Tender evaluation and comparison pur
is-: Kenya Shillings

ITT 33.2

A margin of preferencshall apply.

[If a margin of preference applies, the application methodology shall be de
in Section IlI- Evaluation and Qualification Criteria.]

ITT 33.4

The invitation to tender is extended to the following gothat qualify for
reservations: YOUTH

ITT 34.1

At this time, the Procuring Entityoesnot intendto execute certain specific
parts of the Works by subcontractors selected in advance.

ITT 34.2

Contractor's may propose subcontracting: Maximum pé&agerof
subcontracting permitted igt0% of the total contract amountTenderers
planning to subcontract more than 10% of total volume of work shall specif
the Form of Tender, the activity (ies) or parts of the Works to be subcontra|
along with conplete details of the subcontractors and their qualification ang
experience.

ITT 34.3

The parts of the Works for which the Procuring Entity permits Tenderers tg
propose Specialized Subcontractors are designated as fdlowapplicable
for the abovedesgnated parts of the Works that may require Specialized
Subcontractors, the relevant qualifications of the proposed Specialized
Subcontractors will be added to the qualifications of the Tenderer for the
purpose of evaluatiomN/A
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ITT 35.2 (d)

Additional requirements apply. These are detailed in the evaluation criteri
Section lll, Evaluation and Qualification Criteria.

ITT 37 Abnormally High/low Tenders shall be treated as per the procedure outlin
Section IV, Evaluation and Qualification Criteria

ITT 38 Unbalanced or Front loaded Tenders shall be treated as per the procedur
outlined in Section IV, Evaluation and Qualification Criteria

ITT 48.2 Additional requirements are: As detailed in the Qualification Criteria/Form

ITT 49.1 The procedurgfor making a Procuremerglated Complaint are available

from the PPRA websitmfo@ppra.goke or complaints@pprago.ke If a
Tenderer wishes to make a Procurenrefdted Complaint, the Tenderer
should submit its complaint following these procedunesyriting (by the
quickest means available, that is either by hand delivery or email to:

For the attentionCounty Secretary
Procuring EntityCounty Government of Bungoma

Email addressvww.bungoma.go.ke

In summary, a Procuremerglated Complaint mayhallenge any of the
following:

(i) the terms of the Tender Documents; and
the Procuring Entity's decision to award the contract.
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SECTION IV- EVALUATION AND QUALIFICATION CRITERIA

General Provisions

1.0

2.0

General Provisions

1.1  This section contas the criteria that the Employer shall use to evaluate tender and
qualify tenderers. No other factors, methods or criteria shall be used other than
specified in this tender document. The Tenderer shall provide all the information
requested in the formsdluded in Section IV, Tendering Forms. The Procuring Entity
shall usethe Standard Tender Evaluation Document for Goods andNorks for
evaluating Tenders.

1.2  Wherever a Tenderer is required to state a monetary amount, Tenderers should
indicate the Kenya [8lling equivalent using the rate of exchange determined as
follows:

(a) For construction turnover or financial data required for each yeachange
rate prevailing on the last day of the respective calendar year (in which the
amounts for that year is to benverted) was originally established.

(b) Value of single contract Exchange rate prevailing on the date of the contract
signature.Exchange rates shall be taken from the publicly available source
identified in the ITT 14.3.

(c) Any error in determining thexehange rates in the Tender may be corrected by
the Procuring Entity.

1.3 Evaluation and contract award Criteria

The Procuring Entity shall use the criteria and methodologies listed in this Section to
evaluate tenders and arrive at the Lowest Evaluateddr. The tender that

(i) meets the qualification criteria,

(i) has been determined to be substantially responsive to the Tender Documents,
and

(iii) is determined to have the Lowest Evaluated Tender price shall be selected for
award of contract.

Preliminary examination for Determination of Responsiveness

The Procuring Entity will start by examining all tenders to ensure they meet in all respects the
eligibility criteria and other requirements in the ITT, and that the tender is complete in all aspects
in meetirg the requirementséf Pa riPr cur i ng Ent ity scluMmgr ks Re
checking for tenders with unacceptable errors, abnormally low tenders, abnormally high tenders
and tenders that are front loaded. The Standard Tender Evaluation RepoddsraBd Works

for evaluating Tenders provides clear guidelines on how to deal with review of these
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requirements. Tenders that do not pass the Preliminary Examination will be considered
irresponsive and will not be considered further.

[The Procuring Entitywill provide the preliminary evaluation criteria. To facilitate, a template
may be attached or clearly described all information and list of documentation to be submitted
by Tenderers to enable preliminary evaluation of the Tender]

3.0 Tender Evaluation(ITT 35)
Price evaluatior In addition to the criteria listed in ITT 35.2 (afd) the following criteria shall
apply:

a. Alternative Completion Times, if permitted under ITT 13.2, will be evaluated as
follows:

,,,,,,,,,,

b. Alternative Technical Solutions for specified parts of the Works, if permitted under ITT

"""

13. 4, wi || be evaluated as foll ows: ééééé

c. Other Criteria;if per mitted under | TT 35.2(d): ¢€¢eé¢é

4.0 Multiple Contracts

4.1  Multiple contracts will le permitted in accordance with ITT 35.4. Tenderers are
evaluated on basis of Lots and the lowest evaluated tenderer identified for each Lot. The
Procuring Entity will select one Option of the two Options listed below for award of
Contracts.

OPTION 1

If a tenderer wins only one Lot, the tenderer will be awarded a contract for that Lot,
provided the tenderer meets the Eligibility and Qualification Criteria for that Lot.

If a tenderer wins more than one Lot, the tender will be awarded contracts for all won
Lots, provided the tenderer meets the aggregate Eligibility and Qualification Criteria for
all the Lots. The tenderer will be awarded the combination of Lots for which the tenderer
gualifies and the others will be considered for award to second loweshtierers.

OPTION 2

The Procuring Entity will consider all possible combinations of won Lots [contract(s)]
and determine the combinations with the lowest evaluated price. Tenders will then be
awarded to the Tenderer or Tenderers in the combinationslptbthe tenderer meets
the aggregate Eligibility and Qualification Criteria for all the won Lots.
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5.0

6.0

7.0

Alternative Tenders (ITT 13.1)
An alternative if permitted under ITT 13.1, will be evaluated as follows:

The Procuring Entity shall consider Tendeifei®d for alternatives as specified in PaWwdrks
Requirements. Only the technical alternatives, if any, of the Tenderer with the Best Evaluated
Tender conforming to the basic technical requirements shall be considered by the Procuring

entity.

Margin of Preference

6.1

6.2

6.3

6.4

If the TDS so specifies, the Procuring Entity will grant a margin of preference of fifteen
percent (15%) to be loaded one valuated price of the foreign tenderers, where the
percentage of shareholding of Kenyan citizens is less thigrofie percent (51%).

Contractors applying for such preference shall be asked to provide, as part of the data for
gualification, such information, including details of ownership, as shall be required to
determine whether, according to the classifica@istablished by the Procuring Entity, a
particular contract or group of contractors qualifies for a margin of preference.

After Tenders have been received and reviewed by the Procuring Entity, responsive
Tenders shall be assessed to ascertain teeeptage of shareholding of Kenyan
citizens. Responsive tenders to shall be classified into the following groups:

(i) Group A: tenders offered by Kenyan Contractors and other Tenderers where
Kenyan citizens hold shares of over fitipe percent (51%).

(i) Groy B: tenders offered by foreign Contractors and other Tenderers where
Kenyan citizens hold shares of less than {dhe percent (51%).

All evaluated tenders in each group shall, as a first evaluation step, be compared to
determine the lowest tendand the lowest evaluated tender in each group shall be
further compared with each other. If, as a result of this comparison, a tender from Group
A is the lowest, it shall be selected for the award. If a tender from Group B is the lowest,
an amount equal tine percentage indicated in Item 3.1 of the respective tender price,
including unconditional discounts and excluding provisional sums and the cost of day
works, if any, shall be added to the evaluated price offered in each tender from Group B.
All tendersshall then be compared using new prices with added prices to Group Band the
lowest evaluated tender from Group A. If the tender from Group A is still the lowest
tender, it shall be selected for award. If not, the lowest evaluated tender from Group B
basedon the first evaluation price shall be selected.

Post qualification and Contract award (ITT 39), more specifically,

a.

b.

In case the tendevas subject to posfualification the contract shall be awarded to the
lowest evaluated tenderer, subject to comdition of prequalification data, if so required.
In case the tendevas not subject to pesiualification the tender that has been
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d)

determined to be the lowest evaluated tenderer shall be considered for contract award,
subject to meeting each of thdléaving conditions.

(i) The Tenderer shall demonstrate that it has access to, or has available, liquid
assets, unencumbered real assets, lines of credit, and other financial means
(independent of any contractual advance payment) sufficient to meet the
construetion cash flow of Kenya Shillings.

(i) Minimum averageannual construction turnover of Kenya Shillijgsert
amount] equivalent calculated as total certified payments received for contracts
in progress and/or completed within thsi [insert of year]years.

(iii) At leasté é é é .(insert numberpf contract(s) of a similar nature executed
within Kenya, or the East African Community or abroad, that have been
satisfactorily and substantially completed as a prime contractor, or joint venture
member or suzontracte each of minimum value Kenya shillings

,,,,,,,

(iv) Contractor's Representative and Key Personnel, which are specified as

(vyContractors key equipment | isted on t
and more specifically listed gspecify regiirements for each lot as applicable]

(vi) Other conditions depending on their seriousness.

History of non-performing contracts:

Tenderer and each member of JV in case the Tenderer is a JV, shall demonstrate that
Nonperformance of a contract did not ocbecause of the default of the Tenderer, or the
member of a JV in the last (specify years The required information shall be furnished
in the appropriate form.

Pending Litigation

Financial position and prospective letegm profitability of theSingle Tenderer, and in

the case the Tenderer is a JV, of each member of the JV, shall remain sound according to
criteria established with respect to Financial Capability under Paragraph (i) above if all
pending litigation will be resolved against the Tered. Tenderer shall provide

information on pending litigations in the appropriate form.

Litigation History

There shall be no consistent history of court/arbitral award decisions against the
Tenderer, irthe last (specify years All parties tothe contract shall
furnish the information in the appropriate form about any litigation or arbitration
resulting from contracts completed or ongoing under its execution over the years
specified. A consistent history of awards against the Tenderer or anganef a JV
may result in rejection of the tender.
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SECTI ON | V: EVALUATI ON AND QUALI FI CATI ON CRI TEF

This Section contains all the factors, methods and criteria that the Employer shall use to evaluate
applications. The information to begwided in relation to each factor and the definitions of the
corresponding terms are included in the respective Application Forms.

1) Eligibility Requirements

2) Historical Contract NoiPerformance

3) Financial Situation

4) Technical/Engineering Works Experience

5) Program of Works and Work Methodology

6) Key Professional and Technical Site Staff

7) Major Plant and Equipment to be used in the Project
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Item
No.

Qualification Subject

Qualification Requirement

Document to be
Completed/provided by
Tenderer

For Procuring Entity's Use
(Qualification met or Not
Met)

A. PRELIMINARY EVALUATI

ON

Forms ELI- 1.1, 1.2 and

1 Nationality Nationality in accordance with ITT 3.( 1.3, with attachments
Goods, equipment an{ To have their origin in any country tha
2 services to be supplie| is not determined ineligible under ITT| Forms ELI- 1.4
under the contract 4.1
3 Conflict of Interest N_o conflicts of interest in accordance Form of Tender
with ITT 3.3
N Not having been declared ineligible bl Form of Tender Form SD
4 PPRA Eligibility the PPRA as described in ITT 3.7 1
5 State owned Meets conditions of ITT 3.8 Forms ELI- 1.1 and 1.2,
Enterprise with attachments
Appendix to Form of . . Appendix to Form of Big
6 Bid Form properly filled & signed in thePrescribed Format
Suspension Based on
Execution of Not under suspension based on ,
. To be confirmed from
Tender/Proposal execution of a Tender/Proposal
7 . : . : Internal reords by the
Securing Declaration | Securing Declaration pursuant to ITT rocuring entit
by the Procuring 19.8. b 9 y
Entity
Tender's financial position and
prospective longerm profitability still
3 Pending Litigation sound according to criteria establishg Form CON- 1

in 3.1 and assuming that all pending
litigation will NOT be resolved agains
the Tendesr
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No consistent history of court/arbitral

9 Litigation History award ekcisions against the Tenderer| Form CON- 1
for the last three (3) years.
Bidders shall declare they are not gui
Declaration of Fair of any serious violation of fair
10 [ employment laws and] employment laws and practices and | Form CON- 2
practices will be bound b abide by the industry
CBA at minimum
Attend PreTender Site Visits as per
. TDS, ITT 7.1 Form CON-3
Declaration of
Knowledge / Pre bid | Bidders to sign attendance register
conference Certificate must be signed liye
11 Empl oyerds reprefg
Bidders to send Technical Persons fg
the Site Visiti Min Qualificationsi
Diploma in Civil Engineering
12 [ Tender Security Tender Securing Declaration Form Form in the Prescribed
Format
Fill all rates, and amounts, Bills of_Quantlty in the
Prescribed Format
NO Alterations of the Quantities
13 Priced Bill of accepted,
Quantities All bidders own Corrections must be

Countersigned

NO Errors noted in the Bills of

Quantities
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Document to be

For Procuring Entity's Use

I[\tlgm Quialification Subject Qualification Requirement Completed/provided by (Qualification met or Not
: Tenderer Met)
Annual Practicing License Proof of registrationwith the
; cing National Construabn Authoiity | Copy of Current NCA
14 | with the National . . . .
. . in Class7 asRoads Bridges Practicing License
Construction Authority
Contractor.
Has produced a current tax
Tax Obligations for clearanpe certnfu_:ate or tax Provide Valid Tax
15 Kenyan Tenderers exemption certificate ised by Compliance Certificate
y the Kenya Revenue Authority ir P
accordance with ITT 4.15.
Registration Certificate fo| Registration Certificate for Cop_y_ of Valid Registratior]
Certificate for Access to
Access to Government | Access to Government
16 " Government Procurement
Procurement Procuremat Opportunities Opportunities {AGPO) in
Opportunities (AGPO) (AGPO) inrequiredcategory. the category ofY OUTH
Bidders shall sequentially
serlall_ze all pages pf each tend The Serialization MUST be|
o . submitted. Any written Pages ( . g
17 | Serialization of the Bid . numerically sequential
document attached or inserted starting from Numeric 1
Documents MUST be 9 '
sequentially serialized.
The person or persons signing
the bidshall initial all pages of
the bid where entries have bee| All relevant Forms/
Completeness of tender made. Bidders shall own all | Schedules shall be duly
18 b alterations made tine tender filled All relevant Forms/

document

document. Bidders shall duly fil
all relevant forms/schedules
provided for in the document

that requires entries

Schedules shall be duly
filled
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B. TECHNICAL EVALUAT ION

For Procuring Entity's

ltem Quqllflcatlon Qualification Requirement Document to be Completed/provided by Use (Qualification met
No. | Subject Tenderer
or Not Met)
Non-performance of a contract did
not occu as a result of contractor
default for the last three (3) years. F.O rmCON—l . Ifa
: . | bidder fails to disclose, shall be
History of Non- | did not occur as a result of contrac| . o
; disqualified Reference to be made to
1 | performing default for the last three ($kars. focurin Aut horit 5 Marks
contracts On-performance shall be deemed t P . 9
have occurred by evidence of: with any history of nofperformance
Termination Letter and Liquidated earns zero(0) marks
damages
Financial (i) Bidders shall provide audited : .
Capabilities balance sheets or, if not required b Form FIN- 3.1, withattachments.
the laws of the Tenderer's country, Al.“.j'ted accounts All pages must be -
other financial statements acceptal initialed and stamped by both a practici
to the Procuring Entity, for the last Auditor registered with ICPAK and one
) of the Directors.
years shall be submitted and must :
demonstrate the current soundnes: me_mb_ersh|p nhumber f_rom 'CPAK must 8 Marks
the Tenderer's financial position an be indicated and a valid practicing licen
indicate its prospective loAgrm shall be provided. The Financial Ratio
profitability (as demonstrated by Form to be ;lgned by the Auditor
Financial Evaluation ratios) registered with ICPAK and one of the
2 ’ Directors
- Financial Ratios
Computation shall be made for the
following Ratios and marks awarded to
each of the ratios:
Working Capital 4 Marks

Debt to Equity Ratio
Current ratio

Operating Cash Flow ratio
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Item
No.

Qualification Subject

Qualification Requirement

Document to be
Completed/provideq
by Tenderer

For Procuring Entity's Use
(Qualification met or Not
Met)

(i) The Tenderer shall demonstrate that i
has access to, or has availablejiligassets
unencumbered real assets, lines of credi
and other financial means (independent (
any contractual advance payment)
sufficient to meet the construction cash
flow requirements estimated at a minimu
of 10% of Engineer
The Tenderers shall also demonstrate, tq
the satisfaction of the Procuring Entity, th
it has adequate sources of finance to me
the cash flow requirements on works
currently in progress and for future contre
commitments.

Line of credit and
Bark Statements

2 Marks

Average Annual
ConstructionTurnover

Minimum average annual construction
turnover of Kenya Shillings Fifteen Million
(15,000,000), equivalent calculated as to
certified payments received for contracts
progress and/or completed within the las
years, divided by 3 years

Form FIN- 3.2
Attachments
include Financial
Statements

1 Marks

Ongoing Works

Value of outstanding works shall not be
more than the Engineer's Estimate
Experience under construction contracts
the role of prime contractpdV member,
subcontractor, or management contracto
substantially completed in the last [5 yea
prior to the applications submission
deadline.

Form FIN- 3.4

If the outstanding
Works is more than
the Engineer's
Estimate of this bid
thebidder loses

2marks

2marks
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Document to be

For Procuring

Iltem | Qualification . : . Entity's Use
No. | Subject Quialification Requirement _IC_:ompIeted/prowded by (Qualification met or
enderer
Not Met)
Experience under constructicontracts in
General Constructior the role of prime contractor, JV member, FormEXP-4.1 Attach 6 Marks @ Marks for
5 Experience subcontractor, or management contractor,| Letters of Award and each General
P substantially completed in the |g&yearg | Completion Certificates Construction project)
prior to the applications submission deadli
Participation in contract (s) of a similar E?g\:} dlzeieptti-ri(aggvar d
nature with minimum cumulative value of and Completion
Kshs. Ten Million ( 150,000,000s filled in | X' |p i S
. .| Form EXP4.2(a) that have been .
Specific Construction . . : letter of the main
satisfactorily and substantially completed
and Contract . : o contr actwad A
6 the bidder, as a prime contractor, joint
Management letter of the subcontract.
; venture member, management contractor )
Experience . . Completion letter of the
subcontractor in the last [5 years] prior to t subcontract. - Subcontract
applications submission deadline. The aoproval frdm the
similarity shall e based on the physical siZ Eﬂpineerlsu ervision
complexity, methods/technology or other gine P
Authority 2 Marks
Curriculum Vitae (CVs) of the Proposed K
Staff must be presented in the provided
Contractor's format and duly signed by the proposed
7| Representative and| individual. Copies of certificates and Annu Schedule F (Form PER. 1 30Marks

Key Personnel

Practicing Licenses (for Engineers) and
Academic Certificates for all staff is

mandatory;

and PER. 2)
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Contractors key
equipment

- Bidders shall declare they have
possessio/Ownership/lease agreements of
various equipment as proposed to be useq
the Project by providing Logbooks that
demonstrate proof of ownership

15 Marks

Work methodology

Adequacy and quality of the proposg
methodology

Provided a detailed Work
Methodology:

Procedure on execution
of activities as outlined in th
BoQsAllocation of
machinery/labour irxecution
the activitiesProcedures in
quality control of the
activities described in BoQs

Work plan/Program of
Works (PoW)

APoW Resourced with
EquipmentMin.
allocation pursuant to the
Schedule E of Technical
Proposal-1 To be
submitted in A3 Size
Paper well legible Fonts

APoW details BoQ
Quantities, Units and
Rates

PoW is superimposed with
CashFlow Projections as
detailed inSchedule Aof the
technical proposal

20 Marks
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10

Work Safety
management

Proposal s
& accident prevention

on

traffi

10 Marks
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C. FINANCIAL EVALUATION

The lowest evaluated bidder shall be subjected to Financial Evaluation iwtliethe but not limited tc
sensitivity analysis of the rates to detect abnormally low bids or abnormally high bids or
unbalanced tenders or front loaded

Treatment of Abnormally Low Bid/Abnormally high Bid/ Unbalanced bid

The Procuring Entity may uher t ake an anal ysis of bi dder s
than the known prevailing market rates. The bidders shall be required to provide objective just
including supporting documents on derivation of their rates within stiputatezl to the Procuring
Entity (See Schedule G, Part I&Il on Derivation of Rates

In addressing the above criteria, the following steps shall be undertaken by the Procuring Entity

Identify : The Procuring Entity identifies a potential Abnormally LovwghiBid based on comparison
with known prevailing market rates or with

a. Evaluate: The Procuring Entity clarifies with the Bidder/proposer (hereafter the Bidder
Bidder prepares a justification of their price basedthe request from the Procuring Entity. ]

procuring
Entity fully analyzes the Bidderos just.i
diligence may be carried out by the Proc

b. Determination: The Procuring Entity fully documents the decision to accept or reject the B
executes appropriate action(s)/recommendation(s).

I n view of the above, the procuring Entity
the known preai | i ng mar ket rates and cost estim
justification shall take into account all evidence provided in response to the request.

Accordingly, the Procuring Entityods theAcmuntng
Officer.

D. POST QUALIFICATION: The procuring entity may verify the documents provided by the bid
with the issuing authority.
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APPENDIX TO THE QUALIFICATION CRITERIA

POINT
ITEM [ DESCRIPTION SCORE
SCALE
1 History of Non - Performance Max 5
KEY PERSONNEL Max 30
Bsc Civil Engineering. 8
Registered Engineer 3
Qualification
HND in Civil Eng. 4
Site Agent (Max 14 ———
marks) Dip in Civil Eng. 3
> 8 years and above 3
Experience | 3-7 years 2
0-2 years 1
Diploma in Survey (Minimum) 5
Quialification
2 Certificate in Survey 2
Surveyor Max 8 marks) > 6 Years 3
Experience |31 5 Years 2
0-3Years 1
Diploma in Civil Engineering
Qualification | (Minimum) 5
Certificate in Civil Engineeng 2
Foreman (Max 8marks) >6 Years 3
Experience |37 5 Years 2
0-3Years 1
PLANT AND EQUIPMENT Max 15
2 Owned 2
Dozer Cat D8 or equivaleiitlNo.
Leased 1
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Owned
Grader Cat 140H or equivalentNo.

Leased

Owned
Roller seltpropelled- 1No.

Leasd

Hydraulic excavator CAT 180HP or Owned

equivalent’ 1No. Leased

Tipper Trucks 15 ton gross capadity Owned

SNo. Leased

FINANCIAL CAPABILITY

The financial accounts, balance sheets, profi
and loss stements are certified by reputable
audit firm. Contact information of the firm to &
provided (Lasthree Years)

Audi tords practicing
ICPAK indicated and valid practicing license
attached.

Financial statements

The Bank statements are from a regilg¢ Bank.
Contact information to be availed (Last Six
Months)

Computations for the following financial ratio
from the latest audited accounts:

1 Working capital Ratio

1 Debt to Equity Ratio

1 Current Ratio

1 Operating cash flow Ratio

Provide average turaver figures for the last
three (3) years showing current work
Financial Informathn /| commitment.

Current work

Provide undertaking from the bank providing
current line of credit specific to the tender

On going works
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WORK METHODOLOGY Max 20
Signed work programme chart and cash f 0-10
estimate
Detailed method statement on how to carry

. 0-10
the intended works

WORK SAFETY MANAGEMENT Max 8

Proposals on traffic control, w 10

EXPERIENCE Max 7

General Experiencé(tach Letters of Award and Completion Certificateq g

for each project for the last 3 yeprs

Two (2 No) of projects submitted above, should have a minimum Co 5

value of Kshs. 10,000,000 and similar in nature with this tende

TOTAL MAX 100
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QUALIFICATION FORMS

1.0  Foreign Tenderers 40% rule
Description location | Cost in Kenyan
Item | Description of work item | of source Shillings Comments (if any)
A | LOCAL LABOUR

LOCAL MATERIALS

Wl N | M o w N R O B W N R O W N R TR W N e

TOTAL COST LOCAL CONTENT

PERCENTAGE OF DCAL CONTENT
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3. FORM EQU: EQUIPMENT

The Tenderer shall provide adequate information to demonstrate clearly that it has the
capability to meet the requirements for the key equipment listed in Section Ill, Evaluation
and Qualiycat i onFo@rshall lerpiemared féx easheifera of @juipment
listed, or for alternative equipment proposed byTtaederer.

Item of Equipment

Equipment Information Name of Manufacturer Model and Power Rating
Capacity Year of Manufacture
Current Status Current Location

Current commitments

Source Indicate source of Equipment

O Owned 0O Rented [OlLeased 0O Specially
manufactured

Owng Name of Owner

Address of Owner

Telephone Contact Name and Title
Fax Telex

Agreements Details of rental / lease / manufacture agreements specific {
project

56



3. FORMPER-1

Contractor's Representative
and Key Personnel Schedule

Tenderers should ppoi de t he names and details of t he
Representative and Key Personnel to perform the Contract. The data on their experience
should be supplied using the Form RERelow for each candidate.

1 Title of Positi esentativontractords Repr

Name of Candidate:

Duration of appointment:

Time Commitment for this position

Expected time schedule for this position

""""""""""

2 Title of Position: éééécééceeééeeeeeeecéq

Name of Candidate:

Duration of appointment:

Time Commitment fothis position

Expected time schedule for this position

rrrrrrrrrrrrrrrrr

3 Title of Position: éééécééeeééeceeeéeéeeéq

Name of Candidate:

Duration of appointment:

Time Commitment for this position

Expected time schedule for this position

////////////////////

4 Titleof Position:é ¢ é é é é é ¢ ééééééééeéééé.

Name of Candidate:

Duration of appointment:

Time Commitment for this position

Expected time schedule for this position
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4. FORMPER-2

Resume and declaratoriCont r act or 6 s

Representative

Name of Tenderer

Position [ As per Form Perl]

Personal
Information

Name:

Date of Birth:

Address:

Email:

Professional Qualifications

Academic Qualifications

Language proficienc{lLanguage and levels of speaking, reading and writ

skills)

Details

Addressof procuring entity

Telephone Contact ( Manager or Personnel
officer)

Fax Email Address

Job Title Years with the Procuring Entity
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Summarize professional experience in reverse chronological order. Indicate particular technical
and managerial @erience relevant to the project

Project Role Duration of Relevant Experience
involvement

[ Main Project | [Roles and [Time in Role] [Describe the experience

Details] Responsibilities on relevant to this project]

the Project]

DECLARATION

I, the under signed i nser t ei ther AContractor's Represe
applicable], certify that to thebestof my knowledge and belief, the information contained
inthisFoomPER2 correctly descri bes mysemdef, my qual

I conyrm that | am available as certiyed in
time schedule for this position as provided in the Tender:

Commitment Details

Commitment to duration of contract:

Time Commitment
| understand that anyisrepresentation or omission in this Form may:

a) be taken into consideration duriignderevaluation;
b) result in my disquali ylenddr;i on from participe
c) result in my dismissal from the contract.

Name of Contractor's Representative or Key Rereb [insert namg

Signature2 é é e e eeeé . . Date: (Day, Month, Year): : éécéé

Countersignature of authorized representative of the Tenderer:

rrrrrrr

Signature: éééééééééeél¥ady, Naarteh, (Year): ééééééé
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TENDERERS QUALIFICATION WITHOUT PREQUALIFICATION

Toestabi sh its qualiycations t
Qualiycation Criteria the T
Information Sheets included hereunder.

6.1 FORMELI T 1.1 TENDERER INFORMATION FORM

o) orm the contrac
e r S |

per f
nder e h a provide

(O
(O
(O
(O
(O
(O
(O
(O
(O
(O
(O

DATE:éeeééeeceeééeeeeéécee

ITTNO.ANDTITLE : ééééééécééécécéccéecéeecécéeeecéceéece.

éééééééeecdcéeceeccececececeececeeceeceeeececeeeceece

nded year

_|
D
=}
o
D
-
(9]
=
(@)
(%]
Q
(@]
—
=4
=]
(=4
o
=
o
8
2
[©]
=}
=}
—
)

Tendererodos Legal address (In country of reg

Tendererds Authorized representative inform

Name : ééééééééééécécéececcéeeecceeeceeeececeeeeceece.

D~
D
D
(0}
D
D
D
D
D
D
D~
D~
D
D
D
D
D
D
D

Address: ééééééeéeéeeéeececeé

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
D~

Tel ephone / Fax Number s:

ceeeeeeee.

(0}
D
D
D
D
D
D

Emai | address: éééééééeé

1. Attached copies of original documents of:

1 Articles of Incorporéion (or equivalent documents of constitution or Association) an
or documents of registration of the legal entity named above in accordance ITT3.6

1 Incase of JV, letter of intent to form JV or agreement in accordance with ITT3.5

1 In case of state owned enprise or institution in accordance with ITT3.8, documentg
establishing

2. Included are the organizational chart, a list of Board of Directors and the beneficial ownerg

60



6.2 FORMELI 7 1.2 TENDERER JV INFORMATION FORM
(To be completed by each membedyf

DATE:é eeéeéeéeéeéeééeéeceéeecéeeceéecéecéecte

ITTNO.ANDTITLE : é & ééeeéééececeééececeeceééeececé.

-
-
-
-
-
-
-
-
-
-
-
-
0N

e e

@

D
D
D
D
D

Tendererods JV Name:

D
D
D
D
D
D
D
D
D
D
D
D
[N

éee

D
D
D
D
D
D
D

Name:

*
(@)
(%]

JV Membe

JV Member 6s country of registration:

-
-
-
-
-
-
-
-
-
-
-
-
-
-

ceéeéeeéee

o
2]
<
@D
QD
—
(@]
—
(@]
o
>
(72}
~+
—
c
—
o
-}
[N
[N
[N
[N
[N
[ON

JV Member

JV Member és | egal address in the Country

D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~
D~

cgeeéeéee

Tenderer6s Authorized representative inf

D~
D~
D~
D~
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

Name: éé

D
D
D
D
D
D
N
N
N
N
N
N
o8
B

B

B

B

1N
N
N
N
N
N
N
N
N
N
N
N

Addr es s :

-
-
-
-
-
-
-
-
-
-
-
-
-
M

Telephone / Fax Numbers: éé

D
D
D
D
o8
o8
o8
(0]

(0]

(0]

o8
o8
o8
o8
o8
o8
o8
o8
o8
o8
o8
o8
o8
o8
o8
0N

Emai | addr ess:

1. Attached copies of original documents of:

1 Atrticles of Incorporation (or equivalent documents of constitution o
Association) and or doenents of registration of the legal entity named abov
in accordance ITT43.6

1 In case of state owned enterprise or institution, documents establishing lg
and financial autonomy operation in accordance with commercial law and th
are not under the supésion of the procuring entity in accordance with ITT3.8

2. Included are the organizational chart, a list of Board of Directors and the benefi
ownership
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6.3 FORM CON -2

DATE:

ITT NO. AND TITLE :

,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,

,,,,,,,,

eeeéeececeeceééeececééeeececéececeeceeceéeceececceeee

,,,,,,,,

,,,,,,,,,

eeeeeeeeeeececeeceeeeeeeeeececeecee.

Noni Performance Contracts in accordance with Section lll,Evaluation and Qualification Criteria

[ Contract nori performance did not occur sincg Januay 2020 specified in Section Ill, Evaluation

and Qualification Criteria, Sub Factor 2.1

] Contract(s) not performed sinc& January 2020 specified in Section Ill, Evaluation and

Qualification Criteria, requirement 2.1

Year

(Insert
year)

Non'
Peformed
portion of
contract

(Insert amount and
percentage)

Contract Identification

(Indicatecomplete contract name/number an
any other identification)

Name of Procuring Entity
Address of Procuring Entity

Reasons fonon-performance

Total Contract Amount
( Current
value,currency,exchange
rate and Kenya Shilling
equivalent)

Pending Litigation, in accordance with Section lll,Evaluation and Qualification Criteria

[] No pending litigation in accordance with Section IIl,Evaluation and Qgtiion Criteria, sub factor 2.3

[] Pending litigation in accordance with Section Ill,Evaluation and Qualification Criteria, sub factor 2.3 as

indicated below

Year of
dispute

Amount in
dispute
(currency)

Contract Identification

Total Contract Amount
(currency), Kenya
Shilling Equivalent
(exchange rate)

Contrad Identification
Name of Procurindentity

Address of Procuring Entity:
Matter in dispute

Party who initiated the dispute:
Status of dispute:
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Contract ldentification:
Nameof ProcuringEntity:
Address of Procuring Entity:
Matter in dispute:

Party who initiated the dispute:
Status of dispute:

Litigation History in accordance with Section Ill, Evaluation and Qualification Criteria

] No Litigation history in accordanceith Section Ill,Evaluation and Qualification Criteria, sub factor 2.4

[] Litigation History in accordance with Section Ill,Evaluation and Qualification Criteria, sub factor 2.4 as
indicated below

Year of
dispute

Amount in
dispute
(currency)

Contract Identification

Total Contract
Amount (currency),
Kenya Shilling
Equivalent (exchange
rate)

Contrac¢ Identification

Name of Procuringentity:
Address of Procuring Entity:
Matter indispute

Party who initiated the dispute:
Status of pute:

Contract Identification:

Name of Procuringentity:
Address of Procuring Entity:
Matter in dispute:

Party who initiated the dispute:
Status of dispute:

XXXXXXXXXXXXXXXXXXXDPD

Signature and Stamp of Bidder

(Date)

XXXXXXXXXXXXXXXXD
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6.4 FORMFIN T 3.1

Financial situation and performance

TENDERERGS NAMEeéeéeé

DATEeeeééce

JV MEMBEROGS NA
AND TI

I TT NO.

6.4.1 Financial data

[N

[ON

é

[N

é

M
T

[N

E
L

D
D

D (9]
o D

D D
D D
D D
D D
D D
D D
D D

é
E

D

[N

o D
o D
D D
D D

D D
D D
D D
D D
D D
D D
D D
D D
D D
D D
D D
D D
D D
D D

D

[N

D
D
D
D

N
N
N
N

D

[N

([N
([N
([N

[ON
[ON
[ON

Type of Financial information
in

(currency)

years,

Historic information for previous

(amount in currency, currency, exchange rate*, USD equivalent)

Yearl

Year2

Year3

Year4

Year 5

D

[N

Statement of Financial Position (Information from Balance Sheet)

Total Assets (TA)

Total Liabilities (TL)

Total Equity/Net Worth (NW)

Current Assets (CA)

Current Liabilities (CL)

Working Capital (WC)

Information from Income Statement

Total Revenue (TR)

Profits Betore Taxes (PBT)

Cash Flow Information

Cash Flow from Operating
Activitics

D

([N
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6.4.2 Sources of Finance

Specify sources of ynance to meet the cash pow
and for future contract commitments.

No. | Source of finance Amf)’unt(l(en_\-'aShlllmg
equivalent)
1
2
3
6.4.3 FinancialStatements
The Tenderer and its parties shalyearprovi de co
pur suant Section |11, Eval-batton d@nd. Qiaki yoa

statements shall:

a) repect the ynanci al sasdotJ¥ menther, amdfnotanh e Ten d e
afyliated entity (such as parent company

b) be independently audited or certiyed in ac

c) be complete, including al/l notes to the yr

d) correspond to accounting pericalseady completed and audited.

n
t
I

Attached are copi el gor tloef/eary recaired dbavé; ansl tomplysngneitn t s
the requirements
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6.5 FORMFIN T 3.2
Average Annual Construction Turnover

Annual Turnover Data ( Construction Only)
Year ( Amount and Currency (| Exchange Rate Kenya Shilling
Indicate year)| insert amount and indicate Equivalent
currency)
Average
Annual
Construction
Turnover

6.6 FORMFIN T 3.3
Financial Resources

Specify proposed s o asrligudsasseisf ungncumbeed rea , suc
assets, lines of credit, and other ynanci a
to meet the total construction cashpow dem

speciyed in Sectioinydatliofv@diutaetrdn iom. and Qu

Amount (Kenya Shilling

No. | Source of finance .
equivalent)
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6.7 FORMFINT 3.4
Current Contract Commitments / Works in Progress

No. | Name of Contract | Procuring Entity’s Valueof Estimated | Average Monthly
) ] . Invoicing Over
Contact Address, QOutstanding Completion | [ a6t Six Months
Tel, Work Date
] |Kenya Shilling
[Current /month)]
Kenya Shilling
/month
Equivalent]
1
2
3
4
5
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6.8 FORMEXPT 4.1
General Construction Experience
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FORM i 4.2(b)
Construction Experience in Key Activities

,,,,,,,,,,,,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

rrrrrrrrrrrrrrrrrrrrrrrrrr

SUB CONTRACTOROS NAME (AS PER 1 TT34)

,,,,,,,,,,,,,,,,,,,,

I TT NO. AND TI TLEeéeéeéeceeeeeeeeeecececce.

All Sub-contractors for key activities must complete the information in this form as per ITT 34
and Section 111, Eval uathadgon4d.2and Qualiycati on

1. KEY ACTIVITY ONE: éécececeéééceceéééecececéééeeececcecc

Similar Contract No. | Information

Contract Identification

Award Date

Completion Date

Role in Contract Prime Member in JV| Management | SubContractor
Contractor Contractor

Total Contract Amount

Kenyan Shilling

Quantity (Volume, Total quantity in Percentage Actual quantity
number or rate of contract participation performed (i) x (i)
production as . .
applicable) performed 0 (i)
under the contract per
year or part or part of
the year.

Year 1

Year 2
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Year 3

Year 4

Procuring
Name

Address:

Telephone / Fax
Number:

Email:

Description of the key
activities in accordancg
with sub factor 4.2(b)
of section IlI

2. Activity Twoéeéeeéeeeé
3. Activity Threeééeééée




OTHER FORMS

FORM OF TENDER

INSTRUCTIONS TO TENDERERS

i)  TheTenderemustpreparethis Form ofTenderon stationery with its letterhead
clearly showing th@enderer'ssomplete name and business address.

i) Allitalicized text is to hel@enderelin preparing this form.

iii)  Tenderemust complete and sign CERTIFICATE OF INDEPENDENT TENDER
DETERMNATION and the SELF DECLARATION OF THE TENDERER
attached to this Form dfender.

iv) The Form offendershall include the following Forms duly completed and signed by
the Tenderer.

A Tenderer<Eligibility-Conydent i al Business Questionn:
A Cer t i y c aendenfkefideDeterthimgtion.
A SelfDeclaration of theTenderer.

""""""

,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,

i denti ycat i dendefboan alternatvhi s i s a
To: éééééééeééeééeécécécéceeeeeeéeéecéeceéece.

(Insert Complete Name of Procuring Entity)

Dear Sirs,

1 In accordance with the Conditions of Contr s
Quantities for the execution of the above nariéarks, we, the undersigned offer to
construct and complete tWMéorksand remedy any defects therein for the sum of Kenya
Shill i ngs [ [ Amoéuénété éi éné éyégeuéreeéselée é e é e é e é é .
Kenya Shillings [amount in

rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrr

eeceeeeceeeceeeceeeceeeceeeceeeceeeceeeeeeeeececce
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®)

v

(M)

The above amount includes foreign currency amount (5 ofpt e ygur e or a

andcurrency [ ygur es] [words]

The percentage or amount quoted above does not include provisional sums, and only
allows not more than two foreign currencies.

We undertake, if our tender is accepted, to commetheeWorks as soon as is
reasonably possiblafter the receipt of the Engineer's notice to commence, and to
complete the whole of th&/orkscomprised in the Contract within the time stated in the

Particular Conditions of Contract.

Weagree to adhere by this tender until [Insert date], and it shall
remain binding upon us and may be accepted at any time before that date.

Unless and until a formal Agreement is prepared and executed this tender together with
your written acceptance thereof, shall constitatbinding Contract between udVe

further underand that you are not bound to accept the lowest or any tender you may
receive.

We, the undersigned, further declare that:

i) No reservations We have examined and have no reservations to the tender
document, including Addenda issued in accordance with ITT 8;

i)  Eligibility: Wemeet the eligibility requireeant s and have no conpic

accordance with ITT 3 and 4;

i) TenderSecuring Declaration We have not been suspended nor declared
ineligible by the Procuring Entity based on execution of a TeSdeuring or
ProposalSecuring Declaration in the Rmaring Entity's Country in accordance

with ITT 19.8;
Conformity. We offer to execute in conformity with the tendering documents and in
accordance with the |implementation and <co
schedule, the followingVorks:[insert a krief description of th&Vorks];
TenderPrice: The total price of oufender,excluding any discounts offered in item 1
above is]Insert one of the options below as appropriate]
Option1, incase of one lofTotal price is: jnsert the total price of th&erderin words
and ygur es, indicating the varjiOobus amount s
Option2, in case of multiple lots:
a) Totalprice ofeachlofi nsert the total price of weach
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indicating the various amounts and the respectiveenaie§; and

b) Totalprice of all lots(sum of all lots) jnsert the total price of all lots in words and
ygures, indicating the various amounts an

vii)  Discounts The discounts offered and the methodology for their application are:
vii)  The discounts offered areSpecify in detail each discount offered.

ix) The exact method of calculations to determine the net price after application of
discounts is shown belowSpecify in detail the method that shall be used to apply the

discount§

x)  Tencer Validity Period Our Tendershall be valid for the periosspeci yed in TDS
(as amended, i f app!l i cabehdersubnfissianmdeadliree dat e
speciyed in TDS 22.1(as amended, i f applic

and may be accepted at any time before the expiration of that;period

xi)  Performance Securityf our Tenderis accepted, we commit to obtain a Performance
Security in accordance with the Tendering document;

xiiy  One TenderPer Tender We are not submitting any other Tender(s) as an individual
Tender,and we are not participating any other Tender(s) as a Jou@nturemember
or as a subcontractor, and meet the requirements of ITT3.4, other than alternative
Tenderssubmitted in accordance with ITT 13.3;

xii)  Suspension and Debarmende, along with any of our subcontractors, suppliers
Engineer, manufacturers, or service providers for any part of the contract, are not
subject to, and not controlled by any entity or individual that is subject to, a temporary
suspension or a debarment imposed by the Public Procurement Regulatory yAuthorit
or any other entity of the Government of Kenya, or any international organization.

xiv) Stateowned enterprise or institutiorfselect the appropriate option and delete the
othell [We are not a state owned enterprise or institutiptfiwe are a stateowned
entkerprise or institution but meet the requirements of ITT; 3.7

xv) Commissions, gratuities, feed/e have paid, or will pay the following commissions,
gratuities, or fees with respect to the tender process or execution of the Contract:
[insert complete name a@fach Recipient, its full address, the reason for which each
commission or gratuity was paid and the amount and currency of each such
commission or gratuity]

Name of Recipient Address Reason Amount
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(I'f none has been paid or is to be paid, i

xvi) Binding Cortract: We understand that thislender, together with your written
acceptance thereof included in your Letter of Acceptance, shall constitute a binding
contract between us, until a formal contract is prepared and executed;

xvii) Not Bound to AcceptWe understandhat you are not bound to accept the lowest
evaluated cosTender,the Most AdvantageouSenderor any otherTenderthat you
may receive;

xvii) Fraud and Corruption:We hereby certify that we have taken steps to ensure that no
person acting for us or on ourhadf engages in any type of Fraud and Corruption;

xix) Collusive practicesWeher eby <certify and conyrmm that 1
collusive and made with the intention of accepting the contract if awafaetthis
ef fect we have silgnndeedp etnhdee nfit C eTretni dyecra t Dee toefr mi
below.

xx) We undertake to adhere by the Code of Ethics for Persons Participating in Public
Procurement and Asset Disposal, copy available from (specify webside during
the procurement process and the execution pfesulting contract.

xxi) We,theTendererhave completed fully and signed the following Forms as part of our

Tender:
a) Tenderer's Eligibility; Ctespabdlishnvear@al Busin
not i n any conpict to interest.

b) Certi ycat e TehdeDetemnmati@intadeadkate that we completed
the tender without colluding with other tenderers.

c) Self-Declaration of the Tenderérto declare that we will, if awarded a contract,
not engage in any form of fraud and corruption.

d) Declaration and commitment to the Code of Ethics for Persons Participating in
Public Procurement and Asset Disposal.

Further, wwehavwe regdraml undérsiobd the full content and scope of fraud and
corruption as informed ifiAppendix 17 Fraud and Corruptiond at t ached t o t he
Tender.

rrrrrrrrrrrrrrrrrrrrr

Name of the Tendereré é é é é é e e e éééééééeéeééeéé. (Insert
complete name of person signing thendler)

Name of the person duly authorized to sign the Tender on behalf of the Tenderer:

eeeeeeeceeeeeeeeeeeeeeeeeeeeeeeeeceee.

**[ insert complete name of person duly authorized to sign the Tender
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Title of the person signing theTender: [insert complete tid of the person signing
the Tende}

,,,,,,,,,,,,,,,,,,,,,,,,,,,,

eeeeeceeeeeeeceeceeceeeeeeeeeceeeeeeeeeeecece

Signature ofthe person named aboveinsert signature of person whose name and

capacityare shown above

rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrr

eeeeeeceeceececeeeeceeeeeeeeeeeeeeeeeeeece.

Date signed[insert date of signingday of [insert month, [insert yeaf

Date signed day of

Notes

* In the case of the Tender submitted by joint venture specify the name of the Joint Venture as
Tenderer

** Person signing the Tender shall have the power of attorney given by the Tendezer to b

attached with the Tender
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APPENDIX TO FORM OF BID
(This appendix forms part of the bid)

CONDITIONS OF CONTRACT CLAUSE AMOUNT

Law of contract Laws of Kenya

Language and form of communication for the English

contract

Bid Security (Bank @arantee or reputable 0.00from reputable bank or Insurance

insurance company approved by PPRA Only) Company approved by PPRA

Amount of Performance Security (Unconditional 10.1 N/A

Bank Guarantee)

Program to be submitted 14.1 Not later than 14 (Fourteen) days after
issuance of Order to Commence

Cash flow estimate to be submitted 14.3 Not later than 14 (Fourteen) days after
issuarce of Order to Commence

Minimum amount of Third Party Insurance 23.2 0.3% of the contract value

Period for commenceme|4l1 14 days

to commence

Time for completion 43.1 6 (Six) months

Amount of liquidated damages 47.1 KShs. 5,00.00 per day

Limit of liquidated damages 47.1 10% of Contract Sum

Defects Liability period 49.1 6 (Six) months

Percentage of Retention 60.3 10% of Interim Payment Certificate

Limit of Retention Money 60. 3 5% of Contract Sum

Minimum amount of interinpayment certificates | 60.2 Kshs1,000,000.00

Time within which payment to be made after | 60.10 45 days

Interim Payment Certificate signed by Engineer

Time within which payment to be made after Fij 60.10 45 days

Payment Certificate signed by Engineer

Amount of Advance 60.12 The EmployeMAY pay any amount up

to a maximum of 10% of Contract Price
subject to availability of funds.
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Advance Payment Security

60.12 Full amount of the advance in the form
Unconditional Bank Guarantee
(Insurance bonds shalbt be accepted)

Appointer of Arbitrator/Adjudicator 67.3 The Chartered Institute of Arbitrators

(Kenya)

Notice to Employer and Engineer 68.2 The Empl oyer 6s adg¢
The County Secretary,
County Government of Bungoma,
P.O. Box 437- 50200
BUNGOMA
The Engineer 6s adg¢

The Chief Officer,
Roads, Infrastructure and Public Works
P.O. Box 43%* 50200
BUNGOMA

CONDITIONS OF

CONTRACT

AMOUNT/DESCRIPTION

CONDITIONS OF
CONTRACT CLAUSE

Approximate Weightings

for Price Adjstment

Formula

See Table A below

70.3

Weightings and Indices

Where necessary, in the table B below,
bidders shall (a) indicate their amounts
local currency payment, (b) indicate the|
proposed source and base values of
indices for the different foreigourrency
elements of cost, (c) derive their propos
weightings for local and foreign currenc
payment as indicated in table B below,
and (d) list the exchange rates used in {
currency conversion

70.3,70.4 and 70.5

Table A Approximate Weightings for Price Adjustment
Description of Index % Range of Weighting
Fixed (AA0) 8
Labour 81 12
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Fuels and Lubricants 127 22
Equipment and Spares 3571 40
Cement 81 12
Reinforcement and Steel products 17 3
Explosives 115
Bitumen and Bituminous products 1571 25
Total 100

NOTE: 2Denotes that this should be used as guidance to bidders and for purpose of checking
their submissions, the Employer has estimated and provided a range of acceptable weightings for
related major construction inputs in accordance Wighpotential range of construction
methodologies, based on estimated cost in a common currency.

Table B: Bidderds proposed weighting

Index Code Index Source of Index| Base value and date Bi dder 0s
Description proposed
weighting

Non Civil The Indices prevailing at| A: 0.08
adjustable Engneering 28days before tender b:

Cost Indices submission deadline shal ™

from Kenya apply C:

National Bureau _

of Statistics. For d:

equipment & e

spares, the

official indices

from source

country shall

apply

Total 1.00

//////////////

Signature of Bidder éééééééééécéeeéeée. éébDate ¢€eééé

(Failure to sign this appendix wi |l i mply the
hence disqualified

TENDERER'S ELIGIBILITY -CONFIDENTIAL BUSINESS QUEST IONNAIRE
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Instruction to Tenderer

Tenderis instructed to complete the particulars required in this Foneform for each entity
if Tenderis aJV.Tenderer is further reminded that it is an offence to give false information on
this Form.

Tenderer's detks

ITEM DESCRIPTION
1 Name of Procuring Entity
2 Reference Number of the Tend

3 Date and Time of Opening of th
Tender

4 Name of Tenderer

5 Full address and Contact Detai 1) Country

of the Tenderer 2) City

3) Location

4) Building

5) Floor

6) Postal Address

7) Name and Email of contact Person

6 Current Trade License
Registration Number and
Expiring Date

7 Name, Country and Full addreg
( postal and physical addresses
email and telephone numbe)
Registering Body / Agency

8 Description of Nature of
Business
9 Maximum value of business

which Tenderer handles

10 State if Tenders Company is
listed in stock exchangégive
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name and full address ( postal
and physical addresseses,ema
and telephone numbeof stock
exchange

General and Speciyc Details
SoleProprietor, provide the following details.

Name in full Age

Nationality Country of Origin

Citizenship

Partnership, provide the following details

Name of Partners Nationality Citizenship % shares owned

3

4

Registered Companyprovide the following details.

i)  Private or public Company

iy State the nominal and issued capital of the Company
Nominal Kenya Shillings (EQUIVAIENT)...........ooiiiiii e
Issued Kenya Shillings (EQUIVAIENT)...........uuuiiiiiiiieeieeeeeeeeeeie e
iii) Give details of Directors as follows.

Name of Partners Nationality Citizenship % shares owned

1

2

3

DISCLOSURE OF INTEREST- Interest of the Firm in the Procuring Entity .
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Ar e

has/ have an in

there any pe
t e

If yes, provide details as follows.

| MNamefdProsuring Bndit@vbBoé é é é é
or relationship i

n

Name of Person
Entity

Designation in th Procuring

with Tenderer

Interest or relationshij

Conflict of Interest disclosure

Type of Conflict

Disclosure
YES or NO

If YES, provide details of
relationship with Tenderer

Tenderer is directly or indirectly
controls, is cotrolled by or is under
common control with another
contractor

Tenderer receives or has received :
direct or indirect subsidy from
another tenderer

Tenderer receives or has received
direct or indirect subsidy from
another tenderer

Tende has a relationship with
another tenderer, directly or througlk
common third parties, that puts it in
position to influence the tender of
another tenderer, or influence the
decisions of the Procuring Entity
regarding this tendering process.

Any of the Tenderer's affiliates
participated as a consultant in the
preparation of the design or technic
specifications of the works that are
the subject of the tender.

Tenderer would be providing goods
works, nonconsulting services or

consulting service during
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implementation of the contract
specified in this Tender Document.

7 Tenderer has a close business or
family relationship with a
professional staff of the Procuring
Entity who are directly or indirectly
involved in the preparation of the
Tenderdocument or specifications
of the Contract, aridr the Tender
evaluation process of such contract

8 Tenderer has a close business or
family relationship with a
professional staff of the Procuring
Entity who would be involved in the
implementation or quervision of the
such Contract.

9 Has the conflict stemming from
such relationship stated in item 7
and 8 above been resolved in a
manner acceptable to the Procuring
Entity throughout the tendering

process and execution of the Contrag

Certiycation

On behalf of the Tenderer, | certify that the information given above is complete, current

and accurate as at the date of submission.

///////////

Full Name Title or Designatioa € € é € é ¢ € € €

(Signature) (Date)

A. CERTIFICATE OF INDEPENDENT TENDER DETERMINATION
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I, the undersigned, in submitting the accompanying Letter Bénder to

,,,,,,,,,,,,,,,,,,,,

rrrrrrrrrrrrrrrrrrrrrrrrrrrr

,,,,,,,,,,,,,,,,,,,,,,,,,,,,

do hereby make the following statements that | certify to be true and complete in every

respect:

"""""""""""

Tenderer] that:

11 have read and | understand the contents o

2. | understad that theTendew i | | be disqualiyed i f this

and complete in every respect;

Cer

3l am the authorized representative of the T
and to submithe Tenderon behalf of the Tenderer;
4For the pur poses déndet] bndessta@dhattthe waadat e and t he
Acompetitoro shall include anVenderedi vi dual
whet her or notTenderewha: at ed with t he
a) has been requested to submiteamderin regponse to this request for tenders;
b) could potentially submit a tender in response to this request for tenders, based
on their qualiycations, abilities or ex

5. The Tenderer discloses that [check one of the following, as applicable]:
a) The Tenderer hagraved at theTenderindependently from, and without
consultation, communication, agreement or arrangement with, any competitor;
b) The Tenderehas entered into consultations, communications, agreements or
arrangements with one or more competitors regartisgrequest for tenders,
and
c) The Tenderer discloses, in the attached document(s), complete details thereof,

including the names of the competitors and the nature of, and rdas@uch
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consultations, communications, agreements or arrangements;

6. In paricular, without limiting the generality of paragraphs (5) (a) or (5) (b) above, there
has been no consultation, communication, agreement or arrangement with any

competitor regarding:

a. prices;

b. methods, factors or formulas used to calculate prices;

c. the intenion or decision to submit, or not to submit, a tender; or

d the submission of a tender which does n
request for Tenders; except as speciyca
(b) above;

7. In addition, there has been no consultation, communication, agreement or arrangement
with any compet it or regarding t he guality, gu
particulars of the works or services to which this request for tenders relates, except as
speciycally authorized by the procuring auf
to paragaph (5) (b) above;

8. The terms of thé'enderhave not been, and will not be, knowingly disclosed by the
Tendererdirectly or indirectly, to any competitor, prior to the date and time of the

of yci al tender opening, or ofert lceo mawarydisr ¢
unl ess otherwise required by | aw or as spe:
(b) above.

NameéeéeééeéeéeéeeéeéeTitleeéeéeéeéeé Dateéeéeéeé

SELF-DECLARATION FORMS

85



FORM SD1

SELF DECLARATION THAT THE PERSON/TENDERER IS NOT DEBARRED IN
THE MATTER OF THE PUBLIC PROCUREMENT AND ASSET DISPOSAL ACT
2015.

|, eééeéeeéeeéeeé., of Post Ofyce Box ¢€eé.

residentok é e ééeééeééeééeéé.. in the Republic of
hereby make a statement as follows:

1. THAT | am the Company Sedeey/Chief Executive/Managing Director/Principal

,,,,,,,,,
,,,,,,

,,,,,,,,,,,,,,,,

name of the Praging entity)and duly authorized and competent to make this

statement.

2. THAT the aforesaid Bidder, its Directors and subcontractors have not been debarred
from participating in procurement proceeding under Part IV of the Act.

3. THAT what is deponed to heneabove is true to the best of my knowledge, information

and belief.
cééeéeéecéceée Eéeéeéecécécée éeéeéceéee
(Title) (Signature) (Date)

BidderOf yci al St

FORM SD2
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SELF DECLARATION THAT THE TENDERER WILL NOT ENGAGE IN ANY
CORRUPT OR FRAUDULENT PRACTICE

I,
of

,,,,,,,,,,,,,,,,,,,,,

eeéééééceeeceeeéP0.0fBox ééééeéeéeeeée. being

///////////

a

r

[

eeééé. in the Republic of éééredasfollowsto hereby

THAT | am the Chief Executive/Managing Director/Principdl er/Director of
eeé. ... é¢éée e e dinsétname of the Companyho is a Bidder in respect of

,,,,,,,,,,,

Tender No. ééeeeéeéeéeée. . f or(inseeténtar dlé/description)

f or éé é é(isert name of the Procuring entityghd duly authorized and
competent to make this statement.

THAT the aforesaid Bidder, its servants and/or agents /subcontractors will not engage
in any corrupt or fraudulent practice and has not been requested to pagwagment
to any member of the Board, Management, Staff and/or employees and/or agents

rrrrrrrrr

entity.

THAT the aforesaid Bidder, its servants and/or agents /subcontractors have not offered
any inducement to any member of the Board, Management, Staff and/or employees

/////

and/ or agent s o f(fameottbedpdairing entity)

THAT the aforesaid Bidder will not engage/has not engaged in any corrosive practice

with other bidders participating ithe subject tender

THAT what is deponed to herein above is true to the best of my knowledge, information

and belief.

eEéeéééééééeeeée(Ti t(bignature) (Date)

Bidder'sOf yci al St amp
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DECLARATION AND COMMITMENT TO THE CODE OF ETHICS

,,,,,,,,,,

| éeéeéeéeéeééééée...............Nmeofthe¢. (person)
Business/Company/Finnée ¢ ¢ ¢ é éeéeéeeeeéeéé. .. ...........decla
and fully understood the contents of theoc Procurement & Asset Disposal Act, 2015,

Regulations and the Code of Ethics for persons participating in Public Procurement and Asset

Disposal and my responsibilities under the Code.

| do hereby commit to abide by the provisions of the Code of Hibiiggersons
participating in Public Procurement and Asset Disposal.

(Company Seal/Rubber Stamp
where applicable) Witness
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APPENDIX 1-FRAUD AND CORRUPTION

(Appendix 1 shall/l not be modiyed)
1.0 Purpose
1.1 The Government of Kenya's Arflorruption and Economic Crime laws and their

2.0

2.1

2.2

sanction's policies and procedures, Public Procurement and Asset Disposal. A&

of 2015)and its Regulation, and any otheen§a's Acts or Regulations related to
Fraud and Corruption, and similar offences, shall apply with respect to Public
Procurement Processes and Contracts that are governed by the laws of Kenya.

Requirements

The Governmentof Kenyarequiresthatall parties including Procuring Entities,
Tenderers (applicants/proposers), Consultants, Contractors and Suppliers; any Sub
contractors, Susonsultants, Service providers or Suppliers; any Agents (whether
declared or not); and any of their Personnel, wmedland engaged in procurement
under Kenya's Laws and Regulation, observe the highest standard of ethics during the
procurement process, selection and contract execution of all contracts, and refrain
from Fraud and Corruption and fully comply with Kenyla\ws and Regulations as per
paragraphs 1.1 above.

Kenya's public procurement and asset disposalnact33 of 2015under Section 66
describes rules to be followed and actions to be taken in dealing with Corrupt,
Coercive, Obstructive, Collusive or&Ffu dul ent pr acti ces, and
procurement including consequences for offences committed. A few of the provisions
noted below highlight Kenya's policy of no tolerance for such practices and behavior:

1) a person to whom this Act applies dhabt be involved in any corrupt, coercive,
obstructive, collusive or fraudul ent
procurement or asset disposal proceeding;

2) A person referred to under subsection (1) who contravenes the provisions of that
subsection commits an offence;

3) Without limiting the generality of the subsection (1) and (2), the person sball be

a) di squaliyed from entering into a contra

proceeding; or

b) if a contract has already been entered into with theopethe contract shall be
voidable;

4) The voiding of a contract by the procuring entity under subsection (7) does not
limit any legal remedy the procuring entity may have;

5 An employee or agent of the procuring entity or a member of the Board or
committee ot he procuring entity who has a
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6)

procuremerd
a) shall not take part in the procurement proceedings;

b) shall not, after a procurement contract has been entered into, take part in any
decision relating to the procurement ontract; and

c) shall not be a subcontractor for the bidder to whom was awarded contract, or a
member of the group of bidders to whom the contract was awarded, but the
subcontractor appointed shall meet all the requirements of this Act.

An employee, agent amember described in subsection (1) who refrains from
doing anything prohibited under that sabson, but for that subsection, would

have been within hi s or her duti es shal

procuring entity;

| f a person contravenes subsection (1)
described in subsection (5) (a) and tlmmtcact is awarded to the person or his

relative or to another person in whom one of them had a direct or indirect
pecuniary interest, the contract shall be terminated and all costs incurred by the
public entity shall be made good by the awardinfy y &te.r .

2.3 In compliance with Kenya's laws, regulations and policies mentioned above, the

Procuring Entity:

ayDbeynes broadly, for the purposes of the a
follows:

) Acorrupt practiceo i s solcengaiettligaori ng, gi v
i ndirectly, of anything of value to inp
party;

i) Afraudul ent practiceo i s any act or omi
knowingly or recklessly misleads, or attempts to mislead, a fradtain
ynancial or other beneyt or to avoid an

i) Acoll usive practiceo i s an arrangement
to achieve an I mproper purpose, includi
of another party;

iv) icoer ci v eimpairirgortharmirgpor threatening to impair or harm,
directly or indirectly, any party or th

improperly the actions of a party;
vv Aobstructive practiceo i s:

A deliberately destroying, falsifying, altering, or concealing esidence
material tothe investigatioror making false statements to investigators in
order to materially impede investigation by Public Procurement Regulatory
Authority (PPRA) or any other appropriate authority appointed by
Government of Kenya into allagons of a corrupt, fraudulent, coercive, or
collusive practice; and/or threatening, harassing, or intimidating any party
to prevent it from disclosing its knowledge of matters relevant to the
investigation or from pursuing the investigation; or

A acts inteded to materially impede the exercise of the PPRA's or the
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b)

d)

f)

appointed authority's inspection and audit rights provided for under
paragraph 2.3 delow.

Deynes mor e speciycally, i n accordance

provisions set forth for frauduié and collusive practices as follows:

"fraudul ent practice"” i ncludes a misrepr

procurement or disposal process or the exercise of a contract to the detriment of
the procuring entity or the tenderer or the contmacémd includes collusive
practices amongst tenderers prior to or after tender submission designed to

establish tender -cpmpetitve $evela &nd @ rdeprive ¢he a | no:
procuring entity of the beneyts of free a
Rejectsaprposalforawaraof a contract If PPRA deterr

individual recommended for award, any of its personnel, or its agents, orts sub
consultants, subontractors, service providers, suppliers and/ or their employees,
has, directly or indirety, engaged in corrupt, fraudulent, collusive, coercive, or
obstructive practices in competing for the contract in question;

Pursuant to the Kenya's above stated Acts and Regulations, may sanction or
recommend to appropriate authority(ies) for sanctiosingd debar ment of
or individual, as applicable under the Acts and Regulations;

Requires that a clause be includedrenderdocuments and Request for Proposal
documents requiring (i) Tenderers (applicants/proposers), Consultants,
Contractors, and Sppers, and their Subontractors, Subconsultants, Service
providers, Suppliers, Agents personnel, permit the PPRA or any other appropriate

authority appointed by Government of Kenya to ins%eﬂtaccounts, records and
other documents relating to theéopurement process, selection and/or contract
execution, and to have them audited by auditors appointed by the PPRA or any
other appropriate authority appointed by Government of Kenya; and

Pursuant to Section 62 of the above Act, requires Applicants/Tensd® submit

along with their Appl i c @teicd mg/aT a rode rsad rPm¢

included in the procurement document declaring that they and all parties involved
in the procurement process and contract execution have not engaged/will not
engagen any corrupt or fraudulent practices.

1For the avoidance of doupt, a party's inelilgibilit,y to be awarded a contract shall include,
[

without limitation, (i) applying for pr& u a,

cati on, eaxgnsulascg i ng

and tendering, eithér directly or as a nominated-sohtractor, nominated consultant,
nominated manufacturer or'supplier, or nominated serproeider,in respect of such
contract, and (i) entering imtan addendum or amendment introducing a material

mo d

Il ycatil on t o any exl sting contract.

2 Inspections in this context usually are investigative (i.e., forensic) in nature. They
involvefacty ndi ng acti vities undertakemmsby

ap

t he |
pointed by the Procuring Entity to addre

investigations/audits, such as evaluating the veracity of an allegation of pdssbi®
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and Corruption, through the appropriate mechanisms. Such activity includes but is not

imi ted to: accessing and examining a yrm' s
information, and making copies thereof as relevant; accessing and examining any other
documents, data and information (whethehard copy or electronic format) deemed

relevantfor the investigation/audit, and making copies thereof as relevant; interviewing

staff and other relevant individuals; performing physical inspections and site visits; and
obtaining third party veriycation of infor.
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FORM OF TENDER SECURITY - DEMAND BANK GUARANTEE

Beneyci ary:

Request forTendersNo:

Date:

TENDER GUARANTEE No.:

Guarantor:

1 Wehave been informed that (herein  after called "the
Applicant ") has submitted or wiréraftes ub mi t t
called "the Tender") for the execution of

under Request forenderdNo. (Athe 1 TTO) .
2 Further mor e, we understand that  Tendescor di ng

must be supported byTenderguarantee.

3. Atthe request of the Applicanie, as Guarantor, hereby irrevocably undertake to pay
the Beneyciary any sum or sums (not exceedi:
upon receipt by us of t he Beneyciary's C
Beneyciary's statement, seipagatelsigmed dooumenth e  d e n
accompanying or identifying the demand, stating that either the Applicant:

a) Has withdrawn itsTenderduring the period offendervalidity set forth in the
Applicant's Letter ofTender( f tTenelerValidity Per i od o) , onr any e
there to provided by the Applicant; or

by Having been notiyedTendérb t httheacBempe aaicar y f
the TenderValidity Period or any extension thereto provided by the Applicant, (i)
has failed to execute the contract agreement, or (ii) has failed to furnish the
Performance.

4.  This guarantee will expire: (a) if the Applicant is the succesEédererupon our
receipt of copies of the contract agreement signed by the Applicant and the
Performance Security and, or (b) if the Applicant is not the succéssfidlererupon
the earler of (i) our receipt of a copy of titeney ci ary' s notiycation
of the results of the Tendering process; or(ii)twegight days after the end of the
TendeValidity Period.

5 Consequently, any demand for payment under this guarantee must be received by us at
t he of y c abovie ondi befard tieatidate.

[signature(s)]
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3.0 FORM OF TENDER SECURITY (TENDER BOND)

[ The Sur et y Tented®Bdnt Fosmlinl accordance Wwith s

the instructions indicated BOND NO.

1  BY THIS BOND [name of tendererps Principal (hereinafte cal | ed fthe Pri
and [name, legal title, and address of suretgljthorized to transact business in
[name of country of Purchaserffs Sur ety (herein after call e

and yr mly [bame ofPurchasdrlas Obligee (hereim f t er call ed i

Pur chaser 0) [amonnt df del]:’[munt inowords] for the payment of
which sum, well and truly to be made, we, the said Principal Sunety, bind

ourselves, our successors and amsntsgns, | 0i

2. WHERE AS the Principal has submitted or will submit a writenderto the Purchaser

//////////////

Contract]( herein after called the fAiTender o) .

3 NOW, THEREFORE, THE CONDITION OF THI®BLIGATION is such that if the
Principal:
a) Has withdrawn itsTenderduring the period offendervalidity set forth in the
Principal's Letter ofender( i tTéndeValidityPer i odo) , or any exte
provided by the Principal; or

b) having been not i ye dTenddrby thdhRurchasercdaring then c e o f
TenderValidity Period or any extension thereto provided by the Principal; (i) failed
to execute the Contract agreement; or (ii) has failed to furnish the Performance
Security, i n accordance wi t h t he |l nstructions

Purchaser's Tendering document.

Then the Surety undertakes to immediately pay to the Purchaser up to the above

amount upon receipt of t he Purchasrer' s yr:
having to substantiate its demand, provided that in its demand the Purchaser shall state

that the demand arises from the occurrence of any of the above events, specifying
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which event(s) has occurred.

4.  The Surety hereby agrees that its obligation will rema full force and effect upto
and including the date 30 days after the date of expiration off ¢heerValidity
Period set forth in the Principal's Letter Ténderor any extension thereto provided

by the Principal.

5 IN TESTIMONY WHEREOF the Principaland the Surety have caused these presents

to be executed in their respective names this day of

PRI NCI PALéeéeéeéééecéeéeé. . SURETYéeéeéeké
Corporate Seal (where appropriate)
Sighatureéeéeéeéeécéeeéeeééeee. Signatureeeéeeéeé
(Printed Nane and Title) (Printed Name and Title)

*The amount of the Bond shall be denominated in the currency Kenya shillings or the equivalent amount in a freely canveniyle
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4.0 FORM OF TENDER-SECURING DECLARATION

[The Bidder shall canplete this Form in accordance with the instructions indicated]

Date: ..o [insert date (aslay,month and year) ofender
Submission]
TendemMoO.: ..o [insert numberof tendering process]

,,,,,,,,,,,,,,,,,,,,,,,,,,

of Purchaser]

I/We, the undersigned, declare that:

1. I/Weunderstand that, according to your conditions, bids must be supported by a Tender
Securing Declaration.

2. I/We accept that I\@ will automatically be suspended from being eligible for tendering
in any contract with the Purchaser for the period of time of [insert number of months or
years] starting on [insert date], if we are in breach of our obligation(s) under the bid
conditions because wida) have withdrawn our tender during the period of tender
validity speciyed by wus in the Tendering Dz¢
acceptance of our Bid by the Purchaser during the period of bid validity, (i) fail or
refuse to emcute the Contract, if required, or (ii) fail or refuse to furnish the
Performance Security, in accordance with the instructions to tenders.

3. l/Weunderstand that thifenderSecuring Declaration shall expire if we are not the
successful Tenderer(s), updretearlier of:

a) our receipt of a copy of your notiycation
b) thirty days after the expiration of oliender.

4. I/We understand that if | am/we are/in a JOo#@nture,the TenderSecuring Declaration
must be in the name of the Joenturethat submits the bid, and the Jowgnturehas
not been legally constituted at the time of bidding, TeaderSecuring Declaration
shall be in the names of all future partners as named in the letter of intent.

,,,,,,,,,,,

rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrr

Name: eééecéeecéecéeecéeecéeecééeecéeéeecéeceée

Duly authorized to sign the bid for and on behalf of:

,,,,,,,,,,,,,,,,,,,,,,,,,

of Tenderer)

,,,,,,,,,,,,,,,,,,

Dated on This Day ¢ééééceeeeéeééée. . of eeeéeéé
date of signingnd seal or stamp)
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5.0 APPENDIX TO TENDER
Schedule of Currency requirements
Summary of currencies of the Tender for

(Insert name of section of the works)

Name of Currency Amounts Payable

,,,,,,

Local Currencyéééééé

ForeignCurreng # 1. éééééé é

Foreign Currency # 1

Foreign Currency # 1

Provisional sums expressed in local currenc

,,,,,,,,,,,,,,,,,,,

eeeéééééeeceeceeeééééé |(Tobeentered by the procuring entity)

6.0 TECHNICAL PROPOSAL

The tender shall complete thesetgets as a Technical proposal to indicate how
he/she intends to proceed with the works. The Procuring entity will review these
Proposals and determine the extent to which they meet the required standards to
complete the works.

6.1  Site Organization

[insert Site Organization information]

6.2 Method Statement

[insert Method Statement]

6.3 Mobilization Schedule

[insert Mobilization Schedule]

6.4 Construction Schedule

[insert Construction Schedule]
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PART 2: WORK REQUIREMENTS
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SECTION VI : BILLS OF QUANTITIES
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PREAMBLE TO BILL OF QUANTITIES

1. The Bills of Quantities forms part of the Contract Documents and are to be read in
conjunction with the Instructions to Bidders, Conditions of Contract Parts | and I,
Specificaions and Drawings.

2. The brief description of the items in the Bills of Quantities is purely for the purpose of
identification, and in no way modifies or supersedes the detailed descriptions given in the
Conditions of Contract and Specifications for thé @irection and description of work
and materials.

3. The Quantities set forth in the Bills of Quantities are estimated, representing substantially
the work to be carried out, and are given to provide a common basis for bidding and
comparing of Bids. The is no guarantee to the Contractor that he will be required to
carry out all the quantities of work indicated under any one particular item or group of
items in the Bill of Quantities. The basis of payment shall be the Contractor's rates and
the quantites of work actually done in fulfilment of his obligation under the Contract.

4, The prices and rates inserted in the Bills of Quantities will be used for valuing the work
executed, and the Engineer will only measure the whole of the works executed in
accodance with this Contract.

5. A price or rate shall be entered in ink against every item in the Bills of Quantities with
the exception of items that already have Provisional sums affixed thereto. The bidders are
reminded that no Aifilluenpmd di scbudedowr ht eb
rates for various items should include discounts if any. Bidders who fail to comply will
be disqualified.

6. Provisional sums (includin®ay workg in the Bills of Quantities shall be expended in
whole or in parat the discretion of the Engineer in accordance with-Glabise 52.4 and
Clause 58 of Part | of the Conditions of Contract.

7. The price and rates entered in the Bills of Quantities shall, except insofar as it is
otherwise provided under the Contract, in€udll Constructional plant to be used,
labour, insurance, supervision, compliance testing, materials, erection, maintenance of
works, overheads and profits, taxes and duties (excluding VAT) together with all general
risks, liabilities and obligations setibor implied in the Contract, transport, electricity
and telephones, water, use and replenishment of all consumables, including those
required under the contract by the Engineer and his staff.

8. Errors in the pricing of the Bills of Quantities will be ceeted in accordance with Clause
29 of instructions to bidders.
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9. The whole cost of complying with the provisions of the Contract shall be included in the
Items provided in the priced Bill of Quantities, and where no Items are provided, the cost
shall be demed to be distributed among the rates and prices entered for the related Iltems
of Work.

10. General directions and descriptions of work and materials are not necessarily repeated or
summarized in the Bill of Quantities. References to the relevant sectidims Gbntract
documentation shall be made before entering prices against each item in the priced Bill of
Quantities.

11. The method of measurement of completed work for payment shall be in accordance with
Standard Specification for Road and Bridge Construcbbithe Ministry of Transport
and Communications, 1986.

12. " Aut horised" fADirected" or "Approved" shal
the Engineer.

13.  Unless otherwise stated, all measurements shall be net taken on the finished work carried
out in accordance with the details shown on the drawings or instructed, with no
allowance for extra cuts or fills, waste or additional thickness necessary to obtain the
minimum finished thickness or dimensions required in this contract. Any work
performed in gcess of the requirements of the plans and specifications will not be paid
for, unless ordered in writing by the Engineer.

14.  Units of Measurement and abbreviations used herein shall have the following meanings:

Unit Abbreviation Unit Abbreviation

cubic meer m3or cu m millimeter mm

hectare ha month mth

hour hr number No.

kilogram kg provisional sum P.S.

kilometre km square meter m? or sq m

lump sum L.S. square millimeter mn¥ or sqg mm

meter m vehicle veh

metric ton (1,000 kg) t week wk

mths
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BILLS OF QUANTITIES

CONSTRUCTION OF 5.0M X 2.5M BOX CULVERT

BILL No.1: PRE LIMINARIES AND GENERAL ITEMS

Item No. Description Unit Quantity Rate Amount
Item
Code
01-50- | Allow Prime Cost Sum for PC
010 material testing SUM 1| 50,000.00
01-50- | Allow Prime Cost Sum for PC
011 Survey works and setting oul SUM 1| 50,000.00
01-80- | Allow a Prime Cost sum c PC sum 1
012 Kshs 100,000.00 for training 100,000.00
i Provide and erect publicity
Oéfg signs as directed bpe
Engineer NO. 1
01-80- Allow a prime cost sum for
026 the REs miscellaneuos PC
account SUM 11 100,000.00
Oég} Extra over 0180-026 for
profits and overheads % 100,000.00
Allow a prime cost for
01-80- | attendane to the RE,s
030 | supervisory staff including PC
overtime SUM 1| 200,000.00
Include percentage of PC su
01-80- | initem 0%:80-030 for
031 contractors overhead and
profit % 200,000.00

TOTAL FOR BILL NO.1 CARRIED TO THE SUMMARY PAGE

BILL N 0.4: SITE CLEARANCE AND DEMOLITIONS

04-50-
010

Clear the site for the bo
culvert including demolition
of the existing structure
removal of vegetation an
other deleterious materia
and prepare for setting out
the new structures.

PC
SUM

1

100000.00

TOTAL FOR BILL NO.4 CARRIED TO THE SUMMARY PAGE
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BILL No.7: EXCAVATION AND FILLING FOR STRUCTURES

Item No.

Description Unit Quantity

Rate

Amount

07-50-001

Allow for river training by
excavating in any material and
carting away the surplus mait for
the river to resume its original
course as will be directed by the
Engineer

Item 1

07-50-002

Excavation

Excavate in soft material to any
depth, backfill and compact or cart
away to spoil excavated material,a M3 150
in accordance to the spfcations
or Engineer's instructions.

07-50-003

Extra over item 0:50-002 above for|

3
excavation in hard material M 100

07-50-004

Selected Granular Fill Material

Provide, haul as necessary and
backfill; all in accordance with
specificdions and in conformity
with Engineers instructions

M3 102.6

07-50-005

Selected Porous Filter Material

Provide, haul as necessary and
backfill; all in accordance with
specifications and in conformity
with Engineers instructions

M3 91

07-50-006

Stone Pitching

Provide and place 200mm thic
stone pitching including groutini
all in accordance with specificatior M2 300
and in conformity with Engineer
instructions

07-50-007

Gabion mesh for boxes and
mattresses

Provide and fixgabion mesh for

2
boxes and mattresses, M 220

07-50-008

Rockfill to Gabions

Provide, haul over any distance an
place rockfill to gabion boxes and M3 40
mattresses

07-50-009

Water proof paper to be used
under concrete slabs and M2 182
foundation

TOTAL FOR BILL NO.7 CARRIED TO THE SUMMARY PAGE
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BILL No.9:

PASSAGE OF TRAFFIC

9.01

Temporary Traffic Signs and
Barriers on Deviation Roads

Provide,erect and maintain
temporary signs,barrier,lights the
deviation roads all in accordance ti
the specifications and as instructec
by the Engineer

Days

90

9.02

Maintenance of existing road

Allow for maintenance and gradir
of the existing road ,a minimum of
8M wide and compact all in
accordane with the specifications
for the duration of the contract.

M2

8000

9.03

Provision,laying and compact
natural gravel wearing course
150mm th.on the existing road all i
accordance with specifications or &
instructed by the Engineer.

M3

600

TOTAL FOR BILL NO.9 CARRIED TO THE SUMMARY PAGE
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BILL No.17 : CONCRETE WORKS

Item No.

Description Unit Quantity

Rate

Amount

17.01

Provide and haul all materials,
prepare, handle and place concret
class 15/20 for blinidg as specified
in the standard specification clause
174(b) to be paid for in cubic mete| M3 4.2
calculated as the product of the
foundation plan area as shown on
the drawings and the instructed
thickness.

17.02

Provide and haul all materials,
prepae, handle and place concrete
class 25/20 all in accordance with M3 75
the specifications and Engineer's
instructions.

17.03

Provide, erect and afterwards
dismantle and remove all F1 finish M2 287.6
formwork as specified by the
Engineer

17.04

(a)

(b)

Supply,at,shape,bend and place
reinforcement of the following
sizes; allin accordance with the
specifications and Engineer's
instructions.

High yield steel reinforcing bars to
BS 4461 diameter less than or equ T 3
to 16mm

As Item 17.09(a) ah@ but diametel

exceeding 16mm T 6

TOTAL FOR BILL NO.17 CARRIED TO THE SUMMARY PAGE

105




BILL No.21 : MISCELLANEOUS WORKS

Quantity Amount

Item No. Description Unit Rate
Contract Contract

Weepholes } _

Provideand cast 1.1m long 75mm
diameter Class C PVC drain pipe t
deck slab at both kerbs at
3000mmc/c (max)

21.03 No. 10

Provide balustrade of ARMCO
flex beam and 50mm galn(vaniz¢
steel pipe hand rail with 124

21.04 X75x8mm rectangular hollow M 80
section(RHS) gpport
posts@2000mm c/c anchored in
deck side beams

750mm long 25mm diameter
21.05 mild steel bolts properly grouted to No. 20
receive girders

TOTAL FOR BILL NO.21 CARRIED TO THE SUMMARY PAGE

SUMMARY
BILL ITEM DESCRIPTION
NO. AMOUNT
1 Preliminary and General
Items
4 Site clearance and demolitiol
r Excavation and filling of
structures
9 Passage of traffic
17 Concrete works
21 Miscellaneousvorks
SUB TOTAL 1
ADD 16% VAT

s 7

eeééeeéeecéececté

D
D
D
D
D
D
N

5 .Dat e

o)
(]
(]
N
N
N
N
N
(]

Signed and Stamped
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SPECIFICATIONS

102

103

104

105

107

LOCATION OF CONTRACT
The Project is located iGhepyukWard Mt. ElgonSub County, Bungoma County.

EXTENT OF CONTRACT

The works to be executed under the Contract comprise mainly but not lioitesl t

following as shall be directed by the Engineer;

River diversion

Excavation

Bottom slab/bed construction
Abutment Walling

Top slab construction

Backfilling

Grading and gravelling of approaches

NookrwhE

PROGRAMME OF EXECUTION OF THE WORKS

The contraair shall provide the works programme, required under clause 8 of the
Conditions of Contract, within 14 days of receipt of the Engineer's Order to commence
work. The programme shall be-oodinated with climatic and other conditions to provide
for the compétion of the works in the order and by the time specified.

The Contractor shall carry out the contract in accordance with the programme agreed
with the Engineer, but he shall in no manner be relieved by the Engineer's approval of the
programme, of his olgation to complete the works in the prescribed order and by the
prescribed completion date and he shall from time to time review his progress and make
such amendments to his rate of execution of the works as may be necessary to fulfil his

obligations.

ORDER OF EXECUTION OF WORKS

In addition to Clause 105 of the Standard Specification the Contractor shall carry out the
Works such that a continuous and consecutive output of fully completed work is

achieved.

TAKING OVER CERTIFICATE
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The minimum éngth of the road for which a certificate will be issued under clause 48 of

the conditions of Contract shall be a whole length of the road substantially completed.

109 NOTICE OF OPERATIONS

Add the following subClause. Notification Terms It shallbeeth Cont r act or 6 s
responsibility to notify the Engineer when any item of works scheduled are completed
and ready for approval, and the contractor shall give sufficient notice to allow control test
to be performed. Explosive and Blasting The requirementsdfdivs of Kenya

governing explosives and other requirements and regulations of Government of Kenya
and other authorities shall be complied with. No explosives of any kind shall be used
without prior written consent of the Engineer. The Contractor shablety responsible

for the provision, handling, storage and transporting of all explosives, ancillary materials

and all other items of related kind whatsoever required for blasting.

120 PROTECTION OF EXISTING WORKS AND SERVICES

The Contractor shall acqima himself with the position of all existing services such as
sewers, water drains, cables for electricity and telephone, lighting and telephone poles,
water mains, etc., before commencing any excavation or other work likely to affect the
existing service. The cost of all plant, equipment and materials, labour, technical and
professional staff, transport and the like necessary for determining the locations of
existing services, including the making good of any damage caused to such services all to
the saisfaction of the Engineer, shall be deemed to be included in the tender rates. No
other payment shall be made for the costs of such operations, nor for the making good of
damage caused thereby to the existing services. The Contractor shall be heldbiesponsi
for injury to existing structures, works or services and shall indemnify and keep
indemnified the Employer against any claims in this respect (including consequential

damages).

124 LAND FOR ALL CAMPS SITES AND FOR THE CONTRACTOR'S OWN
PURPOSES, INCLUDING TEMPORARY WORKS.

Notwithstanding Clause 124 of the Standard Specification all requirements of land for
temporary works and construction purposes shall be to the approval of the Engineer but
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the Contractor will make all necessary arrangements withrtigerty owners concerned

and pay all charges arising therefrom. On or before completion of the Contract, the
Contractor shall remove all temporary works and shall restore all such land to the
condition in which it was immediately prior to the occupatizereof as far as is

reasonable and practicable. No separate payment will be made to the Contractor on
account of these items and the Contractor must make due allowance for them in his rates.
Notwithstanding Clause 120 of the Standard Specifications,ah&dctor shall be

required to appoint competent surveyors who will liaise with the Engineer on matters
related to the demarcation of the existing road reserve, site measurements, removal and

reinstatement of existing services.

128 STORAGE OF MATERIALS

All materials shall be stored on Site in a manner approved by the Engineer and the
Contractor shall carefully protect from the weather all work and materials which may be
affected thereby.

129 TEST CERTIFICATES

When instructed by the Engineer the Contiashall submit certificates of test from the
suppliers of materials and goods required in connection with the works as the Engineer
may require. Such certificates shall certify that the materials or goods concerned have
been tested in accordance with thquirements of the specifications and shall give the
results of all the tests carried out. The Contractor shall provide adequate means of
identifying the materials and goods delivered to the site with the corresponding

certificates

131 SIGNBOARDS

The Mntractor shall provide and erect two (2) publicity signs on the site as directed. The
Engineer shall, as shown in the Drawings, direct the minimum dimensions and thickness
of the steel framework and sheet. The framework and sheet shall be preparedataad pai
black, while the ring at the top of the supporting frames shall be painted white. The
wordings and Bungoma County logo shall be printed on backlit sticker paper resistant to
the effects of weather using reflectorized paint or material approved Engieecer. The
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132.7

colours, fonts and heights of the letters shall be as indicated on the attached drawings and

as directed by the Engineer.

Signboard shalll be removed and transported
Period.
ENGI NEERGO6 S TORBANDASURVEY EQUIPMENT

The Contractor shall provide Engineerodos | a
and provide all the laboratory equipment, reagents and survey equipment as required by

the Engineer. The Contractor shall be paid under apptegnilaitems in the Bills of

Quantities or on provision of receipts as required by the Engineer.

The Contractor may be directed to pay for stationery, equipment or reagents that are
foresaid and also pay for servicing and repair of the laboratory equiifr@ieg used on

the project. The Contractor shall provide, install and maintain in a good state of repair,
such laboratory, survey and other equipment as listed for the duration of the contract.

Such equipment shall be of approved manufacture, andoghalhde available to the
Engineer for the Engineero6s exclusive wuse
weeks after the Engineerdés order to supply

complete to perform the tests.

The equipment shall revt to the Employer on completion of the Contract Any delays to
the Contractor or the Contractords activit
perform survey work, field or | aboratory t
and/or maintain th said equipment shall be deemed to have been caused entirely by the
Contractords own actions, and any conseqgue

such.

The payment to comply with this requirement is provided in the Bill of Quantities and
ownershp of all equipment shall revert to the Employer after the completion of the
Works.

Failure by the Contractor to provide or maintain the equipment shall make him
responsible to bear all costs that may be

dternative means of communication, including delays in supervision and approval of
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Works by the Engineer. List of Laboratory and Survey Equipment shall revert to the
Employer at the end of the Contract. The laboratory equipment shall be porpdsdor

us in highways materials testing laboratories and shall comply with the relevant British
(BS) or American (AASHTO) Standards.

Resident Engineer's Laboratory Furniture and Equipment
As listed in Appendix to Item 080-032 and 0480-033 of the bills of qudities.
Resident Engineer's Survey Equipment
As listed in Appendix to Item G&0-034 of the bills of quantities.
13221 ENGI NEER6S REPRESENTATI VE OFFI CE

The Contractor may be instructed by the Engineer under cl@wef the General

Conditions of Conmtact to make payments of general receipted accounts for such items as
stationery, stores, furniture and equipment, claims and allowances for supervision
personnel and any miscellaneous claims or the Engineer may direct the Contractor to
purchase or pay fdhe above. The Contractor will, on provision of receipts, be paid

under appropriate bill items in the BoQ.

The Contractor, when instructed, shal/l pr o

Equi pment specified belowraayi t h a deal er 6s
Three yearsd warranty
Satellite Phone Docking Station

Office docking adaptor that allows you to use Thuraya XT andPROD satellite or

equivalent phones indoors.

Easy to install and operate, the FDXT supports Voice, Data and Fax transmissidh
comes complete with satellite and GPS antennas with 25m cables to ensure seamless

satellite connectivity.
Size 221 x 176 mm

Voice call External telephone connection,
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Auxiliary handset connection Fax call

External G3 fax connection Power Univer8&/DC power supply: 110 240V; Input
power DC 12V/24V/34V

115 FDU-XT Features:

High-quality voice transmissions: Supports hignality voice transmissions via an

auxiliary handset, speakerphone or any analog extension telephonduvciitbnal: The
FDU-XT charges the satellite phone while docked in the cradle GmPRS services:
Supports GmPRServices with a USB port or DTE Circuit switched data: Supports

circuit switched data service at speeds of up to 9.6 kbps Fax services: Supports selected
Group3 analg fax machines and PC fax at speeds of up to 9.6 kbps PABX connection:
Supports PABX connection

132.3 COMMUNICATION FOR THE ENGINEEER

Internetandena i | services Where directed, the col
terrestrial or wireless internetmoectivity with minimum throughput speed of

128kilobytes per second for the exclusive use by the Engineer, including all accessories

and Terminal Equipment and pay for all associated installation, maintenance and usage
charges throughout the duration o ttontract. The contractor shall allow for the

provision and maintenance of internet connectivity and associated costs as per Appendix

to item 0180-026 of the Bills of Quantities.

137 ATTENDANCE UPON THE ENGINEER AND HIS STAFF

The costs, for attendanoequired by this Clause 137, shall be as specified in the

attached table:
Designation Number

Resident Engineer 1
Assistant Resident Engineet
Materials Engineer 1

Surveyor 1
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138

Senior Inspector

Senior Lab. Technologist
Inspectors

Lab Technician

CAD Technician

Chain Men

N P W AN R R

Leveller 1
and shall be paid for under Item-80-030A of the Bill of Quantities. In addition to the
above listed staff, the Employer will attach under training or internship/Industrial
attaciment additional number of technical staff comprising Engineers, Inspectors,
Surveyors and Materials Technologists. These staff shall be paid a stipend as shall be
directed by the Engineer and the Contractor shall be reimbursed under {&#r002 of
theBill of Quantities.

VEHICLES AND DRIVERS FOR THE ENGINEER AND HIS STAFF AND
METHOD OF PAYMENT

In addition to provisions of the Clause 138 of the Standard Specification, the Contractor
shall wherhave instructedb do so provide, fuel and maintaingnod working
conditions, with driver, the number and type of vehicle specified in the Bill of Quantities

for exclusive use of the Engineer and his staff throughout the Contract.

The Contractor shall insure comprehensively the vehicles for any licensedatrd

shall provide competent drivers during normal working hours and whenever required by
the Engineer. Should any vehicle supplied not be in road worthy condition, the
Contractor shall provide equivalent replacement vehicle until such time as tmalorigi
vehicle is repaired to the satisfaction of the Engineer and returned for use.

Payment for the vehicles up %000Km shall be by months. Payment for mileage above
5,000Km shall be made at a rate per kilometer.

The payment shall be inclusive of alkfg, lubricants, servicing, insurance, maintenance,
drivers and repairs. The rate shall include any overtime the driver might be due or any

other allowance to the normal working hours. Payment shall be made under relevant
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items in Bills of Quantities No..I'he vehicles provided under this clause shall revert to

the Contractor.
139 MISCELLANEOUS ACCOUNTS

The Contractor maybe instructed by the Engineer to make payments of general
miscellaneous accounts for such items as stationary, stores and equipment and
miscellaneous supervision personnel and claims or the Engineer may direct the
Contractor to purchase or pay for the above. The Contractor will be paid on a prime cost
basis plus a percentage for overheads and profits under appropriate items in tte Bills o
Quantities.

140 PAYMENT OF OVERTI ME FOR ENGI NEERGS JUNI OR

If the Contractor wishes to execute permanent work outside the Engineer's normal
working hours, as stated in Clause 108 of this Specification, then the payment for the
overtime for Enginer's support staff shall be paid by the Contractor, at the latest Ministry

of Labour rate.
142 ENVIRONMENTAL PROTECTION

The Contractor shall comply with the Statutory Regulations in force in Kenya regarding
environmental protection and waste disposal, stmall liaise with the National
Environmental Management Agency (NEMA). Within four (4) weeks of the order to
commence work, the Contractor shall prepare and submit a specific Environmental
Management Plan for the project and his operations, relatihg t@pproved

Environmental Impact Assessment.

The Environmental Management Plan shall outline potential environmental hazards and
risks, and provide an action plan to deal with the hazards, minimise the risks, and
mitigate adverse environmental impacts, amulude ageneral decommissioning plan
covering all relevant aspects of the project. The Environmental Management Plan shall

identify monitoring indicators and reporting requirements.

The Contractor shall be required to submit environmental progresssrépthe

Engineer every three (3) months.
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The Contractor shall ensure so far as is reasonably practicable and to the satisfaction of
the Engineer; that the impact of the construction on the environment shall be kept to a
minimum and that appropriate nsegmes are taken to mitigate any adverse effects during

the construction.

(a) The Contractor shall exercise care to preserve the natural landscape and shall
conduct his construction operations so as to prevent any unnecessary destruction,
scarring, or defacingf the natural surroundings in the vicinity of the work.

Except where clearing is required for permanent works, all trees, native

shrubbery, and vegetation shall be preserved and shall be protected from damage

by the Contract or 08dequpment Allunmdgcessary oper at
destruction, scarring, damage or defaci
operations shall be repaired, replanted, reseeded or otherwise corrected as directed
by the Engineer, and at the Contractord

(b) The Contractorlsall ensure that measures are in place to control soil erosion and
water pollution, by use of berms, dykes, silt fences, brush barriers, dams,
sediment basins, filter mats, netting, gravel, mulches, grasses, slope drains,
contour banks, and other erosiantrol devices and methods. Temporary erosion
control provisions shall be coordinated with permanent erosion control features to
assure economical, effective and continuous measures throughout the period of
the works. The Cont r thereqaineroests | Claugerm@2j on i
in that works need to be progressively finished so that permanent vegetation can
establish quickly to mitigate soil erosion and erosion of drains.

(c) The Contractor shall provide all the labour, equipment, materials, ané mean
required and shall carry out proper and efficient measures wherever and as often
as necessary to minimise the dust nuisance.

(d) The Contractor shall comply with all applicable Kenyan laws, orders and
regulations concerning the prevention, control and afeé of excessive noise.

Blasting, use of jackhammers, pile driving, rock crushing, or any other activities
producing highintensity impact noise may be performed at night only upon

approval of the Engineer.
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(e) Immediately after extraction of materials, ladirrows pits shall be backfilled to
the satisfaction of the Engineer. In particular, borrow pits near the project road
shall be backfilled in such a way that no water collects in them.

() Spilling of bitumen fuels Oils and other pollutants shall be clegped u

(g9) The Contractor's attention is drawn to the requirements of the Standard
Specification in regard to the environment and in particular to the following
clauses:
Clause 115: Construction Generally
Clause 116: Protection from Water
Clause 136: Removaf €amps
Clause 605: Safety and Public Health Requirements
Clause 607: Site Clearance and Removal of Topsoil and Overburden

(h) Payment in respect of this Clause 142 is included as a Lump Sum in the Bill of
Quantities. Payment of the Lump Sum will be by eau@nthly instalments over
the period of the Contract excluding the Period of Maintenance. The total sum of
the instalments shall not exceed the Lump Sum, and payment of the monthly
instalment will only be made for that month if the Engineer is satidfigkhe
Contractor has fully complied with the requirements of Clause 142, otherwise the

Contractor shall forfeit such instalment.
SECTION 2: MATERIALS AND TESTING OF MATERIALS
205 SOILS AND GRAVEL
All materials testing shall be in accordance withisec2 of the Standard Specifications

SECTION 3 SETTING OUT & TOLERANCES 301 SETTING OUT

(a) In addition to the provisions of clause 3.01(a) if the traverse points to be used for the
setting out are close to the existing carriageway and interfere withrwctiet works
then the Contractor will have to relocate them to a location where they will not be
disturbed. The cordinates and heights of all traverse points so located shall be listed and
provided to the Engineer for checking and/or approval.
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Contrac¢or shall also monument the new centerline every 200m along straight and all
salient points along curves by a pin in the concrete beacon before commencement of any
works. The road reserve boundary posts shall have 12mm diameter steel pins embedded
in concete, 200mm long with 25mm exposed to the air, sticking out form its top surface.
This pin shall be cordinated and heighted and result of the same shall be provided to the
Engineer for approval. Cost of these works shall be included in the rates asradesep

item has been provided.

Commencement of the works shall not be permitted until this basic survey data has been

provided and approved by the Engineer for at least 2 Kms of the road.

(b) Detailed Setting Out

Reference pegs shall be 50mm by 50mm itice&00mm long driven 400mm firmly

into ground and painted white above the ground. The offset from centre line shall be
indicated by small nail 20mm to 25mm long with its head driven flush with the top of the
peg. Chainages, offset and reference elevatiatl be clearly indicated to the sides of the
peg to the satisfaction of the Engineer. After cutting of benches and prior to
commencement of earthworks or subgrade works, Contractor shall takesectess

again and submit the copy of the same to Eewyifior agreement. These crgsstions

shall then be used as basis of measurement for all subsequent layers, unless otherwise

stated.

SECTION 4 SITE CLEARANCE AND TOP SOIL STRIPPING

401

SITE CLEARANCE
Site Clearance shall be carried out as directetthé@y¥ngineer.
REMOVAL OF TOPSOIL

Topsoil shall include up to 200mm depth of any unsuitable material encountered in

existing or newly constructed drains, drainage channels, and accesses

SECTION 5: EARTHWORKS 504 PREPARATION PRIOR TO FORMING

EMBANKMENT
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Where benching of the existing pavement is required to accommodate earthworks subgrade or
subbase for widening of the road, the rate for compaction of existing ground shall be deemed to

cover this activity. Excavation in the pavement of the existing sbad be kept dry.

In the event of water penetrating the underlying layer, construction of the subsequent layers shall
be postponed until the underlying layers are dry enough to accommodate the construction plant
without deforming or otherwise showing tless.

Step construction shall be carried out per layer at the joint where excavating both vertically and
perpendicular to the direction of the travel. The step shall be 500mm perpendicular to the
direction of the travel and 150mm vertical unless otherwistructed by the Engineer. Special

care shall be taken when compacting the new material at the joint ensuring that specified density

is achieved.
505 CONSTRUCTION OF EMBANKMENTS

Only material approved by the Engineer shall be used for fill in embartkmdaterial with
high swelling characteristics or high organic matter content and any other undesirable material
shall not be used, unless specifically directed by the Engineer. Unsuitable material shall include:

i.  All material containing more than 5% laeight or organic matter (such as topsaoil,
material from swamps, mud, logs, stumps and other perishable material)

i.  All material with a swell of more than 3% (such as black cotton soil)

ii.  All clay of plasticity index exceeding 50.

iv.  All material having moistte content greater than 105% of optimum moisture content
(Standard Compaction)
Subgrade: Shall mean upper 300mm of earthworks eithesiia or in fill and subgrade
shall be provided for as part of earthwork
The material for subgrade shall have a CBR of not less than 8% measured aftsr a 4
soak in a laboratory mix compacted to a dry density of 100% MDD (AASHTO T99) and
a swell of less than 1%.
Subgrade repair: Where directed by the Engineer, any localifatlire in the subgrade
shall be repaired by filling in selected soft, hard or natural of minimum CBR 30% and

compacted in accordance with clauses in the specifications applying to normal subgrade.
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508

511

517

Embankment repair: Where directed by the Engineer, angdbzed filling in soft, hard

or natural; selected material requirements shall be executed with Clause 505.
COMPACTION OF EARTHWORKS

At pipe culverts, all fill above ground level around the culverts shall be compacted to
density of 100% MDD (AASHT(.99) up to the level of the top of the pipes or top of
the surround(s), if any and for a width equal to the internal diameter of the pipe on either

side of the pipe(s) or surround(s) as applicable.

At locations adjacent to structures, all fill above grdlevel up to the underside of the
subgrade shall be compacted to density of 105% MDD (AASHTO T.99).

In case of fill around box culverts this should be carried out for the full width of the fill
and for a length bounded by the vertical plane passingghrthe ends of the wing

walls. Notwithstanding the provision of clause 503 of the standard Specification,
Compaction of subgrade material (i.e. material immediately below formation) in cut areas
shall not be carried out by the contractor in areas wherftmation is formed in hard

material, unless the Engineer issues specific instructions to the contrary are issued.

Where improved sulgrade material shall be required, this shall be compacted and
finished to the same standards and tolerances as tlypsedefor normal subgrade and

clauses in the specifications applying to normal subgrade shall also apply.
BORROW PITS

The first part of the Standard Specification is amended as folldvilbmaterial which is
required in addition to that providéxy excavation shall be obtained from borrow pits to
be located and provided by the Contractor but to the approval of the Engineer contrary to

what has been stated.
MEASUREMENT AND PAYMENT

Notwithstanding the provisions of clause 517 of the stangjadifications, the rate for
compaction of fill in soft material shall allow for the requirements of clause 508 of the
special specification and no extra payment shall be made for compaction around pipe
culverts (100% MDD AASHTO T.99).
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SECTION 6 - QUARRIE S, BORROW PITS, STOCKPILES AND SPOIL AREAS

601

602

603

GENERAL

Notwithstanding any indications to the contrary in the Standard specification the
Engineer will not make available to the Contractor any land for quarries, borrow pits,
stockpiles and spoil areaxcept for those areas in road reserves specifically approved

by him.

The contractor will be entirely responsible for locating suitable sources of materials
complying with the Standard and Special Specifications, and for the procurement,

Wining, haulage taite of these materials and all costs involved therein.

Similarly, the contractor will be responsible for the provision and costs involved in
providing suitable areas for stockpiling materials and spoil dumps. Should there be
suitable sites for spoil dups or stockpiles within the road reserve forming the site of the

works the Contractor may utilise these subject to the approval of the Engineer.

No additional payment will be made to the Contractor to cover costs arising from the
requirements for this Qlse and the Contractor must include these costs in the rates

inserted into the Bills of Quantities.
MATERIAL SITES

The information on possible material sites is given for the general guidance of bidders.
Bidders are however advised to conduct thein anvestigation as the information

contained therein is neither guaranteed nor warranted
PROVISION OF LAND

Notwithstanding any indications to the contrary in the Standard specification the
Engineer will not make available to the Contractor any fanduarries, borrow pits,
stockpiles and spoil areas, except for those areas in road reserves specifically approved
by him.
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605

The contractor will be entirely responsible for locating suitable sources of materials
complying with the Standard and Special Speations, and for the procurement,

Wining, haulage to site of these materials and all costs involved therein.

Similarly, the contractor will be responsible for the provision and costs involved in
providing suitable areas for stockpiling materials gmullsdlumps. Should there be
suitable sites for spoil dumps or stockpiles within the road reserve forming the site of the

works the Contractor may utilise these subject to the approval of the Engineer.

No additional payment will be made to the Contraatacdver costs arising from the
requirements for this Clause and the Contractor must include these costs in the rates

inserted into the Bills of Quantities.
SAFETY AND PUBLIC HEALTH REQUIREMENTS

In addition to clause 605, the contractor shall allompirofessionals to conduct lectures

to the workers regarding the spread of HIV/Aids.

SECTION 7 - EXCAVATION AND FILLING FOR STRUCTURES

703

707

709

712

EXCAVATION OF FOUNDATIONS FOR STRUCTURES

Unless otherwise instructed by the Engineer, all excavated surfacesanainother than

hard material, on which foundations for structures shall be placed, shall be compacted to
100% MDD (AASHTO T.99) immediately before structures are constructed. Thus in
Standard Specification, Paragraph 4, last lifeeplace "95%" with100%".

BACKFILLING FOR STRUCTURES

Unless otherwise instructed by the Engineer, all backfilling material shall be compacted
to a minimum of 100% MDD (AASHTO T.99).

EXCAVATION FOR RIVER TRAINING AND NEW WATER COURSES

Payments for river traingnand establishment of new watercourses shall only be made
where such work constitute permanent works. Works done for road deviation or other

temporary works shall not qualify for payment.

RIP-RAP PROTECTION WORK
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714

Quarry waste or similar approved madéshall be used to backfill scoured and eroded
side, outfall and cubff drain. The material shall be compacted to form a flat or curved
surface preparatory to stone [pitching of drainage channels, existing and new scour
checks as directed by the Engne

The surface to receive the pitching shall be compacted and trimmed to slope and the
stone hand laid, interlocked and rammed into the material to give an even finished
surface. The interstices of the Pitching shall be rammed with insitu materiahsitoe i
material immediately behind the pitching shall be compacted to minimum density of
100% MDD compaction (AASHTO T.99)

BACKFILL BELOW STRUCTRURES

Where instructed this shall be carried out in compliance with the requirements of Clause
507 and 804f the Standard Specification.

SECTION 8 - CULVERTS AND DRAINAGE WORKS

801

804

SCOPE OF SECTION

The operations specified in this section apply to the installation of drainage works and
reinstatement and improvement of the same. In addition, this Sectierscov

Extending of existing 450mm, 600mm and 900mm diameter pipes to be compatible with
the increased road width or acceddesilting and cleaning of existing pipes and outfall

drains to make them free flowing.
EXCAVATION FOR CULVERTS AND DRAINA GE WORKS
In the Standard Specifications, make the following amendments:

(a) In paragraph 6, line 3, and in paragraph 7, line 5 and in paragraph 11, line 6, delete
"95%" and insert "100%".

(b) Removal of Existing Pipe Culverts Where instructed by the EngitteeContractor
shall excavate and remove all existing blocked or collapsed culvert pipes of 450mm,
600mm and 900mm diameter including concrete surround, bedding, inlet and outlet

structure.

122



805

809

The void left after removal of culvert pipes shall be widea&decessary to
accommodate new concrete bedding, pipe and haunching. The payment of this work
shall be per linear metre of pipes removed, and the volume in m3 of inlet/outlet

structure removed.

The void left by removal of these pipes shall be carefulygerved in order to
accommodate replacement of 450mm, 600mm or 900mm diameter pipe culverts as
shall be directed by the Engineer.

(c) Removal of Other Existing Drainage Structures When instructed by the Engineer, the
Contractor shall demolish or remove atiier structure and payment for this shall be
made on day work basis.

(d) Excavation for Culverts and Drainage Works The Contractor shall carry out all
excavations for new culverts and drainage works to the lines, levels, inclinations, and

dimensions showaon the drawings or as instructed by the Engineer.

EXCAVATION IN HARD MATERIAL

In the Standard Specifications, Sdhuses 805(a) and 805 (b) delete "95%" and insert
"100%".

In subclause 809(a), paragraph 1, line 1, substitute "95%" with "100%".

In subclause 809(c), paragraph 2, line 4, between the words "compacted" and "and
shaped" insert the words "to 100% MDD (AASHTO T.99)". Hard material is material
that can be excavated only after blasting with explosives or barring and wedging or the
use ofa mechanical breaker fitted with a rock point in good condition and operated
correctly. Boulders of more than 0.2m3 occurring in soft material shall be classified as

hard material.

BEDDING AND LAYING OF PIPE CULVERTS
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Concrete pipes shall be laid od30mm thick concrete bed of class 15/20 and the pipes
shall be bedded on a 1:3 cement: sand mortar at least 50mm thick, 150mm wide and
extending the full length of the barrel. The rates inserted shall allow for compaction of
the bottom of excavation to @% MDD (AASHTO T.99).

810 JOINTING CONCRETE PIPES

The concrete pipes for the culverts shall have ogee joints and will be jointed by 1:2
cement: sand mortar and provided with fillets on the outside as described in clause 810 of

the Standard Specification.
812 BACKFILLING OVER PIPE CULVERTS

In the Standard Specifications, clause 812 a) Wherever the expression "dry density of
95% MDD (AASHTO T. 99)" occurs delete and replace with "dry density of 100% MDD
(AASHTO T.99)". The rates entered for laying of @igulverts shall allow for backfilling

to pipe culverts and compacting to 100% MDD (AASHTO T.99) and these works shall
not be measured and paid for separately.

814 SUBSOIL DRAINS

In the event of excavation for repairs exposing local seepage, springaameptably

high water table, the Engineer may instruct the provision of counter fort or French drains.
These drains shall consist of a trench excavated to the alignment, width, depth and
gradient instructed by the Engineer, and backfilled with approwegbacted clean hard
crushed rock material as specified in clause 815 of the standard specification. Where
these drains lie within the carriageway the carriageway shall be reinstated with
compacted stabilised gravel and surfaced with hot asphalt or aesdréssing as

instructed by the Engineer.
815 INVERT BLOCK DRAINS AND HALF ROUND CHANNELS

Invert Block Drains and Half Round Channels shall be constructed as shown in the
drawings provided in accordance with the Standard Specifications where diredted by t

Engineer.
817 REPAIRS TO DRAINS
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817.1

817.2

Cleaning, construction and Repair of Existing Drains

In areas of existing side drains, mitre or outfall drains where such are blocked, the Engineer shall

instruct the Contractor to clean and clear the draindree flowing condition.
The work shall consist of:

a) Stripping and removal of any extraneous material to spoil including vegetation
and roots in the drains to the satisfaction of the engineer.
b) Spreading of any spoil to the satisfaction of the Engineepip the drains to
free flowing condition as directed by the Engineer and:
I.  Removing any broken side slabs for inverted block drains and replacing
with new ones.
ii.  Orremoving any broken inverted block drains and replacing with

Concrete class 20/20 and 44 BRC reinforcement.

Measurement and Payment for cleaning drains shall be by linear metre of drain cleaned
measured as the product of plan area and vertical depth of extraneous material instructed

to be removed.

Where insitu concrete is used measuremalhbe on cubic metre of concrete and BRC

area or weight in relevant unit e.g. Kg, Tonnes etc.
No extra payment will be made for removal of vegetation and roots.
Channels

The Engineer may instruct that the Contractor provides open channelsaropkxisting

sub drains where the latter may be damaged or in any other place. The rates entered by
the Contractor in the bills of quantities must include for removal and disposal of any sub
drain material, excavation to line and level, backfilling aochpaction as directed by the

engineer.

The channels shall be constructed of precast class 20/20 concrete of minimum 80mm
thickness and lengths or widths not exceeding 1000mm. Joints shall be at least 15mm

wide filled with 1:2 cement sand mortar.
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817.3 Rubbile fills for protection work

Quarry waste or similar approved material shall be used to back fill scoured and eroded
side, outfall and cubff drains. The material shall be compacted to form a flat or curved
surface preparatory to stone pitching of degje channels, existing and new scour checks

as directed by the Engineer.
817.5 Gabions

Gabions shall be constructed in accordance with clause 711 of the standard Specification.
817.6 Spoil Material

The Contractor shall be responsible for removal feite of all materials excavated in the
course of undertaking works in this section of the specifications, unless suitable for re

use, and deposit of the material in a spoil dump to be approved by the Engineer.
818 SCOUR CHECKS

Scour checks are to bermiructed in mass concrete in accordance with clause 818 of the

standard Specifications and the drawings as shall be provided.
819 CLEANING AND MAINTENANCE
819.1 Desilting of Pipe Culverts

Where instructed, Contractor shall desilt the existing pibheedis by removing all the
material from the pipe to make them clean and free flowing. Measurement and payment
shall be by the linear metres of pipessileed, regardless of diameter size.

SECTION 9 - PASSAGE OF TRAFFIC
903 MAINTENANCE OF EXISTING ROA DS

The Contractor shall maintain the existing project road ahead of works using compacted
asphalt concrete type | in accordance with the provisions in clause 168 B of the
Special Specifications or gravel material depending on the nature of thagveaurse

surface.
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904 CONSTRUCTION OF DEVIATIONS
(a)General

In addition to requirement of this clause, the Contractor shall construct and
complete deviations to the satisfaction of the Engineer before commencing any
permanent work on the existing ro#dso during these works the contractor is
supposed to provide a detour of adequate pipe culverts for pedestrian and traffic

crossing where there is bridge works.

Subject to the approval by the Engineer, the Contractor may maintain and use
existing roadsdr deviation. Payment for this, made in accordance with clause
912 (a) (i), shall be by th€ilometerused depending on the type of road used,
whether bituminous or earth/gravel. The rates shall include for the provision of

materials and the works involved

(b)Geometry

i The carriageway width of the deviations shall not be less than 6m wide

and suitable for 2vay lorry traffic unless otherwise specified.

il The carriageway width of the deviations shall not be less than 3.5 m wide

and suitable for-vay lorry trafic unless otherwise specified.

(c) Construction

Unless otherwise instructed gravel wearing course for the deviation shall be 150
mm compacted thicknesses complying with section 10 of the Standard

Specification.

The CBR at 4ay soak shall not be less th2hand the Pl range shall be- 9.

The Contractor shall allow in his rate for removal of any unsuitable material
before placing of gravel wearing course, as this will not be paid for separately. In
addition to provision of this claus€pntractor is requed to sprinkle water at

least 4 times a day at the rate ofl to 1.4 litres/Square meter in regular interval to
minimise the effects of dust. Latest sprinkling time shall be one hour before the

sunset. Where existing neighboring roads are used as dey@tintractor shall
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906

907

909

912

carry out repairs and maintenance in parent materials used for the existing base

and surfacing of the road being used.
PASSAGE OF TRAFFIC THROUGH THE WORKS

The Contractor shall arrange for passage of traffic through the worksydumstruction
whenever it is not practicable to make deviations. Any damage caused by passing traffic

through the works shall be made good at the contractor's own cost.
SIGNS, BARRIERS AND LIGHTS

Contractor shall provide signs, barriers and ligtgshown in the drawing in Book of
Drawings at the locations where the traffic is being carried off the existing road to the
deviation and back again to existing road. The Contractor shall provide ramps and carry
out any other measures as instructed kygEhgineer to safely carry traffic from the road

to deviation. Contrary to what has been specified in this clause the road signs provided
shall be fully reflectorized and in conformity with clause 9.1 of the "Manual for Traffic

Signs in Kenya Part 11",
ASSISTANCE TO PUBLIC

In addition to provision of clause 909, Contractor shall maintain close liaison with the
relevant authorities to clear any broken down or accident vehicles from the deviations

and the main road, in order to maintain smooth andfieafeof the traffic.

Further, the Contractor shall provide a traffic management plan to be approved by the
Engineer before the commencement of any construction works and execute the same, to

the satisfaction of the Engineer, during the entire perioda)@gt implementation.
A draft traffic management plan shall be submitted with Bid.
MEASUREMENT AND PAYMENT

Construct Deviation

Road Deviation

The Contractor shall be paid only 50% of the rate when he completes deviation road to

the satisfactiomf the Engineer. The balance shall be paid in equal monthly instalments
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over the contract period, as he satisfactorily maintains the deviation (as per clause 904

and 905 above) when it is in operation.

Where existing neighboring road has been used aata®yipayment shall be by the
kilometre rate and shall include the cost of repairs and maintenance of the road carried

out in parent base and subbase materials.
Maintain existing road

Asphalt Concrete or gravel for maintaining the existing road shafidaesured by the
cubic metre placed and compacted upon the road

Passage of traffic through the works
Payment shall be made on Lump Sum basis.
Assistance to Public

The Contractor will be deemed to have included cost of this item in other items and no

separate payment shall be made.

SECTION 10: GRADING AND GRAVELLING

1001 SCOPE

Grading covers the works involved in the reinstatement of the carriageway to the
camber by removing the high points and filling up gullies corrugations and wheel
ruts to restee smooth running surface. Gravelling consists of excavation, loading
hauling and spreading of gravel wearing course material on the formation of
carriageway. Gravel shall include lateritic gravel, quarzitic gravel, calcareous
gravel, decomposed rock, sefone coral rag, clayey sand and crushed rock.

The material may be obtained from borrow pits or excavation in cuttings. Gravel

material shall conform to the requirement givefable 10.1

TABLE 10.1
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GRADING REQUIREMENTS

AFTER COMPACTION PLASTICITY INDEX
REQUIREMENTS PI

Sieve % by Weight

(mm) Passing Zone Min Max

40 100

28 957 100 WET 5 20

20 8571 100

14 657 100 DRY 15 20

10 557 100

5 3571 92 BEARING STRENGTH

2 2371 77 Traffic DCP

1 187 62 VPD CBR Equivalent

0.425 147 50 mm/Blow

0.075 107 40 Greater than 15 | 25 11
Lessthan 15 |20 14
CBR at 95 % at MDD, Modified AASHTY(
and 4 days soak
Lower quality material (CBR 15) may
accepted if no begr material can be found

NB:  Wet Zone- mean annual rainfall greater than 500 mm.

Dry zone- mean annual rainfall less than 500 mm.

The Engineer shall approve quarries and their extent of exploitation. The quarries shall be
shown to the Contraatgrior to commencement of the Works. The Contractor shall be
responsible for the acquisition of the quarry rights and shall therefore conduct respective
negotiations with landowners and affected communities.

Alternative sources of gravel material whagelity can be shown to be in compliance
with the specification requirements may be used, with the proviso that the Employer is
not to incur additional expenses in connection with its winning and haulage. Contractor is
deemed to have included in his rafes the provision of the gravel material to have
included the cost of complying with the testing requirements.

1002 Removal of Overburden
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1003

The Item consists of excavation of overburden including loading, hauling and stockpiling
at the approved location$he thickness of the overburden layer to be removed shall be
determined from the depths of the trial pits dug at a 30m grid within the quarry area.

The overburden shall be removed and deposited neatly in order to use it again to reinstate
the quarry athe end of improvement work.

Work Method:
The contractor shall usabour or equipmentto carry out this item of work
Quiality Control

The location and manner of stock piling of the overburden for the reinstatement of the
quarry shall be visually ecked

Measurement and Payment

No separate measurement and payment shall be made for removal of overburden and
contractor shall be deemed to have allowed in his rates and prices for the cost.

Excavation of Gravel

The gravel shall be excaeal from quarries approved by the Engineer. It is the
Contractors obligation to inform the Engineer in the case that the quality / availability of
the gravel changes during the course of excavation.

Oversize stones and boulders shall be removed frorexitevated gravel and deposited
outside the quarry at locations approved by the Engineer. Such stones and boulders may
be reused for structures and scour checks

Work Method
i Labour based methods

The contractor shall excavate and stockpile the gravelys for efficient loading
by labour.

il Equipment methods

The Contractor shall excavate the gravel and stockpile in heap(s) for the efficient
loading by equipment.

Quality Control
A The widths of the loading bays shall be checked before excavation can

conmmence.
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A The loading bays shall be checked to ensure it is free draining.

Measurement and Payment

No separate measurement and payment shall be made for excavation of gravel and
contractor shall be deemed to have allowed in his rates and prices dosthe

1004 Haulage

1005

This activity involves loading of excavated gravel, haulage by appropriate equipment and
off-loading of the same as specified in the drawings or as directed by the Engineer.
Where the loads delivered in any load falls short of agegegpment capacity, dumping

shall not be permitted unless the agreed spacing is adjusted accordingly.

Where loads supplied are found to contain material other than from the approved quarry
and thus of unacceptable quality, the Engineer shall cause ahsgrrémoved from site
at the contractor's expense.

Work Method

The Contractor shall use a combination of both Labour and equipment to carry out this
Item work.

Quiality Control

1 No haulage equipment shall be used unless its capacity has beenresténza
Engineer.

1 The quality of gravel dumped on the carriageway/carriageway shall be visually
checked daily.

1 The quantity of material delivered in each load shall be checked before dumping
is allowed.

1 The distance between the stacks shall be chackied tape measure.

Measurement and Payment

No separate measurement and payment shall be made for haulage of gravel and
contractor shall be deemed to have allowed in his rates and prices for the cost.

Spreading and compaction of gravel
I. Labour methods . Equipment methods

This activity involves spreading gravel material, shaping to ensure uniform thickness of
the layer across the full width of the carriageway and to the specified camber. Spreading
also includes, removing any oversd stones or boulders which cannot be broken down

to required size, spoil dump.
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Where water needs to be added, it shall be applied in an even manner and the rate of
application shall be such that no transverse or longitudinal flows occur. Unless s¢herwi
instructed by the Engineer, the moisture content shall be within the range2é6 of

the optimum moisture content. Compaction will be carried out as specified in 5.05.

Work Method
The Contractor shall ugeabour or Equipmento carry out this BEm work.
Quiality Control

1 The gravel surface width shall be checked at every 100m interval using tape
measure and shall have tolerance of 5@mm.

1 Trial holes at every 100m shall be used to check the gravel surface thickness and
shall have a tolerae of + 5mm £ Omm.

1 The camber cross fall shall be checked at every 50m and the maximum tolerances
shallbe + £ 1 %

1 The longitudinal profile shall be checked with every load to ensure a smooth
surface with no corrugations or depressions

Measurement m?3
The unit of measurement shall be in cubic metres of compacted material on carriageway
Payment

The unit rate shall be the full compensation for labour, tools, equipment and any
incidental costs required for carrying out the work.

1006 Carriageway Grading
(i) Light Grading

This activity shall consist of trimming of the carriageway to control roughness
and corrugations using either a towed grader or a motorized grader. The width of
the carriageway shall be as specified in the drawings oredeli by the

Engineer.

Pegs 200 to 300mm shall be placed at 10 to 20 m intervals to mark edge of the
carriageway.

The material shall be bladed toward the center of the carriageway starting from
both edges to the specified camber.

Work Method

The ontractor shall use equipment to carry out this item work.
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Quiality Control

1 The width of the carriageway shall be checked using tape measure at every 10m
with tolerance of +50mm c20mm.

1 The camber shall be checked using camber board at every Smndighall have
a tolerance of +/1%
Measurement: m?

The unit of measurement shall be square meters of carriageway graded.
Payment

The unit rate shall be the full compensation for labour, equipment and any incidental
costs required for cariryg out the work.

i) Heavy Grading and Compaction

This activity shall consist of scarifying of the existing carriageway/carriageway surface,
cutting high spots and moving materials to fill potholes, corrugations and wheel ruts and
reshaping of the sface to the specified camber, using either towed or motorized grader.
All' loose rocks, roots grasses shall be removed and disposed well clear of the drains.

Pegs 300 to 400mm shall be placed at 10 to 20 m intervals to mark edge of the
carriageway.

Thematerial shall be bladed toward the center of the carriageway starting from both
edges until the specified camber is achieved. Compaction will be carried out as specified
in 5.05.

Work Method
The contractor shall use equipment to carry out this venk.
Quiality Control

1 The width of the carriageway shall be checked using tape measure at every 10m
with tolerance of + 50mm e20mm.

1 The camber shall be checked using camber board at every 5m with and shall have
a tolerance of +/1%

Measuremert: m?

The unit of measurement shall be square meters of carriageway graded.
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Payment

The unit rate shall be the full compensation for labour equipment and any incidental costs
required for carrying out the work.

1007

Restoration of Quarries and Borrow pits

The ground shall be levelled, topsoil hauled back and uniformly spread over the entire
exposed/excavation area.

Adequate drainage provisions shall be made to protect excavation areas. Where necessary
appropriate protection measures may berta&eavoid erosion of the spread topsoil layer.
Grass and trees may be replanted as directed by the Engineer.

SECTION 17 - CONCRETE WORKS

1703

MATERIALS FOR CONCRETE

This work shall consist of placing selected approved material of 250mm
minimum diameter on the foundation put after excavation to receive levelling

concrete in accordance with these specifications and in conformity with the lines,
grades and cross sections shown on the Drawings as directed by the Engineer.

(@) Materials

Selectedock: The selected rock builders to be placed for this work shall be hard,
sound, durable quarry stones as approved by the Engineer. Samples of the stone
to be used shall be submitted to and approved by the Engineer before any stone is
placed.

The maxinum size of the stone boulders shall be 300mm.

(b) Construction Method

After completion of the structural excavation the surface of the loose soil
shall be levelled and compacted. Then the stone of the above sizes shall
be placed in one layer of 250nower the compacted bed where the

bottom slab will rest. Coarse sand shall be spread to fill up the voids in
the stone boulders, and compaction with vibratory compactors should be
performed to make this layer dense whereon a concrete of levelling course
shall be placed.

135



1703(A)

(c) Measurement and payment

Measurement for the bedding materials shall be made in cubic metres for
the completed and accepted work, measured from the dimension shown
on the Drawings, unless otherwise directed by the Engineer.

Payment for the bedding Materials for Levelling Concrete Works shall be
full compensation for furnishing and placing all materials, all labour
equipment, tools and all other items necessary for proper completion of
the work in accordance with the Drawings apecifications and as
directed by the Engineer.

LEVELLING CONCRETE (CLASS 15/20) FOR BOTTOM SLAB
INCLUSIVE OF COST OF FORM WORKS

This work shall consist of placing and levelling lean concrete class 15/20 over
the prepared bed of stone bouklen the foundation for bottom slab awthg
wallsin accordance with these specifications and which conformity with the
lines, grades, thickness and typical crssstions shown on the drawings unless
otherwise directed by the Engineer.

€) Materials for Levelling Concrete
Requirement for the concrete class 15/20 is specifiéollas/s: -
Design compressive strength (28)ys :15N/mn¥
Maximum size of coarse aggregate :20mm
Maximum cement content 03@/n?.
Maximum water/cement ration of 50% with slump of 80mm.

(b) Construction Method
The bed of stone boulders upon which the levelling concrete will be
placed shall be smooth, compacted and true to the grades and cross
section shall be $¢o the required lines and grades.

(c) Measurement and payment

Measurement for levelling concrete (class 15/20) shall be made in cubic metres
completed and accepted levelling concrete work measured in place which is done
in accordance with the Drawgs and the Specifications.
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Payment for this work shall be the full compensation for furnishing and placing
all materials, labour, equipment and tools, and other incidentals to Specifications
and as directed by the Engineer.

Pay item No. 17/02 Levellingd@hcrete Works (Class 15/20) for Box Culvert and
wing walls inclusive of Cost of Form works.

1703 (C) FORMWORK FOR CULVERT WALLS

This work shall consist of all temporary moulds for forming the concrete for
culvert walls and slabs together with all tesvgry construction required for their
support. Unless otherwise directed by the Engineer all formworks shall be
removed on completion of the walls and slabs.

(@) Materials

Forms shall be made of wood or metal and shall conform to the shape,
lines anddimensions shown on the Drawings.

All timber shall be free from holes, loose material, knots, cracks, splits
and warps or other defects affecting the strength or appearance of the
finished structure.

Release Agents Release agents shall be either ndatamntaining a
surface activating agent, cream emulsions, or chemical agents to be
approved by the Engineer.

(b) Construction Method

(1 Formworks

Formworks shall be designed to carry the maximum loads that may be
imposed, and so be rigidly constted as to prevent deformation due to
load, drying and wetting, vibration and other causes. After forms have
been set in correct location, they shall be inspected and approved by the
Engineer before the concrete is placed.

If requested, the contractdnal submit to the Engineer working drawings
of the forms and also, if requested, calculations to certify the rigidity of
the forms.
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1703(D) CONCRETE WORKS (CLASS 20/20)

This work shall consist of furnishing, mixing, delivering and placing of the
corcrete for the construction of culvert walls and slabs, in accordance with these
Specifications and in conformity with the requirements shown on the Drawings.

Concrete class 20/20 shall be used as directed by the Engineer.
@) Concrete Materials

(i) Cement: Cement shall be of Portland type and shall conform to the
requirements of BS 12 or equivalent.

The contractor shall select only one type or brand of cement or others.
Changing of type or brand of cement will not be permitted without a new

mix design approved by the Engineer. All cement is subject to the
Engineero6s approval, however, approv
not relieve the Contractor of the responsibility to furnish concrete of the
specified compressive strength.

Conveyance focement by jute bags shall not be permitted. Storage in the
Contractords silo or storehouse shal
and age of cement after manufacture at mill shall not exceed more than

four (4) months. The Contractor shall submitite Engineer for his

approval the result of quality certificate prepared by the manufacturer.

Whenever it is found out that cement have been stored too long, moist, or
caked, the cement shall be rejected and removed from the project.

(b) Aggregates

Fine and coarse aggregates must be clean, hard, strong and durable, and
free from absorbed chemicals, clay coating, or materials in amounts that
could affect hydration, bonding, strength and durability of concrete.

Grading of aggregates shall confororthe following requirements:

Sieve Size Percentage by Weight Passing
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10 mm 100
5mm 89-100
2.5 mm 60-100
1.2 mm 30-100
0.6 mm 15 54
0.3 mm 5 40
0.15 mm 0-15

(i) Grading of Coarse Aggregates

Size  of Amounts finer than each standard sieve percentage by weight
Coarse Aggrega

40 30 25 20 15 10 5

100 - - 90-100 - 30-69 010 -

Other requirements for aggregates are as follows:

(i)  Fine Aggregates

(iv)

Fitness Modulus, AASHTO A : 231 3.1
Sodium Sulphate Soundness, AASHTO T104 Max. 10% loss

Content of Friable Particles AASHTO 112 Max 1% by weight

Sand Equivalent, AASHTO T176 : Min. 75

Coarse Aggregate
Abrasion, AASGTO T96 : Max. 405 loss
Soft Fragment and shale, AASHTO M80: Max. 5% by weight

Thin and elongated Pieces, AASHTO M80 : Max. 15%
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(V) Water

All sources of water to be used with cement shall be approved by
the Engineer. Water shall be free from injurious quantities of oil,

alkali, vegetable matter and salt as determined by the Engineer.

(vi)  Admixture

Only admixture, which have been tested andreygd in the site
laboratory through trial mixing for design proportion shall be
used.

Before selection of admixture, the Contractor shall submit to the
Engineer the specific information or guarantees prepared by the
admixture supplier.

The contracto shall not exclude the admixture from concrete
proportions.

Concrete class 20/20

Concrete class 20/20 shall be used as directed by the Engineer. The
requirements of Concrete class 20/20 are provided as follows unless
otherwise the Engineerilvdesignate any alteration.

Design compressive strength (28 days) : 20N/mnt
Maximum size of coarsaggregates : 20mm
Maximum water/cement ratio of 45% with slungd
80mm
(d) Proportioning Concrete

The Contractor shall congwlith the Engineer as to mix
proportions at least thirty (30) days prior to beginning the concrete
work. The actual mix proportions of cement, aggregates, water
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and admixture shall be determined by the Contractor under
supervision of the Engineer in teige laboratory.

The Contractor shall prepare the design proportions which has 120% of the
strength requirement specified for the designated class of concrete.

No class of concrete shall be prepared or placed until itgjglproportions have
been appreed by the Engineer.

(e)

Concrete Work
BATCHING

Batching shall be done by weight with accuracy of:

Cement . ¥ percent
Aggregate : Y% percent
Water andAdmixture : 1 percent.

. EQUIPMENT SHOULD BE CAPABLE OF MEASURING
QUANTITIES WITHIN THESE TOLERANCES FOR THE
SMARTEST BATCH REGULARLY USED, AS WELL AS FOR
LARGER BATCHES.

The accuracy of batching equipment should be checked every
month in the presence of the Engineer and adjusted when
necessary.

iii. Mixing and delivery
Slump of mixed concrete shall be checked and approved at an
accuracy of +25mm against designated slump in these
specifications.

iv. Concrete in hot weather
No concrete shall be placed when the ambient air temperature is

expected toexceedthirty-three degreesCelsius (33°c) during placement
operations). vConcreting at night

No concrete shall be mixed, placed or finished when natural light
is insufficient, unless an adequate approved artificial lighting
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system is operated, such higvork is subject to approval by the
engineer.

vi.  Placing

In preparation of the placing of concrete, the interior space of
forms shall be cleaned and approved by the engineer prior to
placing concrete. All temporary members except tie bars to
suppat forms shall be removed entirely from the forms and not

buried in the concrete. The use of open and vertical chute shall
not be permitted unless otherwise directed by the engineer.

The Contractor shall provide a sufficient number of vibrators to
properly compact each batch immediately after it is placed in the
forms.

) Measurement and Payment

Measurements for the Concrete Works Class 20/20 of culvert walls and
slabs shall be made in cubic metres for the walls and slabs actually
constructedmeasured from their dimensions shown on the Drawings.
Payment for the Concrete Works (Class 20/20) of culvert walls and slabs
shall be the full compensation for furnishing all materials of the concrete
mixing, delivering, placing and curing the concretguipment and tools,
labour and other incidental necessary for the completion of the work in
accordance with the Drawings and these Specifications and as directed by
the Engineer.

SECTION 20 - ROAD FURNITURE

2001 ROAD RESERVE BOUNDARY POSTS

Road reserve boundary posts shall be provided as directed by the Engineer as per the
attached drawings and in compliance with Standard Specification clause 2001.

The road shall be referenced at an interval of 250m or as instructed by the Engineer and
at right angles to the center line.

The concrete mix used for reference markers shall be of class 20/20.

142



2003

2004

The monument shall be IPC (Iron Pin in Concrete) of 4 No. TLOmm having a total length
of 1.65m with 1.35m and 0.45m above and below the ground level respective

The part above the ground level shall be square top of width 300mm and height of 1.35m.
The part below the ground level shall be conical in shape with the top base diameter of
300mm and base diameter of 600mm and depth 0.45m.

The monument shall be grast as one piece. The inscription KeNHA shall be done on
one side of each reference marker.

After erecting the monument, the bottom part shall be concreted with concrete of class
15/20. (and there after curing done for 7 days.

EDGE MARKER POST

Edge marker post shall be provided as directed by the Engineer and in compliance with
Standard Specification clause 2003

PERMANENT ROAD SIGNS

Permanent Road Signs shall be provided as directed by the Engineer and in compliance
with the requiremestof the "Manual for Traffic Signs in Kenya" Part Il and standard
Specification clause 2004.

2004B EXISTING ROAD SIGNS

2005

Where directed by the Engineer, the Contractor shall take down road signs including all
posts, nuts, bolts and fittings, and remove dispose of the concrete foundation and
backfill the post holes. The signs shall be stored as directed by the Engineer.

Measurement and payment for taking down road signs shall be made by the number of
signs of any type and size taken down, cleanedstordd as directed.

ROAD MARKING

Paint for road marking shall be internally reflectorized hot applied thermoplastic material
in accordance with Clause 219 of the Standard Specification.

The rates inserted in the Bills of Quantities for road kimgr shall include for prior
application of approved tack coat.
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2005A RAISED PAVEMENT MARKERS 1T ROAD STUDS MATERIAL

Road studs are moulded of acrylonitrile butadiene styrene (ABS) conforming to ASTM
Specification D1788 68, class 2-2 shell filled with inert, thermosetting compound and
filler. The lens portion of the marker of the marker is of optical menthlymethacrylic.

CONSTRUCTION

The road studs shall be constructed of high impact ABS containing almooltivex

glass lens reflector systemstall be of monolithic construction, and not less than 98.5.
m?. The height of the marker shall not exceed 17mm and the underside shall contain a
non-honeycomb base (flat).

REQUIREMENTS
The markers shall conform to the following requirements
Colour

Shall be white, yellow or red as specified and the Retaflectance values should
conform to the testing procedures of ASTME 8009.

Impact Resistance

The market shall not crack or break when tested using adr@®® weight from a height
of 1 metre(ASTM D 2444) or BS 3900 Part E3.

Resistance to Water Penetration

Shall not have water penetration behind the lens after submerged in a water bath at
70 + 50°F for 10 minutes. And it should still meet the reflectance Requirement. BS 998.

Heat Resistance
Shall comply with the initial brightness as per BS 873 Part IV of 1978
Night Visibility

The marker shall be bright as per BS 873 Part IV of 1978
Compression Resistance

There shall be no cracking sound at a pressure lower theom@$ as per BS 873 Part IV
of 1978.

Corrosion Resistance
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After immersing a sample of Road stud in a solution containing 30g/1 of sodium
chloride for 30 days, there shall not be any signs of corre@$098).

NOTE: These markers are intended fopkgation directly to pavement surfaces and are
compatible with raised pavement makers. These adhesives should be of high quality and
tested for conformance to customer requirements.

ADHESIVES

They shall be of Resin TypEpoxy of 2 different componengart 1 and 2 i.e Adhesive
and Reactor without any volatile solvents in both.

Pot life: not less than 20 minutes at 2D
Rotational cure time: between 20 and 30 minutes at°®D
Hard cure: Between 40 and 60 minutes at%®D

APPLICAT ION INSTRUCTION
Preparation of Pavements

Make sure that the road surface is absolutely dry and free of oil and.grease

Mixing of Adhesive

Pour component B into the container of component A. Stir mixture by hand with a
wooden or metal stick uihuniform Grey Tint without a strike is obtained.

Installation

Pour the mixture on to the underside of the road stud. Then place the road stud firmly on
the road surface. Adhesive should stand out for about 5mm to 10 mm over the edges of
the stud.

Protection from the Traffic

Protect studs from traffic for 2 hours until the adhesive has properly hardened. Try by
touching the adhesive.

NUMBER OF STUDS NEEDED FOR LABORATORY TESTS.
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2006

In order to approve a particular type of road stud, 4 saroptkstuds of each colour
shall be submitted.

GUARDRAILS

Contrary to the Standard Specification, guardrail posts shall be concrete 200 mm
diameter set vertically at least 1.2m into the shoulder as directed by the Engineer. Spacer
blocks shall ado be made of concrete.

Beams for guardrails shall be "Armco Flexbeam" or similar obtained from a
manufacturer approved by the Engineer.

2007 KERBS

2008

a) Vertical Joints

Vertical joints between adjacent Kerbs shall not be greater than 5 mm im widt
and shall be filled with a mortar consisting of 1:3 cement: sand by volume.

b) Transition between flush and raised kerbs

The transition between flush and raised kerbs (e.g. at bus bays) shall be termed as
ramped kerbs. The transition between flustl eaised kerbs shall occur within a
length of 2.0 m.

EDGE MARKER POSTS

Edge marker posts shall be provided as directed by the Engineer and in compliance with
Standard Specification clause 2008.

2009 RUMBLE STRIPS

2010

Where directed by the Enginedhe Contractor shall provide, place, trim, shape and
compact to line and level asphalt concrete rumble strips on the finished shoulders. This
shall be done to the satisfaction of the Engineer

BOLLARDS

Where directed by the Engineer, the Contracshall provide, and install 150mm
diameter steel encased bollards. The Bollards shall be concreted 300mm into the ground
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2011

and 900mm above the ground, they shall be painted and marked with two strips of retro
reflective yellow tape around the post. Coterghall be class 15/20.

MEASUREMENT AND PAYMENT

Road reserve boundary posts

Road reserve boundary posts shall be measured by the number erected

Permanent road signs

Permanent road signs shall be measured by the number of edchgrasize
erected.

Road marking

Road markings in yellow or white material shall be measured in square metres calculated
as the plan area painted.

Road Studs

Road studs shall be measured by the number of each particular size erected.
Guardrail

Guardrail shall be measured by the metre as the length of the guardrail constructed.
Kerbs

Kerbs shall be measured by the metre as the length of kerb constructed

SECTION 22-DAYWORKS

2202 MEASUREMENTS AND PAYMENT

(a) Plant

Where items of mjor plant listed in the schedule of Day works are specified by type
(e.g. Concrete mixer etc.) the power rating if such items of plant are provided by the
Contractor shall not be lower than the power ratings of such plant manufactured within
the last twoyears prior to the date of BID. Any item of major plant employed upon
Dayworks that has a power rating lower than specified above shall be paid for at rates
lower than those in the schedule of Dayworks. The reduction in the rate payable shall be
in propation to the reduction in power rating below that specified above.
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SECTION 23: CONCRETE PAVING BLOCKS

This works shall consist of providing, laying and fixing of concrete paving blocks and
concrete paving slabs on a sand base on the driveway and wsl&agother areas as
directed by the Engineer.

a. Concrete Paving Blocks

The paving blocks shall be of type S of any shape fitting within a 295 mm square
coordinating space and a work size thickness of at least 30 mm. The blocks shall
confirm to the requirements of BS 6717: Pt. 1:1986 or Kenya standard equivalent.

The laying shall be broken at intervals of 50 m by concrete ribs of class 25 concrete.

The blocks shall be laid on a 40 mm minimum sand base whose specifications are as in
section (b)of this specification.

b. Sand for Sand Base

Sand used as bedding for paving blocks and slabs shall be natural sand either pit or river
sand. The grading shall conform and be parallel as much as possible td ES@2rts

1 &2: 1984 for zones 1,8r 3. The other requirements shall be as specified in section
1703 (c ) of Standard Specifications.

c. Measurement and Payment

Payment for paving blocks and paving slabs shall be by square metre laid. The rate
guoted would include the cost of hageto site of the blocks, slabs and sand, as no extra
payment shall be made for haulage
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NOTES
Widen Carriageway by 0.5 m where guardrails are required
8 m width required to accommodate later upgrade to type
IVorV
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SIDE DITCHES AND CUT OFF DITCHES
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