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THIS DRAWING IS THE COPYRIGHT OF
THE ARCHITECT.

ITIS ILLEGAL TO USE IT FOR PURPDSES OF
CONSTRUCTION OR TO REPRODUCE IT IN
PART OR IN WHOLE WITHOUT THE
AUTHOR'S PRIOR CONSENT.

NOTES
GENERAL.
-All dimensions are in mm unless
ntherwise specified.

-Drawing are nat to be scaled,only figured dimensions to be used.
-The contractor must check and verify all dimensions on site and any
discrepancies to be reported to the architect before commencment of work.

all walls above ground floor slab.
STRUCTURAL

-For all R.C. wark,refer to Structural Engineer's details.

-All construction is to comply with the latest Kenya Bureau of Standards codes and Local -Depth of foundation to be detemined on site to S. Eng's approval

Autharity Bylaws and requlations

CONSTRUCTION.

-All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate
COUrSE. .

-All slab to be poured over 1000 gauge polythene sheet on a0 mm thick murram blinding | -All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate

on hardcore.

-All sl under slab around and under foundation to be poisoned for termite
-D.P.C.denotes Damp Proof Course. One layer of bitumminous felt to be provided on

course
-All black cotton soil to be removed from all buildings and paved surfaces.

ELECTRICALS

MECHANICAL

-All conduits must be laid before plastering

-All testing of pipes must be completed before plastering.

-All inspection chambers covers and framing shall be made of cast iron.
-Minimum slope in the drain pipes to be lin 100

-G6T denotes Gully Trap.

-The storm drain pipes to comply with BS 556 specification.

-SVP denotes Soil Vent Pipe to be provided at heads of drainage system.
-All underground foul and waste drain pipes shall be uPVC to comply with BS 5253 -FT denotes Floor Trap.

-Drains passing beneath buildings & driveways to be encased in 130 mm concrete
surround and should be minimum 450 mm below established ground level datum.

No chases will be allowed for pipes.Sleeves will be allawed only with written approval of
Structural Eng. No cutting of concrete without express approval of the Architect or
Structural Eng.

-All mechnical works must be co-ordinated with electrical works and any conflict must
be clarified before work begins.

-PV denotes Permanent Ventilation.

-IC denotes Inspection Chamber.
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THIS DRAWING IS THE COPYRIGHT OF | -Drawing are not to be scaled,only figured dimensions to be used. all walls above ground floor slab. ELECTRICALS -Drains passing beneath buildings & driveways to be encased in 130 mm concrete TITLE DRAWING TITLE NO. REVISION DATE
THE ARCHITECT. -The contractor must check and verify all dimensions on site and any STRUCTURAL -All conduits must be laid before plastering surround and should be minimum 450 mm below established ground level datum. PROPOSED CONFERENCE HALL AT LANTANA COMFY HOTEL.| ~ WORKING DRAWINGS AND DETAILED DESIGN
T IS ILLEGAL TO USE IT FOR PURPOSES OF| discrepancies to be reparted to the architect before commencment of work. -For all R.C. wark,refer to Structural Engineer's details. MECHANICAL No chases will be allowed for pipes.Sleeves will be allawed only with written approval of KAKAMEGA COUNTY. SCALE DATE JOB. NO.
CONSTRUCTION OR TO REPRODUCE ITIN | -All construction is to comply with the latest Kenya Bureau of Standards codes and Local -Depth of foundation to be detemined on site to 8. Eng's approval -All testing of pipes must be completed before plastering. Structural Eng. No cutting of concrete without express approval of the Architect or PLOT NO. AS SHOWN  |DEC. 2022.|\V.H. /01/2022
PART OR IN WHOLE WITHOUT THE Autharity Bylaws and requlations -All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate -All inspection chambers covers and framing shall be made of cast iron. Structural Eng. DESIGNED BY | ARCHITECT
AUTHOR'S PRIOR CONSENT. CONSTRUCTION. COUPSE. . -Minimum slope in the drain pipes to be lin 100 -All mechnical works must be co-ordinated with electrical works and any conflict must | CLIENT W.M. WESONGA
NOTES -All slab to be poured over 1000 gauge polythene sheet on a0 mm thick murram blinding | -All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate | -GT denaotes Gully Trap. be clarified before work begins. DRAWN BY
GENERAL. on hardcore. COUrSE -The storm drain pipes to comply with BS 556 specification. -PV denotes Permanent Ventilation. W.M. WESONGA
-All dimensions are in mm unless -All sl under slab around and under foundation to be poisoned for termite -All black cotton soil to be removed from all buildings and paved surfaces. -SVP denotes Soil Vent Pipe to be provided at heads of drainage system. -IC denotes Inspection Chamber. SHEET NO.

ntherwise specified.

-D.P.C.denotes Damp Proof Course. One layer of bitumminous felt to be provided on

-All underground foul and waste drain pipes shall be uPVE to comply with BS 5255,

-FT denotes Floor Trap.
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THIS DRAWING IS THE COPYRIGHT OF
THE ARCHITECT.

ITIS ILLEGAL TO USE IT FOR PURPDSES OF
CONSTRUCTION OR TO REPRODUCE IT IN
PART OR IN WHOLE WITHOUT THE
AUTHOR'S PRIOR CONSENT.

NOTES
GENERAL.
-All dimensions are in mm unless
ntherwise specified.

-Drawing are nat to be scaled,only figured dimensions to be used.

-The contractor must check and verify all dimensions on site and any

discrepancies to be reported to the architect before commencment of work.

-All construction is to comply with the latest Kenya Bureau of Standards codes and Local
Autharity Bylaws and requlations

CONSTRUCTIDN.

-All slab to be poured over 1000 gauge polythene sheet on a mm thick murram blinding
on hardcore.

-All sl under slab around and under foundation to be poisoned for termite
-D.P.C.denotes Damp Proof Course. One layer of bitumminous felt to be provided on

all walls above ground floor slab.

STRUCTURAL

-For all R.C. wark,refer to Structural Engineer's details.

-Depth of foundation to be detemined on site to 8. Eng's approval

-All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate
COUrSE. .

-All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate
course

-All black cotton soil to be removed from all buildings and paved surfaces.

ELECTRICALS

-All conduits must be laid before plastering

MECHANICAL

-All testing of pipes must be completed before plastering.

-All inspection chambers covers and framing shall be made of cast iron.
-Minimum slope in the drain pipes to be lin 100

-G6T denotes Gully Trap.

-The storm drain pipes to comply with BS 556 specification.

-SVP denotes Soil Vent Pipe to be provided at heads of drainage system.

-All underground foul and waste drain pipes shall be uPVE to comply with BS 5255,

(an)
-Drains passing beneath buildings & driveways to be encased in 130 mm concrete
surround and should be minimum 450 mm below established ground level datum.
No chases will be allowed for pipes.Sleeves will be allowed only with written approval of
Structural Eng. No cutting of concrete without express approval of the Architect or
Structural Eng.
-All mechnical works must be co-ordinated with electrical works and any conflict must
be clarified before work begins.
-PV denotes Permanent Ventilation.
-IC denotes Inspection Chamber.
-FT denotes Floor Trap.
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THIS DRAWING IS THE COPYRIGHT OF
THE ARCHITECT.

ITIS ILLEGAL TO USE IT FOR PURPDSES OF
CONSTRUCTION OR TO REPRODUCE IT IN
PART OR IN WHOLE WITHOUT THE
AUTHOR'S PRIOR CONSENT.

NOTES
GENERAL.
-All dimensions are in mm unless
ntherwise specified.

-Drawing are nat to be scaled,only figured dimensions to be used.

-The contractor must check and verify all dimensions on site and any

discrepancies to be reported to the architect before commencment of work.

-All construction is to comply with the latest Kenya Bureau of Standards codes and Local
Autharity Bylaws and requlations

CONSTRUCTIDN.

-All slab to be poured over 1000 gauge polythene sheet on a mm thick murram blinding
on hardcore.

-All sl under slab around and under foundation to be poisoned for termite
-D.P.C.denotes Damp Proof Course. One layer of bitumminous felt to be provided on

all walls above ground floor slab.

STRUCTURAL

-For all R.C. wark,refer to Structural Engineer's details.

-Depth of foundation to be detemined on site to 8. Eng's approval

-All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate
COUrSE. .

-All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate
course

-All black cotton soil to be removed from all buildings and paved surfaces.

ELECTRICALS

-All conduits must be laid before plastering

MECHANICAL

-All testing of pipes must be completed before plastering.
-All inspection chambers covers and framing shall be made of cast iron.
-Minimum slope in the drain pipes to be lin 100

-G6T denotes Gully Trap.

-The storm drain pipes to comply with BS 556 specification.
-SVP denotes Soil Vent Pipe to be provided at heads of drainage system.

-All underground foul and waste drain pipes shall be uPVE to comply with BS 5255,

-Drains passing beneath buildings & driveways to be encased in 130 mm concrete
surround and should be minimum 450 mm below established ground level datum.

No chases will be allowed for pipes.Sleeves will be allawed only with written approval of
Structural Eng. No cutting of concrete without express approval of the Architect or
Structural Eng.

-All mechnical works must be co-ordinated with electrical works and any conflict must
be clarified before work begins.

-PV denotes Permanent Ventilation.

-IC denotes Inspection Chamber.

-FT denotes Floor Trap.
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THIS DRAWING IS THE COPYRIGHT OF | -Drawing are not to be scaled,only figured dimensions to be used. all walls above ground floor slab. ELECTRICALS -Drains passing beneath buildings & driveways to be encased in 130 mm concrete TITLE DRAWING TITLE NO. REVISION DATE
THE ARCHITECT. -The contractor must check and verify all dimensions on site and any STRUCTURAL -All conduits must be laid before plastering surround and should be minimum 450 mm below established ground level datum. PROPOSED CONFERENCE HALL AT LANTANA COMFY HOTEL.| ~ WORKING DRAWINGS AND DETAILED DESIGN
T IS ILLEGAL TO USE IT FOR PURPOSES OF| discrepancies to be reparted to the architect before commencment of work. -For all R.C. wark,refer to Structural Engineer's details. MECHANICAL No chases will be allowed for pipes.Sleeves will be allowed only with written approval of KAKAMEGA COUNTY. SCALE DATE JOB. NO.
CONSTRUCTION OR TO REPRODUCE ITIN | -All construction is to comply with the latest Kenya Bureau of Standards codes and Local -Depth of foundation to be detemined on site to 8. Eng's approval -All testing of pipes must be completed before plastering. Structural Eng. No cutting of concrete without express approval of the Architect or PLOT NO. AS SHOWN  |DEC. 2022.|\V.H. /01/2022
PART OR IN WHOLE WITHOUT THE Autharity Bylaws and requlations -All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate -All inspection chambers covers and framing shall be made of cast iron. Structural Eng. DESIGNED BY | ARCHITECT
AUTHOR'S PRIOR CONSENT. CONSTRUCTION. COUPSE. . -Minimum slope in the drain pipes to be lin 100 -All mechnical works must be co-ordinated with electrical works and any conflict must | CLIENT W.M. WESONGA
NOTES -All slab to be poured over 1000 gauge polythene sheet on a0 mm thick murram blinding | -All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate | -GT denaotes Gully Trap. be clarified before work begins. DRAWN BY

GENERAL. on hardcore. COUrSE -The storm drain pipes to comply with BS 556 specification. -PV denotes Permanent Ventilation. W.M. WESONGA
-All dimensions are in mm unless -All sl under slab around and under foundation to be poisoned for termite -All black cotton soil to be removed from all buildings and paved surfaces. -SVP denotes Soil Vent Pipe to be provided at heads of drainage system. -IC denotes Inspection Chamber. SHEET NO.
otherwise specified. -D.P.C. denotes Damp Proof Course. One layer of bitumminous felt to be provided on -All underground foul and waste drain pipes shall be uPVC to comply with BS 5253 -FT denotes Floor Trap.
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THIS DRAWING IS THE COPYRIGHT OF
THE ARCHITECT.

ITIS ILLEGAL TO USE IT FOR PURPDSES OF
CONSTRUCTION OR TO REPRODUCE IT IN
PART OR IN WHOLE WITHOUT THE
AUTHOR'S PRIOR CONSENT.

NOTES
GENERAL.
-All dimensions are in mm unless
ntherwise specified.

-Drawing are nat to be scaled,only figured dimensions to be used.

-The contractor must check and verify all dimensions on site and any

discrepancies to be reported to the architect before commencment of work.

-All construction is to comply with the latest Kenya Bureau of Standards codes and Local
Autharity Bylaws and requlations

CONSTRUCTIDN.

-All slab to be poured over 1000 gauge polythene sheet on a mm thick murram blinding
on hardcore.

-All soil under slab around and under foundation to be poisoned for termite

-D.P.C. denotes Damp Proof Course. One layer of bitumminous felt to be provided on

all walls above ground floor slab.

STRUCTURAL

-For all R.C. work.refer to Structural Engineer's details.

-Depth of foundation to be detemined on site to S. Eng's approval

-All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate
COUrSE. .

-All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate
COUrSE

-All black cotton soil to be removed from all buildings and paved surfaces.

ELECTRICALS

-All conduits must be laid before plastering

MECHANICAL

-All testing of pipes must be completed before plastering.
-All inspection chambers covers and framing shall be made of cast iron.

-Minimum slope in the drain pipes to be lin 100
-G6T denotes Gully Trap.

-The storm drain pipes to comply with BS 53b specification.
-SVP denotes Soil Vent Pipe to be provided at heads of drainage system.
-All underground foul and waste drain pipes shall be uPVC to comply with BS 5253 -FT denotes Floor Trap.

-Drains passing beneath buildings & driveways to be encased in 130 mm concrete
surround and should be minimum 450 mm below established ground level datum.

No chases will be allowed for pipes.Sleeves will be allowed only with written approval of
Structural Eng. No cutting of concrete without express approval of the Architect or
Structural Eng.

-All mechnical works must be co-ordinated with electrical works and any conflict must
be clarified before work begins.

-PV denotes Permanent Ventilation.

-IC denotes Inspection Chamber.
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-D.P.C.denotes Damp Proof Course. One layer of bitumminous felt to be provided on

-All underground foul and waste drain pipes shall be uPVC to comply with BS 5253,

-FT denates Floor Trap.
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THIS DRAWING IS THE COPYRIGHT OF | -Drawing are not to be scaled,only figured dimensions to be used. all walls above ground floor slab. ELECTRICALS -Drains passing beneath buildings & driveways to be encased in (a0 mm concrete TITLE DRAWING TITLE NO. REVISION DATE
THE ARCHITECT. -The contractor must check and verify all dimensions on site and any STRUCTURAL -All conduits must be laid before plastering surround and should be minimum 430 mm below established ground level datum. PROPOSED CONFERENCE HALL AT LANTANA COMFY HOTEL.| ~ WORKING DRAWINGS AND DETAILED DESIGN
[TIS ILLEGAL TO USE IT FOR PURPOSES OF| discrepancies to be reported to the architect before commencment of work. -For all R.C. work.refer to Structural Engineer's details. MECHANICAL No chases will be allowed for pipes.Sleeves will be allowed only with written approval of KAKAMEGA COUNTY. SCALE DATE JOB. NO.
CONSTRUCTION OR TO REPRODUCE ITIN | -All construction is to comply with the latest Kenya Bureau of Standards codes and Local -Depth of foundation to be detemined on site to 8. Eng's approval -All testing of pipes must be completed before plastering. Structural Eng. No cutting of concrete without express approval of the Architect or PLOT NO. AS SHOWN  (DEC. 2022.|V.H. /01/2022
PART OR IN WHOLE WITHOUT THE Authority Bylaws and regulations -All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate -All inspection chambers covers and framing shall be made of cast iron. Structural Eng. DESIGNED BY | ARCHITECT
AUTHOR'S PRIOR CONSENT. CONSTRUCTIDN. COUPSE. . -Minimum slope in the drain pipes to be 1 in 100. -All mechnical works must be co-ordinated with electrical works and any conflict must | CLIENT WM. WESONGA
NOTES -All slab to be poured over 1000 gauge polythene sheet on a0 mm thick murram blinding | -All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate | -GT denaotes Gully Trap. be clarified before work begins. DRAWN BY
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THIS DRAWING IS THE COPYRIGHT OF
THE ARCHITECT.

ITIS ILLEGAL TO USE IT FOR PURPDSES OF
CONSTRUCTION OR TO REPRODUCE IT IN
PART OR IN WHOLE WITHOUT THE
AUTHOR'S PRIOR CONSENT.

NOTES
GENERAL.
-All dimensions are in mm unless
ntherwise specified.

-Drawing are nat to be scaled,only figured dimensions to be used.

-The contractor must check and verify all dimensions on site and any

discrepancies to be reported to the architect before commencment of work.

-All construction is to comply with the latest Kenya Bureau of Standards codes and Local
Autharity Bylaws and requlations

CONSTRUCTIDN.

-All slab to be poured over 1000 gauge polythene sheet on a mm thick murram blinding
on hardcore.

-All soil under slab around and under foundation to be poisoned for termite

-D.P.C. denotes Damp Proof Course. One layer of bitumminous felt to be provided on

all walls above ground floor slab.

STRUCTURAL

-For all R.C. work.refer to Structural Engineer's details.

-Depth of foundation to be detemined on site to S. Eng's approval

-All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate
COUrSE. .

-All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate
COUrSE

-All black cotton soil to be removed from all buildings and paved surfaces.

ELECTRICALS

-All conduits must be laid before plastering

MECHANICAL

-All testing of pipes must be completed before plastering.

-All inspection chambers covers and framing shall be made of cast iron.
-Minimum slope in the drain pipes to be lin 100

-G6T denotes Gully Trap.

-The storm drain pipes to comply with BS 53b specification.

-SVP denotes Soil Vent Pipe to be provided at heads of drainage system.

-All underground foul and waste drain pipes shall be uPVC to comply with BS 5253,

-Drains passing beneath buildings & driveways to be encased in 130 mm concrete
surround and should be minimum 450 mm below established ground level datum.

No chases will be allowed for pipes.Sleeves will be allowed only with written approval of
Structural Eng. No cutting of concrete without express approval of the Architect or
Structural Eng.

-All mechnical works must be co-ordinated with electrical works and any conflict must
be clarified before work begins.

-PV denotes Permanent Ventilation.

-IC denotes Inspection Chamber.

-FT denates Floor Trap.
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ntherwise specified.

-D.P.C.denotes Damp Proof Course. One layer of bitumminous felt to be provided on

-All underground foul and waste drain pipes shall be uPVC to comply with BS 5253,

-FT denates Floor Trap.




THIS DRAWING IS THE COPYRIGHT OF | -Drawing are not to be scaled,only figured dimensions to be used. all walls above ground floor slab. ELECTRICALS -Drains passing beneath buildings & driveways to be encased in 130 mm concrete TITLE
THE ARCHITECT. -The contractor must check and verify all dimensions on site and any STRUCTURAL -All conduits must be laid before plastering surround and should be minimum 450 mm below established ground level datum. PROPOSED CONFERENCE HALL AT LANTANA COMFY HOTEL.
T IS ILLEGAL TO USE IT FOR PURPOSES OF| discrepancies to be reparted to the architect before commencment of work. -For all R.C. wark,refer to Structural Engineer's details. MECHANICAL No chases will be allowed for pipes.Sleeves will be allowed only with written approval of KAKAMEGA COUNTY. SCALE DATE
AS SHOWN

CONSTRUCTION OR TO REPRODUCE ITIN | -All construction is to comply with the latest Kenya Bureau of Standards codes and Local -Depth of foundation to be detemined on site to 8. Eng's approval -All testing of pipes must be completed before plastering. Structural Eng. No cutting of concrete without express approval of the Architect or DEC. 202
PART OR IN WHOLE WITHOUT THE Autharity Bylaws and requlations -All walls less than200 mm thick to be reinfoced with Hoop iron at every alternate -All inspection chambers covers and framing shall be made of cast iron. Structural Eng. DESIGNED BY | ARCHITECT
AUTHOR'S PRIOR CONSENT. CONSTRUCTION. COUPSE. . -Minimum slope in the drain pipes to be lin 100 -All mechnical works must be co-ordinated with electrical works and any conflict must | CLIENT W.M. WESONGA
NOTES -All slab to be poured over 1000 gauge polythene sheet on a0 mm thick murram blinding | -All adjacent R. C . work and masonry walls to be tied with strip iron at every alternate | -GT denaotes Gully Trap. be clarified before work begins. DRAWN BY
GENERAL. on hardcore. COUrSE -The storm drain pipes to comply with BS 556 specification. -PV denotes Permanent Ventilation. W.M. WESONGA

-All dimensions are in mm unless -All sl under slab around and under foundation to be poisoned for termite -All black cotton soil to be removed from all buildings and paved surfaces. -SVP denotes Soil Vent Pipe to be provided at heads of drainage system. -IC denotes Inspection Chamber. SHEET NO.
otherwise specified. -D.P.C. denotes Damp Proof Course. One layer of bitumminous felt to be provided on -All underground foul and waste drain pipes shall be uPVC to comply with BS 5253 -FT denotes Floor Trap.




	OFFICE BLOCK PLANS
	A.02.14 GF
	A.02.13 1F
	A.02.12 2F
	A.02.11 9F
	A.02.10 10F
	A.02.9 ELEV
	A.02.8 ELE 2
	A.02.7 E3
	A.02.6 E4
	A.02.5 3D


